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Attachment B 



Summary Table ‐ Proposed Barrier Removal Schedule by Fiscal Year by Prioritized Facility

Fund Account Facility Name 18/19 19/20 20/21 21/22 22/23 23/24 Future CIP Grand Total

100 9,600$           86,900$        62,050$         111,850$        97,550$         131,450$           499,400$            

Police Department 9,600$          48,900$       13,400$        14,450$         24,500$        110,850$           

Fire Station 34 3,450$         30,200$        39,100$         7,500$          43,850$             124,100$           

Fire Station 33 23,300$       17,000$        24,000$         4,800$          40,250$             109,350$           

Fire Station 35 11,250$       1,450$          34,300$         60,750$        47,350$             155,100$           

221 61,850$         240,100$      301,950$            

City Hall 50,500$        14,650$       65,150$              

Downtown Parking  200$              160,000$     160,200$           

Downtown Parking 11,150$        65,450$       76,600$              

223 45,500$         45,500$              

City Hall 45,500$        45,500$              

244 58,100$         84,450$        105,450$      69,050$          6,750$           143,600$           467,400$            

Twelve Bridges Library 58,100$        84,450$       105,450$      69,050$         6,750$          323,800$           

Carnegie Library 143,600$          143,600$           

245 55,500$         55,500$              

McBean Park 55,500$        55,500$              

270 37,050$         102,350$      106,800$      110,800$        95,150$         128,500$          3,538,000$        4,118,650$        

1911 Foskett Regional Park 80,650$       67,800$        80,500$         60,000$           185,950$          474,900$           

Community Center 350$              350$                     

McBean Park 19,000$        21,700$       39,000$        30,300$         95,150$        68,500$           792,900$          1,066,550$        

Wilson Park 283,950$          283,950$           

Peter Singer Park 242,200$          242,200$           

Auburn Ravine Park 101,300$          101,300$           

Joiner Park 17,700$        763,350$          781,050$           

Twelve Bridges Park 214,150$          214,150$           

Markham Park 270,550$          270,550$           

Sheffield Park 125,450$          125,450$           

Machado Park 85,500$             85,500$              

Scheiber Park 203,150$          203,150$           

Coyote Pond Park 50,900$             50,900$              

Brown Park 76,150$             76,150$              

Pete Demas Park 142,500$          142,500$           

540 130,300$       102,500$      124,600$      152,050$        118,200$       91,350$            683,150$           1,402,150$        

City Hall ‐$               5,000$         32,500$        22,100$           141,100$          200,700$           

Community Center 130,300$      26,500$       4,500$          31,500$         34,300$           172,000$          399,100$           

Civic Center 66,500$       46,000$        13,500$         82,000$        31,950$           69,750$             309,700$           

Lincoln Museum 4,500$         23,100$        17,550$         29,700$        111,550$          186,400$           

Police Activities League Building 58,000$         6,500$          118,500$          183,000$           

Lincoln Area Chamber of Commerce Building 18,500$        31,500$         3,000$              70,250$             123,250$           

750 6,550$          11,150$         19,000$          15,500$         19,000$            141,400$           212,600$            

Lincoln Airport 6,550$         11,150$        19,000$         15,500$        19,000$           141,400$          212,600$           

TOTAL 397,900$     622,850$    410,050$     462,750$      333,150$     238,850$        4,637,600$      7,103,150$      
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CIP / Public 
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McBean Park
Parking - Off 
Street

Swimming Pool 
Parking

6500
The running slope (long dimension) of the accessible parking stall  exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
2 1 2 Park 18/19 CIP 245

McBean Park
Parking - Off 
Street

Swimming Pool 
Parking

4500

The  accessible parking stall's access aisle contains a built up curb ramp which results in significant slopes greater than 2 percent.

Surface slopes of accessible parking spaces and access aisles shall be the minimum possible and shall not exceed one unit vertical in 50 units, horizontal (2-percent 
slope) in any direction.

3 1 2 Park 18/19 CIP 245

McBean Park
Parking - Off 
Street

Swimming Pool 
Parking

6500
The running slope of the access aisle (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
4 1 2 Park 18/19 CIP 245

McBean Park
Parking - Off 
Street

Swimming Pool 
Parking

6500
The cross slopes (narrow dimension) and/or running slopes (long dimension) of the accessible stall exceeds 2%.

The running slope and the cross slope in an accessible parking stall and the access aisle must not exceed 2%.
5 1 2 Park 18/19 CIP 245

McBean Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

10 1 2 Park 18/19 CIP 245

McBean Park Stairways
Path from 
Public Way

4500

The handrail projects less than 12 inches beyond the landing at the top of the stairs parallel to the floor or ground.

At the top of a stair flight, handrails shall extend horizontally above the landing for 12 inches minimum beginning directly above the first riser nosing. Extensions 
shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent stair flight.

12 1 2 Park 18/19 CIP 245

McBean Park
Detectable 
Warnings

Path from 
Public Way

4500

The accessible route of travel that crosses or adjoins the vehicular way and the walking surface is not separated by curbs, railings, or other elements between the 
pedestrian areas and vehicular areas.

If a walk crosses or adjoins a vehicular way, and the walking surfaces are not separated by curbs, railings or other elements between the pedestrian areas and 
vehicular areas, the boundary between the areas shall be defined by a continuous detectable warning which is 36 inches wide.

13 1 2 Park 18/19 CIP 245

McBean Park
Accessible 
Routes

Path from 
Public Way

6500

The route of travel does not provide the required minimum width.

The minimum clear width for sidewalks and walks is 48 inches.

When, because of right-of-way restrictions, natural barriers or other existing conditions, the enforcing agency determines that compliance with the 48-inch clear 
sidewalk width would create an unreasonable hardship, the clear width may be reduced to 36 inches.

14 1 2 Park 18/19 CIP 245

McBean Park
Accessible 
Routes

Play Area 9500
There is no accessible route.

At least one accessible route shall connect accessible buildings, accessible facilities, accessible elements, and accessible spaces that are on the same site.
66 1 2 Park 18/19 CIP 270 Complete

Police Activities 
League Building

Ramps - (Not a 
Curb Ramp)

Main Entrance 1500

The ramp does not have compliant handrails.

Handrails are required on both sides of all surfaces that are sloped greater than 5 percent (1:20). Handrails must be between 34 inches and 38 inches above the 
ramp surface, must extend beyond the top and bottom of the ramp 12 inches and be parallel to the floor or ground surface. The diameter of the handrails must be 
between 1 inches and 2 inches in cross-sectional nominal dimension for circular handrails and handrail gripping surfaces with a non-circular cross section shall have 
a perimeter dimension of 4 inches minimum and 6 inches maximum, and a cross-section dimension of 2 inches maximum. The clear space between handrails and 
walls must 1-1/2 inches minimum.

27 5 11 Building 18/19
Public 

Services
540 Complete

Police Activities 
League Building

Ramps - (Not a 
Curb Ramp)

Main Entrance 6500
The landing at the bottom of the ramp has a slope greater than 2%.

Bottom  landings  shall have a dimension in the direction of ramp run of not less than 72 inches and have a slope of less than 2% in any direction.
28 5 11 Building 18/19

Public 
Services

540 Complete

Police Activities 
League Building

Ramps - (Not a 
Curb Ramp)

Main Entrance 6500
The ramp on the accessible route contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
29 5 11 Building 18/19

Public 
Services

540 Complete
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Police Activities 
League Building

Ramps - (Not a 
Curb Ramp)

Main Entrance 4500

The handrail extension is not a minimum 12 inches.

Handrails must be between 34 inches and 38 inches above the ramp surface, must extend beyond the top and bottom of the ramp 12 inches horizontally, be parallel 
to the floor or ground surface and be in the same direction as he ramp runs. The 12 inches must be level and does not include the radius at the top of round 
handrails. Extensions shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent ramp run.

30 5 11 Building 18/19
Public 

Services
540 Complete

City Hall Doors
Council 
Chambers

0

The landing at the door is obstructed.

Landings for doors on the push side approached from the front must be  flat (2% max. slope in any direction) and have a minimum length of 48 inches in the 
direction of travel.

108 6 1 Building 18/19 540 Complete

Police Activities 
League Building

Doors Main Entrance 4500

The door does not open at least 90 degrees.

Door openings shall provide a clear width of 32 inches minimum. Clear openings of doorways with swinging doors shall be measured between the face of the door 
and the stop, with the door open 90 degrees. There shall be no projections into the required clear opening width lower than 34 inches above the finish floor or 
ground. Projections into the clear opening width between 34 inches and 80 inches above the finish floor or ground shall not exceed 4 inches.

31 6 11 Building 18/19
Public 

Services
540 Complete

Police Activities 
League Building

Doors Main Entrance 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

32 6 11 Building 18/19
Public 

Services
540 Complete

McBean Park Restrooms Baseball Field 0

The restroom is not nearly compliant. 

The restroom does not have the required minimum clear floor space or maneuvering clearances for the toilet, The restroom does not have the required minimum 
clear floor space or maneuvering clearances for the lavatory, The entry door does not contain the required minimum maneuvering spaces on the pull/push sides, 
The entry door encroach into the required clear floor space for fixtures, Grab bars are missing and/or incorrectly installed, Accessories, such as toilet seat covers, 
paper towel holders, garbage cans, hand dryers, and mirrors are either too high or without clear floor space or both, The restroom contain floor level changes 
greater than a 1/2 inch of the floor drains and is slope (XX) - (XX), the shower is too small and missing numerous accessible elements.

117 8 2 Park 18/19 CIP412 245 Complete

Police Activities 
League Building

Plumbing 
Fixtures & 
Elements

Kitchen 0

Knee and toe clearance has not been provided at the sink.

The knee clearance shall be 11 inches deep minimum at 9 inches above the finish floor or ground, and 8 inches deep minimum at 27 inches above the finish floor or 
ground.

The toe clearance is the space under the sink between the finish floor or ground and 9 inches above the finish floor 30 inches wide minimum and 19 inches 
minimum under the sink.

34 9 11 Building 18/19
Public 

Services
540 Complete

Police Activities 
League Building

Fire 
Extinguishers

Main Entrance 0
The fire extinguisher cabinet is not on an accessible route. 

An accessible route of travel is 36 inches wide minimum and provides a 30 inch by 48 inch clear floor space that allows a side or forward approach.
33 11 11 Building 18/19

Public 
Services

540 Complete

City Hall
Parking - Off 
Street

Parking Lot 4500

The access aisle contains abrupt edges and surface irregularities over a 1/4 inches.

Parking spaces and access aisles serving them shall be stable, firm, and slip resistant. Access aisles shall be at the same level as the parking spaces they serve. 
Changes in level are not permitted and shall not be sloped steeper than 2% in any direction.

152 1S 1 Building 18/19 CIP 221

City Hall
Parking - Off 
Street

Parking Lot 6500
The cross slope (short dimension) of the access aisle exceeds 2%.

The cross slope in an accessible parking stall and the access aisle must not exceed 2%.
151 1S 1 Building 18/19 CIP 223

City Hall
Parking - Off 
Street

Parking Lot 9500

There are no van accessible parking stalls.
1 in every 6, minimum of one, required accessible stalls must be a van accessible stall.

There are a total of (XX) parking stalls in the parking lot that could be reasonably associated with this facility. There should be a minimum of (XX) accessible stalls 
with a minimum of (XX) being designed as van accessible.

147 1S 1 Building 18/19 CIP 221
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City Hall
Parking - Off 
Street

Parking Lot 9500

The access aisle is not located on an accessible route of travel to the accessible building entrance.

Accessible parking spaces serving a particular building shall be located on the shortest accessible route of travel from adjacent parking to an accessible entrance. In 
buildings with multiple accessible entrances with adjacent parking, accessible parking spaces shall be dispersed and located closest to the accessible entrances.

157 1S 1 Building 18/19 CIP 221

City Hall
Parking - Off 
Street

Parking Lot 9500

The access aisle is not located on an accessible route of travel to the accessible building entrance.

Accessible parking spaces serving a particular building shall be located on the shortest accessible route of travel from adjacent parking to an accessible entrance. In 
buildings with multiple accessible entrances with adjacent parking, accessible parking spaces shall be dispersed and located closest to the accessible entrances.

158 1S 1 Building 18/19 CIP 221

City Hall
Parking - Off 
Street

Parking Lot 1500

The loading/unloading access aisle does not contain the words "No Parking" with a minimum of 12" letters.

The words "NO PARKING" shall be painted on the ground within each loading and unloading access aisle. This notice shall be painted in white letters no less than 12 
inches high and located so that it is visible to traffic enforcement officials.

153 1S 1 Building 18/19 CIP 221

City Hall
Parking - Off 
Street

Parking Lot 1500

The loading/unloading access aisle does not contain the words "No Parking" with a minimum of 12" letters.

The words "NO PARKING" shall be painted on the ground within each loading and unloading access aisle. This notice shall be painted in white letters no less than 12 
inches high and located so that it is visible to traffic enforcement officials.

156 1S 1 Building 18/19 CIP 221

City Hall
Parking - Off 
Street

Parking Lot 1500

The loading/unloading access aisle does not contain the words "No Parking" with a minimum of 12" letters.

The words "NO PARKING" shall be painted on the ground within each loading and unloading access aisle. This notice shall be painted in white letters no less than 12 
inches high and located so that it is visible to traffic enforcement officials.

161 1S 1 Building 18/19 CIP 221

City Hall
Parking - Off 
Street

Parking Lot 6500

The parking stall contains abrupt edges and surface irregularities over a 1/4 inch vertical. 

Parking spaces and access aisles serving them shall be stable, firm, and slip resistant. Access aisles shall be at the same level as the parking spaces they serve. 
Changes in level are not permitted and shall not be sloped steeper than 2% in any direction.

150 1S 1 Building 18/19 CIP 221

City Hall
Parking - Off 
Street

Parking Lot 6500
The cross slope (narrow dimension) of the parking stall (narrow dimension) exceeds 2%.

The running and cross slope in an accessible parking stall and the access aisle must not exceed 2%.
145 1S 1 Building 18/19 CIP 223

City Hall
Parking - Off 
Street

Parking Lot 6500
The cross slope (short dimension) of the access aisle exceeds 2%.

The cross slope in an accessible parking stall and the access aisle must not exceed 2%.
146 1S 1 Building 18/19 CIP 223

City Hall
Parking - Off 
Street

Parking Lot 6500
The cross slopes (narrow dimension) and/or running slopes (long dimension) of the accessible stall exceeds 2%.

The running slope and the cross slope in an accessible parking stall and the access aisle must not exceed 2%.
149 1S 1 Building 18/19 CIP 223

City Hall
Parking - Off 
Street

Parking Lot 6500
The cross slope (narrow dimension) of the parking stall (narrow dimension) exceeds 2%.

The running and cross slope in an accessible parking stall and the access aisle must not exceed 2%.
154 1S 1 Building 18/19 CIP 223

City Hall
Parking - Off 
Street

Parking Lot 6500
The cross slope (short dimension) of the access aisle exceeds 2%.

The cross slope in an accessible parking stall and the access aisle must not exceed 2%.
155 1S 1 Building 18/19 CIP 223

City Hall
Parking - Off 
Street

Parking Lot 6500
The cross slopes (narrow dimension) and/or running slopes (long dimension) of the accessible stall exceeds 2%.

The running slope and the cross slope in an accessible parking stall and the access aisle must not exceed 2%.
159 1S 1 Building 18/19 CIP 223

City Hall
Parking - Off 
Street

Parking Lot 6500
The running slope of the access aisle (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
160 1S 1 Building 18/19 CIP 221

Community 
Center

Parking - Off 
Street

Parking Lot 150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

1 1S 2 Building 18/19 CIP 540

Community 
Center

Parking - Off 
Street

Parking Lot 6500
The running slope of the accessible parking stall (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
2 1S 2 Building 18/19 CIP 540
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Community 
Center

Parking - Off 
Street

Parking Lot 1500

The access aisle is not a minimum 5 feet wide.

A car accessible parking stall's access aisle must be a minimum of 5 feet wide measured from centerline to centerline.

Where the access aisle is not adjacent to another parking space or access aisle, measurements shall be permitted to include the full width of the line defining the 
access aisle.

3 1S 2 Building 18/19 CIP 540

Community 
Center

Parking - Off 
Street

Parking Lot 6500
The running slope of the access aisle (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
4 1S 2 Building 18/19 CIP 540

Community 
Center

Parking - Off 
Street

Parking Lot 6500

The access aisle is not centered on the curb ramp and requires part of the accessible parking stall to be used as a landing which may become obstructed by parked 
cars.

Parking spaces and access aisles shall be designed so that cars and vans, when parked, cannot obstruct the required clear width of adjacent accessible routes.

5 1S 2 Building 18/19 CIP 540

Community 
Center

Parking - Off 
Street

Parking Lot 150

The tow-away sign is incorrectly worded.  Look for the words "Special" and "Will".

There must be a tow-away sign posted in a conspicuous place at each entrance, or immediately adjacent to each space. The sign shall not be less than 17 inches by 
22 inches in size with 1 inch high minimum lettering which clearly and conspicuously states the following: 

"Unauthorized vehicles parked in designated accessible spaces not displaying distinguishing placards or special license plates issued for persons with disabilities will 
be towed away at owner's expense.
Towed vehicles may be reclaimed at__________________________or by telephoning________________________."

Blank spaces are to be filled in with appropriate information as a permanent part of the sign.

6 1S 2 Building 18/19 CIP 540

Community 
Center

Parking - Off 
Street

Parking Lot 150

The accessible parking sign is missing.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to the parking space or 
within the projected parking space width at the head end of the parking space or permanently posted on a wall at the interior end of the parking space. The sign 
shall not be smaller than 70 square inches in area and mounted a minimum of 60 inches above the ground measured to the bottom of the sign. When in a path of 
travel, it shall be a minimum of 80 inches from the bottom of the sign to the ground. Signs shall include the International Symbol of Accessibility in white on a blue 
background.

7 1S 2 Building 18/19 CIP 540

Community 
Center

Parking - Off 
Street

Parking Lot 1500

The accessible parking stall/s is/are missing the required ISA (International Symbol of Accessibility). 

The parking space shall be outlined or painted blue and shall be marked with an International Symbol of Accessibility a minimum 36 inches wide by 36 inches high in 
white or a suitable contrasting color. The centerline of the International Symbol of Accessibility shall be a maximum of 6 inches from the centerline of the parking 
space, its sides parallel to the length of the parking space and its lower corner at, or lower side aligned with, the end of the parking space.

8 1S 2 Building 18/19 CIP 540

Community 
Center

Parking - Off 
Street

Parking Lot 6500
The running slope of the accessible parking stall (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
9 1S 2 Building 18/19 CIP 540

Community 
Center

Parking - Off 
Street

Parking Lot 6500

The parking stall contains abrupt edges and surface irregularities over a 1/4 inch vertical. 

Parking spaces and access aisles serving them shall be stable, firm, and slip resistant. Access aisles shall be at the same level as the parking spaces they serve. 
Changes in level are not permitted and shall not be sloped steeper than 2% in any direction.

10 1S 2 Building 18/19 CIP 540

Community 
Center

Accessible 
Routes

Path from 
Parking

9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

11 1S 2 Building 18/19 CIP 540

Community 
Center

Accessible 
Routes

Path from 
Parking

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

12 1S 2 Building 18/19 CIP 540

Community 
Center

Accessible 
Routes

Path from 
Parking

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

13 1S 2 Building 18/19 CIP 540
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Community 
Center

Accessible 
Routes

Path from 
Parking

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

14 1S 2 Building 18/19 CIP 540

Community 
Center

Accessible 
Routes

Path from 
Parking

9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

15 1S 2 Building 18/19 CIP 540

Community 
Center

Accessible 
Routes

Path from 
Parking

6500

The building entrance is not located on an accessible route. 

When a building, or portion of a building, is required to be accessible, an accessible route of travel shall be provided to all portions of the building, to accessible 
building entrances and between the building and the public way. Where more than one route is provided, all routes must be accessible.

At least one accessible route within the boundary of the site must be provided from public transportation stops, accessible parking and accessible passenger loading 
zones and public streets or sidewalks to the accessible building entrance they serve.

The accessible route shall, to the maximum extent feasible, coincide with the route for the general public. At least one accessible route shall connect accessible 
buildings, facilities, elements and spaces that are on the same site. At least one accessible route shall connect accessible building or facility entrances with all 
accessible spaces and elements.

16 1S 2 Building 18/19 CIP 540

Community 
Center

Detectable 
Warnings

Path from 
Parking

5000

Detectable warnings are missing for the parallel curb ramp.

On parallel curb ramps, detectable warnings shall be placed on the turning space at the flush transition between the street and sidewalk.

Detectable warnings at curb ramps shall extend 36 inches in the direction of travel. Detectable warnings shall extend the full width of the ramp run excluding any 
flared sides. Detectable warnings shall be located so the edge nearest the curb is 6 inches minimum and 8 inches maximum from the line at the face of the curb 
marking the transition between the curb and the gutter, street or highway. EXCEPTION: On parallel curb ramps, detectable warnings shall be placed on the turning 
space at the flush transition between the street and sidewalk.

17 1S 2 Building 18/19 CIP 540

Community 
Center

Curb Ramps
Path from 
Parking

4500

The bottom landing of the curb ramp contains slopes greater than 2%.

 A turning space 48 inches minimum by 48 inches minimum shall be provided at the bottom of the Curb Ramp. The slope of the turning space in all directions shall 
be 1:48 (2%) maximum.

18 1S 2 Building 18/19 CIP 540

Community 
Center

Curb Ramps
Path from 
Parking

6500
The curb ramp on the accessible route contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
19 1S 2 Building 18/19 CIP 540

Community 
Center

Accessible 
Routes

Path from 
Parking

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

20 1S 2 Building 18/19 CIP 540

Community 
Center

Accessible 
Routes

Path from 
Parking

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

22 1S 2 Building 18/19 CIP 540

Community 
Center

Accessible 
Routes

Path from 
Parking

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

23 1S 2 Building 18/19 CIP 540

Community 
Center

Accessible 
Routes

Path from 
Parking

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

24 1S 2 Building 18/19 CIP 540

Community 
Center

Accessible 
Routes

Path from 
Parking

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

25 1S 2 Building 18/19 CIP 540
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Evaluation 
Title/CIP#

Group
AreaDescriptio

n

Budget 
High/ 

Project 
Budget

Finding/Project Description
Finding 
Number

Barrier 
Priority

Facility 
Priority

Facility Type
FY 

Implementati
on

CIP / Public 
Services

Fund Completed

Community 
Center

Signs
Men's 
Restroom

150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Dots shall be 1/10 inch on center in each cell with 2/10-
inch space between cells, measured from the second column of dots in the first cell to the first column of dots in the second cell. Dots shall be raised a minimum of 
1/40 inch above the background. Braille dots shall be domed or rounded. Signs with raised characters or Braille shall be located a minimum of 48 inches above the 
finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured 
from the baseline of the highest line of raised characters.

39 1S 2 Building 18/19
Public 

Services
540 Complete

Community 
Center

Operable Parts
Men's 
Restroom

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
42 1S 2 Building 18/19

Public 
Services

540 Complete

Community 
Center

Plumbing 
Fixtures & 
Elements

Men's 
Restroom

150

The self closing faucet controls do not stay open for a minimum of 10 seconds. 

Faucet controls and operating mechanisms shall be operable with one hand and shall not require tight grasping, pinching or twisting of the wrist. The force required 
to activate controls shall be no greater than 5 lb. Lever-operated, push-type and electronically controlled mechanisms are examples of acceptable designs. Self-
closing valves are allowed if the faucet remains open for at least 10 seconds.

43 1S 2 Building 18/19
Public 

Services
540 Complete

Community 
Center

Plumbing 
Fixtures & 
Elements

Men's 
Restroom

150

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect against contact. There shall be no sharp or abrasive 
surfaces under lavatories and sinks.

44 1S 2 Building 18/19
Public 

Services
540

Community 
Center

Restrooms
Men's 
Restroom

1500
The paper towel dispenser's operation mechanism is too high off the floor. 

Dispensers in restrooms must have operable parts a maximum of 40 inches above the floor.
45 1S 2 Building 18/19

Public 
Services

540 Complete

Community 
Center

Restrooms
Men's 
Restroom

1500
The soap dispenser is mounted too high. 

Dispensers must have all operable parts a maximum of 40 inches above the floor.
46 1S 2 Building 18/19

Public 
Services

540 Complete

Community 
Center

Operable Parts
Men's 
Restroom

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
48 1S 2 Building 18/19

Public 
Services

540 Complete

Community 
Center

Restrooms
Men's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

49 1S 2 Building 18/19
Public 

Services
540 Complete

Community 
Center

Restrooms
Men's 
Restroom

1500

The toilet seat cover dispenser is not on an accessible route. 

Toilet seat covers must be on an accessible route. An accessible route of travel is 36 inches wide minimum and provides a 30 inch by 48 inch clear floor space that 
allows a side or forward approach. Dispensers must have all operable parts a maximum of 40 inches above the floor.

50 1S 2 Building 18/19
Public 

Services
540 Complete
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Evaluation 
Title/CIP#

Group
AreaDescriptio

n

Budget 
High/ 

Project 
Budget

Finding/Project Description
Finding 
Number

Barrier 
Priority

Facility 
Priority

Facility Type
FY 

Implementati
on

CIP / Public 
Services

Fund Completed

Community 
Center

Signs
Women's 
Restroom

150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Dots shall be 1/10 inch on center in each cell with 2/10-
inch space between cells, measured from the second column of dots in the first cell to the first column of dots in the second cell. Dots shall be raised a minimum of 
1/40 inch above the background. Braille dots shall be domed or rounded. Signs with raised characters or Braille shall be located a minimum of 48 inches above the 
finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured 
from the baseline of the highest line of raised characters.

55 1S 2 Building 18/19
Public 

Services
540 Complete

Community 
Center

Clear Floor 
Space

Women's 
Restroom

500
The baby changing table is not accessible because there is not adequate clear floor space for an approach.

The clear floor or ground space shall be 30 inches minimum by 48 inches minimum.
56 1S 2 Building 18/19

Public 
Services

540 Infeasible 

Community 
Center

Restrooms
Women's 
Restroom

150
The baby changing table is too high when folded down.

The tops of baby changing  surfaces shall be 28 inches minimum and 34 inches maximum above the finish floor or ground.
57 1S 2 Building 18/19

Public 
Services

540 Complete

Community 
Center

Plumbing 
Fixtures & 
Elements

Women's 
Restroom

150

The self closing faucet controls do not stay open for a minimum of 10 seconds. 

Faucet controls and operating mechanisms shall be operable with one hand and shall not require tight grasping, pinching or twisting of the wrist. The force required 
to activate controls shall be no greater than 5 lb. Lever-operated, push-type and electronically controlled mechanisms are examples of acceptable designs. Self-
closing valves are allowed if the faucet remains open for at least 10 seconds.

59 1S 2 Building 18/19
Public 

Services
540 Complete

Community 
Center

Plumbing 
Fixtures & 
Elements

Women's 
Restroom

150

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect against contact. There shall be no sharp or abrasive 
surfaces under lavatories and sinks.

61 1S 2 Building 18/19
Public 

Services
540

Community 
Center

Restrooms
Women's 
Restroom

1500
The paper towel dispenser's operation mechanism is too high off the floor. 

Dispensers in restrooms must have operable parts a maximum of 40 inches above the floor.
62 1S 2 Building 18/19

Public 
Services

540 Complete

Community 
Center

Restrooms
Women's 
Restroom

1500
The soap dispenser is mounted too high. 

Dispensers must have all operable parts a maximum of 40 inches above the floor.
63 1S 2 Building 18/19

Public 
Services

540 Complete

Community 
Center

Restrooms
Women's 
Restroom

1500

The mirror is mounted too high.

Mirrors must have the bottom edge of the reflecting surface a maximum of 40 inches above the floor if above a sink or counter. Mirrors not located above lavatories 
or countertops shall be installed with the bottom edge of the reflecting surface 35 inches maximum above the finish floor or ground.

64 1S 2 Building 18/19
Public 

Services
540

Community 
Center

Restrooms
Women's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

71 1S 2 Building 18/19
Public 

Services
540 Complete
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Evaluation 
Title/CIP#

Group
AreaDescriptio

n

Budget 
High/ 

Project 
Budget

Finding/Project Description
Finding 
Number

Barrier 
Priority

Facility 
Priority

Facility Type
FY 

Implementati
on

CIP / Public 
Services

Fund Completed

Community 
Center

Restrooms
Women's 
Restroom

1500

The toilet seat cover dispenser is not on an accessible route. 

Toilet seat covers must be on an accessible route. An accessible route of travel is 36 inches wide minimum and provides a 30 inch by 48 inch clear floor space that 
allows a side or forward approach. Dispensers must have all operable parts a maximum of 40 inches above the floor.

72 1S 2 Building 18/19
Public 

Services
540 Complete

Community 
Center

Assembly Areas Gymnasium 1500 Wheelchair spaces shall be provided in assembly areas with fixed seating. 79 1S 2 Building 18/19
Public 

Services
540

Community 
Center

Restrooms
Men's 
Restroom

350 The ADA Stall shall have a self closing door.  Also need to ensure the toilent paper dispenser is in compliant location and P-traps shall be wrapped. 41a 1S 2 Building 18/19
Public 

Services
270

Downtown 
Parking 

Parking - Off 
Street

F Street 
Between 6th 
and 5th Street

200 Missing proper signage.  Tow Away/Minimum Fine Sign. 16a 1S 2A
Off-Street 

Parking
18/19

Public 
Services

221

Joiner Park Doors
Women's 
Restroom

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

95 1S 6 Park 18/19
Public 

Services
270

Joiner Park Doors
Men's 
Restroom

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

128 1S 6 Park 18/19
Public 

Services
270

Joiner Park
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

150

The self closing faucet controls do not stay open for a minimum of 10 seconds. 

Faucet controls and operating mechanisms shall be operable with one hand and shall not require tight grasping, pinching or twisting of the wrist. The force required 
to activate controls shall be no greater than 5 lb. Lever-operated, push-type and electronically controlled mechanisms are examples of acceptable designs. Self-
closing valves are allowed if the faucet remains open for at least 10 seconds.

133 1S 6 Park 18/19
Public 

Services
270

Joiner Park
Accessible 
Routes

Baseball Field 6500

The baseball field participation area is not on an accessible route.

Participation areas shall be accessible to persons with disabilities, including the following listed and similar activity areas:
1. Tennis, racquetball and handball courts.
2. Gymnasium floor areas and general exercise rooms.
3. Basketball, volleyball and badminton courts, and bowling lanes.
4. Swimming pool deck areas shall be accessible, and a mechanism to assist persons with disabilities in gaining entry into the pool and in exiting from the pool shall 
be provided.
5. Athletic team rooms and facilities, playing fields and running tracks.

31 1S 6 Park 18/19
Public 

Services
270

Joiner Park Restrooms
Women's 
Restroom

150
The sign contains sharp edges.

Edges of signs shall be rounded, chamfered or eased. Corners of signs shall have a minimum radius of 1/8 inch.
92 1S 6 Park 18/19

Public 
Services

270

Joiner Park Restrooms
Men's 
Restroom

150
The sign contains sharp edges.

Edges of signs shall be rounded, chamfered or eased. Corners of signs shall have a minimum radius of 1/8 inch.
125 1S 6 Park 18/19

Public 
Services

270
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Title/CIP#

Group
AreaDescriptio

n

Budget 
High/ 

Project 
Budget

Finding/Project Description
Finding 
Number

Barrier 
Priority

Facility 
Priority

Facility Type
FY 

Implementati
on

CIP / Public 
Services

Fund Completed

Joiner Park Doors
Men's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

127 1S 6 Park 18/19
Public 

Services
270

Joiner Park Doors
Women's 
Restroom

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

94 1S 6 Park 18/19
Public 

Services
270

Joiner Park
Dining/Bar and 
Work Surfaces

Play Area 2 1500

There are no accessible tables.

At least 5% of each type in each functional area of dining surfaces must be accessible and must be dispersed throughout the space or facility containing dining 
surfaces. An accessible table must be on an accessible route (36 inches minimum) and have knee and toe spaces at least 27 inches high, 30 inches wide and 19 
inches deep. The tops of tables and counters shall be 28 inches to 34 inches from the floor or ground.

42 1S 6 Park 18/19
Public 

Services
270

Joiner Park Restrooms
Women's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

107 1S 6 Park 18/19
Public 

Services
270

Joiner Park Restrooms
Men's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

116 1S 6 Park 18/19
Public 

Services
270

Joiner Park Restrooms
Women's 
Restroom

150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Signs with raised characters or Braille shall be located a 
minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish 
floor or ground surface, measured from the baseline of the highest line of raised characters.

91 1S 6 Park 18/19
Public 

Services
270

Joiner Park Operable Parts
Men's 
Restroom

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
138 1S 6 Park 18/19

Public 
Services

270

Joiner Park Doors
Men's 
Restroom

1500

The operating hardware is not accessible because it requires tight grasping, pinching or twisting of the wrist to operate.

Hand-activated hardware, handles, pulls, latches, locks, and other operating devices on accessible elements shall have a shape that is easy to grasp with one hand 
and does not require tight grasping, tight pinching or twisting of the wrist to operate.

123 1S 6 Park 18/19
Public 

Services
270

Joiner Park
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

150

The self closing faucet controls do not stay open for a minimum of 10 seconds. 

Faucet controls and operating mechanisms shall be operable with one hand and shall not require tight grasping, pinching or twisting of the wrist. The force required 
to activate controls shall be no greater than 5 lb. Lever-operated, push-type and electronically controlled mechanisms are examples of acceptable designs. Self-
closing valves are allowed if the faucet remains open for at least 10 seconds.

98 1S 6 Park 18/19
Public 

Services
270
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Joiner Park
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

150

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect against contact. There shall be no sharp or abrasive 
surfaces under lavatories and sinks.

99 1S 6 Park 18/19
Public 

Services
270

Joiner Park Operable Parts
Women's 
Restroom

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
105 1S 6 Park 18/19

Public 
Services

270

Joiner Park Restrooms
Men's 
Restroom

150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Signs with raised characters or Braille shall be located a 
minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish 
floor or ground surface, measured from the baseline of the highest line of raised characters.

124 1S 6 Park 18/19
Public 

Services
270

Joiner Park
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

150

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect against contact. There shall be no sharp or abrasive 
surfaces under lavatories and sinks.

134 1S 6 Park 18/19
Public 

Services
270

Joiner Park Restrooms
Men's 
Restroom

1500

The toilet seat cover dispenser is mounted too high.

Dispensers must have operable parts a maximum of 40 inches above the floor. Toilet seat covers must be on an accessible route. An accessible route of travel is 36 
inches wide minimum and provides a 30 inch by 48 inch clear floor space that allows a side or forward approach.

117 1S 6 Park 18/19
Public 

Services
270

Joiner Park Restrooms
Men's 
Restroom

1500
The hand dryer and the soap dispenser are mounted too high. 

Dispensers must have all operable parts a maximum of 40 inches above the floor.
135 1S 6 Park 18/19

Public 
Services

270

Lincoln Blvd - 
Existing 
Downtown 
Parking (McBean 
P

Parking - Off 
Street

F Street 
Between 5th 
and 6th

4500
The access aisle is missing at the accessible parking stall. 

Access aisles serving parking spaces shall adjoin an accessible route. Two parking spaces shall be permitted to share a common access aisle.
8 1S 2A

Off-Street 
Parking

18/19
Public 

Services
221

Lincoln Blvd - 
Existing 
Downtown 
Parking (McBean 
P

Parking - Off 
Street

F Street 
Between 5th 
and 6th

150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

6 1S 2A
Off-Street 

Parking
18/19

Public 
Services

221

Lincoln Blvd - 
Existing 
Downtown 
Parking (McBean 
P

Parking - Off 
Street

F Street 
Between 5th 
and 6th

6500
The cross slopes (narrow dimension) and/or running slopes (long dimension) of the accessible stall exceeds 2%.

The running slope and the cross slope in an accessible parking stall and the access aisle must not exceed 2%.
7 1S 2A

Off-Street 
Parking

18/19
Public 

Services
221

McBean Park
Accessible 
Routes

Play Area 9500
There is no accessible route to the gazebo.

At least one accessible route shall connect accessible buildings, accessible facilities, accessible elements, and accessible spaces that are on the same site.
67 1S 2 Park 18/19

Public 
Services

270 Complete

Police 
Department 
Substation

Restrooms
Unisex 
Restroom

150
The coat hook is installed greater than 48 inches above the finished floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above the finished floor.
36 1S 4 Building 18/19

Public 
Services

100
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CIP / Public 
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Police 
Department 
Substation

Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

1500
The toilet seat is not located within the range allowed off the floor. 

The height of accessible water closets shall be a minimum of 17 inches and a maximum of 19 inches measured to the top of a maximum 2-inch high toilet seat.
31 1S 4 Building 18/19

Public 
Services

100

Police 
Department 
Substation

Restrooms
Unisex 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

32 1S 4 Building 18/19
Public 

Services
100

Police 
Department 
Substation

Restrooms
Unisex 
Restroom

1500

The toilet seat cover dispenser is not on an accessible route. 

Toilet seat covers must be on an accessible route. An accessible route of travel is 36 inches wide minimum and provides a 30 inch by 48 inch clear floor space that 
allows a side or forward approach. Dispensers must have all operable parts a maximum of 40 inches above the floor.

34 1S 4 Building 18/19
Public 

Services
100

Police 
Department 
Substation

Restrooms
Unisex 
Restroom

150

The unisex/all-gender door sign is incorrect.

Unisex sanitary facilities shall be identified by a circle, 1/4 inch thick and 12 inches in diameter with a 1/4 inch thick triangle superimposed on the circle and within 
the 12-inch diameter. The triangle symbol shall contrast with the circle symbol, either light on a dark background or dark on a light background. The circle symbol 
shall contrast with the door, either light on a dark background or dark on a light background. The symbol shall be mounted at 58 inches minimum and 60 inches 
maximum above the finish floor or ground surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch 
of the vertical centerline of the door.

22 1S 4 Building 18/19
Public 

Services
100

Police 
Department 
Substation

Restrooms
Unisex 
Restroom

150

A compliant room identification sign is missing on the strike side of the door. Recommend "All-Gender" as the replacement.

As a result of the enactment of Assembly Bill 1732 (Chapter 818, Statutes of 2016) the following is required effective March 1, 2017: All single-user toilet facilities in 
any business establishment, place of public accommodation, or state or local government agency shall be identified as "all-gender" toilet facilities. â€œSingle-user 
toilet facilityâ€� means a toilet facility with no more than one water closet and one urinal with a locking mechanism controlled by the user. This shall become 

operative on March 1, 2017.

23 1S 4 Building 18/19
Public 

Services
100

Police 
Department 
Substation

Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

150

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect against contact. There shall be no sharp or abrasive 
surfaces under lavatories and sinks.

28 1S 4 Building 18/19
Public 

Services
100

Police 
Department 
Substation

Restrooms
Unisex 
Restroom

1500
The soap dispenser is mounted too high. 

Dispensers must have all operable parts a maximum of 40 inches above the floor.
24 1S 4 Building 18/19

Public 
Services

100

Police 
Department 
Substation

Restrooms
Unisex 
Restroom

1500

The mirror is mounted too high.

Mirrors must have the bottom edge of the reflecting surface a maximum of 40 inches above the floor if above a sink or counter. Mirrors not located above lavatories 
or countertops shall be installed with the bottom edge of the reflecting surface 35 inches maximum above the finish floor or ground.

25 1S 4 Building 18/19
Public 

Services
100

Police 
Department 
Substation

Restrooms
Unisex 
Restroom

1500

The toilet seat cover dispenser is mounted too high.

Dispensers must have operable parts a maximum of 40 inches above the floor. Toilet seat covers must be on an accessible route. An accessible route of travel is 36 
inches wide minimum and provides a 30 inch by 48 inch clear floor space that allows a side or forward approach.

33 1S 4 Building 18/19
Public 

Services
100

Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 9500

There are not enough accessible stalls

There are 3 accessible parking stalls including 1 designated for a van. 

There should be a minimum of 4 accessible parking stalls including a minimum of 1 van accessible stalls.

19 1S 3 Building 18/19 CIP 244
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Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 150

The tow-away sign is incorrectly worded.  Look for the words "Special" and "Will".

There must be a tow-away sign posted in a conspicuous place at each entrance, or immediately adjacent to each space. The sign shall not be less than 17 inches by 
22 inches in size with 1 inch high minimum lettering which clearly and conspicuously states the following: 

"Unauthorized vehicles parked in designated accessible spaces not displaying distinguishing placards or special license plates issued for persons with disabilities will 
be towed away at owner's expense.
Towed vehicles may be reclaimed at__________________________or by telephoning________________________."

Blank spaces are to be filled in with appropriate information as a permanent part of the sign.

10 1S 3 Building 18/19 CIP 244

Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

14 1S 3 Building 18/19
Public 

Services
244

Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

21 1S 3 Building 18/19
Public 

Services
244
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Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

25 1S 3 Building 18/19
Public 

Services
244

Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 2500

The access aisle is not a minimum 8 feet wide.

Van Accessible parking stalls' access aisle must be a minimum of 8 feet wide, measured from centerline to centerline and a minimum 18 feet long. Alternatively, the 
stall can be 12 feet wide and the access aisle may be 5 feet wide.

Where parking spaces or access aisles are not adjacent to another parking space or access aisle, measurements shall be permitted to include the full width of the 
line defining the parking space or access aisle.

31 1S 3 Building 18/19 CIP 244

Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 6500
The running slope of the access aisle (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
9 1S 3 Building 18/19 CIP 244

Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 6500

The access aisle is not centered on the curb ramp and requires part of the accessible parking stall to be used as a landing which may become obstructed by parked 
cars.

Parking spaces and access aisles shall be designed so that cars and vans, when parked, cannot obstruct the required clear width of adjacent accessible routes.

12 1S 3 Building 18/19 CIP 244

Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 6500
The running slope of the accessible parking stall (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
16 1S 3 Building 18/19 CIP 244

Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 6500
The running slope of the access aisle (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
18 1S 3 Building 18/19 CIP 244

Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 6500
The running slope of the accessible parking stall (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
24 1S 3 Building 18/19 CIP 244

Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 6500
The running slope of the accessible parking stall (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
27 1S 3 Building 18/19 CIP 244

Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 6500
The cross slope of the parking stall (narrow dimension) exceeds 2%.

The running and cross slope in an accessible parking stall and the access aisle must not exceed 2%.
29 1S 3 Building 18/19 CIP 244

McBean Park
Accessible 
Routes

Path from 
Public Way

6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

11 2A 2 Park 18/19 CIP 245
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1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 4 6500
The running slope (long dimension) of the accessible parking stall  exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
54 1 1 Park 19/20 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 4 2500

The access aisle is not a minimum 8 feet wide.

Van Accessible parking stalls' access aisle must be a minimum of 8 feet wide, measured from centerline to centerline and a minimum 18 feet long. Alternatively, the 
stall can be 12 feet wide and the access aisle may be 5 feet wide.

Where parking spaces or access aisles are not adjacent to another parking space or access aisle, measurements shall be permitted to include the full width of the 
line defining the parking space or access aisle.

55 1 1 Park 19/20 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 4 6500
The running slope of the access aisle (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
57 1 1 Park 19/20 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 4 6500

The parking stall contains abrupt edges and surface irregularities over a 1/4 inch vertical. 

Parking spaces and access aisles serving them shall be stable, firm, and slip resistant. Access aisles shall be at the same level as the parking spaces they serve. 
Changes in level are not permitted and shall not be sloped steeper than 2% in any direction.

58 1 1 Park 19/20 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 1 2500

The access aisle is not a minimum 8 feet wide.

Van Accessible parking stalls' access aisle must be a minimum of 8 feet wide, measured from centerline to centerline and a minimum 18 feet long. Alternatively, the 
stall can be 12 feet wide and the access aisle may be 5 feet wide.

Where parking spaces or access aisles are not adjacent to another parking space or access aisle, measurements shall be permitted to include the full width of the 
line defining the parking space or access aisle.

103 1 1 Park 19/20 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 2 2500

The access aisle is not a minimum 8 feet wide.

Van Accessible parking stalls' access aisle must be a minimum of 8 feet wide, measured from centerline to centerline and a minimum 18 feet long. Alternatively, the 
stall can be 12 feet wide and the access aisle may be 5 feet wide.

Where parking spaces or access aisles are not adjacent to another parking space or access aisle, measurements shall be permitted to include the full width of the 
line defining the parking space or access aisle.

106 1 1 Park 19/20 CIP 270
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1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 2 1500

The access aisle is not a minimum 5 feet wide.

A car accessible parking stall's access aisle must be a minimum of 5 feet wide measured from centerline to centerline.

Where the access aisle is not adjacent to another parking space or access aisle, measurements shall be permitted to include the full width of the line defining the 
access aisle.

107 1 1 Park 19/20 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 2 2500

The accessible parking stall is not wide enough.

Accessible parking stalls must be a minimum of 9 feet wide. Access aisle must be a minimum of 5 feet wide for standard stalls and 8 feet wide for van stalls 
measured from centerline to centerline, and a minimum 18 feet long. 

Where the parking space or access aisle is not adjacent to another parking space or access aisle, measurements shall be permitted to include the full width of the 
line defining the parking space or access aisle.

Alternatively,  van stalls may be can be 12 feet wide and the access aisle may be 5 feet wide. The measurements of parking spaces and access aisles shall be made 
from the centerlines of the markings.

108 1 1 Park 19/20 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 2 6500
The running slope (long dimension) of the accessible parking stall  exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
110 1 1 Park 19/20 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 2 6500
The running slope of the access aisle (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
111 1 1 Park 19/20 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 2 6500
The cross slopes (narrow dimension) and/or running slopes (long dimension) of the accessible stall exceeds 2%.

The running slope and the cross slope in an accessible parking stall and the access aisle must not exceed 2%.
112 1 1 Park 19/20 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 3 150

The blank spaces of the tow-away sign have not been filled in.

There must be a tow-away sign posted in a conspicuous place at each entrance, or immediately adjacent to each space. The sign shall not be less than 17 inches by 
22 inches in size with 1 inch high minimum lettering which clearly and conspicuously states the following: 

Unauthorized vehicles parked in designated accessible spaces not displaying distinguishing placards or special license plates issued for persons with disabilities will 
be towed away at owner's expense.
Towed vehicles may be reclaimed at__________________________or by telephoning________________________.

Blank spaces are to be filled in with appropriate information as a permanent part of the sign.

118 1 1 Park 19/20
Public 

Services
270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 3 1500
The accessible parking stall is not long enough. 

Accessible parking stalls must be a minimum 18 feet long and a minimum of 9 feet wide, measured from centerline to centerline.
121 1 1 Park 19/20 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 3 2500

The access aisle is not a minimum 8 feet wide.

Van Accessible parking stalls' access aisle must be a minimum of 8 feet wide, measured from centerline to centerline and a minimum 18 feet long. Alternatively, the 
stall can be 12 feet wide and the access aisle may be 5 feet wide.

Where parking spaces or access aisles are not adjacent to another parking space or access aisle, measurements shall be permitted to include the full width of the 
line defining the parking space or access aisle.

122 1 1 Park 19/20 CIP 270
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1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 3 2500

The accessible parking stall is not wide enough.

Accessible parking stalls must be a minimum of 9 feet wide. Access aisle must be a minimum of 5 feet wide for standard stalls and 8 feet wide for van stalls 
measured from centerline to centerline, and a minimum 18 feet long. 

Where the parking space or access aisle is not adjacent to another parking space or access aisle, measurements shall be permitted to include the full width of the 
line defining the parking space or access aisle.

Alternatively,  van stalls may be can be 12 feet wide and the access aisle may be 5 feet wide. The measurements of parking spaces and access aisles shall be made 
from the centerlines of the markings.

123 1 1 Park 19/20 CIP 270
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1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 3 1500
The accessible parking stall is not long enough. 

Accessible parking stalls must be a minimum 18 feet long and a minimum of 9 feet wide, measured from centerline to centerline.
124 1 1 Park 19/20 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 3 6500
The cross slopes (narrow dimension) and/or running slopes (long dimension) of the accessible stall exceeds 2%.

The running slope and the cross slope in an accessible parking stall and the access aisle must not exceed 2%.
125 1 1 Park 19/20 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 3 6500
The running slope of the access aisle (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
126 1 1 Park 19/20 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 3 6500
The running slope (long dimension) of the accessible parking stall  exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
127 1 1 Park 19/20 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 3 2500

There are not enough accessible stalls for each covered and uncovered parking facility/lot.  

Accessible parking stalls have been provided in the "uncovered" (no roof) areas of the parking facility/lot, however there are other public parking stalls provided 
which have "covered" (roofs) which provide protection from the elements such as weather and sun. Accessible parking stalls have not been provided for the areas 
providing covered parking.   

Where more than one parking facility is provided on a site, the number of accessible spaces provided on the site shall be calculated according to the number of 
spaces required for each parking facility.

128 1 1 Park 19/20 CIP 270

City Hall
Parking - Off 
Street

6th Street On-
Street Parking

1500 The stripe is missing at the left side of the left parking stall which identifies its border. 1 1 1 Building 19/20 CIP 221

City Hall
Parking - Off 
Street

Parking Lot 150

The blank spaces of the tow-away sign have not been filled in.

There must be a tow-away sign posted in a conspicuous place at each entrance, or immediately adjacent to each space. The sign shall not be less than 17 inches by 
22 inches in size with 1 inch high minimum lettering which clearly and conspicuously states the following: 

Unauthorized vehicles parked in designated accessible spaces not displaying distinguishing placards or special license plates issued for persons with disabilities will 
be towed away at owner's expense.
Towed vehicles may be reclaimed at__________________________or by telephoning________________________.

Blank spaces are to be filled in with appropriate information as a permanent part of the sign.

148 1 1 Building 19/20
Public 

Services
221
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City Hall
Parking - Off 
Street

6th Street On-
Street Parking

6500
The cross slope (short dimension) of the access aisle exceeds 2%.

The cross slope in an accessible parking stall and the access aisle must not exceed 2%.
2 1 1 Building 19/20 CIP 221

City Hall
Parking - Off 
Street

6th Street On-
Street Parking

6500
The cross slope of the parking stall (narrow dimension) exceeds 2%.

The running and cross slope in an accessible parking stall and the access aisle must not exceed 2%.
3 1 1 Building 19/20 CIP 221

Fire Station 33
Parking - Off 
Street

Parking Lot 150

The tow-away sign is incorrectly worded.  Look for the words "Special" and "Will".

There must be a tow-away sign posted in a conspicuous place at each entrance, or immediately adjacent to each space. The sign shall not be less than 17 inches by 
22 inches in size with 1 inch high minimum lettering which clearly and conspicuously states the following: 

"Unauthorized vehicles parked in designated accessible spaces not displaying distinguishing placards or special license plates issued for persons with disabilities will 
be towed away at owner's expense.
Towed vehicles may be reclaimed at__________________________or by telephoning________________________."

Blank spaces are to be filled in with appropriate information as a permanent part of the sign.

6 1 9 Building 19/20
Public 

Services
100

Fire Station 33
Parking - Off 
Street

Parking Lot 150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

7 1 9 Building 19/20
Public 

Services
100

Fire Station 34
Parking - Off 
Street

Parking Lot 150

The tow-away sign is incorrectly worded.  Look for the words "Special" and "Will".

There must be a tow-away sign posted in a conspicuous place at each entrance, or immediately adjacent to each space. The sign shall not be less than 17 inches by 
22 inches in size with 1 inch high minimum lettering which clearly and conspicuously states the following: 

"Unauthorized vehicles parked in designated accessible spaces not displaying distinguishing placards or special license plates issued for persons with disabilities will 
be towed away at owner's expense.
Towed vehicles may be reclaimed at__________________________or by telephoning________________________."

Blank spaces are to be filled in with appropriate information as a permanent part of the sign.

1 1 8 Building 19/20
Public 

Services
100

Fire Station 34
Parking - Off 
Street

Parking Lot 150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

2 1 8 Building 19/20
Public 

Services
100

Fire Station 34
Parking - Off 
Street

Parking Lot 150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

4 1 8 Building 19/20
Public 

Services
100

Fire Station 34
Parking - Off 
Street

Parking Lot 1500

The parking sign is mounted too low.

Parking space identification signs shall include the International Symbol of Accessibility complying with. Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the finish floor or ground surface measured to the bottom of the sign.

3 1 8 Building 19/20
Public 

Services
100
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Fire Station 34
Parking - Off 
Street

Parking Lot 1500

The parking sign is mounted too low.

Parking space identification signs shall include the International Symbol of Accessibility complying with. Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the finish floor or ground surface measured to the bottom of the sign.

5 1 8 Building 19/20
Public 

Services
100

Fire Station 35
Parking - Off 
Street

Parking Lot 250

The tow-away sign is missing. 

There must be a tow-away sign posted in a conspicuous place at each entrance, or immediately adjacent to each space. The sign shall not be less than 17 inches by 
22 inches in size with 1 inch high minimum lettering which clearly and conspicuously states the following: 

Unauthorized vehicles parked in designated accessible spaces not displaying distinguishing placards or special license plates issued for persons with disabilities will 
be towed away at owner's expense.
Towed vehicles may be reclaimed at__________________________or by telephoning________________________.

Blank spaces are to be filled in with appropriate information as a permanent part of the sign.

1 1 10 Building 19/20
Public 

Services
100

Fire Station 35
Parking - Off 
Street

Parking Lot 6500
The cross slope of the parking stall (narrow dimension) exceeds 2%.

The running and cross slope in an accessible parking stall and the access aisle must not exceed 2%.
2 1 10 Building 19/20 CIP 100

Lincoln Airport
Parking - Off 
Street

Parking Lot 250

The tow-away sign is missing. 

There must be a tow-away sign posted in a conspicuous place at each entrance, or immediately adjacent to each space. The sign shall not be less than 17 inches by 
22 inches in size with 1 inch high minimum lettering which clearly and conspicuously states the following: 

Unauthorized vehicles parked in designated accessible spaces not displaying distinguishing placards or special license plates issued for persons with disabilities will 
be towed away at owner's expense.
Towed vehicles may be reclaimed at__________________________or by telephoning________________________.

Blank spaces are to be filled in with appropriate information as a permanent part of the sign.

1 1 7 Building 19/20
Public 

Services
750

Lincoln Airport
Parking - Off 
Street

Parking Lot 150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

2 1 7 Building 19/20
Public 

Services
750

Lincoln Airport
Parking - Off 
Street

Parking Lot 1500

The loading/unloading access aisle does not contain the words "No Parking" with a minimum of 12" letters.

The words "NO PARKING" shall be painted on the ground within each loading and unloading access aisle. This notice shall be painted in white letters no less than 12 
inches high and located so that it is visible to traffic enforcement officials.

3 1 7 Building 19/20 CIP 750

Lincoln Airport
Parking - Off 
Street

Parking Lot 150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

5 1 7 Building 19/20
Public 

Services
750

Lincoln Airport
Parking - Off 
Street

Parking Lot 4500

The access aisle contains abrupt edges and surface irregularities over a 1/4 inches.

Parking spaces and access aisles serving them shall be stable, firm, and slip resistant. Access aisles shall be at the same level as the parking spaces they serve. 
Changes in level are not permitted and shall not be sloped steeper than 2% in any direction.

4 1 7 Building 19/20 CIP 750
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Lincoln Blvd - 
Existing 
Downtown 
Parking (McBean 
P

Parking - Off 
Street

F Street 
Between 
McBean and 
5th

4500
The access aisle is on the driver's side of the stall. 

Access aisles must be located on the passenger side of the stall for angled van accessible stalls.
3 1 2A

Off-Street 
Parking

19/20 CIP 221

Lincoln Blvd - 
Existing 
Downtown 
Parking (McBean 
P

Parking - Off 
Street

F Street 
Between 5th 
and 6th

9500

There are not enough accessible stalls

There is 1 accessible parking stall.

There should be a minimum of 2 accessible parking stalls including a minimum of 1 van accessible stalls.

5 1 2A
Off-Street 

Parking
19/20 CIP 221

Lincoln Blvd - 
Existing 
Downtown 
Parking (McBean 
P

Parking - Off 
Street

5th Street 
Between F 
Street and E 
Street

9500

There are not enough accessible stalls

There are 27 accessible parking stalls including.

There should be a minimum of 2 accessible parking stalls including a minimum of 1 van accessible stalls.

13 1 2A
Off-Street 

Parking
19/20 CIP 221

Lincoln Blvd - 
Existing 
Downtown 
Parking (McBean 
P

Parking - Off 
Street

5th Street 
Between F 
Street and E 
Street

1500

The accessible parking stall/s is/are missing the required ISA (International Symbol of Accessibility). 

The parking space shall be outlined or painted blue and shall be marked with an International Symbol of Accessibility a minimum 36 inches wide by 36 inches high in 
white or a suitable contrasting color. The centerline of the International Symbol of Accessibility shall be a maximum of 6 inches from the centerline of the parking 
space, its sides parallel to the length of the parking space and its lower corner at, or lower side aligned with, the end of the parking space.

15 1 2A
Off-Street 

Parking
19/20 CIP 221

Lincoln Blvd - 
Existing 
Downtown 
Parking (McBean 
P

Parking - Off 
Street

5th Street 
Between F 
Street and E 
Street

4500
The access aisle is missing at the accessible parking stall. 

Access aisles serving parking spaces shall adjoin an accessible route. Two parking spaces shall be permitted to share a common access aisle.
16 1 2A

Off-Street 
Parking

19/20 CIP 221

Lincoln Blvd - 
Existing 
Downtown 
Parking (McBean 
P

Parking - Off 
Street

F Street 
Between 
McBean and 
5th

9500

There are not enough accessible stalls

There is 1accessible parking stall not designated for a van. 

There should be a minimum of 2 accessible parking stalls including a minimum of 1 van accessible stall.

1 1 2A
Off-Street 

Parking
19/20 CIP 221

Lincoln Blvd - 
Existing 
Downtown 
Parking (McBean 
P

Parking - Off 
Street

5th Street 
Between 
Lincoln Blvd 
and F Street

6500
The running slope of the access aisle (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
11 1 2A

Off-Street 
Parking

19/20 CIP 221

Lincoln Blvd - 
Existing 
Downtown 
Parking (McBean 
P

Parking - Off 
Street

5th Street 
Between F 
Street and E 
Street

6500
The running slope (long dimension) of the accessible parking stall  exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
14 1 2A

Off-Street 
Parking

19/20 CIP 221

Lincoln Blvd - 
Existing 
Downtown 
Parking (McBean 
P

Parking - Off 
Street

F Street 
Between 
McBean and 
5th

150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

2 1 2A
Off-Street 

Parking
19/20

Public 
Services

221



Barrier Removal Schedule by Fiscal Year

Barrier Removal Schedule by Fiscal Year 21 of 212

Evaluation 
Title/CIP#
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Fund Completed

Lincoln Blvd - 
Existing 
Downtown 
Parking (McBean 
P

Parking - Off 
Street

5th Street 
Between 
Lincoln Blvd 
and F Street

150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

9 1 2A
Off-Street 

Parking
19/20

Public 
Services

221

Lincoln Blvd - 
Existing 
Downtown 
Parking (McBean 
P

Parking - Off 
Street

5th Street 
Between 
Lincoln Blvd 
and F Street

6500
The running slope (long dimension) of the accessible parking stall  exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
10 1 2A

Off-Street 
Parking

19/20 CIP 221

Lincoln Blvd - 
Existing 
Downtown 
Parking (McBean 
P

Parking - Off 
Street

5th Street 
Between 
Lincoln Blvd 
and F Street

150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

12 1 2A
Off-Street 

Parking
19/20

Public 
Services

221

Lincoln Blvd - 
Existing 
Downtown 
Parking (McBean 
P

Parking - Off 
Street

F Street 
Between 
McBean and 
5th

6500
The cross slope (narrow dimension) of the parking stall (narrow dimension) exceeds 2%.

The running and cross slope in an accessible parking stall and the access aisle must not exceed 2%.
4 1 2A

Off-Street 
Parking

19/20 CIP 221

McBean Park
Parking - Off 
Street

Gazebo Parking 
Lot

150

The accessible parking sign is missing.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to the parking space or 
within the projected parking space width at the head end of the parking space or permanently posted on a wall at the interior end of the parking space. The sign 
shall not be smaller than 70 square inches in area and mounted a minimum of 60 inches above the ground measured to the bottom of the sign. When in a path of 
travel, it shall be a minimum of 80 inches from the bottom of the sign to the ground. Signs shall include the International Symbol of Accessibility in white on a blue 
background.

111 1 2 Park 19/20
Public 

Services
270

McBean Park
Parking - Off 
Street

Gazebo Parking 
Lot

1500

The accessible parking stall/s is/are missing the required ISA (International Symbol of Accessibility). 

The parking space shall be outlined or painted blue and shall be marked with an International Symbol of Accessibility a minimum 36 inches wide by 36 inches high in 
white or a suitable contrasting color. The centerline of the International Symbol of Accessibility shall be a maximum of 6 inches from the centerline of the parking 
space, its sides parallel to the length of the parking space and its lower corner at, or lower side aligned with, the end of the parking space.

112 1 2 Park 19/20 CIP 270

McBean Park
Parking - Off 
Street

Gazebo Parking 
Lot

6500
The running slope (long dimension) of the accessible parking stall  exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
113 1 2 Park 19/20 CIP 270

McBean Park
Parking - Off 
Street

Gazebo Parking 
Lot

6500
The running slope of the access aisle (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
114 1 2 Park 19/20 CIP 270

McBean Park
Parking - Off 
Street

Gazebo Parking 
Lot

1500

The loading/unloading access aisle does not contain the words "No Parking" with a minimum of 12" letters.

The words "NO PARKING" shall be painted on the ground within each loading and unloading access aisle. This notice shall be painted in white letters no less than 12 
inches high and located so that it is visible to traffic enforcement officials.

115 1 2 Park 19/20 CIP 270
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Police 
Department 
Substation

Parking - Off 
Street

Parking Lot 250

The tow-away sign is missing. 

There must be a tow-away sign posted in a conspicuous place at each entrance, or immediately adjacent to each space. The sign shall not be less than 17 inches by 
22 inches in size with 1 inch high minimum lettering which clearly and conspicuously states the following: 

Unauthorized vehicles parked in designated accessible spaces not displaying distinguishing placards or special license plates issued for persons with disabilities will 
be towed away at owner's expense.
Towed vehicles may be reclaimed at__________________________or by telephoning________________________.

Blank spaces are to be filled in with appropriate information as a permanent part of the sign.

2 1 4 Building 19/20
Public 

Services
100

Police 
Department 
Substation

Parking - Off 
Street

Parking Lot 150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

3 1 4 Building 19/20
Public 

Services
100

Police 
Department 
Substation

Parking - Off 
Street

Parking Lot 1500

The parking sign is mounted too low.

Parking space identification signs shall include the International Symbol of Accessibility complying with. Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the finish floor or ground surface measured to the bottom of the sign.

4 1 4 Building 19/20
Public 

Services
100

Police 
Department 
Substation

Parking - Off 
Street

Parking Lot 6500
The running slope of the access aisle (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
5 1 4 Building 19/20 CIP 100

Police 
Department 
Substation

Parking - Off 
Street

Parking Lot 6500
The running slope of the accessible parking stall (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
6 1 4 Building 19/20 CIP 100

Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 9500

There are not enough accessible stalls

There are 3 accessible parking stalls including 1 designated for a van. 

There should be a minimum of 5 accessible parking stalls including a minimum of 1 van accessible stalls.

8 1 3 Building 19/20 CIP 244

Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 2500

The accessible parking stall is not wide enough.

Accessible parking stalls must be a minimum of 9 feet wide. Access aisle must be a minimum of 5 feet wide for standard stalls and 8 feet wide for van stalls 
measured from centerline to centerline, and a minimum 18 feet long. 

Where the parking space or access aisle is not adjacent to another parking space or access aisle, measurements shall be permitted to include the full width of the 
line defining the parking space or access aisle.

Alternatively,  van stalls may be can be 12 feet wide and the access aisle may be 5 feet wide. The measurements of parking spaces and access aisles shall be made 
from the centerlines of the markings.

11 1 3 Building 19/20 CIP 244

Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

13 1 3 Building 19/20
Public 

Services
244

Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 1500

The accessible parking stall/s is/are missing the required ISA (International Symbol of Accessibility). 

The parking space shall be outlined or painted blue and shall be marked with an International Symbol of Accessibility a minimum 36 inches wide by 36 inches high in 
white or a suitable contrasting color. The centerline of the International Symbol of Accessibility shall be a maximum of 6 inches from the centerline of the parking 
space, its sides parallel to the length of the parking space and its lower corner at, or lower side aligned with, the end of the parking space.

15 1 3 Building 19/20
Public 

Services
244
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Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 2500

The access aisle is not a minimum 8 feet wide.

Van Accessible parking stalls' access aisle must be a minimum of 8 feet wide, measured from centerline to centerline and a minimum 18 feet long. Alternatively, the 
stall can be 12 feet wide and the access aisle may be 5 feet wide.

Where parking spaces or access aisles are not adjacent to another parking space or access aisle, measurements shall be permitted to include the full width of the 
line defining the parking space or access aisle.

20 1 3 Building 19/20 CIP 244

Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 1500

The loading/unloading access aisle required "No Parking" lettering is dilapidated and not legible.

The words "NO PARKING" shall be painted on the ground within each loading and unloading access aisle. This notice shall be painted in white letters no less than 12 
inches high and located so that it is visible to traffic enforcement officials.

23 1 3 Building 19/20
Public 

Services
244

Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

26 1 3 Building 19/20
Public 

Services
244
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n
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High/ 
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on
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Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 1500

The access aisle is not a minimum 5 feet wide.

A car accessible parking stall's access aisle must be a minimum of 5 feet wide measured from centerline to centerline.

Where the access aisle is not adjacent to another parking space or access aisle, measurements shall be permitted to include the full width of the line defining the 
access aisle.

28 1 3 Building 19/20 CIP 244

Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

30 1 3 Building 19/20
Public 

Services
244

Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 6500
The cross slope of the parking stall (narrow dimension) exceeds 2%.

The running and cross slope in an accessible parking stall and the access aisle must not exceed 2%.
17 1 3 Building 19/20 CIP 244

Twelve Bridges 
Library

Parking - Off 
Street

Parking Lot 6500
The cross slope of the parking stall (narrow dimension) exceeds 2%.

The running and cross slope in an accessible parking stall and the access aisle must not exceed 2%.
32 1 3 Building 19/20 CIP 244

Community 
Center

Accessible 
Routes

Gymnasium 6500

The route of travel at this location does not provide a minimum width of 36 inches.

The clear width shall be permitted to be reduced to 32 inches minimum for a length of 24 inches maximum provided that reduced width segments are separated by 
segments that are 48 inches long minimum and 36 inches wide minimum.

88 2 2 Building 19/20 CIP 540

Community 
Center

Accessible 
Routes

Gymnasium 6500

The route of travel at this location does not provide a minimum width of 36 inches.

The clear width shall be permitted to be reduced to 32 inches minimum for a length of 24 inches maximum provided that reduced width segments are separated by 
segments that are 48 inches long minimum and 36 inches wide minimum.

92 2 2 Building 19/20 CIP 540

Community 
Center

Accessible 
Routes

Gymnasium 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

100 2 2 Building 19/20 CIP 540

Community 
Center

Accessible 
Routes

Gymnasium 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

102 2 2 Building 19/20 CIP 540

Community 
Center

Accessible 
Routes

Gymnasium 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

124 2 2 Building 19/20 CIP 540

Fire Station 33
Accessible 
Routes

Path from 
Parking

9500
There is no accessible route to the telephone and doorbell.

At least one accessible route shall connect accessible buildings, accessible facilities, accessible elements, and accessible spaces that are on the same site.
9 2 9 Building 19/20 CIP 100

Fire Station 33
Accessible 
Routes

Path from 
Parking

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

8 2 9 Building 19/20 CIP 100

Lincoln Museum
Accessible 
Routes

Path from 
Public Way

4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
5 2 6 Building 19/20

Public 
Services

540

Police 
Department 
Substation

Accessible 
Routes

Path from 
Public Way

9500

There is no accessible route of travel from the public way.

At least one accessible route shall be provided within the site from accessible parking spaces and accessible passenger loading zones; public streets and sidewalks; 
and public transportation stops to the accessible building or facility entrance they serve.

1 2 4 Building 19/20 CIP 100
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n
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Police 
Department 
Substation

Accessible 
Routes

Path from 
Parking

4500

The change in level where the gutter meets the curb ramp is greater than 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. Changes in level greater than 1/2 inch must be 
by way of a ramp.

7 2 4 Building 19/20 CIP 100

Twelve Bridges 
Library

Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

1 2 3 Building 19/20 CIP 244

Twelve Bridges 
Library

Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

4 2 3 Building 19/20 CIP 244

Twelve Bridges 
Library

Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

5 2 3 Building 19/20 CIP 244

Twelve Bridges 
Library

Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

6 2 3 Building 19/20 CIP 244

Twelve Bridges 
Library

Accessible 
Routes

Path from 
Parking

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

33 2 3 Building 19/20 CIP 244

Twelve Bridges 
Library

Accessible 
Routes

Path from 
Parking

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

34 2 3 Building 19/20 CIP 244

Twelve Bridges 
Library

Accessible 
Routes

Path from 
Parking

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

37 2 3 Building 19/20 CIP 244

Twelve Bridges 
Library

Accessible 
Routes

Kid's Library 1500

The route of travel is too narrow around the book stacks. 

Where the accessible route makes a 180 degree turn around an element which is less than 48 inches wide, clear width shall be 42 inches minimum approaching the 
turn, 48 inches minimum at the turn and 42 inches minimum leaving the turn. Where the clear width at the turn is 60 inches minimum a clear width 36 inches 
minimum approaching the turn, 36 inches minimum at the turn is acceptable.

76 2 3 Building 19/20
Public 

Services
244

Twelve Bridges 
Library

Accessible 
Routes

Library 1500

The route of travel is too narrow around the book stacks. 

Where the accessible route makes a 180 degree turn around an element which is less than 48 inches wide, clear width shall be 42 inches minimum approaching the 
turn, 48 inches minimum at the turn and 42 inches minimum leaving the turn. Where the clear width at the turn is 60 inches minimum a clear width 36 inches 
minimum approaching the turn, 36 inches minimum at the turn is acceptable.

92 2 3 Building 19/20
Public 

Services
244

City Hall Curb Ramps
Path from 
Public Way

5000
The width of the curb ramp is less that 48 inches.

Curb ramps shall be a minimum of 48 inches in width and shall lie, generally, in a single sloped plane, with a minimum of surface warping and cross slope.
7 3 1 Building 19/20 CIP 540

Fire Station 33 Curb Ramps
Path from 
Public Way

4500
The curb ramp side flares are too steep.

The sides of curb ramps (curb ramp flares) where provided, shall not be steeper than 1:10.
1 3 9 Building 19/20 CIP 100
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Fire Station 33 Curb Ramps
Path from 
Public Way

4500

The detectable warnings are not the full width of the curb ramps.

Detectable warnings at curb ramps shall extend the full width of the ramp run less 2 inches maximum on each side, excluding any flared sides and 36 inches in the 
direction of travel.

4 3 9 Building 19/20 CIP 100

Fire Station 35 Curb Ramps Parking Lot 4500

The detectable warning is missing at the curb ramp.

Detectable warnings at curb ramps shall extend the full width of the ramp run less 2 inches maximum on each side, excluding any flared sides and 36 inches in the 
direction of travel.

3 3 10 Building 19/20 CIP 100

Police 
Department 
Substation

Curb Ramps
Path from 
Parking

4500
The curb ramp side flares are too steep.

The sides of curb ramps (curb ramp flares) where provided, shall not be steeper than 1:10.
8 3 4 Building 19/20 CIP 100

Police 
Department 
Substation

Curb Ramps
Path from 
Parking

4500

The detectable warning is missing at the curb ramp.

Detectable warnings at curb ramps shall extend the full width of the ramp run less 2 inches maximum on each side, excluding any flared sides and 36 inches in the 
direction of travel.

9 3 4 Building 19/20 CIP 100

Twelve Bridges 
Library

Reach Ranges Parking Lot 1500

The recycling containers  are not positioned correctly for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach and the side reach is unobstructed, the high side reach shall be 48 inches maximum above 
the finish floor or ground and the low side reach shall be 15 inches minimum above the finish floor or ground.

22 13 3 Building 19/20
Public 

Services
244

Police 
Department 
Substation

Clear Floor 
Space

Path from 
Parking

9500
The clear floor space required at the telephone is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
11 15 4 Building 19/20 CIP 100

Police 
Department 
Substation

Operable Parts
Path from 
Parking

1500 The telephone is not accessible because it requires tight grasping, pinching or twisting of the wrist. 10 21 4 Building 19/20
Public 

Services
100

Downtown 
Parking 

Curb Ramps
Multiple 
Locations

160000

Curb ramps at the following intersection to be replaced with compliant ramps.:
-Intersection 5th and E Street
-Intersection 5th and F Street
-Intersection 6th and E Street
-Intersection 6th and F Street

16b 1S 2A Curb ramps 19/20 CIP 221

McBean Park Doors
Play Area 
Men's 
Restroom

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

71 1S 2 Park 19/20
Public 

Services
270

McBean Park Doors
Play Area 
Men's 
Restroom

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

73 1S 2 Park 19/20
Public 

Services
270

McBean Park Operable Parts
Play Area 
Men's 
Restroom

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
75 1S 2 Park 19/20

Public 
Services

270

McBean Park Operable Parts
Play Area 
Men's 
Restroom

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
78 1S 2 Park 19/20

Public 
Services

270
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McBean Park Restrooms
Play Area 
Men's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

80 1S 2 Park 19/20
Public 

Services
270

McBean Park Restrooms
Play Area 
Men's 
Restroom

1500

The toilet seat cover dispenser is mounted too high.

Dispensers must have operable parts a maximum of 40 inches above the floor. Toilet seat covers must be on an accessible route. An accessible route of travel is 36 
inches wide minimum and provides a 30 inch by 48 inch clear floor space that allows a side or forward approach.

82 1S 2 Park 19/20
Public 

Services
270

McBean Park Restrooms
Play Area 
Men's 
Restroom

1500

The toilet seat cover dispenser is not on an accessible route. 

Toilet seat covers must be on an accessible route. An accessible route of travel is 36 inches wide minimum and provides a 30 inch by 48 inch clear floor space that 
allows a side or forward approach. Dispensers must have all operable parts a maximum of 40 inches above the floor.

84 1S 2 Park 19/20
Public 

Services
270

McBean Park Doors
Play Area 
Men's 
Restroom

350 The ADA Stall shall have a self closing door.  Also need to ensure the toilent paper dispenser is in compliant location and P-traps shall be wrapped.  73a 1S 2 Park 19/20
Public 

Services
270
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Twelve Bridges 
Library

Accessible 
Routes

Path from 
Public Way

6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

2 2A 3 Building 19/20 CIP 244

Civic Center
Accessible 
Routes

Path from 
Parking

9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

9 2B 5 Building 19/20 CIP 540

Civic Center
Accessible 
Routes

Path from 
Parking

9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

13 2B 5 Building 19/20 CIP 540

Civic Center
Accessible 
Routes

Path from 
Parking

9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

14 2B 5 Building 19/20 CIP 540

Civic Center
Accessible 
Routes

Path from 
Parking

9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

21 2B 5 Building 19/20 CIP 540

Civic Center
Accessible 
Routes

Path from 
Parking

9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

3 2B 5 Building 19/20 CIP 540

Civic Center
Accessible 
Routes

Path from 
Parking

9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

11 2B 5 Building 19/20 CIP 540

Civic Center
Accessible 
Routes

Path from 
Parking

9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

15 2B 5 Building 19/20 CIP 540

Twelve Bridges 
Library

Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

3 2B 3 Building 19/20 CIP 244

Twelve Bridges 
Library

Accessible 
Routes

Library 2500

There is a change in level greater than 1/4 inch.

I/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. Changes in level greater than 1/2 inch must be 
by way of a ramp.

95 2B 3 Building 19/20 CIP 244

Twelve Bridges 
Library

Accessible 
Routes

Homework 
Center

2500

There is a change in level greater than 1/4 inch.

I/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. Changes in level greater than 1/2 inch must be 
by way of a ramp.

115 2B 3 Building 19/20 CIP 244

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 5 150

The accessible parking sign is missing.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to the parking space or 
within the projected parking space width at the head end of the parking space or permanently posted on a wall at the interior end of the parking space. The sign 
shall not be smaller than 70 square inches in area and mounted a minimum of 60 inches above the ground measured to the bottom of the sign. When in a path of 
travel, it shall be a minimum of 80 inches from the bottom of the sign to the ground. Signs shall include the International Symbol of Accessibility in white on a blue 
background.

59 1 1 Park 20/21
Public 

Services
270



Barrier Removal Schedule by Fiscal Year

Barrier Removal Schedule by Fiscal Year 29 of 212

Evaluation 
Title/CIP#

Group
AreaDescriptio

n

Budget 
High/ 

Project 
Budget

Finding/Project Description
Finding 
Number

Barrier 
Priority

Facility 
Priority

Facility Type
FY 

Implementati
on

CIP / Public 
Services

Fund Completed

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 5 2500

The accessible parking stall is not wide enough.

Accessible parking stalls must be a minimum of 9 feet wide. Access aisle must be a minimum of 5 feet wide for standard stalls and 8 feet wide for van stalls 
measured from centerline to centerline, and a minimum 18 feet long. 

Where the parking space or access aisle is not adjacent to another parking space or access aisle, measurements shall be permitted to include the full width of the 
line defining the parking space or access aisle.

Alternatively,  van stalls may be can be 12 feet wide and the access aisle may be 5 feet wide. The measurements of parking spaces and access aisles shall be made 
from the centerlines of the markings.

60 1 1 Park 20/21 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 5 6500
The running slope (long dimension) of the accessible parking stall  exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
61 1 1 Park 20/21 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 5 2500

The access aisle is not a minimum 8 feet wide.

Van Accessible parking stalls' access aisle must be a minimum of 8 feet wide, measured from centerline to centerline and a minimum 18 feet long. Alternatively, the 
stall can be 12 feet wide and the access aisle may be 5 feet wide.

Where parking spaces or access aisles are not adjacent to another parking space or access aisle, measurements shall be permitted to include the full width of the 
line defining the parking space or access aisle.

62 1 1 Park 20/21 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 5 6500
The running slope (long dimension) of the accessible parking stall  exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
63 1 1 Park 20/21 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 5 2500

The accessible parking stall is not wide enough.

Accessible parking stalls must be a minimum of 9 feet wide. Access aisle must be a minimum of 5 feet wide for standard stalls and 8 feet wide for van stalls 
measured from centerline to centerline, and a minimum 18 feet long. 

Where the parking space or access aisle is not adjacent to another parking space or access aisle, measurements shall be permitted to include the full width of the 
line defining the parking space or access aisle.

Alternatively,  van stalls may be can be 12 feet wide and the access aisle may be 5 feet wide. The measurements of parking spaces and access aisles shall be made 
from the centerlines of the markings.

64 1 1 Park 20/21 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 5 6500
The running slope of the access aisle (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
65 1 1 Park 20/21 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Path from 
Public Way

150

The blank spaces of the tow-away sign have not been filled in.

There must be a tow-away sign posted in a conspicuous place at each entrance, or immediately adjacent to each space. The sign shall not be less than 17 inches by 
22 inches in size with 1 inch high minimum lettering which clearly and conspicuously states the following: 

Unauthorized vehicles parked in designated accessible spaces not displaying distinguishing placards or special license plates issued for persons with disabilities will 
be towed away at owner's expense.
Towed vehicles may be reclaimed at__________________________or by telephoning________________________.

Blank spaces are to be filled in with appropriate information as a permanent part of the sign.

80 1 1 Park 20/21
Public 

Services
270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 6 9500

There are no van accessible parking stalls.
1 in every 6, minimum of one, required accessible stalls must be a van accessible stall.

There are a total of (XX) parking stalls in the parking lot that could be reasonably associated with this facility. There should be a minimum of 1 accessible stalls with a 
minimum of 1 being designed as van accessible.

131 1 1 Park 20/21 CIP 270
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1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 6 6500
The running slope (long dimension) of the accessible parking stall  exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
132 1 1 Park 20/21 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Parking Lot 6 6500
The running slope of the access aisle (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
133 1 1 Park 20/21 CIP 270

Lincoln Airport
Parking - Off 
Street

Parking Lot 6500

The parking stall contains abrupt edges and surface irregularities over a 1/4 inch vertical. 

Parking spaces and access aisles serving them shall be stable, firm, and slip resistant. Access aisles shall be at the same level as the parking spaces they serve. 
Changes in level are not permitted and shall not be sloped steeper than 2% in any direction.

6 1 7 Building 20/21 CIP 750

1911 Foskett 
Regional Park

Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

77 2 1 Park 20/21 CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Path from 
Public Way

4500

The change in level where the gutter meets the curb ramp is greater than 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. Changes in level greater than 1/2 inch must be 
by way of a ramp.

87 2 1 Park 20/21 CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Path from 
Parking

4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
104 2 1 Park 20/21

Public 
Services

270

1911 Foskett 
Regional Park

Accessible 
Routes

Parking Lot 3 4500
The trew branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
119 2 1 Park 20/21

Public 
Services

270

City Hall
Accessible 
Routes

Path from 
Parking

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

4 2 1 Building 20/21 CIP 540

City Hall
Accessible 
Routes

Path from 
Parking

500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
5 2 1 Building 20/21

Public 
Services

540

City Hall
Accessible 
Routes

Path from 
Public Way

1500

The tree branches project more than 4 inches into the circulation path.

Wall-mounted objects that have leading edges between 27 inches and 80 inches from the floor must not project more than 4 inches into the circulation path. 
Protruding objects that extend to the floor or within 27 inches of the floor are cane detectable and are therefore not hazardous. Where it is necessary or desirable 
to have objects protrude from the wall, a manner of cane detection must be provided.

8 2 1 Building 20/21
Public 

Services
540

City Hall
Accessible 
Routes

Path from 
Public Way

6500

The route of travel does not provide the required minimum width.

The minimum clear width for sidewalks and walks is 48 inches.

When, because of right-of-way restrictions, natural barriers or other existing conditions, the enforcing agency determines that compliance with the 48-inch clear 
sidewalk width would create an unreasonable hardship, the clear width may be reduced to 36 inches.

9 2 1 Building 20/21 CIP 540

City Hall
Accessible 
Routes

Path from 
Public Way

6500

The route of travel does not provide the required minimum width.

The minimum clear width for sidewalks and walks is 48 inches.

When, because of right-of-way restrictions, natural barriers or other existing conditions, the enforcing agency determines that compliance with the 48-inch clear 
sidewalk width would create an unreasonable hardship, the clear width may be reduced to 36 inches.

12 2 1 Building 20/21 CIP 540
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City Hall
Accessible 
Routes

Main Lobby 6500

The handrail projects more than 4 inches into the circulation path.

Wall-mounted objects that have leading edges between 27 inches and 80 inches from the floor must not project more than 4 inches into the circulation path. 
Protruding objects that extend to the floor or within 27 inches of the floor are cane detectable and are therefore not hazardous. Where it is necessary or desirable 
to have objects protrude from the wall, a manner of cane detection must be provided.

21 2 1 Building 20/21 CIP 540

City Hall
Accessible 
Routes

Community 
Development 
Lobby 
Conference 
Room

6500

The route of travel at this location does not provide a minimum width of 36 inches.

The clear width shall be permitted to be reduced to 32 inches minimum for a length of 24 inches maximum provided that reduced width segments are separated by 
segments that are 48 inches long minimum and 36 inches wide minimum.

83 2 1 Building 20/21 ? 540

Civic Center
Accessible 
Routes

Path from 
Parking

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

10 2 5 Building 20/21 CIP 540

Civic Center
Accessible 
Routes

Path from 
Parking

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

16 2 5 Building 20/21 CIP 540

Civic Center
Accessible 
Routes

Path from 
Parking

1500

The handrail projects more than 4 inches into the circulation path.

Wall-mounted objects that have leading edges between 27 inches and 80 inches from the floor must not project more than 4 inches into the circulation path. 
Protruding objects that extend to the floor or within 27 inches of the floor are cane detectable and are therefore not hazardous. Where it is necessary or desirable 
to have objects protrude from the wall, a manner of cane detection must be provided.

23 2 5 Building 20/21 CIP 540

Civic Center
Accessible 
Routes

Path from 
Parking

1500

The handrail projects more than 4 inches into the circulation path.

Wall-mounted objects that have leading edges between 27 inches and 80 inches from the floor must not project more than 4 inches into the circulation path. 
Protruding objects that extend to the floor or within 27 inches of the floor are cane detectable and are therefore not hazardous. Where it is necessary or desirable 
to have objects protrude from the wall, a manner of cane detection must be provided.

28 2 5 Building 20/21 CIP 540

Fire Station 33
Accessible 
Routes

Conference 
Room

0

The route of travel at this location does not provide the required minimum width.

The minimum clear width for interior accessible routes serving an occupant load greater than 10 is 44 inches.

The clear width shall be permitted to be reduced to 32 inches minimum for a length of 24 inches maximum provided that reduced width segments are separated by 
segments that are 48 inches long minimum and 36 inches wide minimum.

25 2 9 Building 20/21 CIP 100

Lincoln Airport
Accessible 
Routes

Path from 
Parking

4500

The change in level where the gutter meets the curb ramp is greater than 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. Changes in level greater than 1/2 inch must be 
by way of a ramp.

7 2 7 Building 20/21 CIP 750

Lincoln Airport
Accessible 
Routes

Path from 
Parking

150
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
8 2 7 Building 20/21

Public 
Services

750

McBean Park
Accessible 
Routes

Baseball Field 4500
The  extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
118 2 2 Park 20/21

Public 
Services

270

McBean Park
Accessible 
Routes

Baseball Field 6500

The route of travel does not provide the required minimum width.

The minimum clear width for sidewalks and walks is 48 inches.

When, because of right-of-way restrictions, natural barriers or other existing conditions, the enforcing agency determines that compliance with the 48-inch clear 
sidewalk width would create an unreasonable hardship, the clear width may be reduced to 36 inches.

121 2 2 Park 20/21 CIP 270

McBean Park
Accessible 
Routes

Baseball Field 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

123 2 2 Park 20/21 CIP 270
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McBean Park
Accessible 
Routes

Baseball Field 4500 The walking surface is obstructed. A 48-inch minimum clear walking surface is required. 124 2 2 Park 20/21 CIP 270

McBean Park
Accessible 
Routes

Baseball Field 1500

The bleachers project more than 4 inches into the circulation path.

Wall-mounted objects that have leading edges between 27 inches and 80 inches from the floor must not project more than 4 inches into the circulation path. 
Protruding objects that extend to the floor or within 27 inches of the floor are cane detectable and are therefore not hazardous. Where it is necessary or desirable 
to have objects protrude from the wall, a manner of cane detection must be provided.

125 2 2 Park 20/21
Public 

Services
270

McBean Park
Accessible 
Routes

Little League 
Park

6500

The route of travel does not provide the required minimum width.

The minimum clear width for sidewalks and walks is 48 inches.

When, because of right-of-way restrictions, natural barriers or other existing conditions, the enforcing agency determines that compliance with the 48-inch clear 
sidewalk width would create an unreasonable hardship, the clear width may be reduced to 36 inches.

134 2 2 Park 20/21 CIP 270

McBean Park
Accessible 
Routes

Little League 
Park

9500
There is no accessible route to the restroom facility and wash station.

At least one accessible route shall connect accessible buildings, accessible facilities, accessible elements, and accessible spaces that are on the same site.
135 2 2 Park 20/21 CIP 270

McBean Park
Accessible 
Routes

Little League 
Park

1500

The bleachers project more than 4 inches into the circulation path.

Wall-mounted objects that have leading edges between 27 inches and 80 inches from the floor must not project more than 4 inches into the circulation path. 
Protruding objects that extend to the floor or within 27 inches of the floor are cane detectable and are therefore not hazardous. Where it is necessary or desirable 
to have objects protrude from the wall, a manner of cane detection must be provided.

136 2 2 Park 20/21
Public 

Services
270

Police 
Department 
Substation

Accessible 
Routes

Interview Room 
1

6500

The route of travel at this location does not provide a minimum width of 36 inches.

The clear width shall be permitted to be reduced to 32 inches minimum for a length of 24 inches maximum provided that reduced width segments are separated by 
segments that are 48 inches long minimum and 36 inches wide minimum.

37 2 4 Building 20/21 CIP 100

Twelve Bridges 
Library

Curb Ramps
Path from 
Parking

6000

The surface at the bottom of the curb ramp exceeds a 5% slope immediately adjacent to the curb ramp.

Counter slopes of adjoining gutters and road surfaces immediately adjacent to the curb ramp shall not be steeper than 1:20. The adjacent surfaces at transitions at 
curb ramps to walks, gutters, and streets shall be at the same level.

35 3 3 Building 20/21 CIP 244

Twelve Bridges 
Library

Curb Ramps
Path from 
Public Way

6500

The grade break at the bottom of the ramp is not perpendicular.

Grade breaks at the top and bottom of curb ramp runs shall be perpendicular to the direction of the ramp run. Grade breaks shall not be permitted on the surface of 
ramp runs and turning spaces. Surface slopes that meet at grade breaks shall be flush.

7 3 3 Building 20/21 CIP 244

Twelve Bridges 
Library

Curb Ramps
Path from 
Parking

4500

The transition from the curb ramp to the walk, gutter or street is not flush and free of abrupt changes in level.

Transitions from ramps to walks, gutters or streets shall be flush and free of abrupt change. Maximum slopes of adjoining gutters, road surface immediately 
adjacent to the curb ramp, or accessible route shall not exceed one unit vertical in 20 units horizontal (5-percent slope).

36 3 3 Building 20/21 CIP 244

Fire Station 33 Doors Main Lobby 150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

13 6 9 Building 20/21
Public 

Services
100

Fire Station 33 Doors Main Lobby 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

18 6 9 Building 20/21
Public 

Services
100
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Fire Station 33 Doors
Conference 
Room

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

23 6 9 Building 20/21
Public 

Services
100

Fire Station 33 Doors
Conference 
Room

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

29 6 9 Building 20/21
Public 

Services
100

Fire Station 33 Doors Main Lobby 4500

The threshold has a vertical change greater than 1/4 inch high.

The threshold at a doorway shall be no higher than 1/2 inch. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. I/4 inch is the maximum 
vertical rise.

11 6 9 Building 20/21 CIP 100

Fire Station 33 Doors Main Lobby 6500

The landing at the entrance door exceeds 2% slope.

Exterior doors must have a landing on the pull side that is a minimum of 60 inches in depth perpendicular to the door in a close position by a minimum width 
dimension of 24 inches plus the door width. The additional 24 inches must extend past the door on the latch side. The entire landing must be free of obstructions 
and must be flat (2% max. slope is considered flat in any direction).

19 6 9 Building 20/21 CIP 100

Fire Station 33 Doors
Conference 
Room

4500

The door is equipped with both a closer and a latch and the latch side clearance is obstructed. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

20 6 9 Building 20/21 CIP 100

Fire Station 33 Doors
Conference 
Room

100

The landing at the door is obstructed.

Landings for interior doors on the pull side with a front approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction 
of travel. The width of the landing must be as wide as the door plus an additional 18 inches on the latch side. This latch side clearance must also be flat (2% max. 
slope in any direction) and clear of obstructions.

24 6 9 Building 20/21
Public 

Services
100

Fire Station 33 Doors
Conference 
Room

100

The landing at the door is obstructed.

Landings for interior doors on the pull side with a front approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction 
of travel. The width of the landing must be as wide as the door plus an additional 18 inches on the latch side. This latch side clearance must also be flat (2% max. 
slope in any direction) and clear of obstructions.

27 6 9 Building 20/21
Public 

Services
100

Fire Station 33 Doors Main Lobby 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

14 6 9 Building 20/21
Public 

Services
100

Fire Station 33 Doors Main Lobby 150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

17 6 9 Building 20/21
Public 

Services
100

Fire Station 33 Doors
Conference 
Room

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

22 6 9 Building 20/21
Public 

Services
100
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Fire Station 33 Doors
Conference 
Room

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

28 6 9 Building 20/21
Public 

Services
100

Fire Station 34 Doors
Community 
Room

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

28 6 8 Building 20/21
Public 

Services
100

Fire Station 34 Doors
Community 
Room

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

32 6 8 Building 20/21
Public 

Services
100

Fire Station 34 Doors Exercise Room 150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

37 6 8 Building 20/21
Public 

Services
100

Fire Station 34 Doors Exercise Room 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

38 6 8 Building 20/21
Public 

Services
100

Fire Station 34 Doors Living Area 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

54 6 8 Building 20/21
Public 

Services
100
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Fire Station 34 Doors Living Area 150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

55 6 8 Building 20/21
Public 

Services
100

Fire Station 34 Doors Living Area 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

56 6 8 Building 20/21
Public 

Services
100

Fire Station 34 Doors Living Area 150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

62 6 8 Building 20/21
Public 

Services
100

Fire Station 34 Doors Living Area 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

66 6 8 Building 20/21
Public 

Services
100

Fire Station 34 Doors Main Lobby 100

The door is equipped with both a closer and a latch and the latch side clearance is obstructed. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

10 6 8 Building 20/21
Public 

Services
100

Fire Station 34 Doors
Community 
Room

100

The door is equipped with both a closer and a latch and the latch side clearance is obstructed. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

29 6 8 Building 20/21
Public 

Services
100

Fire Station 34 Doors
Community 
Room

100

The landing at the door is obstructed.

Landings for interior doors on the pull side with a front approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction 
of travel. The width of the landing must be as wide as the door plus an additional 18 inches on the latch side. This latch side clearance must also be flat (2% max. 
slope in any direction) and clear of obstructions.

31 6 8 Building 20/21
Public 

Services
100

Fire Station 34 Doors
Community 
Room

100

The door is equipped with both a closer and a latch and the latch side clearance is obstructed. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

35 6 8 Building 20/21
Public 

Services
100

Fire Station 34 Doors Living Area 6500

The landing at the entrance door exceeds 2% slope.

Exterior doors must have a landing on the pull side that is a minimum of 60 inches in depth perpendicular to the door in a close position by a minimum width 
dimension of 24 inches plus the door width. The additional 24 inches must extend past the door on the latch side. The entire landing must be free of obstructions 
and must be flat (2% max. slope is considered flat in any direction).

52 6 8 Building 20/21 CIP 100
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Fire Station 34 Doors Living Area 1500

The threshold is greater than 1/2 inch high.

The threshold at a doorway shall be no higher than 1/2 inch. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. I/4 inch is the maximum 
vertical rise.

53 6 8 Building 20/21 CIP 100

Fire Station 34 Doors Living Area 9500

The door is equipped with both a closer and a latch and is recessed on the latch side greater than 8 inches deep. There is no latch side clearance within the alcove. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches in the same plane as the door on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

60 6 8 Building 20/21 CIP 100

Fire Station 34 Doors Living Area 9500

The door is equipped with both a closer and a latch and is recessed on the latch side greater than 8 inches deep. There is no latch side clearance within the alcove. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches in the same plane as the door on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

61 6 8 Building 20/21 CIP 100

Fire Station 34 Doors Main Lobby 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

14 6 8 Building 20/21
Public 

Services
100

Fire Station 34 Doors Main Lobby 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

15 6 8 Building 20/21
Public 

Services
100

Fire Station 34 Doors
Community 
Room

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

26 6 8 Building 20/21
Public 

Services
100

Fire Station 34 Doors
Community 
Room

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

36 6 8 Building 20/21
Public 

Services
100

Fire Station 34 Doors Living Area 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

57 6 8 Building 20/21
Public 

Services
100

Fire Station 34 Doors Living Area 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

64 6 8 Building 20/21
Public 

Services
100

Fire Station 34 Doors Living Area 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

67 6 8 Building 20/21
Public 

Services
100

Fire Station 35 Doors
Men's 
Restroom

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

16 6 10 Building 20/21
Public 

Services
100
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Fire Station 35 Doors Main Lobby 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

7 6 10 Building 20/21
Public 

Services
100

Fire Station 35 Doors
Men's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

14 6 10 Building 20/21
Public 

Services
100

Fire Station 35 Doors
Men's 
Restroom

?

The door does not have a compliant landing.

Doors with an approach from the hinge side must have a landing on the pull side that is a minimum of 60 inches in depth perpendicular to the door in a close 
position by a minimum width dimension of 36 inches beyond the latch plus the door width or a minimum of 54 inches in depth perpendicular to the door in a close 
position by a minimum width dimension of 42 inches beyond the latch plus the door width. The entire landing must be free of obstructions and must be flat (2% 
max. slope is considered flat in any direction).

26 6 10 Building 20/21 CIP 100

Fire Station 35 Doors Main Lobby 100

The door is equipped with both a closer and a latch and the latch side clearance is obstructed. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

10 6 10 Building 20/21
Public 

Services
100

Fire Station 35 Doors Main Lobby 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

13 6 10 Building 20/21
Public 

Services
100

Fire Station 35 Doors Main Lobby 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

6 6 10 Building 20/21
Public 

Services
100

Fire Station 35 Doors Main Lobby 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

9 6 10 Building 20/21
Public 

Services
100

Fire Station 35 Doors Main Lobby 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

12 6 10 Building 20/21
Public 

Services
100

Lincoln Museum Doors
Men's 
Restroom

150
The force required to operate the door hardware exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
53 6 6 Building 20/21

Public 
Services

540
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Lincoln Museum Doors Main Entrance 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

10 6 6 Building 20/21
Public 

Services
540

Lincoln Museum Doors East Wing 150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

22 6 6 Building 20/21
Public 

Services
540

Lincoln Museum Doors East Wing 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

25 6 6 Building 20/21
Public 

Services
540

Lincoln Museum Doors
Women's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

39 6 6 Building 20/21
Public 

Services
540

Lincoln Museum Doors
Men's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

49 6 6 Building 20/21
Public 

Services
540

Lincoln Museum Doors Main Entrance 250

All low energy power operated (Automatic) doors shall be marked with a sign, visible from both sides of the door, with the words "AUTOMATIC CAUTION DOOR" The 
sign shall be a minimum of 6 inches in diameter and with minimum 5/8" tall black lettering on a yellow background. 

When a separate wall switch is used to initiate the operation of the door the door shall also be provided with additional signs on each side of the door where the 
switch is located, with the message "ACTIVATE SWITCH TO OPERATE". The lettering shall be white and the background shall be blue.

6 6 6 Building 20/21
Public 

Services
540

Lincoln Museum Doors Main Entrance 2500
All automatic and power-assisted doors must comply with Builders Hardware Manufacturers' Association A156.10 or low energy operated doors complying with 
BHMA A156.19.

7 6 6 Building 20/21
Public 

Services
540
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Lincoln Museum Doors East Wing 6500

The landing on the pull side of the door exceeds 2%.

Landings for doors on the pull side with a latch approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. 
The width of the landing must be as wide as the door plus an additional 24 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any 
direction) and clear of obstructions.

29 6 6 Building 20/21 CIP 540

Lincoln Museum Doors East Wing 6500

The landing on the pull side of the door is obstructed. 

Landings for doors on the pull side with a latch approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. 
The width of the landing must be as wide as the door plus an additional 24 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any 
direction) and clear of obstructions.

30 6 6 Building 20/21 CIP 540

Lincoln Museum Doors
Men's 
Restroom

100

The landing at the door is obstructed.

Landings for interior doors on the pull side with a front approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction 
of travel. The width of the landing must be as wide as the door plus an additional 18 inches on the latch side. This latch side clearance must also be flat (2% max. 
slope in any direction) and clear of obstructions.

50 6 6 Building 20/21 CIP 540

Lincoln Museum Doors East Wing 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

21 6 6 Building 20/21
Public 

Services
540

Lincoln Museum Doors East Wing 4500

The vision light panels (glazing/window) are mounted too high.

Doors, gates, and side lights adjacent to doors or gates, containing one or more glazing panels that permit viewing through the panels shall have the bottom of at 
least one glazed panel located 43 inches maximum above the finish floor.

26 6 6 Building 20/21 CIP 540

Lincoln Museum Doors East Wing 1500

The threshold is greater than 1/2 inch high.

The threshold at a doorway shall be no higher than 1/2 inch. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. I/4 inch is the maximum 
vertical rise.

27 6 6 Building 20/21 CIP 540

Police 
Department 
Substation

Doors Main Entrance 6500

The landing at the entrance door exceeds 2% slope.

Exterior doors must have a landing on the pull side that is a minimum of 60 inches in depth perpendicular to the door in a close position by a minimum width 
dimension of 24 inches plus the door width. The additional 24 inches must extend past the door on the latch side. The entire landing must be free of obstructions 
and must be flat (2% max. slope is considered flat in any direction).

12 6 4 Building 20/21 CIP 100

Police 
Department 
Substation

Doors Main Entrance 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

13 6 4 Building 20/21
Public 

Services
100

Police 
Department 
Substation

Doors Main Entrance 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

14 6 4 Building 20/21
Public 

Services
100

Twelve Bridges 
Library

Doors
100 Willow 
Room

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

126 6 3 Building 20/21
Public 

Services
244
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Twelve Bridges 
Library

Doors Main Lobby 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

45 6 3 Building 20/21
Public 

Services
244

Twelve Bridges 
Library

Doors
Men's 
Restroom

6500

The maneuvering space on the pull side of the door does not adequately extend beyond the latch side of the door.

Maneuvering space for interior doors on the pull side with a front approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the 
direction of travel. The width of the maneuvering space must be as wide as the door plus an additional 18 inches on the latch side. This latch side clearance must 
also be flat (2% max. slope in any direction) and clear of obstructions.

48 6 3 Building 20/21 CIP 244

Twelve Bridges 
Library

Doors
Men's 
Restroom

6500

The landing at the door does is not compliant. 

Landings for doors on the push side approached from the front must be  flat (2% max. slope in any direction) and have a minimum length of 48 inches in the 
direction of travel.

53 6 3 Building 20/21 CIP 244

Twelve Bridges 
Library

Doors
Women's 
Restroom

6500

The landing on the pull side of the door is not long enough in the direction of travel. 

Landings for interior doors on the pull side must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. The width of 
the landing must be as wide as the door plus an additional 18 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any direction) and 
clear of obstructions.

63 6 3 Building 20/21 CIP 244

Twelve Bridges 
Library

Doors
Women's 
Restroom

6500

The maneuvering space on the pull side of the door does not adequately extend beyond the latch side of the door.

Maneuvering space for interior doors on the pull side with a front approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the 
direction of travel. The width of the maneuvering space must be as wide as the door plus an additional 18 inches on the latch side. This latch side clearance must 
also be flat (2% max. slope in any direction) and clear of obstructions.

65 6 3 Building 20/21 CIP 244

Twelve Bridges 
Library

Doors
Women's 
Restroom

6500

The landing at the door is obstructed.

Landings for doors on the push side approached from the front must be  flat (2% max. slope in any direction) and have a minimum length of 48 inches in the 
direction of travel.

68 6 3 Building 20/21 CIP 244

Twelve Bridges 
Library

Doors
Family 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

82 6 3 Building 20/21
Public 

Services
244

Twelve Bridges 
Library

Doors Library 6500

The landing at the door is obstructed.

Landings for doors on the push side approached from the front must be  flat (2% max. slope in any direction) and have a minimum length of 48 inches in the 
direction of travel.

103 6 3 Building 20/21 CIP 244

Twelve Bridges 
Library

Doors
Technology 
Center

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

107 6 3 Building 20/21
Public 

Services
244
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Twelve Bridges 
Library

Doors
Homework 
Center

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

118 6 3 Building 20/21
Public 

Services
244

Twelve Bridges 
Library

Doors
100 Willow 
Room

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

135 6 3 Building 20/21
Public 

Services
244

Twelve Bridges 
Library

Doors Main Lobby 2500
All automatic and power-assisted doors must comply with Builders Hardware Manufacturers' Association A156.10 or low energy operated doors complying with 
BHMA A156.19.

43 6 3 Building 20/21
Public 

Services
244

Twelve Bridges 
Library

Doors Library 2500
All automatic and power-assisted doors must comply with Builders Hardware Manufacturers' Association A156.10 or low energy operated doors complying with 
BHMA A156.19.

86 6 3 Building 20/21
Public 

Services
244

Twelve Bridges 
Library

Doors Library 4500

The vision light panels (glazing/window) are mounted too high.

Doors, gates, and side lights adjacent to doors or gates, containing one or more glazing panels that permit viewing through the panels shall have the bottom of at 
least one glazed panel located 43 inches maximum above the finish floor.

93 6 3 Building 20/21 CIP 244

Twelve Bridges 
Library

Doors
Technology 
Center

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

108 6 3 Building 20/21
Public 

Services
244

Twelve Bridges 
Library

Doors
Homework 
Center

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

119 6 3 Building 20/21
Public 

Services
244

Twelve Bridges 
Library

Doors
100 Willow 
Room

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

123 6 3 Building 20/21
Public 

Services
244

Twelve Bridges 
Library

Doors
100 Willow 
Room

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

128 6 3 Building 20/21
Public 

Services
244

Twelve Bridges 
Library

Restrooms
Men's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

51 8 3 Building 20/21
Public 

Services
244

Twelve Bridges 
Library

Restrooms
Women's 
Restroom

1500
The door to the ambulatory compartment swings into the minimum required compartment area.

Toilet compartment doors shall not swing into the minimum required compartment area.
62 8 3 Building 20/21

Public 
Services

244
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Twelve Bridges 
Library

Restrooms
Women's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

64 8 3 Building 20/21
Public 

Services
244

Twelve Bridges 
Library

Restrooms
Family 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

84 8 3 Building 20/21
Public 

Services
244

Twelve Bridges 
Library

Restrooms
Men's 
Restroom

150
The baby changing table is located in a toilet compartment.

Baby changing tables shall not be located in toilet compartments within a multiple accommodation toilet facility.
52 8 3 Building 20/21

Public 
Services

244

Twelve Bridges 
Library

Restrooms
Women's 
Restroom

150
The baby changing table is located in a toilet compartment.

Baby changing tables shall not be located in toilet compartments within a multiple accommodation toilet facility.
66 8 3 Building 20/21

Public 
Services

244

Twelve Bridges 
Library

Restrooms
Family 
Restroom

150
The baby changing table is too high when folded down.

The tops of baby changing  surfaces shall be 28 inches minimum and 34 inches maximum above the finish floor or ground.
85 8 3 Building 20/21

Public 
Services

244

Twelve Bridges 
Library

Restrooms
Men's 
Restroom

4500

The maneuvering space in front of the toilet is noncompliant.

When the compartment has a side-opening, out-swinging door, a minimum 60 inches wide and 60 inches deep maneuvering space shall be provided in front of the 
toilet.

50 8 3 Building 20/21 CIP 244

Twelve Bridges 
Library

Plumbing 
Fixtures & 
Elements

Women's 
Restroom

4500

The compartment door is located too far from the partition or wall.

The door shall be located in front of the clear space and diagonal to the water closet. Where located in the front partition, the door opening shall be 4 inches 
maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 inches maximum 
from the front partition.  Toilet compartment doors shall not swing into the minimum required compartment area.

67 9 3 Building 20/21
Public 

Services
244

Twelve Bridges 
Library

Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500

The compartment door is located too far from the partition or wall.

The door shall be located in front of the clear space and diagonal to the water closet. Where located in the front partition, the door opening shall be 4 inches 
maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 inches maximum 
from the front partition.  Toilet compartment doors shall not swing into the minimum required compartment area.

49 9 3 Building 20/21
Public 

Services
244

Twelve Bridges 
Library

Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500

The urinal is confined on three sides (alcove).

Urinals installed in alcoves or with wing walls or partitions that extend greater than 24 inches must provide a clear space in front of the urinal that is a minimum of 
36 inches wide.

54 9 3 Building 20/21
Public 

Services
244

Twelve Bridges 
Library

Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500
The rim of the urinal Is too high.

Wall-hung urinals must be provided with an elongated rim projecting a minimum of 13 1/2 inches from the wall and a maximum of 17 inches above the floor.
55 9 3 Building 20/21

Public 
Services

244
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Twelve Bridges 
Library

Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500

The top rim of the lavatory or the counter is too high.

All lavatories that are designated to be accessible shall be a minimum 17 inches in horizontal depth and mounted with the rim or counter edge no higher than 34 
inches above the finished floor.

56 9 3 Building 20/21
Public 

Services
244

Twelve Bridges 
Library

Plumbing 
Fixtures & 
Elements

Women's 
Restroom

4500

The top rim of the lavatory or the counter is too high.

All lavatories that are designated to be accessible shall be a minimum 17 inches in horizontal depth and mounted with the rim or counter edge no higher than 34 
inches above the finished floor.

59 9 3 Building 20/21
Public 

Services
244

Twelve Bridges 
Library

Plumbing 
Fixtures & 
Elements

Men's 
Restroom

150

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect against contact. There shall be no sharp or abrasive 
surfaces under lavatories and sinks.

57 9 3 Building 20/21
Public 

Services
244
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Twelve Bridges 
Library

Plumbing 
Fixtures & 
Elements

Women's 
Restroom

150

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect against contact. There shall be no sharp or abrasive 
surfaces under lavatories and sinks.

60 9 3 Building 20/21
Public 

Services
244

Civic Center
Accessible 
Routes

Path from 
Parking

6500

The accessible route contains running slopes greater than 5 percent and cross slopes greater than 2 percent across the width of the walk and has not been 
constructed as a ramp (i.e. handrails, wheel guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

18 2A 5 Building 20/21 CIP 540

Civic Center
Accessible 
Routes

Path from 
Parking

4500

The accessible route between the building entrance and the accessible parking on the site contains running slopes greater than 5% and has not been constructed as 
a ramp (i.e. handrails, wheel guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

1 2A 5 Building 20/21 CIP 540

Civic Center
Accessible 
Routes

Path from 
Parking

4500

The accessible route between the building entrance and the accessible parking on the site contains running slopes greater than 5% and has not been constructed as 
a ramp (i.e. handrails, wheel guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

12 2A 5 Building 20/21 CIP 540

Civic Center
Accessible 
Routes

Path from 
Parking

9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

24 2B 5 Building 20/21 CIP 540

Civic Center
Accessible 
Routes

Path from 
Parking

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

5 2B 5 Building 20/21 CIP 540

Civic Center
Accessible 
Routes

Path from 
Parking

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

6 2B 5 Building 20/21 CIP 540

Community 
Center

Accessible 
Routes

Path from 
Parking

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

21 2B 2 Building 20/21 CIP 540

Lincoln Area 
Chamber of 
Commerce 
Building

Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

1 2B 1A Building 20/21 CIP 540

Lincoln Area 
Chamber of 
Commerce 
Building

Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

4 2B 1A Building 20/21 CIP 540

Lincoln Area 
Chamber of 
Commerce 
Building

Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

6 2B 1A Building 20/21 CIP 540
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1911 Foskett 
Regional Park

Parking - Off 
Street

Dog Park 1500

The access aisle is not a minimum 5 feet wide.

A car accessible parking stall's access aisle must be a minimum of 5 feet wide measured from centerline to centerline.

Where the access aisle is not adjacent to another parking space or access aisle, measurements shall be permitted to include the full width of the line defining the 
access aisle.

45 1 1 Park 21/22 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Dog Park 1500

The access aisle is not a minimum 5 feet wide.

A car accessible parking stall's access aisle must be a minimum of 5 feet wide measured from centerline to centerline.

Where the access aisle is not adjacent to another parking space or access aisle, measurements shall be permitted to include the full width of the line defining the 
access aisle.

47 1 1 Park 21/22 CIP 270

1911 Foskett 
Regional Park

Parking - Off 
Street

Dog Park 2500

The access aisle is not a minimum 8 feet wide.

Van Accessible parking stalls' access aisle must be a minimum of 8 feet wide, measured from centerline to centerline and a minimum 18 feet long. Alternatively, the 
stall can be 12 feet wide and the access aisle may be 5 feet wide.

Where parking spaces or access aisles are not adjacent to another parking space or access aisle, measurements shall be permitted to include the full width of the 
line defining the parking space or access aisle.

49 1 1 Park 21/22 CIP 270

McBean Park
Parking - Off 
Street

D Street 
Parking Lot

300 The tow-away sign has not had the blank spaces filled in with appropriate information as a permanent part of the sign. 6 1 2 Park 21/22 CIP 270

McBean Park
Parking - Off 
Street

D Street 
Parking Lot

6500
The cross slope (narrow dimension) of the parking stall (narrow dimension) exceeds 2%.

The running and cross slope in an accessible parking stall and the access aisle must not exceed 2%.
7 1 2 Park 21/22 CIP 270

McBean Park
Parking - Off 
Street

D Street 
Parking Lot

6500
The running slope (long dimension) of the accessible parking stall  exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
8 1 2 Park 21/22 CIP 270

McBean Park
Parking - Off 
Street

D Street 
Parking Lot

6500
The running slope of the access aisle (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
9 1 2 Park 21/22 CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Dog Park 9500
There is no accessible route to the dog park entrance.

At least one accessible route shall connect accessible buildings, accessible facilities, accessible elements, and accessible spaces that are on the same site.
43 2 1 Park 21/22 CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Baseball Field 1 4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
75 2 1 Park 21/22

Public 
Services

270

1911 Foskett 
Regional Park

Accessible 
Routes

Baseball Field 1 4500
The (XX) extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
76 2 1 Park 21/22

Public 
Services

270

1911 Foskett 
Regional Park

Accessible 
Routes

Play Area 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

89 2 1 Park 21/22 CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Play Area 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

90 2 1 Park 21/22 CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Play Area 6500

The route of travel does not provide the required minimum width.

The minimum clear width for sidewalks and walks is 48 inches.

When, because of right-of-way restrictions, natural barriers or other existing conditions, the enforcing agency determines that compliance with the 48-inch clear 
sidewalk width would create an unreasonable hardship, the clear width may be reduced to 36 inches.

91 2 1 Park 21/22 CIP 270
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1911 Foskett 
Regional Park

Accessible 
Routes

Play Area 4500 The accessible route contains loose gravel and/or surfaces that do not provide for a stable, firm slip resistant surface. 94 2 1 Park 21/22 CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Play Area 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

95 2 1 Park 21/22 CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Play Area 4500
The (XX) extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
97 2 1 Park 21/22

Public 
Services

270

1911 Foskett 
Regional Park

Accessible 
Routes

Play Area 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

98 2 1 Park 21/22 CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Play Area 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

99 2 1 Park 21/22 CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Play Area 4500
The (XX) extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
100 2 1 Park 21/22

Public 
Services

270

1911 Foskett 
Regional Park

Accessible 
Routes

Play Area 6500

The route of travel does not provide the required minimum width.

The minimum clear width for sidewalks and walks is 48 inches.

When, because of right-of-way restrictions, natural barriers or other existing conditions, the enforcing agency determines that compliance with the 48-inch clear 
sidewalk width would create an unreasonable hardship, the clear width may be reduced to 36 inches.

101 2 1 Park 21/22 CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Baseball Field 2 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

115 2 1 Park 21/22 CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Baseball Field 2 1500

The (XX) projects more than 4 inches into the circulation path.

Wall-mounted objects that have leading edges between 27 inches and 80 inches from the floor must not project more than 4 inches into the circulation path. 
Protruding objects that extend to the floor or within 27 inches of the floor are cane detectable and are therefore not hazardous. Where it is necessary or desirable 
to have objects protrude from the wall, a manner of cane detection must be provided.

117 2 1 Park 21/22 CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Baseball Field 3 1500

The (XX) projects more than 4 inches into the circulation path.

Wall-mounted objects that have leading edges between 27 inches and 80 inches from the floor must not project more than 4 inches into the circulation path. 
Protruding objects that extend to the floor or within 27 inches of the floor are cane detectable and are therefore not hazardous. Where it is necessary or desirable 
to have objects protrude from the wall, a manner of cane detection must be provided.

130 2 1 Park 21/22 CIP 270

Fire Station 35
Accessible 
Routes

Apparatus 
Room

9500
There is no accessible route to the garden/planter. 

At least one accessible route shall connect accessible buildings, accessible facilities, accessible elements, and accessible spaces that are on the same site.
50 2 10 Building 21/22 CIP 100

Lincoln Airport
Accessible 
Routes

Furl and Airport 
Services

9500

There is no accessible route of travel from the public way.

At least one accessible route shall be provided within the site from accessible parking spaces and accessible passenger loading zones; public streets and sidewalks; 
and public transportation stops to the accessible building or facility entrance they serve.

52 2 7 Building 21/22 CIP 750

Lincoln Airport
Accessible 
Routes

Fuel and 
Airport Services

9500
There is no accessible route between the buildings.

At least one accessible route shall connect accessible buildings, facilities, elements and spaces that are on the same site.
53 2 7 Building 21/22 CIP 750
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Lincoln Area 
Chamber of 
Commerce 
Building

Accessible 
Routes

Main Office 6500

The route of travel at this location does not provide a minimum width of 36 inches.

The clear width shall be permitted to be reduced to 32 inches minimum for a length of 24 inches maximum provided that reduced width segments are separated by 
segments that are 48 inches long minimum and 36 inches wide minimum.

24 2 1A Building 21/22 CIP 540

Lincoln Area 
Chamber of 
Commerce 
Building

Accessible 
Routes

Meeting Room 6500

The route of travel at this location does not provide a minimum width of 36 inches.

The clear width shall be permitted to be reduced to 32 inches minimum for a length of 24 inches maximum provided that reduced width segments are separated by 
segments that are 48 inches long minimum and 36 inches wide minimum.

27 2 1A Building 21/22 CIP 540

Lincoln Museum
Accessible 
Routes

Stairwell 0

The route of travel at this location does not provide the required minimum width.

The minimum clear width for interior accessible routes serving an occupant load greater than 10 is 44 inches.

The clear width shall be permitted to be reduced to 32 inches minimum for a length of 24 inches maximum provided that reduced width segments are separated by 
segments that are 48 inches long minimum and 36 inches wide minimum.

101 2 6 Building 21/22 CIP 540

McBean Park
Accessible 
Routes

Basketball 
Court / Skate 
Park

4500
The tree branches extend down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
48 2 2 Park 21/22

Public 
Services

270

McBean Park
Accessible 
Routes

Basketball 
Court / Skate 
Park

1500

The back of the bleachers project more than 4 inches into the circulation path.

Wall-mounted objects that have leading edges between 27 inches and 80 inches from the floor must not project more than 4 inches into the circulation path. 
Protruding objects that extend to the floor or within 27 inches of the floor are cane detectable and are therefore not hazardous. Where it is necessary or desirable 
to have objects protrude from the wall, a manner of cane detection must be provided.

49 2 2 Park 21/22
Public 

Services
270

McBean Park
Accessible 
Routes

Basketball 
Court / Skate 
Park

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

50 2 2 Park 21/22 CIP 270

Police Activities 
League Building

Accessible 
Routes

Path from 
Public Way

9500

There is no accessible route of travel from the public way.

At least one accessible route shall be provided within the site from accessible parking spaces and accessible passenger loading zones; public streets and sidewalks; 
and public transportation stops to the accessible building or facility entrance they serve.

1 2 11 Building 21/22 CIP 540

Police Activities 
League Building

Accessible 
Routes

Path from 
Public Way

6500

The route of travel does not provide the required minimum width.

The minimum clear width for sidewalks and walks is 48 inches.

When, because of right-of-way restrictions, natural barriers or other existing conditions, the enforcing agency determines that compliance with the 48-inch clear 
sidewalk width would create an unreasonable hardship, the clear width may be reduced to 36 inches.

2 2 11 Building 21/22 540
Not 

Applicable

Police Activities 
League Building

Accessible 
Routes

Path from 
Public Way

4500
The tree branches extend down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
5 2 11 Building 21/22

Public 
Services

540

Police Activities 
League Building

Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

12 2 11 Building 21/22 CIP 540

Police Activities 
League Building

Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

13 2 11 Building 21/22 540
Not 

Applicable
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Police Activities 
League Building

Accessible 
Routes

Path from 
Public Way

0

The route of travel does not provide the required minimum width.

The minimum clear width for sidewalks and walks is 48 inches.

When, because of right-of-way restrictions, natural barriers or other existing conditions, the enforcing agency determines that compliance with the 48-inch clear 
sidewalk width would create an unreasonable hardship, the clear width may be reduced to 36 inches.

15 2 11 Building 21/22 540
Not 

Applicable

Civic Center Curb Ramps
Path from 
Parking

4500

The detectable warning is missing at the curb ramp.

Detectable warnings at curb ramps shall extend the full width of the ramp run less 2 inches maximum on each side, excluding any flared sides and 36 inches in the 
direction of travel.

4 3 5 Building 21/22 CIP 540

Civic Center
Ramps - (Not a 
Curb Ramp)

Path from 
Parking

1500

The handrail does not extend past the ramp.

Handrails must be between 34 inches and 38 inches above the ramp surface, must extend beyond the top and bottom of the ramp 12 inches horizontally, be parallel 
to the floor or ground surface and be in the same direction as he ramp runs. The 12 inches must be level and does not include the radius at the top of round 
handrails. Extensions shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent ramp run.

2 5 5 Building 21/22 CIP 540

Civic Center
Ramps - (Not a 
Curb Ramp)

Main Entrance 1500

The handrail does not extend past the ramp.

Handrails must be between 34 inches and 38 inches above the ramp surface, must extend beyond the top and bottom of the ramp 12 inches horizontally, be parallel 
to the floor or ground surface and be in the same direction as he ramp runs. The 12 inches must be level and does not include the radius at the top of round 
handrails. Extensions shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent ramp run.

33 5 5 Building 21/22 CIP 540

Civic Center
Ramps - (Not a 
Curb Ramp)

Main Entrance 1500

The handrail does not extend past the ramp.

Handrails must be between 34 inches and 38 inches above the ramp surface, must extend beyond the top and bottom of the ramp 12 inches horizontally, be parallel 
to the floor or ground surface and be in the same direction as he ramp runs. The 12 inches must be level and does not include the radius at the top of round 
handrails. Extensions shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent ramp run.

34 5 5 Building 21/22 CIP 540

Civic Center
Ramps - (Not a 
Curb Ramp)

Auditorium 4500

The handrail extension is not a minimum 12 inches.

Handrails must be between 34 inches and 38 inches above the ramp surface, must extend beyond the top and bottom of the ramp 12 inches horizontally, be parallel 
to the floor or ground surface and be in the same direction as he ramp runs. The 12 inches must be level and does not include the radius at the top of round 
handrails. Extensions shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent ramp run.

65 5 5 Building 21/22 CIP 540

Lincoln Area 
Chamber of 
Commerce 
Building

Ramps - (Not a 
Curb Ramp)

Rear Entrance 4500

The handrail extension is not a minimum 12 inches.

Handrails must be between 34 inches and 38 inches above the ramp surface, must extend beyond the top and bottom of the ramp 12 inches horizontally, be parallel 
to the floor or ground surface and be in the same direction as he ramp runs. The 12 inches must be level and does not include the radius at the top of round 
handrails. Extensions shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent ramp run.

10 5 1A Building 21/22 CIP 540

Lincoln Area 
Chamber of 
Commerce 
Building

Ramps - (Not a 
Curb Ramp)

Rear Entrance 4500

The handrail extension is not a minimum 12 inches.

Handrails must be between 34 inches and 38 inches above the ramp surface, must extend beyond the top and bottom of the ramp 12 inches horizontally, be parallel 
to the floor or ground surface and be in the same direction as he ramp runs. The 12 inches must be level and does not include the radius at the top of round 
handrails. Extensions shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent ramp run.

11 5 1A Building 21/22 CIP 540

Fire Station 33 Doors
Apparatus 
Room

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

42 6 9 Building 21/22
Public 

Services
100
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Fire Station 33 Doors
Apparatus 
Room

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

43 6 9 Building 21/22
Public 

Services
100

Fire Station 33 Doors
Apparatus 
Room

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

44 6 9 Building 21/22
Public 

Services
100

Fire Station 33 Doors
Apparatus 
Room

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

45 6 9 Building 21/22
Public 

Services
100

Fire Station 33 Doors
Apparatus 
Room

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

47 6 9 Building 21/22
Public 

Services
100

Fire Station 33 Doors
Apparatus 
Room

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

49 6 9 Building 21/22
Public 

Services
100

Fire Station 33 Doors
Apparatus 
Room

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

54 6 9 Building 21/22
Public 

Services
100

Fire Station 33 Doors
Apparatus 
Room

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

55 6 9 Building 21/22
Public 

Services
100

Fire Station 33 Doors
Apparatus 
Room

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

56 6 9 Building 21/22
Public 

Services
100

Fire Station 33 Doors
Apparatus 
Room

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

57 6 9 Building 21/22
Public 

Services
100

Fire Station 33 Doors
Apparatus 
Room

6500

The landing at the entrance door exceeds 2% slope.

Exterior doors must have a landing on the pull side that is a minimum of 60 inches in depth perpendicular to the door in a close position by a minimum width 
dimension of 24 inches plus the door width. The additional 24 inches must extend past the door on the latch side. The entire landing must be free of obstructions 
and must be flat (2% max. slope is considered flat in any direction).

39 6 9 Building 21/22 CIP 100
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Fire Station 33 Doors
Apparatus 
Room

4500

The door is equipped with both a closer and a latch and the latch side clearance is obstructed. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

46 6 9 Building 21/22 CIP 100

Fire Station 33 Doors
Apparatus 
Room

6500

The landing on the pull side of the door exceeds 2%.

Landings for doors on the pull side with a latch approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. 
The width of the landing must be as wide as the door plus an additional 24 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any 
direction) and clear of obstructions.

48 6 9 Building 21/22 CIP 100

Fire Station 33 Doors
Apparatus 
Room

100

The door is equipped with both a closer and a latch and the latch side clearance is obstructed. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

50 6 9 Building 21/22
Public 

Services
100

Fire Station 33 Doors
Apparatus 
Room

4500

The threshold has a vertical change greater than 1/4 inch high.

The threshold at a doorway shall be no higher than 1/2 inch. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. I/4 inch is the maximum 
vertical rise.

51 6 9 Building 21/22 CIP 100

Fire Station 34 Doors
Apparatus 
Room

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

41 6 8 Building 21/22
Public 

Services
100

Fire Station 34 Doors
Apparatus 
Room

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

44 6 8 Building 21/22
Public 

Services
100

Fire Station 34 Doors
Apparatus 
Room

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

49 6 8 Building 21/22
Public 

Services
100

Fire Station 34 Doors
Apparatus 
Room

9500

The door is equipped with both a closer and a latch and is recessed on the latch side greater than 8 inches deep. There is no latch side clearance within the alcove. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches in the same plane as the door on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

39 6 8 Building 21/22 CIP 100

Fire Station 34 Doors
Apparatus 
Room

9500

The door is equipped with both a closer and a latch and is recessed on the latch side greater than 8 inches deep. There is no latch side clearance within the alcove. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches in the same plane as the door on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

42 6 8 Building 21/22 CIP 100
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Fire Station 34 Doors
Apparatus 
Room

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

43 6 8 Building 21/22
Public 

Services
100

Fire Station 34 Doors
Apparatus 
Room

9500

The door is equipped with both a closer and a latch and is recessed on the latch side greater than 8 inches deep. There is no latch side clearance within the alcove. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches in the same plane as the door on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

45 6 8 Building 21/22 CIP 100

Fire Station 34 Doors
Apparatus 
Room

9500

The door is equipped with both a closer and a latch and is recessed on the latch side greater than 8 inches deep. There is no latch side clearance within the alcove. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches in the same plane as the door on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

47 6 8 Building 21/22 CIP 100

Fire Station 34 Doors
Apparatus 
Room

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

46 6 8 Building 21/22
Public 

Services
100

Fire Station 34 Doors
Apparatus 
Room

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

51 6 8 Building 21/22
Public 

Services
100

Fire Station 35 Doors
Unisex 
Restroom

1500

The opening hardware is mounted too high.

Hand-activated door opening hardware, handles, pulls, latches, locks, and other operating devices on accessible doors shall have a shape that is easy to grasp with 
one hand and does not require tight grasping, tight pinching or twisting of the wrist to operate. Hardware shall be centered between 34 inches and 44 inches above 
the floor. Latching and locking doors that are hand-activated and which are in a path of travel shall be operable by lever-type hardware, panic bars, push-pull 
activating bars, U-shaped handles or other hardware designed to provide passage.

38 6 10 Building 21/22 CIP 100

Fire Station 35 Doors
Apparatus 
Room

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

56 6 10 Building 21/22
Public 

Services
100

Fire Station 35 Doors
Apparatus 
Room

9500

The door is equipped with both a closer and a latch and is recessed on the latch side greater than 8 inches deep. There is no latch side clearance within the alcove. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches in the same plane as the door on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

62 6 10 Building 21/22 CIP 100
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Fire Station 35 Doors
Unisex 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

34 6 10 Building 21/22
Public 

Services
100

Fire Station 35 Doors
Unisex 
Restroom

6500

The landing on the pull side of the door is not compliant. 

Landings for doors on the pull side with a latch approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. 
The width of the landing must be as wide as the door plus an additional 24 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any 
direction) and clear of obstructions.

36 6 10 Building 21/22 CIP 100

Fire Station 35 Doors
Apparatus 
Room

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

59 6 10 Building 21/22
Public 

Services
100

Fire Station 35 Doors
Apparatus 
Room

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

64 6 10 Building 21/22
Public 

Services
100

Fire Station 35 Doors
Apparatus 
Room

100

The landing on the pull side of the door is obstructed. 

Exterior doors must have a landing on the pull side that is a minimum of 60 inches in depth perpendicular to the door in a close position by a minimum width 
dimension of 24 inches plus the door width. The additional 24 inches must extend past the door on the latch side. The entire landing must be free of obstructions 
and must be flat (2% max. slope is considered flat in any direction).

51 6 10 Building 21/22
Public 

Services
100

Fire Station 35 Doors
Apparatus 
Room

100

The door is equipped with both a closer and a latch and the latch side clearance is obstructed. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

57 6 10 Building 21/22
Public 

Services
100

Fire Station 35 Doors
Apparatus 
Room

1500

The threshold is greater than 1/2 inch high.

The threshold at a doorway shall be no higher than 1/2 inch. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. I/4 inch is the maximum 
vertical rise.

58 6 10 Building 21/22 CIP 100

Fire Station 35 Doors
Apparatus 
Room

4500

The threshold has a vertical change greater than 1/4 inch high.

The threshold at a doorway shall be no higher than 1/2 inch. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. I/4 inch is the maximum 
vertical rise.

65 6 10 Building 21/22 CIP 100

Fire Station 35 Doors
Apparatus 
Room

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

60 6 10 Building 21/22
Public 

Services
100

Fire Station 35 Doors
Apparatus 
Room

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

63 6 10 Building 21/22
Public 

Services
100
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Lincoln Museum Doors Stairwell 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

94 6 6 Building 21/22
Public 

Services
540

Lincoln Museum Doors Stairwell 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

106 6 6 Building 21/22
Public 

Services
540

Lincoln Museum Doors West Wing 150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

35 6 6 Building 21/22
Public 

Services
540

Lincoln Museum Doors Second Floor 150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

57 6 6 Building 21/22
Public 

Services
540

Lincoln Museum Doors
Second Floor 
Men's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

70 6 6 Building 21/22
Public 

Services
540

Lincoln Museum Doors
Second Floor 
Women's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

81 6 6 Building 21/22
Public 

Services
540



Barrier Removal Schedule by Fiscal Year

Barrier Removal Schedule by Fiscal Year 54 of 212

Evaluation 
Title/CIP#

Group
AreaDescriptio

n

Budget 
High/ 

Project 
Budget

Finding/Project Description
Finding 
Number

Barrier 
Priority

Facility 
Priority

Facility Type
FY 

Implementati
on

CIP / Public 
Services

Fund Completed

Lincoln Museum Doors Stairwell 150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

90 6 6 Building 21/22
Public 

Services
540

Lincoln Museum Doors Stairwell 150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

97 6 6 Building 21/22
Public 

Services
540

Lincoln Museum Doors West Wing 100

The landing at the door is obstructed.

Landings for interior doors on the pull side with a front approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction 
of travel. The width of the landing must be as wide as the door plus an additional 18 inches on the latch side. This latch side clearance must also be flat (2% max. 
slope in any direction) and clear of obstructions.

33 6 6 Building 21/22
Public 

Services
540

Lincoln Museum Doors West Wing 100

The landing at the door is obstructed.

Landings for interior doors on the pull side with a front approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction 
of travel. The width of the landing must be as wide as the door plus an additional 18 inches on the latch side. This latch side clearance must also be flat (2% max. 
slope in any direction) and clear of obstructions.

34 6 6 Building 21/22
Public 

Services
540

Lincoln Museum Doors Stairwell 1500

The threshold is greater than 1/2 inch high.

The threshold at a doorway shall be no higher than 1/2 inch. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. I/4 inch is the maximum 
vertical rise.

96 6 6 Building 21/22 CIP 540

Lincoln Museum Doors Stairwell 6500

The latch side landing on the pull side of the door is noncompliant. 

Landings for doors on the pull side with a latch approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. 
The width of the landing must be as wide as the door plus an additional 24 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any 
direction) and clear of obstructions.

98 6 6 Building 21/22 CIP 540

Lincoln Museum Doors Stairwell 1500

The doormat is not secured in place at the entry door.

If carpet or carpet tile is used on a ground or floor surface, then it shall be securely attached; have a firm cushion, pad or backing or no cushion or pad; and have a 
level loop, textured loop, level-cut pile or level-cut/uncut pile texture. The maximum pile height shall be 1/2 inch. Exposed edges of carpet shall be fastened to floor 
surfaces and have trim along the entire length of the exposed edge. Recessed doormats shall be adequately anchored to prevent interference with wheelchair 
traffic.

105 6 6 Building 21/22
Public 

Services
540

Lincoln Museum Doors Stairwell 1500

The sloped portion of the threshold is too steep.

The threshold at a doorway shall be no higher than 1/2 inch. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. I/4 inch is the maximum 
vertical rise.

107 6 6 Building 21/22 CIP 540
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Lincoln Museum Doors Second Floor 150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

58 6 6 Building 21/22
Public 

Services
540

Lincoln Museum Doors Second Floor 4500

The vision light panels (glazing/window) are mounted too high.

Doors, gates, and side lights adjacent to doors or gates, containing one or more glazing panels that permit viewing through the panels shall have the bottom of at 
least one glazed panel located 43 inches maximum above the finish floor.

61 6 6 Building 21/22 CIP 540

Lincoln Museum Doors Stairwell 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

91 6 6 Building 21/22
Public 

Services
540

Lincoln Museum Doors Stairwell 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

95 6 6 Building 21/22
Public 

Services
540

Twelve Bridges 
Library

Plumbing 
Fixtures & 
Elements

Kid's Library 6500
The there is no drinking fountain for standing persons.

Spout outlets of drinking fountains for standing persons shall be 38 inches minimum and 43 inches maximum above the finish floor or ground.
72 9 3 Building 21/22

Public 
Services

244

Twelve Bridges 
Library

Plumbing 
Fixtures & 
Elements

Family 
Restroom

4500
The toilet is not located within the range allowed from the side wall or partition. 

The centerline of the toilet must be 17 to 18 inches from the side wall.
83 9 3 Building 21/22 CIP 244

Twelve Bridges 
Library

Plumbing 
Fixtures & 
Elements

Kid's Library 4500

There is not enough knee clearance under the drinking fountain.

The drinking fountain must have a clear knee space between the bottom of the apron and the floor not less than 27 inches in height, 30 inches in width, and 8 
inches in depth.

71 9 3 Building 21/22
Public 

Services
244

Twelve Bridges 
Library

Plumbing 
Fixtures & 
Elements

Family 
Restroom

150

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect against contact. There shall be no sharp or abrasive 
surfaces under lavatories and sinks.

79 9 3 Building 21/22
Public 

Services
244

Twelve Bridges 
Library

Plumbing 
Fixtures & 
Elements

Family 
Restroom

4500

The clear floor space between the lavatory and the toilet is too narrow. 

The required clearance around the water closet shall be permitted to overlap the water closet, associated grab bars, dispensers, sanitary napkin disposal units, coat 
hooks, shelves, accessible routes, clear floor space and clearances required at other fixtures, and the turning space. No other fixtures or obstructions shall be 
located within the required water closet clearance.

Clear floor space around the water closet shall be 60 inches minimum measured perpendicular from the side wall and 56 inches minimum measured perpendicular 
from the rear wall.

78 9 3 Building 21/22 CIP 244

Twelve Bridges 
Library

Fire Alarms
Homework 
Center

200
The emergency fire alarm pull box is not accessible because there is not adequate clear floor space for either a forward or side approach.

The clear floor or ground space shall be 30 inches minimum by 48 inches minimum.
122 10 3 Building 21/22

Public 
Services

244

Police 
Department 
Substation

Fire 
Extinguishers

Main Entrance 0
The fire extinguisher cabinet is not on an accessible route. 

An accessible route of travel is 36 inches wide minimum and provides a 30 inch by 48 inch clear floor space that allows a side or forward approach.
18 11 4 Building 21/22

Public 
Services

100

Twelve Bridges 
Library

Fire 
Extinguishers

Library 100
The fire extinguisher cabinet is not on an accessible route. 

An accessible route of travel is 36 inches wide minimum and provides a 30 inch by 48 inch clear floor space that allows a side or forward approach.
102 11 3 Building 21/22

Public 
Services

244
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Twelve Bridges 
Library

Fire 
Extinguishers

Technology 
Center

100
The fire extinguisher cabinet is not on an accessible route. 

An accessible route of travel is 36 inches wide minimum and provides a 30 inch by 48 inch clear floor space that allows a side or forward approach.
109 11 3 Building 21/22

Public 
Services

244

Twelve Bridges 
Library

Fire 
Extinguishers

Homework 
Center

100
The fire extinguisher cabinet is not on an accessible route. 

An accessible route of travel is 36 inches wide minimum and provides a 30 inch by 48 inch clear floor space that allows a side or forward approach.
114 11 3 Building 21/22

Public 
Services

244

Twelve Bridges 
Library

Fire 
Extinguishers

100 Willow 
Room

100
The fire extinguisher cabinet is not on an accessible route. 

An accessible route of travel is 36 inches wide minimum and provides a 30 inch by 48 inch clear floor space that allows a side or forward approach.
127 11 3 Building 21/22

Public 
Services

244

Police 
Department 
Substation

Sales and 
Service 
Counters/Tables

Main Entrance 6500

All service counters must be a maximum 34" A.F.F.

A portion of the counter surface that is 36 inches long minimum and 34 inches high maximum above the finish floor shall be provided. If a forward approach is 
desired knee and toe space must be provided. A 30 inch by 48 inch clear floor space on an accessible route must be provided for either a forward or parallel 
approach.

20 12 4 Building 21/22
Public 

Services
100

Police 
Department 
Substation

Reach Ranges Main Entrance 1500

The flyers and applications are not positioned correctly for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach and the side reach is unobstructed, the high side reach shall be 48 inches maximum above 
the finish floor or ground and the low side reach shall be 15 inches minimum above the finish floor or ground.

17 13 4 Building 21/22
Public 

Services
100

Police 
Department 
Substation

Reach Ranges Main Entrance 1500

The drop box and call button are not positioned correctly for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach and the side reach is unobstructed, the high side reach shall be 48 inches maximum above 
the finish floor or ground and the low side reach shall be 15 inches minimum above the finish floor or ground.

19 13 4 Building 21/22
Public 

Services
100

Twelve Bridges 
Library

Reach Ranges Main Lobby 150

The pamphlets are positioned too high for either a side or front approach.

Where a clear floor or ground space allows a parallel approach to an element and the side reach is unobstructed, the high side reach shall be 48 inches maximum 
and the low side reach shall be 15 inches minimum above the finish floor or ground.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum and the low forward reach shall be 15 inches minimum above the finish 
floor or ground.

41 13 3 Building 21/22
Public 

Services
244

Twelve Bridges 
Library

Reach Ranges Main Lobby 150

The flyers are positioned too high for either a side or front approach.

Where a clear floor or ground space allows a parallel approach to an element and the side reach is unobstructed, the high side reach shall be 48 inches maximum 
and the low side reach shall be 15 inches minimum above the finish floor or ground.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum and the low forward reach shall be 15 inches minimum above the finish 
floor or ground.

44 13 3 Building 21/22
Public 

Services
244

Twelve Bridges 
Library

Reach Ranges Library 1500

The pamphlet dispenser is too high and is out of the maximum reach range for a side approach.

Where a clear floor or ground space allows a parallel approach to an element and the high side reach is over an obstruction, the height of the obstruction shall be 34 
inches maximum and the depth of the obstruction shall be 24 inches maximum. Where the reach depth exceeds 10 inches, the high side reach shall be 46 inches 
maximum.

96 13 3 Building 21/22
Public 

Services
244

Twelve Bridges 
Library

Reach Ranges Library 1500
The flyers are not accessible because it is located over an obstruction greater than 10 inches deep and greater than 34 inches tall.

Where the reach depth exceeds 10 inches in depth, the height of the obstruction shall be 34 inches maximum.
99 13 3 Building 21/22

Public 
Services

244

Twelve Bridges 
Library

Reach Ranges
100 Willow 
Room

4500

The outlet is out of the reach range for a side approach because the obstruction is greater than 24 inches.

Where a clear floor or ground space allows a parallel approach to an element and the high side reach is over an obstruction, the height of the obstruction shall be 34 
inches maximum and the depth of the obstruction shall be 24 inches maximum. Where the reach depth exceeds 10 inches, and is 24 inches or less the high side 
reach shall be 46 inches maximum.

129 13 3 Building 21/22 CIP 244

Twelve Bridges 
Library

Reach Ranges
100 Willow 
Room

1500
The outlet is not accessible because it is located over an obstruction greater than 10 inches deep and greater than 34 inches tall.

Where the reach depth exceeds 10 inches in depth, the height of the obstruction shall be 34 inches maximum.
132 13 3 Building 21/22 CIP 244
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Police 
Department 
Substation

Dining/Bar and 
Work Surfaces

Main Entrance 4500

Compliant knee and/or toe clearance is not provided. 

When seating for persons in wheelchairs is provided at fixed tables or counters, knee spaces at least 27 inches high, 30 inches wide and 19 inches deep shall be 
provided.

16 17 4 Building 21/22
Public 

Services
100

Twelve Bridges 
Library

Dining/Bar and 
Work Surfaces

Kid's Library 1500

There are no accessible tables.

At least 5% of each type in each functional area of dining surfaces must be accessible and must be dispersed throughout the space or facility containing dining 
surfaces. An accessible table must be on an accessible route (36 inches minimum) and have knee and toe spaces at least 27 inches high, 30 inches wide and 19 
inches deep. The tops of tables and counters shall be 28 inches to 34 inches from the floor or ground.

70 17 3 Building 21/22
Public 

Services
244

Twelve Bridges 
Library

Dining/Bar and 
Work Surfaces

Kid's Library 4500
The work surface is too high.

The tops of work surfaces provided for public use or common use shall be 28 inches minimum and 34 inches maximum above the finish floor or ground.
73 17 3 Building 21/22

Public 
Services

244

Twelve Bridges 
Library

Dining/Bar and 
Work Surfaces

Kid's Library 1500

There are no accessible tables.

At least 5% of each type in each functional area of dining surfaces must be accessible and must be dispersed throughout the space or facility containing dining 
surfaces. An accessible table must be on an accessible route (36 inches minimum) and have knee and toe spaces at least 27 inches high, 30 inches wide and 19 
inches deep. The tops of tables and counters shall be 28 inches to 34 inches from the floor or ground.

74 17 3 Building 21/22
Public 

Services
244

Twelve Bridges 
Library

Dining/Bar and 
Work Surfaces

Library 1500

There are no accessible tables.

At least 5% of each type in each functional area of dining surfaces must be accessible and must be dispersed throughout the space or facility containing dining 
surfaces. An accessible table must be on an accessible route (36 inches minimum) and have knee and toe spaces at least 27 inches high, 30 inches wide and 19 
inches deep. The tops of tables and counters shall be 28 inches to 34 inches from the floor or ground.

88 17 3 Building 21/22
Public 

Services
244

Twelve Bridges 
Library

Dining/Bar and 
Work Surfaces

Library 1500

There are no accessible tables.

At least 5% of each type in each functional area of work surfaces must be accessible and must be dispersed throughout the space or facility containing dining 
surfaces. An accessible table must be on an accessible route (36 inches minimum) and have knee and toe spaces at least 27 inches high, 30 inches wide and 19 
inches deep. The tops of tables and counters shall be 28 inches to 34 inches from the floor or ground.

94 17 3 Building 21/22
Public 

Services
244

Twelve Bridges 
Library

Dining/Bar and 
Work Surfaces

Library 1500

Compliant knee and toe clearance is not provided at the accessible table. 

When seating for persons in wheelchairs is provided at fixed tables or counters, knee spaces at least 27 inches high, 30 inches wide and 19 inches deep shall be 
provided.

100 17 3 Building 21/22
Public 

Services
244

Twelve Bridges 
Library

Dining/Bar and 
Work Surfaces

Library 1500

There are no accessible tables.

At least 5% of each type in each functional area of work surfaces must be accessible and must be dispersed throughout the space or facility containing dining 
surfaces. An accessible table must be on an accessible route (36 inches minimum) and have knee and toe spaces at least 27 inches high, 30 inches wide and 19 
inches deep. The tops of tables and counters shall be 28 inches to 34 inches from the floor or ground.

101 17 3 Building 21/22
Public 

Services
244

Twelve Bridges 
Library

Dining/Bar and 
Work Surfaces

Library 1500

There are no accessible tables.

At least 5% of each type in each functional area of work surfaces must be accessible and must be dispersed throughout the space or facility containing dining 
surfaces. An accessible table must be on an accessible route (36 inches minimum) and have knee and toe spaces at least 27 inches high, 30 inches wide and 19 
inches deep. The tops of tables and counters shall be 28 inches to 34 inches from the floor or ground.

104 17 3 Building 21/22
Public 

Services
244

Twelve Bridges 
Library

Dining/Bar and 
Work Surfaces

Homework 
Center

1500

There are no accessible tables.

At least 5% of each type in each functional area of dining surfaces must be accessible and must be dispersed throughout the space or facility containing dining 
surfaces. An accessible table must be on an accessible route (36 inches minimum) and have knee and toe spaces at least 27 inches high, 30 inches wide and 19 
inches deep. The tops of tables and counters shall be 28 inches to 34 inches from the floor or ground.

120 17 3 Building 21/22
Public 

Services
244

Twelve Bridges 
Library

Dining/Bar and 
Work Surfaces

100 Willow 
Room

4500

Compliant knee and/or toe clearance is not provided. 

When seating for persons in wheelchairs is provided at fixed tables or counters, knee spaces at least 27 inches high, 30 inches wide and 19 inches deep shall be 
provided.

125 17 3 Building 21/22
Public 

Services
244

Twelve Bridges 
Library

Dining/Bar and 
Work Surfaces

Kid's Library 4500
The work surface is too high.

The tops of work surfaces provided for public use or common use shall be 28 inches minimum and 34 inches maximum above the finish floor or ground.
75 17 3 Building 21/22

Public 
Services

244
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Twelve Bridges 
Library

Dining/Bar and 
Work Surfaces

Library 4500

Compliant knee and/or toe clearance is not provided. 

When seating for persons in wheelchairs is provided at fixed tables or counters, knee spaces at least 27 inches high, 30 inches wide and 19 inches deep shall be 
provided.

89 17 3 Building 21/22
Public 

Services
244

Twelve Bridges 
Library

Dining/Bar and 
Work Surfaces

Technology 
Center

4500
The work surface is too high.

The tops of work surfaces provided for public use or common use shall be 28 inches minimum and 34 inches maximum above the finish floor or ground.
112 17 3 Building 21/22

Public 
Services

244

Twelve Bridges 
Library

Dining/Bar and 
Work Surfaces

100 Willow 
Room

4500
The work surface is too high.

The tops of work surfaces provided for public use or common use shall be 28 inches minimum and 34 inches maximum above the finish floor or ground.
131 17 3 Building 21/22

Public 
Services

244

Twelve Bridges 
Library

ATM's and Fare 
Machines

Kid's Library 0

The machine is not speech enabled.

Machines shall be speech enabled. Operating instructions and orientation, visible transaction prompts, user input verification, error messages, and all displayed 
information for full use shall be accessible to and independently usable by individuals with vision impairments. Speech shall be delivered through a mechanism that 
is readily available to all users, including but not limited to, an industry standard connector or a telephone handset. Speech shall be recorded or digitized human, or 
synthesized.

77 20 3 Building 21/22 CIP 244

Police 
Department 
Substation

Signs Main Entrance 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

15 22 4 Building 21/22
Public 

Services
100
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Police 
Department 
Substation

Signs Main Entrance 150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

21 22 4 Building 21/22
Public 

Services
100

Police 
Department 
Substation

Signs
Interview Room 
1

150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

38 22 4 Building 21/22
Public 

Services
100

Community 
Center

Accessible 
Routes

Gymnasium 6500

The accessible route contains running slopes greater than 5% and has not been constructed as a ramp (i.e. handrails, wheel guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

85 2A 2 Building 21/22 CIP 540

Community 
Center

Accessible 
Routes

Gymnasium 6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

119 2A 2 Building 21/22 CIP 540

Community 
Center

Accessible 
Routes

Gymnasium 4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

116 2B 2 Building 21/22 CIP 540

Community 
Center

Accessible 
Routes

Gymnasium 9500

The accessible path of travel between buildings contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

123 2B 2 Building 21/22 CIP 540

Community 
Center

Accessible 
Routes

Gymnasium 4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

125 2B 2 Building 21/22 CIP 540

Lincoln Area 
Chamber of 
Commerce 
Building

Accessible 
Routes

Rear Entrance 9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

16 2B 1A Building 21/22 CIP 540
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Police Activities 
League Building

Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

3 2B 11 Building 21/22 CIP 540

Police Activities 
League Building

Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

4 2B 11 Building 21/22 540
Not 

Applicable

Police Activities 
League Building

Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

8 2B 11 Building 21/22 CIP 540

McBean Park
Parking - Off 
Street

Swimming Pool 
Parking

150

The blank spaces of the tow-away sign have not been filled in.

There must be a tow-away sign posted in a conspicuous place at each entrance, or immediately adjacent to each space. The sign shall not be less than 17 inches by 
22 inches in size with 1 inch high minimum lettering which clearly and conspicuously states the following: 

Unauthorized vehicles parked in designated accessible spaces not displaying distinguishing placards or special license plates issued for persons with disabilities will 
be towed away at owner's expense.
Towed vehicles may be reclaimed at__________________________or by telephoning________________________.

Blank spaces are to be filled in with appropriate information as a permanent part of the sign.

1 1 2 Park 22/23
Public 

Services
270

McBean Park
Accessible 
Routes

Path from 
Public Way

4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
19 2 2 Park 22/23

Public 
Services

270

McBean Park
Accessible 
Routes

Path from 
Public Way

4500
The tree branches extend down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
33 2 2 Park 22/23

Public 
Services

270

McBean Park
Accessible 
Routes

Play Area 9500
There is no accessible route to the picnic tables.

At least one accessible route shall connect accessible buildings, accessible facilities, accessible elements, and accessible spaces that are on the same site.
53 2 2 Park 22/23 CIP 270

McBean Park
Accessible 
Routes

Play Area 4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
55 2 2 Park 22/23

Public 
Services

270

McBean Park
Accessible 
Routes

Play Area 0

The route of travel does not provide the required minimum width.

The minimum clear width for sidewalks and walks is 48 inches.

When, because of right-of-way restrictions, natural barriers or other existing conditions, the enforcing agency determines that compliance with the 48-inch clear 
sidewalk width would create an unreasonable hardship, the clear width may be reduced to 36 inches.

57 2 2 Park 22/23 CIP 270

McBean Park
Accessible 
Routes

Play Area 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

59 2 2 Park 22/23 CIP 270

McBean Park
Accessible 
Routes

Play Area 4500 The accessible route contains loose gravel and/or surfaces that do not provide for a stable, firm slip resistant surface. 64 2 2 Park 22/23 CIP 270

McBean Park
Accessible 
Routes

Play Area 9500
There is no accessible route to the swing set.

At least one accessible route shall connect accessible buildings, accessible facilities, accessible elements, and accessible spaces that are on the same site.
68 2 2 Park 22/23 CIP 270

McBean Park
Accessible 
Routes

Play Area 4500 The accessible route contains loose gravel and/or surfaces that do not provide for a stable, firm slip resistant surface. 69 2 2 Park 22/23 CIP 270
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McBean Park
Accessible 
Routes

Path from 
Public Way D 
Street

9500
There is no accessible route to the covered seating areas and BBQ grills.

At least one accessible route shall connect accessible buildings, accessible facilities, accessible elements, and accessible spaces that are on the same site.
127 2 2 Park 22/23 CIP 270

McBean Park
Accessible 
Routes

Path from 
Public Way 
McBean Park 
Drive

9500
There is no accessible route to the picnic tables and BBQ grills.

At least one accessible route shall connect accessible buildings, accessible facilities, accessible elements, and accessible spaces that are on the same site.
140 2 2 Park 22/23 CIP 270

McBean Park
Accessible 
Routes

Path from 
Public Way 
McBean Park 
Drive

9500
There is no accessible route to the baseball field.

At least one accessible route shall connect accessible buildings, accessible facilities, accessible elements, and accessible spaces that are on the same site.
141 2 2 Park 22/23 CIP 270

McBean Park
Accessible 
Routes

Pavilion Path 
From Parking

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

252 2 2 Park 22/23 CIP 270

McBean Park
Accessible 
Routes

Pavilion 
Exterior

9500
There is no accessible route to the (XX).

At least one accessible route shall connect accessible buildings, accessible facilities, accessible elements, and accessible spaces that are on the same site.
283 2 2 Park 22/23 CIP 270

McBean Park
Accessible 
Routes

Pavilion 
Exterior

6500

Parking area contains multiple locations with excessive slope and abrupt level changes. An signage aroumd the facility shoild be used to indicate the alternative 
route provided.

The accessible route contains running slopes greater than 5 percent and cross slopes greater than 2 percent across the width of the walk and has not been 
constructed as a ramp (i.e. handrails, wheel guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

284 2 2 Park 22/23 CIP 270

Civic Center
Ramps - (Not a 
Curb Ramp)

Auditorium 6500
The landing at the change of direction is not the correct size.

Landings at a change of direction shall have a dimension in the direction of ramp run of not less than 72 inches by 60 inches minimum.
74 5 5 Building 22/23 CIP 540

Civic Center
Ramps - (Not a 
Curb Ramp)

Path from 
Parking

6500
The ramps slope exceeds the maximum running slope (direction of travel) allowable of 8.33%.  

Ramps should have the least possible slope but in no case more than 8.3% (1:12).
22 5 5 Building 22/23 CIP 540

Civic Center
Ramps - (Not a 
Curb Ramp)

Path from 
Parking

6500
The ramps slope exceeds the maximum running slope (direction of travel) allowable of 8.33%.  

Ramps should have the least possible slope but in no case more than 8.3% (1:12).
29 5 5 Building 22/23 CIP 540

Civic Center
Ramps - (Not a 
Curb Ramp)

Path from 
Parking

6500
The top landing of the ramp is not the correct size.

The top landing of a ramp must be a minimum of 60 inches by 60 inches.
8 5 5 Building 22/23 CIP 540

Civic Center
Ramps - (Not a 
Curb Ramp)

Path from 
Parking

6500
The landing at the bottom of the ramp has a slope greater than 2%.

Bottom  landings  shall have a dimension in the direction of ramp run of not less than 72 inches and have a slope of less than 2% in any direction.
19 5 5 Building 22/23 CIP 540

Civic Center
Ramps - (Not a 
Curb Ramp)

Path from 
Parking

6500
The landing at the change of direction is not the correct size.

Landings at a change of direction shall have a dimension in the direction of ramp run of not less than 72 inches by 60 inches minimum.
25 5 5 Building 22/23 CIP 540

Civic Center
Ramps - (Not a 
Curb Ramp)

Path from 
Parking

9500
The ramp is too narrow. 

Ramps shall have a minimum clear width of 48 inches
27 5 5 Building 22/23 CIP 540

Civic Center
Ramps - (Not a 
Curb Ramp)

Main Entrance 6500
The ramp on the accessible route contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
32 5 5 Building 22/23 CIP 540

Civic Center
Ramps - (Not a 
Curb Ramp)

Main Entrance 4500
The handrail extension is not in line with the ramp.

Handrail gripping surfaces shall extend beyond and in the same direction of stair flights and ramp runs
36 5 5 Building 22/23 CIP 540
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Civic Center
Ramps - (Not a 
Curb Ramp)

Auditorium 6500
The top landing of the ramp is not the correct size.

The top landing of a ramp must be a minimum of 60 inches by 60 inches.
64 5 5 Building 22/23 CIP 540

Civic Center
Ramps - (Not a 
Curb Ramp)

Auditorium 6500

The ramp is too narrow.

Ramps shall have a minimum clear width of 48 inches.

72 5 5 Building 22/23 CIP 540

Civic Center
Ramps - (Not a 
Curb Ramp)

Auditorium 9500
The landing at the bottom of the ramp is not the correct length.

Bottom  landings  shall have a dimension in the direction of ramp run of not less than 72 inches and have a slope of less than 2% in any direction.
73 5 5 Building 22/23 CIP 540

Lincoln Museum Elevators & Lifts Main Entrance 500

Elevator door reopening device does not remain in effect long enough.

This reopening device shall also be capable of sensing an object or person in the path of a closing door without requiring contact for activation at a nominal 5 inches 
and 29 inches above the floor. The devices shall remain effective for 20 seconds minimum.

16 7 6 Building 22/23
Public 

Services
540

Lincoln Museum Elevators & Lifts Main Entrance 500

The elevator has not been determined to comply with the emergency operation and signaling device requirements of the California Code of Regulations, Title 8, 
Division 1, Chapter 4, Subchapter 6, Elevator Safety Orders.

We recommend that the property owner engage a certified elevator installer to ensure compliance with this part of the California Code of Regulations.

11 7 6 Building 22/23
Public 

Services
540

Lincoln Museum Elevators & Lifts Main Entrance 500

The call button is not lite over the entire surface.

Call buttons shall have visible signals that will activate when each call is registered and will extinguish when each call is answered. Call buttons shall be internally 
illuminated with a white light over the entire surface of the button.

12 7 6 Building 22/23
Public 

Services
540

Lincoln Museum Elevators & Lifts Main Entrance 500

The elevator audible signal has not been tested.

Audible signals shall sound once for the up direction and twice for the down direction, or shall have verbal annunciators that indicate the direction of elevator car 
travel. Audible signals shall have a frequency of 1500 Hz maximum. Verbal annunciators shall have a frequency of 300 Hz minimum and 3000 Hz maximum. The 
audible signal and verbal annunciator shall be 10 dB minimum above ambient, but shall not exceed 80 dB, measured at the hall call button.

13 7 6 Building 22/23
Public 

Services
540

Lincoln Museum Elevators & Lifts Main Entrance 1500

The star on the door jambs at the main entry level are not 2 inches minimum in diameter.

A raised star, placed to the left of the floor designation, shall be provided on both jambs at the main entry level. The outside diameter of the star shall be 2 inches 
and all points shall be of equal length. Raised characters, including the star, shall be white on a black background. Braille shall be placed below the corresponding 
raised characters and the star. The Braille translation for the star shall be "MAIN". Applied plates are acceptable if they are permanently fixed to the jamb.

14 7 6 Building 22/23
Public 

Services
540

Lincoln Museum Elevators & Lifts Main Entrance 1500

The elevator doorjambs are not correctly marked.

Floor designations shall be provided on both jambs of elevator hoistway entrances. Floor designations shall be provided in both raised characters and braille. Raised 
characters shall be 2 inches high minimum. A raised star, placed to the left of the floor designation, shall be provided on both jambs at the main entry level. The 
outside diameter of the star shall be 2 inches and all points shall be of equal length. Raised characters, including the star, shall be white on a black background. 
Braille shall be placed below the corresponding raised characters and the star. The Braille translation for the star shall be "MAIN". Applied plates are acceptable if 
they are permanently fixed to the jamb.

15 7 6 Building 22/23
Public 

Services
540

Lincoln Museum Elevators & Lifts Main Entrance 500
The gap/clearance between the elevator car and hoistway is too wide.

The clearance between the car platform sill and the edge of any hoistway landing shall be 1 1/4 inch maximum.
17 7 6 Building 22/23

Public 
Services

540

Lincoln Museum Elevators & Lifts Main Entrance 500
The car control buttons are not contrasting.

Control buttons shall be identified by raised characters or symbols, white on a black background and Braille.
18 7 6 Building 22/23

Public 
Services

540

Lincoln Museum Elevators & Lifts Main Entrance 2500

The support rail is mounted to far from the adjacent walls.

Clearance between support rails and adjacent surfaces shall be 1Â½ inches minimum. Top of support rails shall be 31 inches minimum to 33 inches maximum above 
the floor of the car. The ends of the support rail shall be 6 inches maximum from adjacent walls.m.

19 7 6 Building 22/23
Public 

Services
540

Lincoln Museum Elevators & Lifts Main Entrance 500

The support rail structural strength has not been tested.

Allowable stresses shall not be exceeded for materials used when a vertical or horizontal force of 250 pounds is applied at any point on the support rail, fastener, 
mounting device, or supporting structure.

20 7 6 Building 22/23
Public 

Services
540
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Fire Station 33 Restrooms
Unisex 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

38 8 9 Building 22/23
Public 

Services
100

Fire Station 33 Restrooms
Unisex 
Restroom

1500
The paper towel dispenser's operation mechanism is too high off the floor. 

Dispensers in restrooms must have operable parts a maximum of 40 inches above the floor.
33 8 9 Building 22/23

Public 
Services

100

Fire Station 33 Restrooms Main Lobby 150

A compliant room identification sign is missing on the strike side of the door. Recommend "All-Gender"

As a result of the enactment of Assembly Bill 1732 (Chapter 818, Statutes of 2016) the following is required effective March 1, 2017: All single-user toilet facilities in 
any business establishment, place of public accommodation, or state or local government agency shall be identified as "all-gender" toilet facilities. â€œSingle-user 
toilet facilityâ€� means a toilet facility with no more than one water closet and one urinal with a locking mechanism controlled by the user. This shall become 

operative on March 1, 2017.

16 8 9 Building 22/23
Public 

Services
100

Fire Station 33 Restrooms
Unisex 
Restroom

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

30 8 9 Building 22/23
Public 

Services
100

Fire Station 33 Restrooms
Unisex 
Restroom

150

The unisex/all-gender door sign is missing.

Unisex sanitary facilities shall be identified by a circle, 1/4 inch thick and 12 inches in diameter with a 1/4 inch thick triangle superimposed on the circle and within 
the 12-inch diameter. The triangle symbol shall contrast with the circle symbol, either light on a dark background or dark on a light background. The circle symbol 
shall contrast with the door, either light on a dark background or dark on a light background. The symbol shall be mounted at 58 inches minimum and 60 inches 
maximum above the finish floor or ground surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch 
of the vertical centerline of the door.

35 8 9 Building 22/23
Public 

Services
100

Fire Station 34 Restrooms
Men's 
Restroom

1500

The door mounted sign is not located within the height range above the finish floor to the center line of the symbol.

Doorways leading to toilet rooms and bathing rooms shall be identified by a geometric symbol. The symbol shall be mounted at 58 inches minimum and 60 inches 
maximum above the finish floor or ground surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch 
of the vertical centerline of the door.

16 8 8 Building 22/23
Public 

Services
100

Fire Station 34 Restrooms
Men's 
Restroom

1500
The paper towel dispenser's operation mechanism is too high off the floor. 

Dispensers in restrooms must have operable parts a maximum of 40 inches above the floor.
19 8 8 Building 22/23

Public 
Services

100

Fire Station 34 Restrooms
Women's 
Restroom

1500
The paper towel dispenser's operation mechanism is too high off the floor. 

Dispensers in restrooms must have operable parts a maximum of 40 inches above the floor.
23 8 8 Building 22/23

Public 
Services

100

Fire Station 34 Restrooms
Men's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

17 8 8 Building 22/23
Public 

Services
100

Fire Station 34 Restrooms
Women's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

25 8 8 Building 22/23
Public 

Services
100

Fire Station 35 Restrooms
Men's 
Restroom

15000

The floor drain is set too low in the floor which causes a steep slope over 2 percent.  

Changes in level up to 1/4 inch may be vertical and without edge treatment. Changes in level between 1/4 inch and 1/2 inch maximum shall be beveled with a slope 
no greater than one unit vertical in 2 units horizontal (50-percent slope).

28 8 10 Building 22/23 CIP 100
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Fire Station 35 Restrooms
Men's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

33 8 10 Building 22/23
Public 

Services
100

Fire Station 35 Restrooms
Unisex 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

49 8 10 Building 22/23
Public 

Services
100

Fire Station 35 Restrooms
Men's 
Restroom

1500

The grab bar is not spaced correctly to the wall or other elements.

The space between the wall and the grab bar shall be 1 1/2 inches. Adjacent elements shall be positioned to provide unobstructed use of grab bars. The space 
between the grab bar and projecting objects below and at the ends shall be 1-1/2 inches minimum. The space between the grab bar and projecting objects above 
shall be 12 inches minimum.

15 8 10 Building 22/23
Public 

Services
100

Fire Station 35 Restrooms
Men's 
Restroom

1500

The side grab bar does not extend far enough from the rear wall.

The side grab bar must extend at least 54 inches minimum beyond the rear wall and start a maximum of 12 inches from the rear wall. The front end must be 24 
inches minimum in front of the toilet. A 42 inch grab bar installed the maximum distance from the rear wall (12 inches) will leave the leading end 54 inches from the 
rear wall and 24 inches in front of the toilet. Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor 
measured to the top of the gripping surface.

17 8 10 Building 22/23
Public 

Services
100

Fire Station 35 Restrooms
Men's 
Restroom

1500

The side grab bar does not extend far enough past the front of the toilet.

The side grab bar must extend at least 54 inches minimum beyond the rear wall and start a maximum of 12 inches from the rear wall. The front end must be 24 
inches minimum in front of the toilet. A 42 inch grab bar installed the maximum distance from the rear wall (12 inches) will leave the leading end 54 inches from the 
rear wall but may not be 24 inches in front of the toilet depending on how far the toilet is from the rear wall. Grab bars shall be installed in a horizontal position, 33 
inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface.

19 8 10 Building 22/23
Public 

Services
100

Fire Station 35 Restrooms
Men's 
Restroom

150
The coat hook is installed greater than 48 inches above the finished floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above the finished floor.
21 8 10 Building 22/23

Public 
Services

100

Fire Station 35 Restrooms
Men's 
Restroom

1500
The soap dispenser is mounted too high. 

Dispensers must have all operable parts a maximum of 40 inches above the floor.
25 8 10 Building 22/23

Public 
Services

100

Fire Station 35 Restrooms
Men's 
Restroom

1500
The paper towel dispenser's operation mechanism is too high off the floor. 

Dispensers in restrooms must have operable parts a maximum of 40 inches above the floor.
27 8 10 Building 22/23

Public 
Services

100

Fire Station 35 Restrooms
Men's 
Restroom

150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Signs with raised characters or Braille shall be located a 
minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish 
floor or ground surface, measured from the baseline of the highest line of raised characters.

32 8 10 Building 22/23
Public 

Services
100

Fire Station 35 Restrooms
Unisex 
Restroom

1500

The grab bar is not spaced correctly to the wall or other elements.

The space between the wall and the grab bar shall be 1 1/2 inches. Adjacent elements shall be positioned to provide unobstructed use of grab bars. The space 
between the grab bar and projecting objects below and at the ends shall be 1-1/2 inches minimum. The space between the grab bar and projecting objects above 
shall be 12 inches minimum.

35 8 10 Building 22/23
Public 

Services
100

Fire Station 35 Restrooms
Unisex 
Restroom

150
The coat hook is installed greater than 48 inches above the finished floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above the finished floor.
39 8 10 Building 22/23

Public 
Services

100
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Fire Station 35 Restrooms
Unisex 
Restroom

1500
The paper towel dispenser's operation mechanism is too high off the floor. 

Dispensers in restrooms must have operable parts a maximum of 40 inches above the floor.
41 8 10 Building 22/23

Public 
Services

100

Fire Station 35 Restrooms
Unisex 
Restroom

1500
The soap dispenser is mounted too high. 

Dispensers must have all operable parts a maximum of 40 inches above the floor.
44 8 10 Building 22/23

Public 
Services

100

Fire Station 35 Restrooms
Unisex 
Restroom

150

A compliant room identification sign is missing on the strike side of the door. Recommend "All-Gender" as the replacement.

As a result of the enactment of Assembly Bill 1732 (Chapter 818, Statutes of 2016) the following is required effective March 1, 2017: All single-user toilet facilities in 
any business establishment, place of public accommodation, or state or local government agency shall be identified as "all-gender" toilet facilities. â€œSingle-user 
toilet facilityâ€� means a toilet facility with no more than one water closet and one urinal with a locking mechanism controlled by the user. This shall become 

operative on March 1, 2017.

46 8 10 Building 22/23
Public 

Services
100

Fire Station 35 Restrooms
Unisex 
Restroom

150

The unisex/all-gender door sign is incorrect.

Unisex sanitary facilities shall be identified by a circle, 1/4 inch thick and 12 inches in diameter with a 1/4 inch thick triangle superimposed on the circle and within 
the 12-inch diameter. The triangle symbol shall contrast with the circle symbol, either light on a dark background or dark on a light background. The circle symbol 
shall contrast with the door, either light on a dark background or dark on a light background. The symbol shall be mounted at 58 inches minimum and 60 inches 
maximum above the finish floor or ground surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch 
of the vertical centerline of the door.

48 8 10 Building 22/23
Public 

Services
100

Fire Station 35 Restrooms
Men's 
Restroom

15000

The floor drain is set too low in the floor which causes a steep slope over 2 percent.  

Changes in level up to 1/4 inch may be vertical and without edge treatment. Changes in level between 1/4 inch and 1/2 inch maximum shall be beveled with a slope 
no greater than one unit vertical in 2 units horizontal (50-percent slope).

24 8 10 Building 22/23 CIP 100

Fire Station 35 Restrooms
Unisex 
Restroom

15000

The floor drain is set too low in the floor which causes a steep slope over 2 percent.  

Changes in level up to 1/4 inch may be vertical and without edge treatment. Changes in level between 1/4 inch and 1/2 inch maximum shall be beveled with a slope 
no greater than one unit vertical in 2 units horizontal (50-percent slope).

37 8 10 Building 22/23 CIP 100

Lincoln Museum Restrooms
Women's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

41 8 6 Building 22/23
Public 

Services
540

Lincoln Museum Restrooms
Men's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

51 8 6 Building 22/23
Public 

Services
540

Lincoln Museum Restrooms
Second Floor 
Men's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

77 8 6 Building 22/23
Public 

Services
540

Lincoln Museum Restrooms
Second Floor 
Women's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

87 8 6 Building 22/23
Public 

Services
540
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Lincoln Museum Restrooms
Women's 
Restroom

150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Signs with raised characters or Braille shall be located a 
minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish 
floor or ground surface, measured from the baseline of the highest line of raised characters.

37 8 6 Building 22/23
Public 

Services
540

Lincoln Museum Restrooms
Women's 
Restroom

1500

The door mounted sign is not located within the height range above the finish floor to the center line of the symbol.

Doorways leading to toilet rooms and bathing rooms shall be identified by a geometric symbol. The symbol shall be mounted at 58 inches minimum and 60 inches 
maximum above the finish floor or ground surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch 
of the vertical centerline of the door.

38 8 6 Building 22/23
Public 

Services
540

Lincoln Museum Restrooms
Women's 
Restroom

150
The coat hook is installed greater than 48 inches above the finished floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above the finished floor.
43 8 6 Building 22/23

Public 
Services

540

Lincoln Museum Restrooms
Men's 
Restroom

150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Signs with raised characters or Braille shall be located a 
minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish 
floor or ground surface, measured from the baseline of the highest line of raised characters.

47 8 6 Building 22/23
Public 

Services
540

Lincoln Museum Restrooms
Men's 
Restroom

1500

The door mounted sign is not located within the height range above the finish floor to the center line of the symbol.

Doorways leading to toilet rooms and bathing rooms shall be identified by a geometric symbol. The symbol shall be mounted at 58 inches minimum and 60 inches 
maximum above the finish floor or ground surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch 
of the vertical centerline of the door.

48 8 6 Building 22/23
Public 

Services
540

Lincoln Museum Restrooms
Men's 
Restroom

150
The coat hook is installed greater than 48 inches above the finished floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above the finished floor.
52 8 6 Building 22/23

Public 
Services

540

Lincoln Museum Restrooms
Second Floor 
Men's 
Restroom

1500

The door mounted sign is not located within the height range above the finish floor to the center line of the symbol.

Doorways leading to toilet rooms and bathing rooms shall be identified by a geometric symbol. The symbol shall be mounted at 58 inches minimum and 60 inches 
maximum above the finish floor or ground surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch 
of the vertical centerline of the door.

68 8 6 Building 22/23
Public 

Services
540

Lincoln Museum Restrooms
Second Floor 
Men's 
Restroom

150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Signs with raised characters or Braille shall be located a 
minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish 
floor or ground surface, measured from the baseline of the highest line of raised characters.

69 8 6 Building 22/23
Public 

Services
540

Lincoln Museum Restrooms
Second Floor 
Men's 
Restroom

1500
The soap dispenser is mounted too high. 

Dispensers must have all operable parts a maximum of 40 inches above the floor.
71 8 6 Building 22/23

Public 
Services

540

Lincoln Museum Restrooms
Second Floor 
Men's 
Restroom

150
The coat hook is installed greater than 48 inches above the finished floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above the finished floor.
78 8 6 Building 22/23

Public 
Services

540

Lincoln Museum Restrooms
Second Floor 
Women's 
Restroom

1500

The door mounted sign is not located within the height range above the finish floor to the center line of the symbol.

Doorways leading to toilet rooms and bathing rooms shall be identified by a geometric symbol. The symbol shall be mounted at 58 inches minimum and 60 inches 
maximum above the finish floor or ground surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch 
of the vertical centerline of the door.

79 8 6 Building 22/23
Public 

Services
540
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Lincoln Museum Restrooms
Second Floor 
Women's 
Restroom

150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Signs with raised characters or Braille shall be located a 
minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish 
floor or ground surface, measured from the baseline of the highest line of raised characters.

80 8 6 Building 22/23
Public 

Services
540

Lincoln Museum Restrooms
Second Floor 
Women's 
Restroom

1500
The soap dispenser is mounted too high. 

Dispensers must have all operable parts a maximum of 40 inches above the floor.
82 8 6 Building 22/23

Public 
Services

540

Lincoln Museum Restrooms
Second Floor 
Women's 
Restroom

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

88 8 6 Building 22/23
Public 

Services
540

Lincoln Museum Restrooms
Second Floor 
Women's 
Restroom

150
The coat hook is installed greater than 48 inches above the finished floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above the finished floor.
89 8 6 Building 22/23

Public 
Services

540

Lincoln Museum Restrooms
Women's 
Restroom

1500
The soap dispenser is mounted too high. 

Dispensers must have all operable parts a maximum of 40 inches above the floor.
45 8 6 Building 22/23

Public 
Services

540

Lincoln Museum Restrooms
Men's 
Restroom

1500
The soap dispenser is mounted too high. 

Dispensers must have all operable parts a maximum of 40 inches above the floor.
56 8 6 Building 22/23

Public 
Services

540

Police 
Department 
Substation

Restrooms
Unisex 
Restroom

1500

The side grab bar is located greater than 12 inches from the rear wall. 

The side grab bar must extend at least 54 inches minimum beyond the rear wall and start a maximum of 12 inches from the rear wall. A 42 inch grab bar installed the 
maximum distance from the rear wall (12 inches) will leave the leading end 54 inches from the rear wall. Grab bars shall be installed in a horizontal position, 33 
inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface.

35 8 4 Building 22/23 CIP 100

Police 
Department 
Substation

Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

9500

The maneuvering space in front of the toilet is not a minimum 48 inches deep. 

Clearance around a toilet shall be 60 inches minimum measured perpendicular from the side wall and 56 inches minimum measured perpendicular from the rear 
wall. A minimum 60 inches wide and 48 inches deep maneuvering space shall be provided in front of the toilet.

29 9 4 Building 22/23 CIP 100

Police 
Department 
Substation

Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

4500
The toilet is not located within the range allowed from the side wall or partition. 

The centerline of the toilet must be 17 to 18 inches from the side wall.
30 9 4 Building 22/23 CIP 100

Police 
Department 
Substation

Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

4500

The apron at the sink projects too low to the floor.

The vertical clearance measured from the bottom of the apron or the outside bottom edge of the lavatory must be 29 inches reducing to 27 inches at a point located 
8 inches back from the front edge.

26 9 4 Building 22/23 CIP 100

Police 
Department 
Substation

Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

4500

The bottom of the lavatory bowl is too low and does not provide compliant knee clearance.

The knee clearance, measured from the bottom of the apron or the outside bottom edge of the lavatory, must be 29 inches reducing to 27 inches at a point located 
8 inches back from the front edge and continuing to 11 inches minimum in depth at 9 inches above the floor. The top of the lavatory rim may be no higher than 34 
inches.

27 9 4 Building 22/23 CIP 100
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Twelve Bridges 
Library

ATM's and Fare 
Machines

Library 0

The ATM does not comply with current Federal or State standards for one or more of the following: 

Unless a clear or correct key is provided, each operable part shall be able to be differentiated by sound or touch, without activation. Machines shall be speech 
enabled. Operating instructions and orientation, visible transaction prompts, user input verification, error messages, and all displayed information for full use shall 
be accessible to and independently usable by individuals with vision impairments. Speech shall be delivered through a mechanism that is readily available to all 
users, including but not limited to, an industry standard connector or a telephone handset. Speech shall be recorded or digitized human, or synthesized. Speech 
shall be capable of being repeated or interrupted. Volume control shall be provided for the speech function.

At least one tactilely discernible input control shall be provided for each function. Where provided, key surfaces not on active areas of display screens, shall be 
raised above surrounding surfaces. Where membrane keys are the only method of input, each shall be tactilely discernible from surrounding surfaces and adjacent 
keys.

Numeric keys shall be arranged in a 12-key ascending or descending telephone keypad layout. The number five key shall be tactilely distinct from the other keys.

Function keys shall contrast visually from background surfaces, Characters and symbols on key surfaces shall contrast visually from key surfaces. Visual contrast 
shall be either light-on-dark or dark-on-light.

Function key surfaces shall have tactile symbols as follows: Enter or Proceed key: raised circle; Clear or Correct key: raised left arrow; Cancel key: raised letter ex; 
Add Value key: raised plus sign; Decrease Value key: raised minus sign.

97 20 3 Building 22/23 CIP 244

Twelve Bridges 
Library

Operable Parts Main Lobby 150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
46 21 3 Building 22/23 CIP 244

Twelve Bridges 
Library

Operable Parts
Women's 
Restroom

1500 The sanitary napkin dispenser is not accessible because it requires tight grasping, pinching or twisting of the wrist. 61 21 3 Building 22/23
Public 

Services
244

Twelve Bridges 
Library

Signs
Path from 
Parking

150

There is no International Symbol of Accessibility at this entrance. 

In existing buildings and facilities where not all entrances are accessible doors that are accessible shall be identified by the International Symbol of Accessibility. 
Directional signs that indicate the location of the nearest accessible entrance shall be provided at entrances that that are not accessible. Directional signs including 
the International Symbol of Accessibility indicating the accessible route to the nearest accessible entrance shall be provided at junctions when the accessible route 
diverges from the regular circulation path.

38 22 3 Building 22/23
Public 

Services
244

Twelve Bridges 
Library

Signs Library 150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

105 22 3 Building 22/23
Public 

Services
244

Twelve Bridges 
Library

Signs
Path from 
Parking

150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

39 22 3 Building 22/23
Public 

Services
244
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Twelve Bridges 
Library

Signs Main Lobby 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

40 22 3 Building 22/23
Public 

Services
244

Twelve Bridges 
Library

Signs Main Lobby 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

42 22 3 Building 22/23
Public 

Services
244

Twelve Bridges 
Library

Signs
Men's 
Restroom

150

The room identification signs are non compliant

Wall signs identifying permanent rooms and spaces of a building shall be horizontal format and the characters raised 1/32 inch minimum and shall be sans serif 
uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Signs with raised characters or Braille shall be located a 
minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish 
floor or ground surface, measured from the baseline of the highest line of raised characters.

Where a tactile sign is provided at a door, the sign shall be located alongside the door at the latch side. Where a tactile sign is provided at double doors with one 
active leaf, the sign shall be located on the inactive leaf. Where a tactile sign is provided at double doors with two active leafs, the sign shall be located to the right 
of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall. Signs containing tactile Characters shall be located so that a clear floor space of 18 inches minimum by 18 inches minimum, centered on the tactile 
Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position.

47 22 3 Building 22/23
Public 

Services
244

Twelve Bridges 
Library

Signs
Women's 
Restroom

150

The room identification signs are non compliant

Wall signs identifying permanent rooms and spaces of a building shall be horizontal format and the characters raised 1/32 inch minimum and shall be sans serif 
uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Signs with raised characters or Braille shall be located a 
minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish 
floor or ground surface, measured from the baseline of the highest line of raised characters.

Where a tactile sign is provided at a door, the sign shall be located alongside the door at the latch side. Where a tactile sign is provided at double doors with one 
active leaf, the sign shall be located on the inactive leaf. Where a tactile sign is provided at double doors with two active leafs, the sign shall be located to the right 
of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall. Signs containing tactile Characters shall be located so that a clear floor space of 18 inches minimum by 18 inches minimum, centered on the tactile 
Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position.

58 22 3 Building 22/23
Public 

Services
244
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FY 
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on
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Twelve Bridges 
Library

Signs Kid's Library 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

69 22 3 Building 22/23
Public 

Services
244

Twelve Bridges 
Library

Signs
Family 
Restroom

150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

80 22 3 Building 22/23
Public 

Services
244

Twelve Bridges 
Library

Signs
Family 
Restroom

150

The unisex door sign is incorrect.

Unisex sanitary facilities shall be identified by a circle, 1/4 inch thick and 12 inches in diameter with a 1/4 inch thick triangle superimposed on the circle and within 
the 12-inch diameter. The triangle symbol shall contrast with the circle symbol, either light on a dark background or dark on a light background. The circle symbol 
shall contrast with the door, either light on a dark background or dark on a light background. The symbol shall be mounted at 58 inches minimum and 60 inches 
maximum above the finish floor or ground surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch 
of the vertical centerline of the door.

81 22 3 Building 22/23
Public 

Services
244

Twelve Bridges 
Library

Signs Library 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

87 22 3 Building 22/23
Public 

Services
244
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Twelve Bridges 
Library

Signs Library 150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

90 22 3 Building 22/23
Public 

Services
244

Twelve Bridges 
Library

Signs Library 150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

91 22 3 Building 22/23
Public 

Services
244

Twelve Bridges 
Library

Signs Library 1500

The sign providing directional and information is noncompliant.

Signs that identify, direct to or give information about accessible elements and features of a building or site, shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I" shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance. Characters shall be uppercase or lowercase or a combination of both, conventional in form and shall not be italic, oblique, script, highly 
decorative, or of other unusual forms.

98 22 3 Building 22/23
Public 

Services
244

Twelve Bridges 
Library

Signs
Technology 
Center

150

The room identification signs are non compliant

Wall signs identifying permanent rooms and spaces of a building shall be horizontal format and the characters raised 1/32 inch minimum and shall be sans serif 
uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Signs with raised characters or Braille shall be located a 
minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish 
floor or ground surface, measured from the baseline of the highest line of raised characters.

Where a tactile sign is provided at a door, the sign shall be located alongside the door at the latch side. Where a tactile sign is provided at double doors with one 
active leaf, the sign shall be located on the inactive leaf. Where a tactile sign is provided at double doors with two active leafs, the sign shall be located to the right 
of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall. Signs containing tactile Characters shall be located so that a clear floor space of 18 inches minimum by 18 inches minimum, centered on the tactile 
Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position.

106 22 3 Building 22/23
Public 

Services
244

Twelve Bridges 
Library

Signs
Technology 
Center

150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

110 22 3 Building 22/23
Public 

Services
244
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Twelve Bridges 
Library

Signs
Technology 
Center

150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

111 22 3 Building 22/23
Public 

Services
244

Twelve Bridges 
Library

Signs
Technology 
Center

150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

113 22 3 Building 22/23
Public 

Services
244
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Twelve Bridges 
Library

Signs
Homework 
Center

150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

116 22 3 Building 22/23
Public 

Services
244

Twelve Bridges 
Library

Signs
Homework 
Center

150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

117 22 3 Building 22/23
Public 

Services
244

Twelve Bridges 
Library

Signs
Homework 
Center

150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

121 22 3 Building 22/23
Public 

Services
244

Twelve Bridges 
Library

Signs
100 Willow 
Room

150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

124 22 3 Building 22/23
Public 

Services
244

Twelve Bridges 
Library

Signs
100 Willow 
Room

150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

130 22 3 Building 22/23
Public 

Services
244
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Twelve Bridges 
Library

Signs
100 Willow 
Room

150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

133 22 3 Building 22/23
Public 

Services
244

Twelve Bridges 
Library

Signs
100 Willow 
Room

150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

134 22 3 Building 22/23
Public 

Services
244

Lincoln Airport
Accessible 
Routes

Path from 
Parking

4500

The accessible route between the building entrance and the accessible parking on the site contains running slopes greater than 5% and has not been constructed as 
a ramp (i.e. handrails, wheel guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

12 2A 7 Building 22/23 CIP 750

Lincoln Airport
Accessible 
Routes

Path from 
Parking

6500

The accessible route contains running slopes greater than 5 percent and cross slopes greater than 2 percent across the width of the walk and has not been 
constructed as a ramp (i.e. handrails, wheel guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

16 2A 7 Building 22/23 CIP 750

Lincoln Airport
Accessible 
Routes

Path from 
Parking

4500

The accessible route between the building entrance and the accessible parking on the site contains running slopes greater than 5% and has not been constructed as 
a ramp (i.e. handrails, wheel guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

10 2A 7 Building 22/23 CIP 750

1911 Foskett 
Regional Park

Curb Ramps Dog Park 6500
The curb ramp slope exceeds the maximum running slope (direction of travel) allowable of 8.33%.  

Curb ramps should have the least possible slope but in no case more than 8.3% (1:12).
51 3 1 Park 23/24 CIP 270

1911 Foskett 
Regional Park

Curb Ramps Dog Park 6500
The curb ramp slope exceeds the maximum running slope (direction of travel) allowable of 8.33%.  

Curb ramps should have the least possible slope but in no case more than 8.3% (1:12).
52 3 1 Park 23/24 CIP 270

1911 Foskett 
Regional Park

Curb Ramps Dog Park 6500
The curb ramp slope exceeds the maximum running slope (direction of travel) allowable of 8.33%.  

Curb ramps should have the least possible slope but in no case more than 8.3% (1:12).
53 3 1 Park 23/24 CIP 270

1911 Foskett 
Regional Park

Curb Ramps Parking Lot 3 4500

The detectable warning is missing at the curb ramp.

Detectable warnings at curb ramps shall extend the full width of the ramp run less 2 inches maximum on each side, excluding any flared sides and 36 inches in the 
direction of travel.

129 3 1 Park 23/24 CIP 270

1911 Foskett 
Regional Park

Curb Ramps Parking Lot 6 4500

The detectable warning is missing at the curb ramp.

Detectable warnings at curb ramps shall extend the full width of the ramp run less 2 inches maximum on each side, excluding any flared sides and 36 inches in the 
direction of travel.

134 3 1 Park 23/24 CIP 270
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McBean Park Curb Ramps
Path from 
Public Way

6500
The curb ramp on the accessible route contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
27 3 2 Park 23/24 CIP 270

McBean Park Curb Ramps
Path from 
Public Way

4500

The bottom landing of the curb ramp contains slopes greater than 2%.

 A turning space 48 inches minimum by 48 inches minimum shall be provided at the bottom of the Curb Ramp. The slope of the turning space in all directions shall 
be 1:48 (2%) maximum.

28 3 2 Park 23/24 CIP 270

McBean Park Curb Ramps
Path from 
Public Way

6500
The curb ramp slope exceeds the maximum running slope (direction of travel) allowable of 8.33%.  

Curb ramps should have the least possible slope but in no case more than 8.3% (1:12).
29 3 2 Park 23/24 CIP 270

McBean Park Curb Ramps
Path from 
Public Way

4500

The detectable warning is missing at the curb ramp.

Detectable warnings at curb ramps shall extend the full width of the ramp run less 2 inches maximum on each side, excluding any flared sides and 36 inches in the 
direction of travel.

30 3 2 Park 23/24 CIP 270

McBean Park Curb Ramps
Path from 
Public Way

4500

The detectable warning is missing at the curb ramp.

Detectable warnings at curb ramps shall extend the full width of the ramp run less 2 inches maximum on each side, excluding any flared sides and 36 inches in the 
direction of travel.

37 3 2 Park 23/24 CIP 270

McBean Park Curb Ramps
Path from 
Public Way

4500

The change in level where the gutter meets the curb ramp is greater than 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. Changes in level greater than 1/2 inch must be 
by way of a ramp.

38 3 2 Park 23/24 CIP 270

McBean Park Curb Ramps
Basketball 
Court / Skate 
Park

4500

The detectable warning is missing at the curb ramp.

Detectable warnings at curb ramps shall extend the full width of the ramp run less 2 inches maximum on each side, excluding any flared sides and 36 inches in the 
direction of travel.

44 3 2 Park 23/24 CIP 270

McBean Park Curb Ramps Gazebo 6500
The curb ramp on the accessible route contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
110 3 2 Park 23/24 CIP 270

1911 Foskett 
Regional Park

Detectable 
Warnings

Dog Park 4500

The accessible route of travel that crosses or adjoins the vehicular way and the walking surface is not separated by curbs, railings, or other elements between the 
pedestrian areas and vehicular areas.

If a walk crosses or adjoins a vehicular way, and the walking surfaces are not separated by curbs, railings or other elements between the pedestrian areas and 
vehicular areas, the boundary between the areas shall be defined by a continuous detectable warning which is 36 inches wide.

46 4 1 Park 23/24 CIP 270

1911 Foskett 
Regional Park

Detectable 
Warnings

Dog Park 4500

The accessible route of travel that crosses or adjoins the vehicular way and the walking surface is not separated by curbs, railings, or other elements between the 
pedestrian areas and vehicular areas.

If a walk crosses or adjoins a vehicular way, and the walking surfaces are not separated by curbs, railings or other elements between the pedestrian areas and 
vehicular areas, the boundary between the areas shall be defined by a continuous detectable warning which is 36 inches wide.

48 4 1 Park 23/24 CIP 270

1911 Foskett 
Regional Park

Detectable 
Warnings

Dog Park 4500

The accessible route of travel that crosses or adjoins the vehicular way and the walking surface is not separated by curbs, railings, or other elements between the 
pedestrian areas and vehicular areas.

If a walk crosses or adjoins a vehicular way, and the walking surfaces are not separated by curbs, railings or other elements between the pedestrian areas and 
vehicular areas, the boundary between the areas shall be defined by a continuous detectable warning which is 36 inches wide.

50 4 1 Park 23/24 CIP 270

1911 Foskett 
Regional Park

Detectable 
Warnings

Parking Lot 4 4500

The accessible route of travel that crosses or adjoins the vehicular way and the walking surface is not separated by curbs, railings, or other elements between the 
pedestrian areas and vehicular areas.

If a walk crosses or adjoins a vehicular way, and the walking surfaces are not separated by curbs, railings or other elements between the pedestrian areas and 
vehicular areas, the boundary between the areas shall be defined by a continuous detectable warning which is 36 inches wide.

56 4 1 Park 23/24 CIP 270

1911 Foskett 
Regional Park

Detectable 
Warnings

Path from 
Public Way

4500
The detectable warnings (Truncated domes, curbs, planters, bollards etc.) are not installed the full length of the blended transition between the vehicle way and the 
walk to warn the visually impaired of a potentially hazardous vehicular ways.

86 4 1 Park 23/24 CIP 270
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1911 Foskett 
Regional Park

Detectable 
Warnings

Parking Lot 2 4500

The accessible route of travel that crosses or adjoins the vehicular way and the walking surface is not separated by curbs, railings, or other elements between the 
pedestrian areas and vehicular areas.

If a walk crosses or adjoins a vehicular way, and the walking surfaces are not separated by curbs, railings or other elements between the pedestrian areas and 
vehicular areas, the boundary between the areas shall be defined by a continuous detectable warning which is 36 inches wide.

109 4 1 Park 23/24 CIP 270

1911 Foskett 
Regional Park

Detectable 
Warnings

Parking Lot 3 4500
The detectable warnings (Truncated domes, curbs, planters, bollards etc.) are not installed the full length of the blended transition between the vehicle way and the 
walk to warn the visually impaired of a potentially hazardous vehicular ways.

120 4 1 Park 23/24 CIP 270

McBean Park
Detectable 
Warnings

Pavilion 
Exterior

4500

The accessible route of travel that crosses or adjoins the vehicular way and the walking surface is not separated by curbs, railings, or other elements between the 
pedestrian areas and vehicular areas.

If a walk crosses or adjoins a vehicular way, and the walking surfaces are not separated by curbs, railings or other elements between the pedestrian areas and 
vehicular areas, the boundary between the areas shall be defined by a continuous detectable warning which is 36 inches wide.

294 4 2 Park 23/24 CIP 270

Community 
Center

Ramps - (Not a 
Curb Ramp)

Gymnasium 4500
The handrail extension is not in line with the ramp.

Handrail gripping surfaces shall extend beyond and in the same direction of stair flights and ramp runs
122 5 2 Building 23/24 CIP 540

McBean Park
Ramps - (Not a 
Curb Ramp)

Gazebo 1500

The handrail does not extend horizontally.

Ramp handrails shall extend horizontally above the landing for 12 inches minimum beyond the top and bottom of ramp runs. Extensions shall return to a wall, 
guard, or the landing surface, or shall be continuous to the handrail of an adjacent ramp run.

106 5 2 Park 23/24 CIP 270

McBean Park
Ramps - (Not a 
Curb Ramp)

Pavilion 4500

The handrail extension is not a minimum 12 inches.

Handrails must be between 34 inches and 38 inches above the ramp surface, must extend beyond the top and bottom of the ramp 12 inches horizontally, be parallel 
to the floor or ground surface and be in the same direction as the ramp runs. The 12 inches must be level and does not include the radius at the top of round 
handrails. Extensions shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent ramp run.

274 5 2 Park 23/24 CIP 270

McBean Park
Ramps - (Not a 
Curb Ramp)

Pavilion 
Exterior

1500

The handrail does not extend horizontally.

Ramp handrails shall extend horizontally above the landing for 12 inches minimum beyond the top and bottom of ramp runs. Extensions shall return to a wall, 
guard, or the landing surface, or shall be continuous to the handrail of an adjacent ramp run.

285 5 2 Park 23/24 CIP 270

McBean Park
Ramps - (Not a 
Curb Ramp)

Pavilion 
Exterior

1500

The ramp does not have compliant handrails.

Handrails are required on both sides of all surfaces that are sloped greater than 5 percent (1:20). Handrails must be between 34 inches and 38 inches above the 
ramp surface, must extend beyond the top and bottom of the ramp 12 inches and be parallel to the floor or ground surface. The diameter of the handrails must be 
between 1 inches and 2 inches in cross-sectional nominal dimension for circular handrails and handrail gripping surfaces with a non-circular cross section shall have 
a perimeter dimension of 4 inches minimum and 6 inches maximum, and a cross-section dimension of 2 inches maximum. The clear space between handrails and 
walls must 1-1/2 inches minimum.

286 5 2 Park 23/24 CIP 270

McBean Park
Ramps - (Not a 
Curb Ramp)

Pavilion 
Exterior

6500
The ramps slope exceeds the maximum running slope (direction of travel) allowable of 8.33%.  

Ramps should have the least possible slope but in no case more than 8.3% (1:12).
287 5 2 Park 23/24 CIP 270

McBean Park
Ramps - (Not a 
Curb Ramp)

Pavilion 
Exterior

6500
The top landing of the ramp is not the correct size.

The top landing of a ramp must be a minimum of 60 inches by 60 inches.
288 5 2 Park 23/24 CIP 270

City Hall Doors
First Floor 
Corridor

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

51 6 1 Building 23/24
Public 

Services
540



Barrier Removal Schedule by Fiscal Year

Barrier Removal Schedule by Fiscal Year 77 of 212

Evaluation 
Title/CIP#
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City Hall Doors
Second Floor 
Women's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

67 6 1 Building 23/24
Public 

Services
540

City Hall Doors
Second Floor 
Women's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

68 6 1 Building 23/24
Public 

Services
540

City Hall Doors
Second Floor 
Men's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

71 6 1 Building 23/24
Public 

Services
540

City Hall Doors
Second Floor 
Men's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

72 6 1 Building 23/24
Public 

Services
540

City Hall Doors
Third Floor 
Men's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

84 6 1 Building 23/24
Public 

Services
540
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City Hall Doors
Third Floor 
Men's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

85 6 1 Building 23/24
Public 

Services
540

City Hall Doors
Third Floor 
Women's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

90 6 1 Building 23/24
Public 

Services
540

City Hall Doors
Third Floor 
Women's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

91 6 1 Building 23/24
Public 

Services
540

City Hall Doors
Third Floor 
Corridor

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

93 6 1 Building 23/24
Public 

Services
540

City Hall Doors
Third Floor 
Corridor

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

96 6 1 Building 23/24
Public 

Services
540
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City Hall Doors
Council 
Chambers

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

102 6 1 Building 23/24
Public 

Services
540

City Hall Doors
Fourth Floor 
Corridor

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

115 6 1 Building 23/24
Public 

Services
540

City Hall Doors
Fourth Floor 
Corridor

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

117 6 1 Building 23/24
Public 

Services
540

City Hall Doors
Fourth Floor 
Men's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

120 6 1 Building 23/24
Public 

Services
540

City Hall Doors
Fourth Floor 
Men's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

121 6 1 Building 23/24
Public 

Services
540
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City Hall Doors
Fourth Floor 
Women's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

126 6 1 Building 23/24
Public 

Services
540

City Hall Doors Stairway 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

137 6 1 Building 23/24
Public 

Services
540

City Hall Doors Stairway 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

140 6 1 Building 23/24
Public 

Services
540

City Hall Doors
First Floor 
Unisex 
Restroom 1

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

39 6 1 Building 23/24
Public 

Services
540

City Hall Doors
First Floor 
Unisex 
Restroom 2

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

43 6 1 Building 23/24
Public 

Services
540

City Hall Doors
First Floor 
Corridor

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

52 6 1 Building 23/24
Public 

Services
540
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City Hall Doors
Community 
Meeting Room 
120

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

54 6 1 Building 23/24
Public 

Services
540

City Hall Doors
Atrium 
Conference 
Room

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

65 6 1 Building 23/24
Public 

Services
540

City Hall Doors

Community 
Development 
Lobby 
Conference 
Room

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

82 6 1 Building 23/24
Public 

Services
540

City Hall Doors

Community 
Development 
Staff 
Conference 
Room 309

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

99 6 1 Building 23/24
Public 

Services
540

City Hall Doors Main Lobby 2500
All automatic and power-assisted doors must comply with Builders Hardware Manufacturers' Association A156.10 or low energy operated doors complying with 
BHMA A156.19.

16 6 1 Building 23/24
Public 

Services
540

City Hall Doors
Atrium 
Conference 
Room

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

64 6 1 Building 23/24
Public 

Services
540

City Hall Doors

Community 
Development 
Lobby 
Conference 
Room

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

79 6 1 Building 23/24
Public 

Services
540
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City Hall Doors

Community 
Development 
Lobby 
Conference 
Room

6500

The landing on the pull side of the door is not long enough in the direction of travel. 

Landings for interior doors on the pull side must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. The width of 
the landing must be as wide as the door plus an additional 18 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any direction) and 
clear of obstructions.

80 6 1 Building 23/24 CIP 540

City Hall Doors

Community 
Development 
Lobby 
Conference 
Room

6500

The landing on the pull side of the door is not long enough in the direction of travel. 

Landings for interior doors on the pull side must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. The width of 
the landing must be as wide as the door plus an additional 18 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any direction) and 
clear of obstructions.

81 6 1 Building 23/24 CIP 540

City Hall Doors

Community 
Development 
Staff 
Conference 
Room 309

1500

The landing at the door is obstructed.

Landings for interior doors on the pull side with a front approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction 
of travel. The width of the landing must be as wide as the door plus an additional 18 inches on the latch side. This latch side clearance must also be flat (2% max. 
slope in any direction) and clear of obstructions.

100 6 1 Building 23/24 CIP 540

City Hall Doors
Fourth Floor 
Women's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

127 6 1 Building 23/24
Public 

Services
540

City Hall Doors
Personnel 
Services

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

130 6 1 Building 23/24
Public 

Services
540

City Hall Doors
Community 
Meeting Room 
120

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

53 6 1 Building 23/24
Public 

Services
540

City Hall Doors
Council 
Chambers

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

105 6 1 Building 23/24
Public 

Services
540
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Civic Center Doors
Men's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

39 6 5 Building 23/24
Public 

Services
540

Civic Center Doors
Women's 
Restroom

0

The landing at the door is obstructed.

Landings for doors on the push side approached from the front must be  flat (2% max. slope in any direction) and have a minimum length of 48 inches in the 
direction of travel.

50 6 5 Building 23/24 CIP 540

Civic Center Doors
Men's 
Restroom

6500

The landing on the pull side of the door is not long enough in the direction of travel. 

Landings for interior doors on the pull side must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. The width of 
the landing must be as wide as the door plus an additional 18 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any direction) and 
clear of obstructions.

45 6 5 Building 23/24 CIP 540

Civic Center Doors
Women's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

51 6 5 Building 23/24
Public 

Services
540

Civic Center Doors
Women's 
Restroom

6500

The landing on the pull side of the door is not long enough in the direction of travel. 

Landings for interior doors on the pull side must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. The width of 
the landing must be as wide as the door plus an additional 18 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any direction) and 
clear of obstructions.

57 6 5 Building 23/24 CIP 540

Civic Center Doors
Women's 
Restroom

6500

The landing on the pull side of the door is not long enough in the direction of travel. 

Landings for interior doors on the pull side must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. The width of 
the landing must be as wide as the door plus an additional 18 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any direction) and 
clear of obstructions.

59 6 5 Building 23/24 CIP 540

Civic Center Doors Auditorium 9500

The door is equipped with both a closer and a latch and is recessed on the latch side greater than 8 inches deep. There is no latch side clearance within the alcove. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches in the same plane as the door on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

67 6 5 Building 23/24 CIP 540

Civic Center Doors
Men's 
Restroom

100

The landing at the door is obstructed.

Landings for interior doors on the pull side with a front approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction 
of travel. The width of the landing must be as wide as the door plus an additional 18 inches on the latch side. This latch side clearance must also be flat (2% max. 
slope in any direction) and clear of obstructions.

40 6 5 Building 23/24
Public 

Services
540

Civic Center Doors
Women's 
Restroom

100

The landing at the door is obstructed.

Landings for interior doors on the pull side with a front approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction 
of travel. The width of the landing must be as wide as the door plus an additional 18 inches on the latch side. This latch side clearance must also be flat (2% max. 
slope in any direction) and clear of obstructions.

63 6 5 Building 23/24
Public 

Services
540
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Civic Center Doors Main Entrance 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

35 6 5 Building 23/24
Public 

Services
540

Civic Center Doors
Men's 
Restroom

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

38 6 5 Building 23/24
Public 

Services
540

Civic Center Doors Auditorium 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

68 6 5 Building 23/24
Public 

Services
540

Civic Center Doors Auditorium 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

69 6 5 Building 23/24
Public 

Services
540

Civic Center Doors Auditorium 150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

70 6 5 Building 23/24
Public 

Services
540

Civic Center Doors Auditorium 1500

The sloped portion of the threshold is too steep.

The threshold at a doorway shall be no higher than 1/2 inch. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. I/4 inch is the maximum 
vertical rise.

71 6 5 Building 23/24 CIP 540

Community 
Center

Doors Main Lobby 2500
All automatic and power-assisted doors must comply with Builders Hardware Manufacturers' Association A156.10 or low energy operated doors complying with 
BHMA A156.19.

26 6 2 Building 23/24
Public 

Services
540

Community 
Center

Doors Main Lobby 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

27 6 2 Building 23/24
Public 

Services
540

Community 
Center

Doors Main Lobby 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

36 6 2 Building 23/24
Public 

Services
540

Community 
Center

Doors Main Lobby 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

37 6 2 Building 23/24
Public 

Services
540
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Community 
Center

Doors Gymnasium 150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

76 6 2 Building 23/24
Public 

Services
540

Community 
Center

Doors Gymnasium 1500

The opening hardware is mounted too high.

Hand-activated door opening hardware, handles, pulls, latches, locks, and other operating devices on accessible doors shall have a shape that is easy to grasp with 
one hand and does not require tight grasping, tight pinching or twisting of the wrist to operate. Hardware shall be centered between 34 inches and 44 inches above 
the floor. Latching and locking doors that are hand-activated and which are in a path of travel shall be operable by lever-type hardware, panic bars, push-pull 
activating bars, U-shaped handles or other hardware designed to provide passage.

81 6 2 Building 23/24 CIP 540

Community 
Center

Doors Gymnasium 1500

The door operating hardware is not located within the compliant range.

Hand-activated door opening hardware, handles, pulls, latches, locks, and other operating devices on accessible doors shall have a shape that is easy to grasp with 
one hand and does not require tight grasping, tight pinching or twisting of the wrist to operate. Hardware shall be centered between 34 inches and 44 inches above 
the floor.

83 6 2 Building 23/24
Public 

Services
540

Community 
Center

Doors Gymnasium 150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

84 6 2 Building 23/24
Public 

Services
540

Community 
Center

Doors Gymnasium 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

96 6 2 Building 23/24
Public 

Services
540

Community 
Center

Doors Gymnasium 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

97 6 2 Building 23/24
Public 

Services
540

Community 
Center

Doors Gymnasium 6500

The landing at the entrance doors exceeds 2% slope.

Exterior doors with a front approach must have a landing on the pull side that is a minimum of 60 inches in depth perpendicular to the doors in a close position. The 
entire landing must be free of obstructions and must be flat (2% max. slope is considered flat in any direction).

99 6 2 Building 23/24 CIP 540

Community 
Center

Doors Gymnasium 6500

The landing at the entrance door exceeds 2% slope.

Exterior doors must have a landing on the pull side that is a minimum of 60 inches in depth perpendicular to the door in a close position by a minimum width 
dimension of 24 inches plus the door width. The additional 24 inches must extend past the door on the latch side. The entire landing must be free of obstructions 
and must be flat (2% max. slope is considered flat in any direction).

101 6 2 Building 23/24 CIP 540
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Community 
Center

Doors Gymnasium 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

104 6 2 Building 23/24
Public 

Services
540

Community 
Center

Doors Gymnasium 1500

The threshold is greater than 1/2 inch high.

The threshold at a doorway shall be no higher than 1/2 inch. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. I/4 inch is the maximum 
vertical rise.

105 6 2 Building 23/24 CIP 540

Community 
Center

Doors Gymnasium 4500

The door is equipped with both a closer and a latch and there is no latch side clearance. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

111 6 2 Building 23/24 CIP 540

Community 
Center

Doors Gymnasium 1500

The threshold is greater than 1/2 inch high.

The threshold at a doorway shall be no higher than 1/2 inch. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. I/4 inch is the maximum 
vertical rise.

113 6 2 Building 23/24 CIP 540

Community 
Center

Doors Gymnasium 150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

115 6 2 Building 23/24
Public 

Services
540

Community 
Center

Doors Gymnasium 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

117 6 2 Building 23/24
Public 

Services
540

Community 
Center

Doors Gymnasium 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

118 6 2 Building 23/24
Public 

Services
540

Community 
Center

Doors
Conference 
Room

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

127 6 2 Building 23/24
Public 

Services
540

Community 
Center

Doors
Conference 
Room

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

130 6 2 Building 23/24
Public 

Services
540
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Community 
Center

Doors Classroom 1 150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

133 6 2 Building 23/24
Public 

Services
540

Community 
Center

Doors Classroom 1 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

136 6 2 Building 23/24
Public 

Services
540

Community 
Center

Doors Classroom 1 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

138 6 2 Building 23/24
Public 

Services
540

Community 
Center

Doors Classroom 1 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

139 6 2 Building 23/24
Public 

Services
540

Community 
Center

Doors Classroom 1 150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

144 6 2 Building 23/24
Public 

Services
540

Community 
Center

Doors Classroom 1 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

145 6 2 Building 23/24
Public 

Services
540

Community 
Center

Doors Classroom 1 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

149 6 2 Building 23/24
Public 

Services
540

Lincoln Area 
Chamber of 
Commerce 
Building

Doors Rear Entrance 1500

The threshold is greater than 1/2 inch high.

The threshold at a doorway shall be no higher than 1/2 inch. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. I/4 inch is the maximum 
vertical rise.

18 6 1A Building 23/24 CIP 540
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Lincoln Area 
Chamber of 
Commerce 
Building

Doors Main Entrance 1500

The threshold is greater than 1/2 inch high.

The threshold at a doorway shall be no higher than 1/2 inch. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. I/4 inch is the maximum 
vertical rise.

9 6 1A Building 23/24 CIP 540

Lincoln Airport
Accessible 
Routes

Path from 
Parking

9500
The accessible route of travel on the sidewalk contains cross slopes greater than 2%.

Sidewalk cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
13 2B 7 Building 23/24 CIP 750

Lincoln Airport
Accessible 
Routes

Path from 
Parking

9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

9 2B 7 Building 23/24 CIP 750

Auburn Ravine 
Park

Parking - Off 
Street

Parking Lot 9500

There are no accessible parking stalls.

Each lot where parking is provided for the public as clients, guests or employees, shall provide accessible parking and shall be located on the shortest accessible 
route of travel from adjacent parking to an accessible entrance.

There are a total of 12 parking stalls in the parking lot that could be reasonably associated with this facility. There should be a minimum of 1 accessible stall with a 
minimum of 1 being designed as van accessible.

1 1 5 Park Future CIP CIP 270

Coyote Pond Park
Parking - Off 
Street

Parking Lot 150

The tow-away sign is incorrectly worded.  Look for the words "Special" and "Will".

There must be a tow-away sign posted in a conspicuous place at each entrance, or immediately adjacent to each space. The sign shall not be less than 17 inches by 
22 inches in size with 1 inch high minimum lettering which clearly and conspicuously states the following: 

"Unauthorized vehicles parked in designated accessible spaces not displaying distinguishing placards or special license plates issued for persons with disabilities will 
be towed away at owner's expense.
Towed vehicles may be reclaimed at__________________________or by telephoning________________________."

Blank spaces are to be filled in with appropriate information as a permanent part of the sign.

1 1 12 Park Future CIP CIP 270

Coyote Pond Park
Parking - Off 
Street

Parking Lot 150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

2 1 12 Park Future CIP
Public 

Services
270

Coyote Pond Park
Parking - Off 
Street

Parking Lot 6500
The running slope of the accessible parking stall (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
3 1 12 Park Future CIP CIP 270

Coyote Pond Park
Parking - Off 
Street

Parking Lot 6500
The cross slope of the parking stall (narrow dimension) exceeds 2%.

The running and cross slope in an accessible parking stall and the access aisle must not exceed 2%.
4 1 12 Park Future CIP CIP 270

Coyote Pond Park
Parking - Off 
Street

Parking Lot 2500

The access aisle is not a minimum 8 feet wide.

Van Accessible parking stalls' access aisle must be a minimum of 8 feet wide, measured from centerline to centerline and a minimum 18 feet long. Alternatively, the 
stall can be 12 feet wide and the access aisle may be 5 feet wide.

Where parking spaces or access aisles are not adjacent to another parking space or access aisle, measurements shall be permitted to include the full width of the 
line defining the parking space or access aisle.

5 1 12 Park Future CIP CIP 270

Coyote Pond Park
Parking - Off 
Street

Parking Lot 6500
The running slope of the access aisle (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
6 1 12 Park Future CIP CIP 270
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Coyote Pond Park
Parking - Off 
Street

Parking Lot 150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

7 1 12 Park Future CIP
Public 

Services
270

Coyote Pond Park
Parking - Off 
Street

Parking Lot 6500
The cross slope of the parking stall (narrow dimension) exceeds 2%.

The running and cross slope in an accessible parking stall and the access aisle must not exceed 2%.
8 1 12 Park Future CIP CIP 270

Coyote Pond Park
Parking - Off 
Street

Parking Lot 6500
The running slope of the accessible parking stall (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
9 1 12 Park Future CIP CIP 270

Joiner Park
Parking - Off 
Street

Parking Lot 150

The blank spaces of the tow-away sign have not been filled in.

There must be a tow-away sign posted in a conspicuous place at each entrance, or immediately adjacent to each space. The sign shall not be less than 17 inches by 
22 inches in size with 1 inch high minimum lettering which clearly and conspicuously states the following: 

Unauthorized vehicles parked in designated accessible spaces not displaying distinguishing placards or special license plates issued for persons with disabilities will 
be towed away at owner's expense.
Towed vehicles may be reclaimed at__________________________or by telephoning________________________.

Blank spaces are to be filled in with appropriate information as a permanent part of the sign.

141 1 6 Park Future CIP
Public 

Services
270

Joiner Park
Parking - Off 
Street

Parking Lot 1500

The striping and markings for the accessible parking stall's, loading/unloading access aisle are dilapidated and in need of repair and/or maintenance.

Access aisles shall be marked with a blue painted borderline around their perimeter. The area within the blue borderlines shall be marked with hatched lines a 
maximum of 36 inches on center in a color contrasting with that of the aisle surface, preferably blue or white. The words "NO PARKING" shall be painted on the 
surface within each access aisle in white letters a minimum of 12 inches in height and
located to be visible from the adjacent vehicular way. Access aisle markings may extend beyond the minimum required length.

144 1 6 Park Future CIP CIP 270

Joiner Park
Parking - Off 
Street

Parking Lot 1500

The accessible parking stall/s is/are missing the required ISA (International Symbol of Accessibility). 

The parking space shall be outlined or painted blue and shall be marked with an International Symbol of Accessibility a minimum 36 inches wide by 36 inches high in 
white or a suitable contrasting color. The centerline of the International Symbol of Accessibility shall be a maximum of 6 inches from the centerline of the parking 
space, its sides parallel to the length of the parking space and its lower corner at, or lower side aligned with, the end of the parking space.

145 1 6 Park Future CIP CIP 270

Joiner Park
Parking - Off 
Street

Parking Lot 6500
The running slope of the accessible parking stall (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
146 1 6 Park Future CIP CIP 270

Joiner Park
Parking - Off 
Street

Parking Lot 4500 The striping and markings for the accessible parking stall, loading/unloading access aisle are dilapidated and in need of repair and/or maintenance. 147 1 6 Park Future CIP CIP 270

Joiner Park
Parking - Off 
Street

Parking Lot 2500

The access aisle is not a minimum 8 feet wide.

Van Accessible parking stalls' access aisle must be a minimum of 8 feet wide, measured from centerline to centerline and a minimum 18 feet long. Alternatively, the 
stall can be 12 feet wide and the access aisle may be 5 feet wide.

Where parking spaces or access aisles are not adjacent to another parking space or access aisle, measurements shall be permitted to include the full width of the 
line defining the parking space or access aisle.

148 1 6 Park Future CIP CIP 270

Joiner Park
Parking - Off 
Street

Parking Lot 6500
The cross slopes (narrow dimension) and/or running slopes (long dimension) of the access aisle exceeds 2%.

The running slope and the cross slope in an accessible parking stall and the access aisle must not exceed 2%.
149 1 6 Park Future CIP CIP 270

Joiner Park
Parking - Off 
Street

Parking Lot 4500

The access aisle contains abrupt edges and surface irregularities over a 1/4 inches.

Parking spaces and access aisles serving them shall be stable, firm, and slip resistant. Access aisles shall be at the same level as the parking spaces they serve. 
Changes in level are not permitted and shall not be sloped steeper than 2% in any direction.

150 1 6 Park Future CIP CIP 270

Joiner Park
Parking - Off 
Street

Parking Lot 4500 The striping and markings for the accessible parking stall, loading/unloading access aisle are dilapidated and in need of repair and/or maintenance. 151 1 6 Park Future CIP CIP 270
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Joiner Park
Parking - Off 
Street

Parking Lot 1500

The accessible parking stall/s is/are missing the required ISA (International Symbol of Accessibility). 

The parking space shall be outlined or painted blue and shall be marked with an International Symbol of Accessibility a minimum 36 inches wide by 36 inches high in 
white or a suitable contrasting color. The centerline of the International Symbol of Accessibility shall be a maximum of 6 inches from the centerline of the parking 
space, its sides parallel to the length of the parking space and its lower corner at, or lower side aligned with, the end of the parking space.

152 1 6 Park Future CIP CIP 270

Joiner Park
Parking - Off 
Street

Parking Lot 6500
The running slope of the accessible parking stall (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
153 1 6 Park Future CIP CIP 270

Peter Singer Park
Parking - Off 
Street

Parking Lot 250

The tow-away sign is missing. 

There must be a tow-away sign posted in a conspicuous place at each entrance, or immediately adjacent to each space. The sign shall not be less than 17 inches by 
22 inches in size with 1 inch high minimum lettering which clearly and conspicuously states the following: 

Unauthorized vehicles parked in designated accessible spaces not displaying distinguishing placards or special license plates issued for persons with disabilities will 
be towed away at owner's expense.
Towed vehicles may be reclaimed at__________________________or by telephoning________________________.

Blank spaces are to be filled in with appropriate information as a permanent part of the sign.

1 1 4 Park Future CIP CIP 270

Peter Singer Park
Parking - Off 
Street

Parking Lot 150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

2 1 4 Park Future CIP
Public 

Services
270

Peter Singer Park
Parking - Off 
Street

Parking Lot 1500
The accessible parking stall is not long enough. 

Accessible parking stalls must be a minimum 18 feet long and a minimum of 9 feet wide, measured from centerline to centerline.
3 1 4 Park Future CIP CIP 270

Peter Singer Park
Parking - Off 
Street

Parking Lot 500

The ISA painted in the accessible parking stall is not a minimum of 36 inches x 36 inches.

The parking space shall be outlined or painted blue and shall be marked with an International Symbol of Accessibility a minimum 36 inches wide by 36 inches high in 
white or a suitable contrasting color. The centerline of the International Symbol of Accessibility shall be a maximum of 6 inches from the centerline of the parking 
space, its sides parallel to the length of the parking space and its lower corner at, or lower side aligned with, the end of the parking space.

4 1 4 Park Future CIP CIP 270

Peter Singer Park
Parking - Off 
Street

Parking Lot 6500
The cross slope of the parking stall (narrow dimension) exceeds 2%.

The running and cross slope in an accessible parking stall and the access aisle must not exceed 2%.
5 1 4 Park Future CIP CIP 270

Peter Singer Park
Parking - Off 
Street

Parking Lot 1500

The loading/unloading access aisle required "No Parking" lettering is dilapidated and not legible.

The words "NO PARKING" shall be painted on the ground within each loading and unloading access aisle. This notice shall be painted in white letters no less than 12 
inches high and located so that it is visible to traffic enforcement officials.

6 1 4 Park Future CIP CIP 270

Peter Singer Park
Parking - Off 
Street

Parking Lot 150

The tow-away sign is incorrectly worded.  Look for the words "Special" and "Will".

There must be a tow-away sign posted in a conspicuous place at each entrance, or immediately adjacent to each space. The sign shall not be less than 17 inches by 
22 inches in size with 1 inch high minimum lettering which clearly and conspicuously states the following: 

"Unauthorized vehicles parked in designated accessible spaces not displaying distinguishing placards or special license plates issued for persons with disabilities will 
be towed away at owner's expense.
Towed vehicles may be reclaimed at__________________________or by telephoning________________________."

Blank spaces are to be filled in with appropriate information as a permanent part of the sign.

7 1 4 Park Future CIP CIP 270

Peter Singer Park
Parking - Off 
Street

Parking Lot 150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

8 1 4 Park Future CIP
Public 

Services
270
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Peter Singer Park
Parking - Off 
Street

Parking Lot 1500

The parking sign is mounted too low.

Parking space identification signs shall include the International Symbol of Accessibility complying with. Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the finish floor or ground surface measured to the bottom of the sign.

9 1 4 Park Future CIP
Public 

Services
270

Peter Singer Park
Parking - Off 
Street

Parking Lot 500

The ISA painted in the accessible parking stall is not a minimum of 36 inches x 36 inches.

The parking space shall be outlined or painted blue and shall be marked with an International Symbol of Accessibility a minimum 36 inches wide by 36 inches high in 
white or a suitable contrasting color. The centerline of the International Symbol of Accessibility shall be a maximum of 6 inches from the centerline of the parking 
space, its sides parallel to the length of the parking space and its lower corner at, or lower side aligned with, the end of the parking space.

10 1 4 Park Future CIP CIP 270

Peter Singer Park
Parking - Off 
Street

Parking Lot 6500
The running slope of the accessible parking stall (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
11 1 4 Park Future CIP CIP 270

Peter Singer Park
Parking - Off 
Street

Parking Lot 3500

The access way for the accessible parking stall is not properly marked. 

The words "NO PARKING" shall be painted on the ground within each loading and unloading access aisle. This notice shall be painted in white letters no less than 12 
inches high and located so that it is visible to traffic enforcement officials. The loading and unloading access aisle shall be marked by a border painted blue. Within 
the blue border, hatched lines a maximum of 36 inches on center shall be painted in a color contrasting with the parking surface, preferably blue or white.

12 1 4 Park Future CIP CIP 270

Peter Singer Park
Parking - Off 
Street

Parking Lot 150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

13 1 4 Park Future CIP
Public 

Services
270

Peter Singer Park
Parking - Off 
Street

Parking Lot 1500

The parking sign is mounted too low.

Parking space identification signs shall include the International Symbol of Accessibility complying with. Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the finish floor or ground surface measured to the bottom of the sign.

14 1 4 Park Future CIP
Public 

Services
270

Peter Singer Park
Parking - Off 
Street

Parking Lot 500

The ISA painted in the accessible parking stall is not a minimum of 36 inches x 36 inches.

The parking space shall be outlined or painted blue and shall be marked with an International Symbol of Accessibility a minimum 36 inches wide by 36 inches high in 
white or a suitable contrasting color. The centerline of the International Symbol of Accessibility shall be a maximum of 6 inches from the centerline of the parking 
space, its sides parallel to the length of the parking space and its lower corner at, or lower side aligned with, the end of the parking space.

15 1 4 Park Future CIP CIP 270

Peter Singer Park
Parking - Off 
Street

Parking Lot 3500

The access way for the accessible parking stall is not properly marked. 

The words "NO PARKING" shall be painted on the ground within each loading and unloading access aisle. This notice shall be painted in white letters no less than 12 
inches high and located so that it is visible to traffic enforcement officials. The loading and unloading access aisle shall be marked by a border painted blue. Within 
the blue border, hatched lines a maximum of 36 inches on center shall be painted in a color contrasting with the parking surface, preferably blue or white.

16 1 4 Park Future CIP CIP 270

Peter Singer Park
Parking - Off 
Street

Parking Lot 150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

17 1 4 Park Future CIP
Public 

Services
270

Peter Singer Park
Parking - Off 
Street

Parking Lot 1500

The parking sign is mounted too low.

Parking space identification signs shall include the International Symbol of Accessibility complying with. Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the finish floor or ground surface measured to the bottom of the sign.

18 1 4 Park Future CIP
Public 

Services
270

Peter Singer Park
Parking - Off 
Street

Parking Lot 4500 The striping and markings for the accessible parking stall, loading/unloading access aisle are dilapidated and in need of repair and/or maintenance. 19 1 4 Park Future CIP CIP 270
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Peter Singer Park
Parking - Off 
Street

Parking Lot 500

The ISA painted in the accessible parking stall is not a minimum of 36 inches x 36 inches.

The parking space shall be outlined or painted blue and shall be marked with an International Symbol of Accessibility a minimum 36 inches wide by 36 inches high in 
white or a suitable contrasting color. The centerline of the International Symbol of Accessibility shall be a maximum of 6 inches from the centerline of the parking 
space, its sides parallel to the length of the parking space and its lower corner at, or lower side aligned with, the end of the parking space.

20 1 4 Park Future CIP CIP 270

Twelve Bridges 
Park

Parking - Off 
Street

Parking Lot 150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

2 1 7 Park Future CIP
Public 

Services
270

Twelve Bridges 
Park

Parking - Off 
Street

Parking Lot 6500
The cross slope of the parking stall (narrow dimension) exceeds 2%.

The running and cross slope in an accessible parking stall and the access aisle must not exceed 2%.
3 1 7 Park Future CIP CIP 270

Twelve Bridges 
Park

Parking - Off 
Street

Parking Lot 6500
The cross slope (short dimension) of the access aisle exceeds 2%.

The cross slope in an accessible parking stall and the access aisle must not exceed 2%.
4 1 7 Park Future CIP CIP 270

Twelve Bridges 
Park

Parking - Off 
Street

Parking Lot 2500

The access aisle is not a minimum 8 feet wide.

Van Accessible parking stalls' access aisle must be a minimum of 8 feet wide, measured from centerline to centerline and a minimum 18 feet long. Alternatively, the 
stall can be 12 feet wide and the access aisle may be 5 feet wide.

Where parking spaces or access aisles are not adjacent to another parking space or access aisle, measurements shall be permitted to include the full width of the 
line defining the parking space or access aisle.

5 1 7 Park Future CIP CIP 270

Twelve Bridges 
Park

Parking - Off 
Street

Parking Lot 150

The "Minimum Fine $250.00" signage is missing from each accessible parking space.

Each parking space reserved for persons with disabilities shall be identified by a reflectorized sign permanently posted immediately adjacent to and visible from 
each stall or space, consisting of the International Symbol of Accessibility in white on a dark blue background. The sign shall not be smaller than 70 square inches. An 
additional sign or additional language below the symbol of accessibility shall state "Minimum Fine $250."

6 1 7 Park Future CIP
Public 

Services
270

Wilson Park
Parking - Off 
Street

Parking Lot 250

The tow-away sign is missing. 

There must be a tow-away sign posted in a conspicuous place at each entrance, or immediately adjacent to each space. The sign shall not be less than 17 inches by 
22 inches in size with 1 inch high minimum lettering which clearly and conspicuously states the following: 

Unauthorized vehicles parked in designated accessible spaces not displaying distinguishing placards or special license plates issued for persons with disabilities will 
be towed away at owner's expense.
Towed vehicles may be reclaimed at__________________________or by telephoning________________________.

Blank spaces are to be filled in with appropriate information as a permanent part of the sign.

4 1 3 Park Future CIP CIP 270

Wilson Park
Parking - Off 
Street

Parking Lot 6500
The running slope of the access aisle (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
5 1 3 Park Future CIP CIP 270

Wilson Park
Parking - Off 
Street

Parking Lot 6500
The running slope of the accessible parking stall (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
6 1 3 Park Future CIP CIP 270

Wilson Park
Parking - Off 
Street

Parking Lot 6500
The running slope of the accessible parking stall (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
7 1 3 Park Future CIP CIP 270

Wilson Park
Parking - Off 
Street

Parking Lot 6500
The running slope of the accessible parking stall (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
8 1 3 Park Future CIP CIP 270

Wilson Park
Parking - Off 
Street

Parking Lot 6500
The running slope of the access aisle (long dimension) exceeds 2%.

The running slope in an accessible parking stall and the access aisle must not exceed 2%.
9 1 3 Park Future CIP CIP 270
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Auburn Ravine 
Park

Accessible 
Routes

Path from 
Ferrari Ranch 
Road

4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
15 2 5 Park Future CIP

Public 
Services

270

Brown Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

1 2 13 Park Future CIP CIP 270

Brown Park
Accessible 
Routes

Path from 
Public Way

6500

The route of travel does not provide the required minimum width.

The minimum clear width for sidewalks and walks is 48 inches.

When, because of right-of-way restrictions, natural barriers or other existing conditions, the enforcing agency determines that compliance with the 48-inch clear 
sidewalk width would create an unreasonable hardship, the clear width may be reduced to 36 inches.

7 2 13 Park Future CIP CIP 270

Brown Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

8 2 13 Park Future CIP CIP 270

Brown Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

11 2 13 Park Future CIP CIP 270

Brown Park
Accessible 
Routes

Path from 
Public Way

4500
The tree branches exten down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
12 2 13 Park Future CIP

Public 
Services

270

Brown Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

13 2 13 Park Future CIP CIP 270

Brown Park
Accessible 
Routes

Play Area 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

15 2 13 Park Future CIP CIP 270

Carnegie Library
Accessible 
Routes

Downstairs 6500

The route of travel at this location does not provide a minimum width of 36 inches.

The clear width shall be permitted to be reduced to 32 inches minimum for a length of 24 inches maximum provided that reduced width segments are separated by 
segments that are 48 inches long minimum and 36 inches wide minimum.

31 2 12 Building Future CIP CIP 244

Carnegie Library
Accessible 
Routes

Upstairs 9500

The route of travel is too narrow around the turn.

Where the accessible route makes a 180 degree turn around an element which is less than 48 inches wide, clear width shall be 42 inches minimum approaching the 
turn, 48 inches minimum at the turn and 42 inches minimum leaving the turn. Where the clear width at the turn is 60 inches minimum a clear width 36 inches 
minimum approaching the turn, 36 inches minimum at the turn is acceptable.

23 2 12 Building Future CIP
Public 

Services
244

Joiner Park
Accessible 
Routes

Path from 
Public Way

4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
15 2 6 Park Future CIP

Public 
Services

270

Joiner Park
Accessible 
Routes

Baseball Field 4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
30 2 6 Park Future CIP

Public 
Services

270

Joiner Park
Accessible 
Routes

Baseball Field 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

32 2 6 Park Future CIP CIP 270
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Joiner Park
Accessible 
Routes

Play Area 2 4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
36 2 6 Park Future CIP

Public 
Services

270

Joiner Park
Accessible 
Routes

Play Area 2 650

The route of travel does not provide the required minimum width.

The minimum clear width for sidewalks and walks is 48 inches.

When, because of right-of-way restrictions, natural barriers or other existing conditions, the enforcing agency determines that compliance with the 48-inch clear 
sidewalk width would create an unreasonable hardship, the clear width may be reduced to 36 inches.

39 2 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Play Area 2 4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
43 2 6 Park Future CIP

Public 
Services

270

Joiner Park
Accessible 
Routes

Play Area 2 4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
45 2 6 Park Future CIP

Public 
Services

270

Joiner Park
Accessible 
Routes

Play Area 2 4500 The accessible route contains loose gravel and/or surfaces that do not provide for a stable, firm slip resistant surface. 48 2 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Field 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

52 2 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Field 9500

There is no accessible route of travel from the public way.

At least one accessible route shall be provided within the site from accessible parking spaces and accessible passenger loading zones; public streets and sidewalks; 
and public transportation stops to the accessible building or facility entrance they serve.

54 2 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Play Area 4500 The accessible route contains loose gravel and/or surfaces that do not provide for a stable, firm slip resistant surface. 88 2 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Men's 
Restroom

6500

The hand dryer projects more than 4 inches into the circulation path.

Wall-mounted objects that have leading edges between 27 inches and 80 inches from the floor must not project more than 4 inches into the circulation path. 
Protruding objects that extend to the floor or within 27 inches of the floor are cane detectable and are therefore not hazardous. Where it is necessary or desirable 
to have objects protrude from the wall, a manner of cane detection must be provided.

129 2 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Parking Lot 9500
There is no accessible route to the recycling bins.

At least one accessible route shall connect accessible buildings, accessible facilities, accessible elements, and accessible spaces that are on the same site.
142 2 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Path from 
Public Way - 
Schellbach 
Drive

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

155 2 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Path from 
Public Way - 
Schellbach 
Drive

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

156 2 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Play Area 2 9500
There is no accessible route to the play area.

At least one accessible route shall connect accessible buildings, accessible facilities, accessible elements, and accessible spaces that are on the same site.
47 2 6 Park Future CIP CIP 270

Machado Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

1 2 10 Park Future CIP CIP 270
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Machado Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

2 2 10 Park Future CIP CIP 270

Machado Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

4 2 10 Park Future CIP CIP 270

Machado Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

5 2 10 Park Future CIP CIP 270

Machado Park
Accessible 
Routes

Play Area 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

13 2 10 Park Future CIP CIP 270

Machado Park
Accessible 
Routes

Play Area 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

14 2 10 Park Future CIP CIP 270

Machado Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

8 2 10 Park Future CIP CIP 270

Machado Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

10 2 10 Park Future CIP CIP 270

Machado Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

11 2 10 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Play Area 9500
There is no accessible route to the play structure.

At least one accessible route shall connect accessible buildings, accessible facilities, accessible elements, and accessible spaces that are on the same site.
27 2 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Path from 
Public Way

9500
There is no accessible route to the benches.

At least one accessible route shall connect accessible buildings, accessible facilities, accessible elements, and accessible spaces that are on the same site.
24 2 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Play Area 9500
There is no accessible route to the swings.

At least one accessible route shall connect accessible buildings, accessible facilities, accessible elements, and accessible spaces that are on the same site.
34 2 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Play Area 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

41 2 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Play Area 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

30 2 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Play Area 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

36 2 8 Park Future CIP CIP 270
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Markham Park
Accessible 
Routes

Play Area 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

38 2 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

3 2 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

18 2 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

20 2 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

22 2 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

2 2 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

15 2 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

19 2 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

23 2 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Path from 
Public Way

4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
25 2 8 Park Future CIP

Public 
Services

270

Markham Park
Accessible 
Routes

Play Area 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

35 2 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Play Area 9500
There is no accessible route to the BBQ grill.

At least one accessible route shall connect accessible buildings, accessible facilities, accessible elements, and accessible spaces that are on the same site.
42 2 8 Park Future CIP CIP 270

Pete Demas Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

3 2 14 Park Future CIP CIP 270

Pete Demas Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

4 2 14 Park Future CIP CIP 270
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Pete Demas Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

10 2 14 Park Future CIP CIP 270

Pete Demas Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

12 2 14 Park Future CIP CIP 270

Pete Demas Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

15 2 14 Park Future CIP CIP 270

Pete Demas Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

18 2 14 Park Future CIP CIP 270

Peter Singer Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

24 2 4 Park Future CIP CIP 270

Peter Singer Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

26 2 4 Park Future CIP CIP 270

Peter Singer Park
Accessible 
Routes

Path from 
Public Way

4500
The  tree branches extend down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
27 2 4 Park Future CIP

Public 
Services

270

Peter Singer Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

28 2 4 Park Future CIP CIP 270

Peter Singer Park
Accessible 
Routes

Path from 
Public Way

1500

The rose bushes project more than 4 inches into the circulation path.

Wall-mounted objects that have leading edges between 27 inches and 80 inches from the floor must not project more than 4 inches into the circulation path. 
Protruding objects that extend to the floor or within 27 inches of the floor are cane detectable and are therefore not hazardous. Where it is necessary or desirable 
to have objects protrude from the wall, a manner of cane detection must be provided.

30 2 4 Park Future CIP
Public 

Services
270

Peter Singer Park
Accessible 
Routes

Path from 
Public Way

1500

The tree branch projects more than 4 inches into the circulation path.

Wall-mounted objects that have leading edges between 27 inches and 80 inches from the floor must not project more than 4 inches into the circulation path. 
Protruding objects that extend to the floor or within 27 inches of the floor are cane detectable and are therefore not hazardous. Where it is necessary or desirable 
to have objects protrude from the wall, a manner of cane detection must be provided.

31 2 4 Park Future CIP
Public 

Services
270

Peter Singer Park
Accessible 
Routes

Path from 
Public Way

4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
33 2 4 Park Future CIP

Public 
Services

270

Peter Singer Park
Accessible 
Routes

Path from 
Parking

9500
There is no accessible route to the picnic tables.

At least one accessible route shall connect accessible buildings, accessible facilities, accessible elements, and accessible spaces that are on the same site.
36 2 4 Park Future CIP CIP 270

Peter Singer Park
Accessible 
Routes

Path from 
Parking

4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
39 2 4 Park Future CIP

Public 
Services

270
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Peter Singer Park
Accessible 
Routes

Path from 
Parking

4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
40 2 4 Park Future CIP

Public 
Services

270

Peter Singer Park
Accessible 
Routes

Play Area 4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
41 2 4 Park Future CIP

Public 
Services

270

Peter Singer Park
Accessible 
Routes

Baseball Field 1500

The drinking fountain projects more than 4 inches into the circulation path.

Wall-mounted objects that have leading edges between 27 inches and 80 inches from the floor must not project more than 4 inches into the circulation path. 
Protruding objects that extend to the floor or within 27 inches of the floor are cane detectable and are therefore not hazardous. Where it is necessary or desirable 
to have objects protrude from the wall, a manner of cane detection must be provided.

74 2 4 Park Future CIP CIP 270

Peter Singer Park
Accessible 
Routes

Baseball Field 1500

The rear portion of all four bleachers at the park project more than 4 inches into the circulation path.

Wall-mounted objects that have leading edges between 27 inches and 80 inches from the floor must not project more than 4 inches into the circulation path. 
Protruding objects that extend to the floor or within 27 inches of the floor are cane detectable and are therefore not hazardous. Where it is necessary or desirable 
to have objects protrude from the wall, a manner of cane detection must be provided.

75 2 4 Park Future CIP
Public 

Services
270

Peter Singer Park
Accessible 
Routes

Baseball Field 1500

The drinking fountain projects more than 4 inches into the circulation path.

Wall-mounted objects that have leading edges between 27 inches and 80 inches from the floor must not project more than 4 inches into the circulation path. 
Protruding objects that extend to the floor or within 27 inches of the floor are cane detectable and are therefore not hazardous. Where it is necessary or desirable 
to have objects protrude from the wall, a manner of cane detection must be provided.

77 2 4 Park Future CIP CIP 270

Scheiber Park
Accessible 
Routes

Play Area 4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
25 2 11 Park Future CIP

Public 
Services

270

Scheiber Park
Accessible 
Routes

Path from 
Public Way

1500

The drinking fountain projects more than 4 inches into the circulation path.

Wall-mounted objects that have leading edges between 27 inches and 80 inches from the floor must not project more than 4 inches into the circulation path. 
Protruding objects that extend to the floor or within 27 inches of the floor are cane detectable and are therefore not hazardous. Where it is necessary or desirable 
to have objects protrude from the wall, a manner of cane detection must be provided.

3 2 11 Park Future CIP CIP 270

Scheiber Park
Accessible 
Routes

Path from 
Public Way

4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
7 2 11 Park Future CIP

Public 
Services

270

Scheiber Park
Accessible 
Routes

Play Area 4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
28 2 11 Park Future CIP

Public 
Services

270

Scheiber Park
Accessible 
Routes

Play Area 4500 The accessible route contains loose gravel and/or surfaces that do not provide for a stable, firm slip resistant surface. 30 2 11 Park Future CIP CIP 270

Scheiber Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

15 2 11 Park Future CIP CIP 270

Sheffield Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

1 2 9 Park Future CIP CIP 270

Sheffield Park
Accessible 
Routes

Path from 
Public Way

4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
2 2 9 Park Future CIP

Public 
Services

270
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Sheffield Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

3 2 9 Park Future CIP CIP 270

Sheffield Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

4 2 9 Park Future CIP CIP 270

Sheffield Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

5 2 9 Park Future CIP CIP 270

Sheffield Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

6 2 9 Park Future CIP CIP 270

Sheffield Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

7 2 9 Park Future CIP CIP 270

Sheffield Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

8 2 9 Park Future CIP CIP 270

Sheffield Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

9 2 9 Park Future CIP CIP 270

Sheffield Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

14 2 9 Park Future CIP CIP 270

Sheffield Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

15 2 9 Park Future CIP CIP 270

Sheffield Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

16 2 9 Park Future CIP CIP 270

Sheffield Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

17 2 9 Park Future CIP CIP 270

Sheffield Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

18 2 9 Park Future CIP CIP 270

Sheffield Park
Accessible 
Routes

Play Area 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

19 2 9 Park Future CIP CIP 270

Sheffield Park
Accessible 
Routes

Play Area 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

23 2 9 Park Future CIP CIP 270
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Sheffield Park
Accessible 
Routes

Play Area 2 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

24 2 9 Park Future CIP CIP 270

Sheffield Park
Accessible 
Routes

Play Area 2 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

25 2 9 Park Future CIP CIP 270

Twelve Bridges 
Park

Accessible 
Routes

Play Area 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

40 2 7 Park Future CIP CIP 270

Twelve Bridges 
Park

Accessible 
Routes

Baseball Field 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

49 2 7 Park Future CIP CIP 270

Twelve Bridges 
Park

Accessible 
Routes

Baseball Field 1500

The drinking fountain projects more than 4 inches into the circulation path.

Wall-mounted objects that have leading edges between 27 inches and 80 inches from the floor must not project more than 4 inches into the circulation path. 
Protruding objects that extend to the floor or within 27 inches of the floor are cane detectable and are therefore not hazardous. Where it is necessary or desirable 
to have objects protrude from the wall, a manner of cane detection must be provided.

50 2 7 Park Future CIP CIP 270

Twelve Bridges 
Park

Accessible 
Routes

Baseball Field 9500

There is no accessible route of travel from the public way.

At least one accessible route shall be provided within the site from accessible parking spaces and accessible passenger loading zones; public streets and sidewalks; 
and public transportation stops to the accessible building or facility entrance they serve.

53 2 7 Park Future CIP CIP 270

Wilson Park
Accessible 
Routes

Path from 
Public Way

4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
1 2 3 Park Future CIP

Public 
Services

270

Wilson Park
Accessible 
Routes

Path from 
Public Way

4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

2 2 3 Park Future CIP CIP 270

Wilson Park
Accessible 
Routes

Path from 
Parking

4500
The tree branch extends down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
13 2 3 Park Future CIP

Public 
Services

270

Wilson Park
Accessible 
Routes

Play Area 4500 The accessible route contains loose gravel and/or surfaces that do not provide for a stable, firm slip resistant surface. 38 2 3 Park Future CIP CIP 270

Wilson Park
Accessible 
Routes

Play Area 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

40 2 3 Park Future CIP CIP 270

Wilson Park
Accessible 
Routes

Baseball Fields 4500

The concrete expansion joint is spaced greater than a 1/2 inch. 

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch diameter. Elongated openings shall be placed so that the long 
dimension is perpendicular to the dominant direction of travel.

68 2 3 Park Future CIP CIP 270

Wilson Park
Accessible 
Routes

Baseball Fields 4500
The tree branches extend down too close to the route of travel.

Any obstruction that overhangs a route of travel must be a minimum of 80 inches above the walking surface as measured from the bottom of the obstruction.
71 2 3 Park Future CIP

Public 
Services

270
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Wilson Park
Accessible 
Routes

Baseball Fields 6500

The baseball player seating participation area is not on an accessible route.

Participation areas shall be accessible to persons with disabilities, including the following listed and similar activity areas:
1. Tennis, racquetball and handball courts.
2. Gymnasium floor areas and general exercise rooms.
3. Basketball, volleyball and badminton courts, and bowling lanes.
4. Swimming pool deck areas shall be accessible, and a mechanism to assist persons with disabilities in gaining entry into the pool and in exiting from the pool shall 
be provided.
5. Athletic team rooms and facilities, playing fields and running tracks.

74 2 3 Park Future CIP CIP 270

Wilson Park
Accessible 
Routes

Baseball Fields 1500

The bleachers project more than 4 inches into the circulation path.

Wall-mounted objects that have leading edges between 27 inches and 80 inches from the floor must not project more than 4 inches into the circulation path. 
Protruding objects that extend to the floor or within 27 inches of the floor are cane detectable and are therefore not hazardous. Where it is necessary or desirable 
to have objects protrude from the wall, a manner of cane detection must be provided.

75 2 3 Park Future CIP
Public 

Services
270

Wilson Park
Accessible 
Routes

Baseball Fields 1500

The drinking fountain projects more than 4 inches into the circulation path.

Wall-mounted objects that have leading edges between 27 inches and 80 inches from the floor must not project more than 4 inches into the circulation path. 
Protruding objects that extend to the floor or within 27 inches of the floor are cane detectable and are therefore not hazardous. Where it is necessary or desirable 
to have objects protrude from the wall, a manner of cane detection must be provided.

77 2 3 Park Future CIP CIP 270

Wilson Park
Accessible 
Routes

Baseball Fields 1500

The drinking fountain projects more than 4 inches into the circulation path.

Wall-mounted objects that have leading edges between 27 inches and 80 inches from the floor must not project more than 4 inches into the circulation path. 
Protruding objects that extend to the floor or within 27 inches of the floor are cane detectable and are therefore not hazardous. Where it is necessary or desirable 
to have objects protrude from the wall, a manner of cane detection must be provided.

80 2 3 Park Future CIP CIP 270

Coyote Pond Park Curb Ramps
Path from 
Parking

4500

The detectable warning is missing at the curb ramp.

Detectable warnings at curb ramps shall extend the full width of the ramp run less 2 inches maximum on each side, excluding any flared sides and 36 inches in the 
direction of travel.

10 3 12 Park Future CIP CIP 270

Coyote Pond Park Curb Ramps
Path from 
Parking

4500

The change in level where the gutter meets the curb ramp is greater than 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. Changes in level greater than 1/2 inch must be 
by way of a ramp.

11 3 12 Park Future CIP CIP 270

Coyote Pond Park Curb Ramps
Path from 
Parking

4500

The top of the ramp landing is not level and exceeds a 2% slope. 

A level landing 48 inches deep shall be provided at the upper end of each ramp over its full width to permit safe egress from the ramp surface. The slope of the 
landing in all directions shall be 1:48 maximum.

12 3 12 Park Future CIP CIP 270

Joiner Park Curb Ramps
Path from 
Public Way

4500

The top of the ramp landing is not level and exceeds a 2% slope. 

A level landing 48 inches deep shall be provided at the upper end of each ramp over its full width to permit safe egress from the ramp surface. The slope of the 
landing in all directions shall be 1:48 maximum.

2 3 6 Park Future CIP CIP 270

Joiner Park Curb Ramps
Path from 
Public Way

6500
The curb ramp slope exceeds the maximum running slope (direction of travel) allowable of 8.33%.  

Curb ramps should have the least possible slope but in no case more than 8.3% (1:12).
3 3 6 Park Future CIP CIP 270

Joiner Park Curb Ramps
Path from 
Public Way

4500
The curb ramp side flares are too steep.

The sides of curb ramps (curb ramp flares) where provided, shall not be steeper than 1:10.
4 3 6 Park Future CIP CIP 270

Joiner Park Curb Ramps
Path from 
Public Way

6500
The width of the curb ramp is less that 48 inches.

Curb ramps shall be a minimum of 48 inches in width and shall lie, generally, in a single sloped plane, with a minimum of surface warping and cross slope.
5 3 6 Park Future CIP CIP 270

Joiner Park Curb Ramps
Path from 
Public Way

4500

The detectable warning is missing at the curb ramp.

Detectable warnings at curb ramps shall extend the full width of the ramp run less 2 inches maximum on each side, excluding any flared sides and 36 inches in the 
direction of travel.

6 3 6 Park Future CIP CIP 270
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Joiner Park Curb Ramps
Path from 
Public Way

4500

The change in level where the gutter meets the curb ramp is greater than 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. Changes in level greater than 1/2 inch must be 
by way of a ramp.

7 3 6 Park Future CIP CIP 270

Joiner Park Curb Ramps
Path from 
Public Way

4500

The detectable warning is missing at the curb ramp.

Detectable warnings at curb ramps shall extend the full width of the ramp run less 2 inches maximum on each side, excluding any flared sides and 36 inches in the 
direction of travel.

10 3 6 Park Future CIP CIP 270

Joiner Park Curb Ramps
Path from 
Public Way

4500

The transition from the curb ramp to the walk, gutter or street is not flush and free of abrupt changes in level.

Transitions from ramps to walks, gutters or streets shall be flush and free of abrupt change. Maximum slopes of adjoining gutters, road surface immediately 
adjacent to the curb ramp, or accessible route shall not exceed one unit vertical in 20 units horizontal (5-percent slope).

11 3 6 Park Future CIP CIP 270

Joiner Park Curb Ramps
Path from 
Public Way

4500
The curb ramp side flares are too steep.

The sides of curb ramps (curb ramp flares) where provided, shall not be steeper than 1:10.
12 3 6 Park Future CIP CIP 270

Joiner Park Curb Ramps
Path from 
Public Way

6500
The width of the curb ramp is less that 48 inches.

Curb ramps shall be a minimum of 48 inches in width and shall lie, generally, in a single sloped plane, with a minimum of surface warping and cross slope.
13 3 6 Park Future CIP CIP 270

Joiner Park Curb Ramps
Path from 
Parking

4500

The detectable warnings are not the full width of the curb ramps.

Detectable warnings at curb ramps shall extend the full width of the ramp run less 2 inches maximum on each side, excluding any flared sides and 36 inches in the 
direction of travel.

89 3 6 Park Future CIP CIP 270

Pete Demas Park Curb Ramps
Path from 
Public Way

6500
The curb ramp slope exceeds the maximum running slope (direction of travel) allowable of 8.33%.  

Curb ramps should have the least possible slope but in no case more than 8.3% (1:12).
1 3 14 Park Future CIP CIP 270

Pete Demas Park Curb Ramps
Path from 
Public Way

6500
The curb ramp slope exceeds the maximum running slope (direction of travel) allowable of 8.33%.  

Curb ramps should have the least possible slope but in no case more than 8.3% (1:12).
2 3 14 Park Future CIP CIP 270

Pete Demas Park Curb Ramps
Path from 
Public Way

6500
The curb ramp slope exceeds the maximum running slope (direction of travel) allowable of 8.33%.  

Curb ramps should have the least possible slope but in no case more than 8.3% (1:12).
16 3 14 Park Future CIP CIP 270

Pete Demas Park Curb Ramps
Path from 
Public Way

4500

The detectable warning is missing at the curb ramp.

Detectable warnings at curb ramps shall extend the full width of the ramp run less 2 inches maximum on each side, excluding any flared sides and 36 inches in the 
direction of travel.

17 3 14 Park Future CIP CIP 270

Peter Singer Park Curb Ramps
Path from 
Public Way

4500

The detectable warning is missing at the curb ramp.

Detectable warnings at curb ramps shall extend the full width of the ramp run less 2 inches maximum on each side, excluding any flared sides and 36 inches in the 
direction of travel.

21 3 4 Park Future CIP CIP 270

Peter Singer Park Curb Ramps
Path from 
Public Way

3500

The grade break at the bottom of the ramp is not perpendicular.

Grade breaks at the top and bottom of curb ramp runs shall be perpendicular to the direction of the ramp run. Grade breaks shall not be permitted on the surface of 
ramp runs and turning spaces. Surface slopes that meet at grade breaks shall be flush.

22 3 4 Park Future CIP CIP 270

Peter Singer Park Curb Ramps
Path from 
Public Way

6500
The curb ramp on the accessible route contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
23 3 4 Park Future CIP CIP 270

Peter Singer Park Curb Ramps
Path from 
Parking

4500

The detectable warnings are not the full width of the curb ramps.

Detectable warnings at curb ramps shall extend the full width of the ramp run less 2 inches maximum on each side, excluding any flared sides and 36 inches in the 
direction of travel.

34 3 4 Park Future CIP CIP 270

Peter Singer Park Curb Ramps
Path from 
Parking

4500

The detectable warnings are not the full width of the curb ramps.

Detectable warnings at curb ramps shall extend the full width of the ramp run less 2 inches maximum on each side, excluding any flared sides and 36 inches in the 
direction of travel.

37 3 4 Park Future CIP CIP 270
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Twelve Bridges 
Park

Curb Ramps
Path from 
Parking

6500
The curb ramp on the accessible route contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
7 3 7 Park Future CIP CIP 270

Twelve Bridges 
Park

Curb Ramps
Path from 
Parking

4500

The detectable warning is missing at the curb ramp.

Detectable warnings at curb ramps shall extend the full width of the ramp run less 2 inches maximum on each side, excluding any flared sides and 36 inches in the 
direction of travel.

8 3 7 Park Future CIP CIP 270

Twelve Bridges 
Park

Curb Ramps
Path from 
Parking

4500

The transition from the curb ramp to the walk, gutter or street is not flush and free of abrupt changes in level.

Transitions from ramps to walks, gutters or streets shall be flush and free of abrupt change. Maximum slopes of adjoining gutters, road surface immediately 
adjacent to the curb ramp, or accessible route shall not exceed one unit vertical in 20 units horizontal (5-percent slope).

9 3 7 Park Future CIP CIP 270

Twelve Bridges 
Park

Curb Ramps
Path from 
Parking

4500

The top of the ramp landing is not level and exceeds a 2% slope. 

A level landing 48 inches deep shall be provided at the upper end of each ramp over its full width to permit safe egress from the ramp surface. The slope of the 
landing in all directions shall be 1:48 maximum.

10 3 7 Park Future CIP CIP 270

Twelve Bridges 
Park

Curb Ramps
Path from 
Parking

4500

The transition from the curb ramp to the walk, gutter or street is not flush and free of abrupt changes in level.

Transitions from ramps to walks, gutters or streets shall be flush and free of abrupt change. Maximum slopes of adjoining gutters, road surface immediately 
adjacent to the curb ramp, or accessible route shall not exceed one unit vertical in 20 units horizontal (5-percent slope).

13 3 7 Park Future CIP CIP 270

Twelve Bridges 
Park

Curb Ramps
Path from 
Parking

4500

The top of the ramp landing is not level and exceeds a 2% slope. 

A level landing 48 inches deep shall be provided at the upper end of each ramp over its full width to permit safe egress from the ramp surface. The slope of the 
landing in all directions shall be 1:48 maximum.

14 3 7 Park Future CIP CIP 270

Twelve Bridges 
Park

Curb Ramps
Path from 
Parking

4500

The detectable warning is missing at the curb ramp.

Detectable warnings at curb ramps shall extend the full width of the ramp run less 2 inches maximum on each side, excluding any flared sides and 36 inches in the 
direction of travel.

15 3 7 Park Future CIP CIP 270

Carnegie Library
Ramps - (Not a 
Curb Ramp)

Path from 
Public Way

1500

The handrail does not extend past the ramp.

Handrails must be between 34 inches and 38 inches above the ramp surface, must extend beyond the top and bottom of the ramp 12 inches horizontally, be parallel 
to the floor or ground surface and be in the same direction as he ramp runs. The 12 inches must be level and does not include the radius at the top of round 
handrails. Extensions shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent ramp run.

10 5 12 Building Future CIP CIP 244

Carnegie Library
Ramps - (Not a 
Curb Ramp)

Path from 
Public Way

1500

The ramp does not have compliant handrails.

Handrails are required on both sides of all surfaces that are sloped greater than 5 percent (1:20). Handrails must be between 34 inches and 38 inches above the 
ramp surface, must extend beyond the top and bottom of the ramp 12 inches and be parallel to the floor or ground surface. The diameter of the handrails must be 
between 1 inches and 2 inches in cross-sectional nominal dimension for circular handrails and handrail gripping surfaces with a non-circular cross section shall have 
a perimeter dimension of 4 inches minimum and 6 inches maximum, and a cross-section dimension of 2 inches maximum. The clear space between handrails and 
walls must 1-1/2 inches minimum.

4 5 12 Building Future CIP CIP 244

Carnegie Library
Ramps - (Not a 
Curb Ramp)

Path from 
Public Way

1500

The ramp does not have compliant handrails.

Handrails are required on both sides of all surfaces that are sloped greater than 5 percent (1:20). Handrails must be between 34 inches and 38 inches above the 
ramp surface, must extend beyond the top and bottom of the ramp 12 inches and be parallel to the floor or ground surface. The diameter of the handrails must be 
between 1 inches and 2 inches in cross-sectional nominal dimension for circular handrails and handrail gripping surfaces with a non-circular cross section shall have 
a perimeter dimension of 4 inches minimum and 6 inches maximum, and a cross-section dimension of 2 inches maximum. The clear space between handrails and 
walls must 1-1/2 inches minimum.

12 5 12 Building Future CIP CIP 244

Carnegie Library
Ramps - (Not a 
Curb Ramp)

Path from 
Public Way

6500
The bottom landing does not provide the minimum area required.

The bottom landings shall extend 72 inches minimum in the direction of ramp run and shall be at least as wide as the widest ramp run leading to the landing.
8 5 12 Building Future CIP CIP 244

Lincoln Airport
Ramps - (Not a 
Curb Ramp)

Main Entrance 6500
The bottom landing does not provide the minimum area required.

The bottom landings shall extend 72 inches minimum in the direction of ramp run and shall be at least as wide as the widest ramp run leading to the landing.
18 5 7 Building Future CIP CIP 750
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Lincoln Airport
Ramps - (Not a 
Curb Ramp)

Main Entrance 4500

The handrail extension is not a minimum 12 inches.

Handrails must be between 34 inches and 38 inches above the ramp surface, must extend beyond the top and bottom of the ramp 12 inches horizontally, be parallel 
to the floor or ground surface and be in the same direction as he ramp runs. The 12 inches must be level and does not include the radius at the top of round 
handrails. Extensions shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent ramp run.

19 5 7 Building Future CIP CIP 750

Lincoln Airport
Ramps - (Not a 
Curb Ramp)

Pilots Lounge 
Entrance

1500

The handrail does not extend horizontally.

Ramp handrails shall extend horizontally above the landing for 12 inches minimum beyond the top and bottom of ramp runs. Extensions shall return to a wall, 
guard, or the landing surface, or shall be continuous to the handrail of an adjacent ramp run.

25 5 7 Building Future CIP CIP 750

Lincoln Airport
Ramps - (Not a 
Curb Ramp)

Pilots Lounge 
Entrance

4500

The handrail extension is not a minimum 12 inches.

Handrails must be between 34 inches and 38 inches above the ramp surface, must extend beyond the top and bottom of the ramp 12 inches horizontally, be parallel 
to the floor or ground surface and be in the same direction as he ramp runs. The 12 inches must be level and does not include the radius at the top of round 
handrails. Extensions shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent ramp run.

27 5 7 Building Future CIP CIP 750

Lincoln Airport
Ramps - (Not a 
Curb Ramp)

Pilots Lounge 
Entrance

6500
The landing at the bottom of the ramp has a slope greater than 2%.

Bottom  landings  shall have a dimension in the direction of ramp run of not less than 72 inches and have a slope of less than 2% in any direction.
28 5 7 Building Future CIP CIP 750

Lincoln Airport
Ramps - (Not a 
Curb Ramp)

Pilots Lounge 
Entrance

6500
The ramps slope exceeds the maximum running slope (direction of travel) allowable of 8.33%.  

Ramps should have the least possible slope but in no case more than 8.3% (1:12).
30 5 7 Building Future CIP CIP 750

Markham Park
Ramps - (Not a 
Curb Ramp)

Play Area 1500

The accessible route of travel exceeds 5% and therefore must be considered a ramp. 

Where the slope is greater than one unit vertical in 20 units horizontal (5-percent slope), ramps shall be used. Ramps shall have handrails and wheel guides on both 
sides.

28 5 8 Park Future CIP CIP 270

Markham Park
Ramps - (Not a 
Curb Ramp)

Play Area 4500

The accessible route of travel exceeds 5% and therefore must be considered a ramp. 

Where the slope is greater than one unit vertical in 20 units horizontal (5-percent slope), ramps shall be used. Ramps shall have handrails and wheel guides on both 
sides.

32 5 8 Park Future CIP CIP 270

1911 Foskett 
Regional Park

Doors
Play Area 
Men's 
Restroom

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

1 6 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Doors
Baseball Field 
Women's 
Restroom 1

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

8 6 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Doors
Baseball Field 
Family 
Restroom 1

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

12 6 1 Park Future CIP
Public 

Services
270
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1911 Foskett 
Regional Park

Doors
Baseball Field 
Family 
Restroom 2

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

18 6 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Doors
Baseball Field 
Men's 
Restroom 2

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

25 6 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Doors
Baseball Field 
Men's 
Restroom 2

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

26 6 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Doors
Baseball Field 
Women's 
Restroom 2

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

34 6 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Doors
Baseball Field 
Women's 
Restroom 2

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

35 6 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Doors
Baseball Field 
Men's 
Restroom 1

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

41 6 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Doors
Play Area 
Women's 
Restroom

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

66 6 1 Park Future CIP
Public 

Services
270

Carnegie Library Doors
Path from 
Public Way

??

The landing at the entrance doors is not long enough in the direction of travel.

Exterior doors with a front approach must have a landing on the pull side that is a minimum of 60 inches in depth perpendicular to the doors in a close position. The 
entire landing must be free of obstructions and must be flat (2% max. slope is considered flat in any direction).

11 6 12 Building Future CIP CIP 244

Carnegie Library Doors Upstairs 1500

The door is equipped with spring hinges and returns to a closed position too quickly.

Doors and gates with spring hinges shall be adjusted so that from an open position of 70 degrees, the door shall move to the closed position in 1.5 seconds 
minimum.

24 6 12 Building Future CIP
Public 

Services
244



Barrier Removal Schedule by Fiscal Year

Barrier Removal Schedule by Fiscal Year 106 of 212

Evaluation 
Title/CIP#

Group
AreaDescriptio

n

Budget 
High/ 

Project 
Budget

Finding/Project Description
Finding 
Number

Barrier 
Priority

Facility 
Priority

Facility Type
FY 

Implementati
on

CIP / Public 
Services

Fund Completed

Carnegie Library Doors Restroom 150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

38 6 12 Building Future CIP
Public 

Services
244

Carnegie Library Doors Upstairs 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

16 6 12 Building Future CIP
Public 

Services
244

Carnegie Library Doors Upstairs 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

19 6 12 Building Future CIP
Public 

Services
244

Carnegie Library Doors Upstairs 1500

The threshold is greater than 1/2 inch high.

The threshold at a doorway shall be no higher than 1/2 inch. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. I/4 inch is the maximum 
vertical rise.

18 6 12 Building Future CIP CIP 244

Carnegie Library Doors Upstairs 1500

The threshold is greater than 1/2 inch high.

The threshold at a doorway shall be no higher than 1/2 inch. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. I/4 inch is the maximum 
vertical rise.

26 6 12 Building Future CIP CIP 244

Carnegie Library Doors Downstairs 4500

The door is equipped with both a closer and a latch and there is no latch side clearance. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

29 6 12 Building Future CIP CIP 244

Carnegie Library Doors Downstairs 6500

The landing on the pull side of the door does not extend beyond the latch side of the door.

Landings for exterior doors on the pull side must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. The width of 
the landing must be as wide as the door plus an additional 24 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any direction) and 
clear of obstructions.

35 6 12 Building Future CIP CIP 244

Carnegie Library Doors Restroom 100

The door is equipped with both a closer and a latch and the latch side clearance is obstructed. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

42 6 12 Building Future CIP
Public 

Services
244

Carnegie Library Doors Upstairs 1500

The threshold is greater than 1/2 inch high.

The threshold at a doorway shall be no higher than 1/2 inch. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. I/4 inch is the maximum 
vertical rise.

20 6 12 Building Future CIP CIP 244

Carnegie Library Doors Downstairs 4500

The vision light panels (glazing/window) are mounted too high.

Doors, gates, and side lights adjacent to doors or gates, containing one or more glazing panels that permit viewing through the panels shall have the bottom of at 
least one glazed panel located 43 inches maximum above the finish floor.

27 6 12 Building Future CIP CIP 244
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Carnegie Library Doors Restroom 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

40 6 12 Building Future CIP
Public 

Services
244

Carnegie Library Doors Downstairs 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

34 6 12 Building Future CIP
Public 

Services
244

Carnegie Library Doors Upstairs 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

22 6 12 Building Future CIP
Public 

Services
244

Carnegie Library Doors Restroom 1500

The landing at the door is obstructed.

Landings for interior doors on the pull side with a front approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction 
of travel. The width of the landing must be as wide as the door plus an additional 18 inches on the latch side. This latch side clearance must also be flat (2% max. 
slope in any direction) and clear of obstructions.

44 6 12 Building Future CIP CIP 244

Carnegie Library Doors Downstairs 1500

The threshold is greater than 1/2 inch high.

The threshold at a doorway shall be no higher than 1/2 inch. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. I/4 inch is the maximum 
vertical rise.

28 6 12 Building Future CIP CIP 244

Joiner Park Doors
Women's 
Restroom

6500

The landing on the pull side of the door is obstructed. 

Landings for doors on the pull side with a latch approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. 
The width of the landing must be as wide as the door plus an additional 24 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any 
direction) and clear of obstructions.

93 6 6 Park Future CIP CIP 270

Joiner Park Doors
Men's 
Restroom

6500

The landing on the pull side of the door is obstructed. 

Landings for doors on the pull side with a latch approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. 
The width of the landing must be as wide as the door plus an additional 24 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any 
direction) and clear of obstructions.

126 6 6 Park Future CIP CIP 270

Lincoln Airport Doors Main Entrance 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

20 6 7 Building Future CIP
Public 

Services
750

Lincoln Airport Doors Main Entrance 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

21 6 7 Building Future CIP
Public 

Services
750

Lincoln Airport Doors Main Entrance 100

The door is equipped with both a closer and a latch and the latch side clearance is obstructed. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

22 6 7 Building Future CIP
Public 

Services
750

Lincoln Airport Doors
Pilots Lounge 
Entrance

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

24 6 7 Building Future CIP
Public 

Services
750
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Lincoln Airport Doors
Pilots Lounge 
Entrance

4500

The vision light panels (glazing/window) are mounted too high.

Doors, gates, and side lights adjacent to doors or gates, containing one or more glazing panels that permit viewing through the panels shall have the bottom of at 
least one glazed panel located 43 inches maximum above the finish floor.

35 6 7 Building Future CIP CIP 750

Lincoln Airport Doors
Pilots Lounge 
Entrance

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

36 6 7 Building Future CIP
Public 

Services
750

Lincoln Airport Doors
Fuel and 
Airport Services

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

54 6 7 Building Future CIP
Public 

Services
750

Lincoln Airport Doors
Fuel and 
Airport Services

6500

The landing at the door does is not compliant. 

Landings for doors on the push side approached from the front must be  flat (2% max. slope in any direction) and have a minimum length of 48 inches in the 
direction of travel.

58 6 7 Building Future CIP CIP 750

Lincoln Airport Doors
Fuel and 
Airport Services

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

62 6 7 Building Future CIP
Public 

Services
750

Lincoln Airport Doors
Fuel and 
Airport Services

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

64 6 7 Building Future CIP
Public 

Services
750

Lincoln Airport Doors
Fuel and 
Airport Services

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

67 6 7 Building Future CIP
Public 

Services
750

Markham Park Doors
Unisex 
Restroom

150
The force required to operate the door hardware exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
44 6 8 Park Future CIP

Public 
Services

270

Markham Park Doors
Unisex 
Restroom

6500

The landing at the entrance door exceeds 2% slope.

Exterior doors must have a landing on the pull side that is a minimum of 60 inches in depth perpendicular to the door in a close position by a minimum width 
dimension of 24 inches plus the door width. The additional 24 inches must extend past the door on the latch side. The entire landing must be free of obstructions 
and must be flat (2% max. slope is considered flat in any direction).

43 6 8 Park Future CIP CIP 270

McBean Park Doors
Path from 
Public Way

6500

The landing at the entrance door exceeds 2% slope.

Exterior doors must have a landing on the pull side that is a minimum of 60 inches in depth perpendicular to the door in a close position by a minimum width 
dimension of 24 inches plus the door width. The additional 24 inches must extend past the door on the latch side. The entire landing must be free of obstructions 
and must be flat (2% max. slope is considered flat in any direction).

15 6 2 Park Future CIP CIP 270

McBean Park Doors
Path from 
Public Way

1500

The opening hardware is mounted too high.

Hand-activated door opening hardware, handles, pulls, latches, locks, and other operating devices on accessible doors shall have a shape that is easy to grasp with 
one hand and does not require tight grasping, tight pinching or twisting of the wrist to operate. Hardware shall be centered between 34 inches and 44 inches above 
the floor. Latching and locking doors that are hand-activated and which are in a path of travel shall be operable by lever-type hardware, panic bars, push-pull 
activating bars, U-shaped handles or other hardware designed to provide passage.

16 6 2 Park Future CIP CIP 270
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McBean Park Doors
Basketball 
Court

6500

The landing at the entrance door exceeds 2% slope.

Exterior doors must have a landing on the pull side that is a minimum of 60 inches in depth perpendicular to the door in a close position by a minimum width 
dimension of 24 inches plus the door width. The additional 24 inches must extend past the door on the latch side. The entire landing must be free of obstructions 
and must be flat (2% max. slope is considered flat in any direction).

40 6 2 Park Future CIP CIP 270

McBean Park Doors
Basketball 
Court

1500

The opening hardware is mounted too high.

Hand-activated door opening hardware, handles, pulls, latches, locks, and other operating devices on accessible doors shall have a shape that is easy to grasp with 
one hand and does not require tight grasping, tight pinching or twisting of the wrist to operate. Hardware shall be centered between 34 inches and 44 inches above 
the floor. Latching and locking doors that are hand-activated and which are in a path of travel shall be operable by lever-type hardware, panic bars, push-pull 
activating bars, U-shaped handles or other hardware designed to provide passage.

41 6 2 Park Future CIP CIP 270

McBean Park Doors
Play Area 
Men's 
Restroom

100

The landing perpendicular to the door is not wide enough.

Landings at doors on the push side that are approached from the latch side and equipped with a closer must be 48 inches perpendicular to the door and the area 
adjacent to the latch side and in the same plane as the door must be unobstructed for a distance of 24 inches.

81 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors
Play Area 
Women's 
Restroom

100

The landing perpendicular to the door is not wide enough.

Landings at doors on the push side that are approached from the latch side and equipped with a closer must be 48 inches perpendicular to the door and the area 
adjacent to the latch side and in the same plane as the door must be unobstructed for a distance of 24 inches.

90 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors
Pool Main 
Entrance / 
Main Lobby

6500

The landing on the pull side of the door does not extend beyond the latch side of the door.

Landings for exterior doors on the pull side must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. The width of 
the landing must be as wide as the door plus an additional 24 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any direction) and 
clear of obstructions.

142 6 2 Park Future CIP CIP 270

McBean Park Doors
Pool Main 
Entrance / 
Main Lobby

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

144 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors
Pool Main 
Entrance / 
Main Lobby

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

147 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors
Pool Main 
Entrance / 
Main Lobby

6500
The landing at the door exceeds 2% slope.

Landings must be generally flat with a 2% maximum slope in any direction over the entire landing surface. The landing must be clear of obstructions.
148 6 2 Park Future CIP CIP 270

McBean Park Doors Pool Snack Bar 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

153 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors Pool Snack Bar 6500

The landing at the entrance door exceeds 2% slope.

Exterior doors must have a landing on the pull side that is a minimum of 60 inches in depth perpendicular to the door in a close position by a minimum width 
dimension of 24 inches plus the door width. The additional 24 inches must extend past the door on the latch side. The entire landing must be free of obstructions 
and must be flat (2% max. slope is considered flat in any direction).

154 6 2 Park Future CIP CIP 270
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McBean Park Doors Pool Snack Bar 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

157 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors Pool Snack Bar 9500

The door is equipped with both a closer and a latch and is recessed on the latch side greater than 8 inches deep. There is no latch side clearance within the alcove. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches in the same plane as the door on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

158 6 2 Park Future CIP CIP 270

McBean Park Doors Pool Area 1500

The door is equipped with spring hinges and returns to a closed position too quickly.

Doors and gates with spring hinges shall be adjusted so that from an open position of 70 degrees, the door shall move to the closed position in 1.5 seconds 
minimum.

165 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors
Pool - Boy's 
Restroom

6500
The landing at the door exceeds 2% slope.

Landings must be generally flat with a 2% maximum slope in any direction over the entire landing surface. The landing must be clear of obstructions.
171 6 2 Park Future CIP CIP 270

McBean Park Doors
Pool - Boy's 
Restroom

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

175 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors
Pool - Boy's 
Restroom

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

177 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors
Pool - Boy's 
Restroom

6500

The landing at the door is not compliant. 

Landings for doors on the push side approached from the hinge side must be  flat (2% max. slope in any direction) have a minimum length of 44 inches 
perpendicular to the door in a closed position and extend 22 inches minimum on the hinge side.

182 6 2 Park Future CIP CIP 270

McBean Park Doors
Pool - Girl's 
Restroom

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

187 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors
Pool - Girl's 
Restroom

6500

The landing perpendicular to the door is not wide enough.

Landings at doors on the push side that are approached from the latch side and equipped with a closer must be 48 inches perpendicular to the door and the area 
adjacent to the latch side and in the same plane as the door must be unobstructed for a distance of 24 inches.

189 6 2 Park Future CIP CIP 270

McBean Park Doors
Pool - Boy's 
Restroom 2

6500

The landing on the pull side of the exterior door is obstructed. 

Exterior doors with a front approach must have a landing on the pull side that is a minimum of 60 inches in depth perpendicular to the door in a close position by a 
minimum width dimension of 18 inches plus the door width. The additional 18 inches must extend past the door on the latch side. The entire landing must be free of 
obstructions and must be flat (2% max. slope is considered flat in any direction).

203 6 2 Park Future CIP CIP 270

McBean Park Doors
Pool - Boy's 
Restroom 2

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

204 6 2 Park Future CIP
Public 

Services
270
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McBean Park Doors
Pool - Boy's 
Restroom 2

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

205 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors
Pool - Girl's 
Restroom 2

6500

The landing on the pull side of the exterior door is obstructed. 

Exterior doors with a front approach must have a landing on the pull side that is a minimum of 60 inches in depth perpendicular to the door in a close position by a 
minimum width dimension of 18 inches plus the door width. The additional 18 inches must extend past the door on the latch side. The entire landing must be free of 
obstructions and must be flat (2% max. slope is considered flat in any direction).

210 6 2 Park Future CIP CIP 270

McBean Park Doors
Pool - Girl's 
Restroom 2

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

211 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors
Pool - Girl's 
Restroom 2

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

212 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors
Pavilion 
Women's 
Restroom

4500

The door is equipped with both a closer and a latch and there is no latch side clearance. 

Landings for doors on the push side equipped with both a closer and latch must 48 inches minimum in depth. The width of the landing must be as wide as the door 
plus an additional 12 inches on the latch side. The landing must be flat (2% max. slope in any direction) and clear of obstructions.

225 6 2 Park Future CIP CIP 270

McBean Park Doors
Pavilion 
Women's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

226 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors
Pavilion 
Women's 
Restroom

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

227 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors
Pavilion 
Women's 
Restroom

6500

The landing on the pull side of the door is not long enough in the direction of travel. 

Landings for interior doors on the pull side must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. The width of 
the landing must be as wide as the door plus an additional 18 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any direction) and 
clear of obstructions.

232 6 2 Park Future CIP CIP 270

McBean Park Doors
Pavilion Men's 
Restroom

150

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door or gate shall move to the closed position in 1.5 seconds 
minimum.

242 6 2 Park Future CIP
Public 

Services
270
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McBean Park Doors
Pavilion Men's 
Restroom

6500

The landing on the pull side of the door is not long enough in the direction of travel. 

Landings for interior doors on the pull side must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. The width of 
the landing must be as wide as the door plus an additional 18 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any direction) and 
clear of obstructions.

244 6 2 Park Future CIP CIP 270

McBean Park Doors Pavilion 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

256 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors Pavilion 1500

The threshold is greater than 1/2 inch high.

The threshold at a doorway shall be no higher than 1/2 inch. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. I/4 inch is the maximum 
vertical rise.

260 6 2 Park Future CIP CIP 270

McBean Park Doors Pavilion 2500
All automatic and power-assisted doors must comply with Builders Hardware Manufacturers' Association A156.10 or low energy operated doors complying with 
BHMA A156.19.

261 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors Pavilion 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

266 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors Pavilion 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

267 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors Pavilion 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

269 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors Pavilion 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

270 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors Pavilion 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

272 6 2 Park Future CIP
Public 

Services
270

McBean Park Doors Pavilion 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

273 6 2 Park Future CIP
Public 

Services
270
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Peter Singer Park Doors
Men's 
Restroom

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

43 6 4 Park Future CIP
Public 

Services
270

Peter Singer Park Doors
Men's 
Restroom

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

44 6 4 Park Future CIP
Public 

Services
270

Peter Singer Park Doors
Women's 
Restroom

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

56 6 4 Park Future CIP
Public 

Services
270

Police Activities 
League Building

Doors
Path from 
Public Way

6500

The landing at the door is not compliant. 

Landings for doors on the push side approached from the hinge side must be  flat (2% max. slope in any direction) have a minimum length of 44 inches 
perpendicular to the door in a closed position and extend 22 inches minimum on the hinge side.

6 6 11 Building Future CIP 540
Not 

Applicable

Police Activities 
League Building

Doors Garage 1500

The threshold is greater than 1/2 inch high.

The threshold at a doorway shall be no higher than 1/2 inch. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. I/4 inch is the maximum 
vertical rise.

18 6 11 Building Future CIP 540
Not 

Applicable

Police Activities 
League Building

Doors Garage 150

The door operating hardware is not accessible.

Hand-activated door opening hardware, handles, pulls, latches, locks, and other operating devices on accessible doors shall have a shape that is easy to grasp with 
one hand and does not require tight grasping, tight pinching or twisting of the wrist to operate. Hardware shall be centered between 34 inches and 44 inches above 
the floor.

19 6 11 Building Future CIP 540
Not 

Applicable

Police Activities 
League Building

Doors Garage 1500

The door operating hardware is not located within the compliant range.

Hand-activated door opening hardware, handles, pulls, latches, locks, and other operating devices on accessible doors shall have a shape that is easy to grasp with 
one hand and does not require tight grasping, tight pinching or twisting of the wrist to operate. Hardware shall be centered between 34 inches and 44 inches above 
the floor.

20 6 11 Building Future CIP 540
Not 

Applicable

Police Activities 
League Building

Doors Side Entrance 250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

53 6 11 Building Future CIP ?? 540
Not 

Applicable

Police Activities 
League Building

Doors Side Entrance 150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

56 6 11 Building Future CIP ?? 540
Not 

Applicable

Twelve Bridges 
Park

Doors
Women's 
Restroom

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

17 6 7 Park Future CIP
Public 

Services
270
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Twelve Bridges 
Park

Doors
Women's 
Restroom

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

18 6 7 Park Future CIP
Public 

Services
270

Twelve Bridges 
Park

Doors
Women's 
Restroom

100

The landing on the pull side of the door is obstructed. 

Landings for doors on the pull side with a latch approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. 
The width of the landing must be as wide as the door plus an additional 24 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any 
direction) and clear of obstructions.

19 6 7 Park Future CIP
Public 

Services
270

Twelve Bridges 
Park

Doors
Men's 
Restroom

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

27 6 7 Park Future CIP
Public 

Services
270

Twelve Bridges 
Park

Doors
Men's 
Restroom

4500

The door does not open at least 90 degrees.

Door openings shall provide a clear width of 32 inches minimum. Clear openings of doorways with swinging doors shall be measured between the face of the door 
and the stop, with the door open 90 degrees. There shall be no projections into the required clear opening width lower than 34 inches above the finish floor or 
ground. Projections into the clear opening width between 34 inches and 80 inches above the finish floor or ground shall not exceed 4 inches.

28 6 7 Park Future CIP CIP 270

Twelve Bridges 
Park

Doors
Men's 
Restroom

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

29 6 7 Park Future CIP
Public 

Services
270

Twelve Bridges 
Park

Doors
Men's 
Restroom

100

The landing on the pull side of the door is obstructed. 

Landings for doors on the pull side with a latch approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. 
The width of the landing must be as wide as the door plus an additional 24 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any 
direction) and clear of obstructions.

30 6 7 Park Future CIP
Public 

Services
270

Wilson Park Doors
Boy's Restroom 
Play Area

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

17 6 3 Park Future CIP
Public 

Services
270

Wilson Park Doors
Boy's Restroom 
Play Area

6500

The landing on the pull side of the door is obstructed. 

Landings for doors on the pull side with a latch approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. 
The width of the landing must be as wide as the door plus an additional 24 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any 
direction) and clear of obstructions.

18 6 3 Park Future CIP CIP 270

Wilson Park Doors
Girl's Restroom 
Play Area

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

30 6 3 Park Future CIP
Public 

Services
270

Wilson Park Doors
Girl's Restroom 
Play Area

100

The landing on the pull side of the door is obstructed. 

Landings for doors on the pull side with a latch approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. 
The width of the landing must be as wide as the door plus an additional 24 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any 
direction) and clear of obstructions.

31 6 3 Park Future CIP
Public 

Services
270
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Wilson Park Doors
Boy's Restroom 
Baseball Field

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

42 6 3 Park Future CIP
Public 

Services
270

Wilson Park Doors
Boy's Restroom 
Baseball Field

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

43 6 3 Park Future CIP
Public 

Services
270

Wilson Park Doors
Boy's Restroom 
Baseball Field

6500

The landing on the pull side of the door is obstructed. 

Landings for doors on the pull side with a latch approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. 
The width of the landing must be as wide as the door plus an additional 24 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any 
direction) and clear of obstructions.

44 6 3 Park Future CIP CIP 270

Wilson Park Doors
Girl's Restroom 
Baseball Field

250

The door exceeds the maximum force to open. 

Doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the door or gate in a closed position. Door closers and 
gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the latch is 5 
seconds minimum.

57 6 3 Park Future CIP
Public 

Services
270

Wilson Park Doors
Girl's Restroom 
Baseball Field

150

The door is equipped with a door closer and returns to a closed position too quickly.

Door closers and gate closers shall be adjusted so that from an open position of 90 degrees, the time required to move the door to a position of 12 degrees from the 
latch is 5 seconds minimum.

58 6 3 Park Future CIP
Public 

Services
270

Wilson Park Doors
Girl's Restroom 
Baseball Field

4500

The door does not open at least 90 degrees.

Door openings shall provide a clear width of 32 inches minimum. Clear openings of doorways with swinging doors shall be measured between the face of the door 
and the stop, with the door open 90 degrees. There shall be no projections into the required clear opening width lower than 34 inches above the finish floor or 
ground. Projections into the clear opening width between 34 inches and 80 inches above the finish floor or ground shall not exceed 4 inches.

59 6 3 Park Future CIP CIP 270

Wilson Park Doors
Girl's Restroom 
Baseball Field

6500

The landing on the pull side of the door is obstructed. 

Landings for doors on the pull side with a latch approach must be flat (2% max. slope in any direction) for a minimum distance of 60 inches in the direction of travel. 
The width of the landing must be as wide as the door plus an additional 24 inches on the latch side. This latch side clearance must also be flat (2% max. slope in any 
direction) and clear of obstructions.

60 6 3 Park Future CIP CIP 270

City Hall Elevators & Lifts Main Lobby 0

The elevator has not been determined to comply with the emergency operation and signaling device requirements of the California Code of Regulations, Title 8, 
Division 1, Chapter 4, Subchapter 6, Elevator Safety Orders.

We recommend that the property owner engage a certified elevator installer to ensure compliance with this part of the California Code of Regulations.

26 7 1 Building Future CIP
Public 

Services
540

City Hall Elevators & Lifts Main Lobby 0

The elevator visible signal is located correctly.

The visible signal for each direction shall be a minimum of 2-1/2 inches high and visible from the proximity of the hall call button.  The centerline of the fixture shall 
be located a minimum of 72 inches above the lobby floor.  The use of in-car lanterns, located in or on the car doorjambs, visible from the proximity of the hall call 
buttons and conforming to the above requirements, shall be acceptable.  The use of arrow shapes is preferred for visible signals.

27 7 1 Building Future CIP
Public 

Services
540

City Hall Elevators & Lifts Main Lobby 0

Elevator door reopening device does not remain in effect long enough.

This reopening device shall also be capable of sensing an object or person in the path of a closing door without requiring contact for activation at a nominal 5 inches 
and 29 inches above the floor. The devices shall remain effective for 20 seconds minimum.

28 7 1 Building Future CIP
Public 

Services
540

City Hall Elevators & Lifts Main Lobby 0
The gap/clearance between the elevator car and hoistway is too wide.

The clearance between the car platform sill and the edge of any hoistway landing shall be 1 1/4 inch maximum.
29 7 1 Building Future CIP

Public 
Services

540



Barrier Removal Schedule by Fiscal Year

Barrier Removal Schedule by Fiscal Year 116 of 212

Evaluation 
Title/CIP#

Group
AreaDescriptio

n

Budget 
High/ 

Project 
Budget

Finding/Project Description
Finding 
Number

Barrier 
Priority

Facility 
Priority

Facility Type
FY 

Implementati
on

CIP / Public 
Services

Fund Completed

City Hall Elevators & Lifts Main Lobby 0

The support rail structural strength has not been tested.

Allowable stresses shall not be exceeded for materials used when a vertical or horizontal force of 250 pounds is applied at any point on the support rail, fastener, 
mounting device, or supporting structure.

30 7 1 Building Future CIP
Public 

Services
540

City Hall Elevators & Lifts Main Lobby 0
The emergency control buttons are installed to low.

Emergency control buttons shall have their centerlines 35 inches minimum above the finish floor.
31 7 1 Building Future CIP

Public 
Services

540

Community 
Center

Elevators & Lifts Gymnasium 0
The platform lift does not appear to have been provided with the required standby power. Contact the platform manufacture or vender to ensure the platform lift is 
in compliance with the required standby power requirements.

86 7 2 Building Future CIP
Public 

Services
540

1911 Foskett 
Regional Park

Restrooms
Play Area 
Men's 
Restroom

1500
The soap dispenser is mounted too high. 

Dispensers must have all operable parts a maximum of 40 inches above the floor.
2 8 1 Park Future CIP

Public 
Services

270

1911 Foskett 
Regional Park

Restrooms
Play Area 
Men's 
Restroom

4500

The apron at the sink projects too low to the floor.

The vertical clearance measured from the bottom of the apron or the outside bottom edge of the lavatory must be 29 inches reducing to 27 inches at a point located 
8 inches back from the front edge.

3 8 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Restrooms
Play Area 
Men's 
Restroom

1500
The (XX) dispenser's operation mechanism is too high off the floor. 

Dispensers in restrooms must have operable parts a maximum of 40 inches above the floor.
5 8 1 Park Future CIP

Public 
Services

270

1911 Foskett 
Regional Park

Restrooms
Play Area 
Men's 
Restroom

150
The coat hook is installed greater than 48 inches above the finished floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above the finished floor.
7 8 1 Park Future CIP

Public 
Services

270

1911 Foskett 
Regional Park

Restrooms
Baseball Field 
Women's 
Restroom 1

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

9 8 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Restrooms
Baseball Field 
Women's 
Restroom 1

1500
The (XX) dispenser's operation mechanism is too high off the floor. 

Dispensers in restrooms must have operable parts a maximum of 40 inches above the floor.
10 8 1 Park Future CIP

Public 
Services

270

1911 Foskett 
Regional Park

Restrooms
Baseball Field 
Family 
Restroom 1

4500

The top rim of the lavatory is too high.

All lavatories that are designated to be accessible shall be a minimum 17 inches in horizontal depth and mounted with the rim or counter edge no higher than 34 
inches above the finished floor.

13 8 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Restrooms
Baseball Field 
Family 
Restroom 1

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

14 8 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Restrooms
Baseball Field 
Family 
Restroom 1

1500
The (XX) dispenser's operation mechanism is too high off the floor. 

Dispensers in restrooms must have operable parts a maximum of 40 inches above the floor.
15 8 1 Park Future CIP

Public 
Services

270

1911 Foskett 
Regional Park

Restrooms
Baseball Field 
Family 
Restroom 1

1500

The side grab bar does not extend far enough from the rear wall.

The side grab bar must extend at least 54 inches minimum beyond the rear wall and start a maximum of 12 inches from the rear wall. The front end must be 24 
inches minimum in front of the toilet. A 42 inch grab bar installed the maximum distance from the rear wall (12 inches) will leave the leading end 54 inches from the 
rear wall and 24 inches in front of the toilet. Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor 
measured to the top of the gripping surface.

17 8 1 Park Future CIP
Public 

Services
270
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1911 Foskett 
Regional Park

Restrooms
Baseball Field 
Family 
Restroom 2

4500

The top rim of the lavatory is too high.

All lavatories that are designated to be accessible shall be a minimum 17 inches in horizontal depth and mounted with the rim or counter edge no higher than 34 
inches above the finished floor.

19 8 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Restrooms
Baseball Field 
Family 
Restroom 2

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

20 8 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Restrooms
Baseball Field 
Family 
Restroom 2

1500
The (XX) dispenser's operation mechanism is too high off the floor. 

Dispensers in restrooms must have operable parts a maximum of 40 inches above the floor.
21 8 1 Park Future CIP

Public 
Services

270

1911 Foskett 
Regional Park

Restrooms
Baseball Field 
Family 
Restroom 2

1500

The side grab bar does not extend far enough from the rear wall.

The side grab bar must extend at least 54 inches minimum beyond the rear wall and start a maximum of 12 inches from the rear wall. The front end must be 24 
inches minimum in front of the toilet. A 42 inch grab bar installed the maximum distance from the rear wall (12 inches) will leave the leading end 54 inches from the 
rear wall and 24 inches in front of the toilet. Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor 
measured to the top of the gripping surface.

23 8 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Restrooms
Baseball Field 
Men's 
Restroom 2

150

The door to the men's room is missing the required door sign.

Men's restrooms must be identified by an equilateral triangle 1/4 inch thick with edges 12 inches long. Edges of signs shall be rounded, chamfered or eased. Corners 
of signs shall have a minimum radius of 1/4 inch. The symbol shall be mounted at 58 inches minimum and 60 inches maximum above the finish floor or ground 
surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch of the vertical centerline of the door.

24 8 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Restrooms
Baseball Field 
Men's 
Restroom 2

15000

The floor drain is set too low in the floor which causes a steep slope over 2 percent.  

Changes in level up to 1/4 inch may be vertical and without edge treatment. Changes in level between 1/4 inch and 1/2 inch maximum shall be beveled with a slope 
no greater than one unit vertical in 2 units horizontal (50-percent slope).

27 8 1 Park Future CIP CIP 270

1911 Foskett 
Regional Park

Restrooms
Baseball Field 
Men's 
Restroom 2

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

32 8 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Restrooms
Baseball Field 
Men's 
Restroom 2

150
The coat hook is installed greater than 48 inches above the finished floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above the finished floor.
33 8 1 Park Future CIP

Public 
Services

270

1911 Foskett 
Regional Park

Restrooms
Baseball Field 
Women's 
Restroom 2

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

37 8 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Restrooms
Baseball Field 
Women's 
Restroom 2

1500
The (XX) dispenser's operation mechanism is too high off the floor. 

Dispensers in restrooms must have operable parts a maximum of 40 inches above the floor.
38 8 1 Park Future CIP

Public 
Services

270

1911 Foskett 
Regional Park

Restrooms
Baseball Field 
Women's 
Restroom 2

150
The coat hook is installed greater than 48 inches above the finished floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above the finished floor.
39 8 1 Park Future CIP

Public 
Services

270
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1911 Foskett 
Regional Park

Restrooms
Baseball Field 
Men's 
Restroom 1

1500

The door mounted sign is not located within the height range above the finish floor to the center line of the symbol.

Doorways leading to toilet rooms and bathing rooms shall be identified by a geometric symbol. The symbol shall be mounted at 58 inches minimum and 60 inches 
maximum above the finish floor or ground surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch 
of the vertical centerline of the door.

40 8 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Restrooms
Baseball Field 
Men's 
Restroom 1

25000

The restrooms is not nearly compliant. 

- The restroom does not have the required minimum clear floor space or maneuvering clearances for the toilet. 
- The restroom does not have the required minimum clear floor space or maneuvering clearances for the lavatory.
- The entry door does not contain the required minimum 60 inches maneuvering space on the pull side 
- The entry door encroach into the required clear floor space for fixtures. 
- Door opening pressure was measured at greater than 5 pounds.
- Grab bars are incorrectly installed. 
- Accessories, such as toilet seat covers, paper towel holders, garbage cans, hand dryers and mirrors are either too high or without clear floor space or both.
- The restroom contain floor level changes greater than a 1/2 inch at the floor drains.

42 8 1 Park Future CIP CIP 270

1911 Foskett 
Regional Park

Restrooms
Play Area 
Women's 
Restroom

4500

The apron at the sink projects too low to the floor.

The vertical clearance measured from the bottom of the apron or the outside bottom edge of the lavatory must be 29 inches reducing to 27 inches at a point located 
8 inches back from the front edge.

67 8 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Restrooms
Play Area 
Women's 
Restroom

1500
The soap dispenser is mounted too high. 

Dispensers must have all operable parts a maximum of 40 inches above the floor.
68 8 1 Park Future CIP

Public 
Services

270

1911 Foskett 
Regional Park

Restrooms
Play Area 
Women's 
Restroom

1500
The (XX) dispenser's operation mechanism is too high off the floor. 

Dispensers in restrooms must have operable parts a maximum of 40 inches above the floor.
70 8 1 Park Future CIP

Public 
Services

270

1911 Foskett 
Regional Park

Restrooms
Play Area 
Women's 
Restroom

150
The coat hook is installed greater than 48 inches above the finished floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above the finished floor.
72 8 1 Park Future CIP

Public 
Services

270

Carnegie Library Restrooms Restroom 1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

50 8 12 Building Future CIP
Public 

Services
244

Carnegie Library Restrooms Restroom 1500

The toilet seat cover dispenser is not on an accessible route. 

Toilet seat covers must be on an accessible route. An accessible route of travel is 36 inches wide minimum and provides a 30 inch by 48 inch clear floor space that 
allows a side or forward approach. Dispensers must have all operable parts a maximum of 40 inches above the floor.

54 8 12 Building Future CIP
Public 

Services
244

Carnegie Library Restrooms Restroom 1500

The mirror is mounted too high.

Mirrors must have the bottom edge of the reflecting surface a maximum of 40 inches above the floor if above a sink or counter. Mirrors not located above lavatories 
or countertops shall be installed with the bottom edge of the reflecting surface 35 inches maximum above the finish floor or ground.

49 8 12 Building Future CIP
Public 

Services
244

Carnegie Library Restrooms Restroom 1500
The paper towel dispenser and the soap dispenser are mounted too high. 

Dispensers must have all operable parts a maximum of 40 inches above the floor.
51 8 12 Building Future CIP

Public 
Services

244

Carnegie Library Restrooms Restroom 1500

The side grab bar does not extend far enough from the rear wall.

The side grab bar must extend at least 54 inches minimum beyond the rear wall and start a maximum of 12 inches from the rear wall. The front end must be 24 
inches minimum in front of the toilet. A 42 inch grab bar installed the maximum distance from the rear wall (12 inches) will leave the leading end 54 inches from the 
rear wall and 24 inches in front of the toilet. Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor 
measured to the top of the gripping surface.

55 8 12 Building Future CIP
Public 

Services
244
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Carnegie Library Restrooms Restroom 1500

The side grab bar does not extend far enough past the front of the toilet.

The side grab bar must extend at least 54 inches minimum beyond the rear wall and start a maximum of 12 inches from the rear wall. The front end must be 24 
inches minimum in front of the toilet. A 42 inch grab bar installed the maximum distance from the rear wall (12 inches) will leave the leading end 54 inches from the 
rear wall but may not be 24 inches in front of the toilet depending on how far the toilet is from the rear wall. Grab bars shall be installed in a horizontal position, 33 
inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface.

37 8 12 Building Future CIP
Public 

Services
244

Carnegie Library Restrooms Restroom 1500

The toilet seat cover dispenser is mounted too high.

Dispensers must have operable parts a maximum of 40 inches above the floor. Toilet seat covers must be on an accessible route. An accessible route of travel is 36 
inches wide minimum and provides a 30 inch by 48 inch clear floor space that allows a side or forward approach.

52 8 12 Building Future CIP
Public 

Services
244

City Hall Restrooms
First Floor 
Unisex 
Restroom 1

150

A compliant room identification sign is missing on the strike side of the door. Recommend "All-Gender" as the replacement.

As a result of the enactment of Assembly Bill 1732 (Chapter 818, Statutes of 2016) the following is required effective March 1, 2017: All single-user toilet facilities in 
any business establishment, place of public accommodation, or state or local government agency shall be identified as "all-gender" toilet facilities. â€œSingle-user 
toilet facilityâ€� means a toilet facility with no more than one water closet and one urinal with a locking mechanism controlled by the user. This shall become 

operative on March 1, 2017.

37 8 1 Building Future CIP
Public 

Services
540

City Hall Restrooms
First Floor 
Unisex 
Restroom 1

150

The unisex/all-gender door sign is incorrect.

Unisex sanitary facilities shall be identified by a circle, 1/4 inch thick and 12 inches in diameter with a 1/4 inch thick triangle superimposed on the circle and within 
the 12-inch diameter. The triangle symbol shall contrast with the circle symbol, either light on a dark background or dark on a light background. The circle symbol 
shall contrast with the door, either light on a dark background or dark on a light background. The symbol shall be mounted at 58 inches minimum and 60 inches 
maximum above the finish floor or ground surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch 
of the vertical centerline of the door.

38 8 1 Building Future CIP
Public 

Services
540

City Hall Restrooms
First Floor 
Unisex 
Restroom 1

1500
The soap dispenser is mounted too high. 

Dispensers must have all operable parts a maximum of 40 inches above the floor.
40 8 1 Building Future CIP

Public 
Services

540

City Hall Restrooms
First Floor 
Unisex 
Restroom 1

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

41 8 1 Building Future CIP
Public 

Services
540

City Hall Restrooms
First Floor 
Unisex 
Restroom 2

150

The unisex/all-gender door sign is incorrect.

Unisex sanitary facilities shall be identified by a circle, 1/4 inch thick and 12 inches in diameter with a 1/4 inch thick triangle superimposed on the circle and within 
the 12-inch diameter. The triangle symbol shall contrast with the circle symbol, either light on a dark background or dark on a light background. The circle symbol 
shall contrast with the door, either light on a dark background or dark on a light background. The symbol shall be mounted at 58 inches minimum and 60 inches 
maximum above the finish floor or ground surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch 
of the vertical centerline of the door.

42 8 1 Building Future CIP
Public 

Services
540

City Hall Restrooms
First Floor 
Unisex 
Restroom 2

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

44 8 1 Building Future CIP
Public 

Services
540

City Hall Restrooms
First Floor 
Unisex 
Restroom 2

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

45 8 1 Building Future CIP
Public 

Services
540



Barrier Removal Schedule by Fiscal Year

Barrier Removal Schedule by Fiscal Year 120 of 212

Evaluation 
Title/CIP#

Group
AreaDescriptio

n

Budget 
High/ 

Project 
Budget

Finding/Project Description
Finding 
Number

Barrier 
Priority

Facility 
Priority

Facility Type
FY 

Implementati
on

CIP / Public 
Services

Fund Completed

City Hall Restrooms
Second Floor 
Women's 
Restroom

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

70 8 1 Building Future CIP
Public 

Services
540

City Hall Restrooms
Second Floor 
Men's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

73 8 1 Building Future CIP
Public 

Services
540

City Hall Restrooms
Second Floor 
Men's 
Restroom

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

74 8 1 Building Future CIP
Public 

Services
540

City Hall Restrooms
Third Floor 
Men's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

86 8 1 Building Future CIP
Public 

Services
540

City Hall Restrooms
Third Floor 
Men's 
Restroom

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

87 8 1 Building Future CIP
Public 

Services
540

City Hall Restrooms
Third Floor 
Women's 
Restroom

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

88 8 1 Building Future CIP
Public 

Services
540

City Hall Restrooms
Third Floor 
Women's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

92 8 1 Building Future CIP
Public 

Services
540

City Hall Restrooms
Fourth Floor 
Men's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

122 8 1 Building Future CIP
Public 

Services
540
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City Hall Restrooms
Fourth Floor 
Men's 
Restroom

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

123 8 1 Building Future CIP
Public 

Services
540

City Hall Restrooms
Fourth Floor 
Women's 
Restroom

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

125 8 1 Building Future CIP
Public 

Services
540

City Hall Restrooms
Fourth Floor 
Women's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

129 8 1 Building Future CIP
Public 

Services
540

Civic Center Restrooms
Men's 
Restroom

1500

The mirror is mounted too high.

Mirrors must have the bottom edge of the reflecting surface a maximum of 40 inches above the floor if above a sink or counter. Mirrors not located above lavatories 
or countertops shall be installed with the bottom edge of the reflecting surface 35 inches maximum above the finish floor or ground.

41 8 5 Building Future CIP
Public 

Services
540

Civic Center Restrooms
Men's 
Restroom

1500
The paper towel dispenser's operation mechanism is too high off the floor. 

Dispensers in restrooms must have operable parts a maximum of 40 inches above the floor.
42 8 5 Building Future CIP

Public 
Services

540

Civic Center Restrooms
Men's 
Restroom

6500

The room contains 6 or more fixtures and therefore must have 5% and a minimum of one ambulatory toilet stall.

Where six or more compartments are provided, or where the combination of urinals and water closets totals six or more fixtures within a multiple-accommodation 
toilet room, in addition to the accessible water closet compartment, at least one ambulatory accessible compartment must be provided. The ambulatory accessible 
compartment shall be 35-37 inches wide and 60 inches minimum deep. The door shall not encroach into the required compartment area and must be self closing. 
Grab bars must be installed on both sides.

44 8 5 Building Future CIP CIP 540

Civic Center Restrooms
Men's 
Restroom

4500

The maneuvering space in front of the toilet is noncompliant.

When the compartment has a side-opening, out-swinging door, a minimum 60 inches wide and 60 inches deep maneuvering space shall be provided in front of the 
toilet.

47 8 5 Building Future CIP CIP 540

Civic Center Restrooms
Men's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

48 8 5 Building Future CIP
Public 

Services
540

Civic Center Restrooms
Women's 
Restroom

1500
The paper towel dispenser's operation mechanism is too high off the floor. 

Dispensers in restrooms must have operable parts a maximum of 40 inches above the floor.
53 8 5 Building Future CIP

Public 
Services

540

Civic Center Restrooms
Women's 
Restroom

1500

The mirror is mounted too high.

Mirrors must have the bottom edge of the reflecting surface a maximum of 40 inches above the floor if above a sink or counter. Mirrors not located above lavatories 
or countertops shall be installed with the bottom edge of the reflecting surface 35 inches maximum above the finish floor or ground.

54 8 5 Building Future CIP
Public 

Services
540

Civic Center Restrooms
Women's 
Restroom

1500
The ambulatory compartment is not wide enough.

Ambulatory accessible compartments shall have a depth of 60 inches minimum and a width of 35 inches minimum and 37 inches maximum.
55 8 5 Building Future CIP CIP 540
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Civic Center Restrooms
Women's 
Restroom

1500
The door to the ambulatory compartment swings into the minimum required compartment area.

Toilet compartment doors shall not swing into the minimum required compartment area.
56 8 5 Building Future CIP

Public 
Services

540

Civic Center Restrooms
Women's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

58 8 5 Building Future CIP
Public 

Services
540

Civic Center Restrooms
Women's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

61 8 5 Building Future CIP
Public 

Services
540

Civic Center Restrooms
Women's 
Restroom

150
The coat hook is installed greater than 48 inches above the finished floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above the finished floor.
62 8 5 Building Future CIP

Public 
Services

540

Community 
Center

Restrooms
Men's 
Restroom

15000

The floor drain is set too low in the floor which causes a steep slope over 2 percent.  

Changes in level up to 1/4 inch may be vertical and without edge treatment. Changes in level between 1/4 inch and 1/2 inch maximum shall be beveled with a slope 
no greater than one unit vertical in 2 units horizontal (50-percent slope).

40 8 2 Building Future CIP CIP 540

Community 
Center

Restrooms
Men's 
Restroom

6500

The room contains 6 or more fixtures and therefore must have 5% and a minimum of one ambulatory toilet stall.

Where six or more compartments are provided, or where the combination of urinals and water closets totals six or more fixtures within a multiple-accommodation 
toilet room, in addition to the accessible water closet compartment, at least one ambulatory accessible compartment must be provided. The ambulatory accessible 
compartment shall be 35-37 inches wide and 60 inches minimum deep. The door shall not encroach into the required compartment area and must be self closing. 
Grab bars must be installed on both sides.

41 8 2 Building Future CIP CIP 540

Community 
Center

Restrooms
Men's 
Restroom

1500

The side grab bar does not extend far enough from the rear wall.

The side grab bar must extend at least 54 inches minimum beyond the rear wall and start a maximum of 12 inches from the rear wall. The front end must be 24 
inches minimum in front of the toilet. A 42 inch grab bar installed the maximum distance from the rear wall (12 inches) will leave the leading end 54 inches from the 
rear wall and 24 inches in front of the toilet. Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor 
measured to the top of the gripping surface.

51 8 2 Building Future CIP CIP 540

Community 
Center

Restrooms
Men's 
Restroom

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

52 8 2 Building Future CIP CIP 540

Community 
Center

Restrooms
Women's 
Restroom

6500

The room contains 6 or more fixtures and therefore must have 5% and a minimum of one ambulatory toilet stall.

Where six or more compartments are provided, or where the combination of urinals and water closets totals six or more fixtures within a multiple-accommodation 
toilet room, in addition to the accessible water closet compartment, at least one ambulatory accessible compartment must be provided. The ambulatory accessible 
compartment shall be 35-37 inches wide and 60 inches minimum deep. The door shall not encroach into the required compartment area and must be self closing. 
Grab bars must be installed on both sides.

58 8 2 Building Future CIP CIP 540

Community 
Center

Restrooms
Women's 
Restroom

1500
The sanitary napkin dispenser's operation mechanism is too high off the floor. 

Dispensers in restrooms must have operable parts a maximum of 40 inches above the floor.
66 8 2 Building Future CIP CIP 540

Community 
Center

Restrooms
Women's 
Restroom

1500

The side grab bar does not extend far enough from the rear wall.

The side grab bar must extend at least 54 inches minimum beyond the rear wall and start a maximum of 12 inches from the rear wall. The front end must be 24 
inches minimum in front of the toilet. A 42 inch grab bar installed the maximum distance from the rear wall (12 inches) will leave the leading end 54 inches from the 
rear wall and 24 inches in front of the toilet. Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor 
measured to the top of the gripping surface.

73 8 2 Building Future CIP CIP 540
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Community 
Center

Restrooms
Women's 
Restroom

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

74 8 2 Building Future CIP CIP 540

Community 
Center

Restrooms
Women's 
Restroom

15000

The floor drain is set too low in the floor which causes a steep slope over 2 percent.  

Changes in level up to 1/4 inch may be vertical and without edge treatment. Changes in level between 1/4 inch and 1/2 inch maximum shall be beveled with a slope 
no greater than one unit vertical in 2 units horizontal (50-percent slope).

75 8 2 Building Future CIP CIP 540

Community 
Center

Restrooms Gymnasium ?

The restroom is not nearly compliant. 

The restroom does not have the required minimum clear floor space or maneuvering clearances for the toilet, The restroom does not have the required minimum 
clear floor space or maneuvering clearances for the lavatory, The entry door does not contain the required minimum maneuvering spaces on the pull/push sides, 
The entry door encroach into the required clear floor space for fixtures, Grab bars are missing and/or incorrectly installed, Accessories, such as toilet seat covers, 
paper towel holders, garbage cans, hand dryers, and mirrors are either too high or without clear floor space or both, The restroom contain floor level changes 
greater than a 1/2 inch of the floor drains and is slope (XX) - (XX), the shower is too small and missing numerous accessible elements.

106 8 2 Building Future CIP CIP 540

Community 
Center

Restrooms Gymnasium 150

A compliant room identification sign is missing on the strike side of the door. Recommend "All-Gender" as the replacement.

As a result of the enactment of Assembly Bill 1732 (Chapter 818, Statutes of 2016) the following is required effective March 1, 2017: All single-user toilet facilities in 
any business establishment, place of public accommodation, or state or local government agency shall be identified as "all-gender" toilet facilities. â€œSingle-user 
toilet facilityâ€� means a toilet facility with no more than one water closet and one urinal with a locking mechanism controlled by the user. This shall become 

operative on March 1, 2017.

107 8 2 Building Future CIP
Public 

Services
540

Community 
Center

Restrooms Gymnasium 150

The unisex/all-gender door sign is missing.

Unisex sanitary facilities shall be identified by a circle, 1/4 inch thick and 12 inches in diameter with a 1/4 inch thick triangle superimposed on the circle and within 
the 12-inch diameter. The triangle symbol shall contrast with the circle symbol, either light on a dark background or dark on a light background. The circle symbol 
shall contrast with the door, either light on a dark background or dark on a light background. The symbol shall be mounted at 58 inches minimum and 60 inches 
maximum above the finish floor or ground surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch 
of the vertical centerline of the door.

108 8 2 Building Future CIP
Public 

Services
540

Joiner Park Restrooms
Women's 
Restroom

1500

The grab bar is not spaced correctly to the wall or other elements.

The space between the wall and the grab bar shall be 1 1/2 inches. Adjacent elements shall be positioned to provide unobstructed use of grab bars. The space 
between the grab bar and projecting objects below and at the ends shall be 1-1/2 inches minimum. The space between the grab bar and projecting objects above 
shall be 12 inches minimum.

108 8 6 Park Future CIP CIP 270

Joiner Park Restrooms
Women's 
Restroom

1500

The side grab bar does not extend far enough from the rear wall.

The side grab bar must extend at least 54 inches minimum beyond the rear wall and start a maximum of 12 inches from the rear wall. The front end must be 24 
inches minimum in front of the toilet. A 42 inch grab bar installed the maximum distance from the rear wall (12 inches) will leave the leading end 54 inches from the 
rear wall and 24 inches in front of the toilet. Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor 
measured to the top of the gripping surface.

109 8 6 Park Future CIP CIP 270

Joiner Park Restrooms
Women's 
Restroom

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

110 8 6 Park Future CIP CIP 270

Joiner Park Restrooms
Men's 
Restroom

1500

The grab bar is not spaced correctly to the wall or other elements.

The space between the wall and the grab bar shall be 1 1/2 inches. Adjacent elements shall be positioned to provide unobstructed use of grab bars. The space 
between the grab bar and projecting objects below and at the ends shall be 1-1/2 inches minimum. The space between the grab bar and projecting objects above 
shall be 12 inches minimum.

118 8 6 Park Future CIP CIP 270
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Joiner Park Restrooms
Men's 
Restroom

1500

The side grab bar does not extend far enough from the rear wall.

The side grab bar must extend at least 54 inches minimum beyond the rear wall and start a maximum of 12 inches from the rear wall. The front end must be 24 
inches minimum in front of the toilet. A 42 inch grab bar installed the maximum distance from the rear wall (12 inches) will leave the leading end 54 inches from the 
rear wall and 24 inches in front of the toilet. Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor 
measured to the top of the gripping surface.

119 8 6 Park Future CIP CIP 270

Joiner Park Restrooms
Men's 
Restroom

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

120 8 6 Park Future CIP CIP 270

Joiner Park Restrooms
Men's 
Restroom

15000

The floor drain is set too low in the floor which causes a steep slope over 2 percent.  

Changes in level up to 1/4 inch may be vertical and without edge treatment. Changes in level between 1/4 inch and 1/2 inch maximum shall be beveled with a slope 
no greater than one unit vertical in 2 units horizontal (50-percent slope).

121 8 6 Park Future CIP CIP 270

Lincoln Airport Restrooms
Pilots Lounge 
Restroom

1500

The toilet seat cover dispenser is mounted too high.

Dispensers must have operable parts a maximum of 40 inches above the floor. Toilet seat covers must be on an accessible route. An accessible route of travel is 36 
inches wide minimum and provides a 30 inch by 48 inch clear floor space that allows a side or forward approach.

42 8 7 Building Future CIP CIP 750

Lincoln Airport Restrooms
Pilots Lounge 
Restroom

1500

The toilet seat cover dispenser is not on an accessible route. 

Toilet seat covers must be on an accessible route. An accessible route of travel is 36 inches wide minimum and provides a 30 inch by 48 inch clear floor space that 
allows a side or forward approach. Dispensers must have all operable parts a maximum of 40 inches above the floor.

43 8 7 Building Future CIP CIP 750

Lincoln Airport Restrooms
Pilots Lounge 
Restroom

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

44 8 7 Building Future CIP CIP 750

Lincoln Airport Restrooms
Pilots Lounge 
Restroom

?

The lavatory contains several non compliant features, there is inadequate knee and toe space, the pipes are not wrapped/protected properly, the bowl is too low, 
the rim height exceed 34 inches A.F.F., the lavatory is not a minimum 18 inches from the wall to the centerline, soap and paper dispensers are mounted too high and 
out of required reach ranges.

The knee clearance, measured from the bottom of the apron or the outside bottom edge of the lavatory, must be 29 inches reducing to 27 inches at a point located 
8 inches back from the front edge and continuing to 11 inches minimum in depth at 9 inches above the floor. The top of the lavatory rim may be no higher than 34 
inches.

45 8 7 Building Future CIP CIP 750

Lincoln Airport Restrooms
Pilots Lounge 
Restroom

150
The coat hook is installed greater than 48 inches above the finished floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above the finished floor.
46 8 7 Building Future CIP CIP 750

Lincoln Airport Restrooms
Pilots Lounge 
Restroom

1500
The soap dispenser is mounted too high. 

Dispensers must have all operable parts a maximum of 40 inches above the floor.
48 8 7 Building Future CIP CIP 750

Lincoln Airport Restrooms
Pilots Lounge 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

50 8 7 Building Future CIP CIP 750
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McBean Park Restrooms
Play Area 
Men's 
Restroom

1500

The side grab bar does not extend far enough past the front of the toilet.

The side grab bar must extend at least 54 inches minimum beyond the rear wall and start a maximum of 12 inches from the rear wall. The front end must be 24 
inches minimum in front of the toilet. A 42 inch grab bar installed the maximum distance from the rear wall (12 inches) will leave the leading end 54 inches from the 
rear wall but may not be 24 inches in front of the toilet depending on how far the toilet is from the rear wall. Grab bars shall be installed in a horizontal position, 33 
inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface.

72 8 2 Park Future CIP CIP 270

McBean Park Restrooms
Play Area 
Men's 
Restroom

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

74 8 2 Park Future CIP CIP 270

McBean Park Restrooms
Play Area 
Men's 
Restroom

150

The door to the men's room is missing the required door sign.

Men's restrooms must be identified by an equilateral triangle 1/4 inch thick with edges 12 inches long. Edges of signs shall be rounded, chamfered or eased. Corners 
of signs shall have a minimum radius of 1/4 inch. The symbol shall be mounted at 58 inches minimum and 60 inches maximum above the finish floor or ground 
surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch of the vertical centerline of the door.

83 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Play Area 
Men's 
Restroom

150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Signs with raised characters or Braille shall be located a 
minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish 
floor or ground surface, measured from the baseline of the highest line of raised characters.

85 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Play Area 
Men's 
Restroom

1500

The side grab bar does not extend far enough from the rear wall.

The side grab bar must extend at least 54 inches minimum beyond the rear wall and start a maximum of 12 inches from the rear wall. The front end must be 24 
inches minimum in front of the toilet. A 42 inch grab bar installed the maximum distance from the rear wall (12 inches) will leave the leading end 54 inches from the 
rear wall and 24 inches in front of the toilet. Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor 
measured to the top of the gripping surface.

86 8 2 Park Future CIP CIP 270

McBean Park Restrooms
Play Area 
Women's 
Restroom

1500

The toilet seat cover dispenser is mounted too high.

Dispensers must have operable parts a maximum of 40 inches above the floor. Toilet seat covers must be on an accessible route. An accessible route of travel is 36 
inches wide minimum and provides a 30 inch by 48 inch clear floor space that allows a side or forward approach.

91 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Play Area 
Women's 
Restroom

150

The door is missing the proper signage.

Women's restrooms must be identified by a circle, 1/4 inch thick and 12 inches in diameter. The symbol shall be mounted at 58 inches minimum and 60 inches 
maximum above the finish floor or ground surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch 
of the vertical centerline of the door.

92 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Play Area 
Women's 
Restroom

1500

The toilet seat cover dispenser is not on an accessible route. 

Toilet seat covers must be on an accessible route. An accessible route of travel is 36 inches wide minimum and provides a 30 inch by 48 inch clear floor space that 
allows a side or forward approach. Dispensers must have all operable parts a maximum of 40 inches above the floor.

93 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Play Area 
Women's 
Restroom

150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Signs with raised characters or Braille shall be located a 
minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish 
floor or ground surface, measured from the baseline of the highest line of raised characters.

94 8 2 Park Future CIP
Public 

Services
270
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McBean Park Restrooms
Play Area 
Women's 
Restroom

1500

The side grab bar does not extend far enough from the rear wall.

The side grab bar must extend at least 54 inches minimum beyond the rear wall and start a maximum of 12 inches from the rear wall. The front end must be 24 
inches minimum in front of the toilet. A 42 inch grab bar installed the maximum distance from the rear wall (12 inches) will leave the leading end 54 inches from the 
rear wall and 24 inches in front of the toilet. Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor 
measured to the top of the gripping surface.

95 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Play Area 
Women's 
Restroom

150

The self closing faucet controls do not stay open for a minimum of 10 seconds. 

Faucet controls and operating mechanisms shall be operable with one hand and shall not require tight grasping, pinching or twisting of the wrist. The force required 
to activate controls shall be no greater than 5 lb. Lever-operated, push-type and electronically controlled mechanisms are examples of acceptable designs. Self-
closing valves are allowed if the faucet remains open for at least 10 seconds.

96 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Play Area 
Women's 
Restroom

1500

The side grab bar does not extend far enough past the front of the toilet.

The side grab bar must extend at least 54 inches minimum beyond the rear wall and start a maximum of 12 inches from the rear wall. The front end must be 24 
inches minimum in front of the toilet. A 42 inch grab bar installed the maximum distance from the rear wall (12 inches) will leave the leading end 54 inches from the 
rear wall but may not be 24 inches in front of the toilet depending on how far the toilet is from the rear wall. Grab bars shall be installed in a horizontal position, 33 
inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface.

97 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Play Area 
Women's 
Restroom

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

99 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Pool - Boy's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

168 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Pool - Boy's 
Restroom

150
The baby changing table is located in a toilet compartment.

Baby changing tables shall not be located in toilet compartments within a multiple accommodation toilet facility.
169 8 2 Park Future CIP

Public 
Services

270

McBean Park Restrooms
Pool - Boy's 
Restroom

150
The baby changing table operating mechanism is outside reach range. 

The maximum high reach allowed is 48 inches
170 8 2 Park Future CIP

Public 
Services

270

McBean Park Restrooms
Pool - Boy's 
Restroom

150
The coat hook is installed greater than 48 inches above the finished floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above the finished floor.
172 8 2 Park Future CIP

Public 
Services

270

McBean Park Restrooms
Pool - Boy's 
Restroom

150

The door to the men's room is missing the required door sign.

Men's restrooms must be identified by an equilateral triangle 1/4 inch thick with edges 12 inches long. Edges of signs shall be rounded, chamfered or eased. Corners 
of signs shall have a minimum radius of 1/4 inch. The symbol shall be mounted at 58 inches minimum and 60 inches maximum above the finish floor or ground 
surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch of the vertical centerline of the door.

173 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Pool - Boy's 
Restroom

15000

The floor drain is set too low in the floor which causes a steep slope over 2 percent.  

Changes in level up to 1/4 inch may be vertical and without edge treatment. Changes in level between 1/4 inch and 1/2 inch maximum shall be beveled with a slope 
no greater than one unit vertical in 2 units horizontal (50-percent slope).

174 8 2 Park Future CIP CIP 270

McBean Park Restrooms
Pool - Girl's 
Restroom

150

The door is missing the proper signage.

Women's restrooms must be identified by a circle, 1/4 inch thick and 12 inches in diameter. The symbol shall be mounted at 58 inches minimum and 60 inches 
maximum above the finish floor or ground surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch 
of the vertical centerline of the door.

184 8 2 Park Future CIP
Public 

Services
270
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McBean Park Restrooms
Pool - Girl's 
Restroom

150
The baby changing table operating mechanism is outside reach range. 

The maximum high reach allowed is 48 inches
185 8 2 Park Future CIP

Public 
Services

270

McBean Park Restrooms
Pool - Girl's 
Restroom

150
The coat hook is installed greater than 48 inches above the finished floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above the finished floor.
186 8 2 Park Future CIP

Public 
Services

270

McBean Park Restrooms
Pool - Girl's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

199 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Pool - Girl's 
Restroom

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

200 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Pool - Girl's 
Restroom

150
The baby changing table is located in a toilet compartment.

Baby changing tables shall not be located in toilet compartments within a multiple accommodation toilet facility.
201 8 2 Park Future CIP

Public 
Services

270

McBean Park Restrooms
Pool - Boy's 
Restroom 2

150

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect against contact. There shall be no sharp or abrasive 
surfaces under lavatories and sinks.

202 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Pool - Boy's 
Restroom 2

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

207 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Pool - Boy's 
Restroom 2

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

208 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Pool - Boy's 
Restroom 2

1500

The mirror is mounted too high.

Mirrors not located above lavatories or countertops shall be installed with the bottom edge of the reflecting surface 35 inches maximum above the finish floor or 
ground.

209 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Pool - Girl's 
Restroom 2

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

214 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Pool - Girl's 
Restroom 2

1500

The side grab bar does not extend far enough past the front of the toilet.

The side grab bar must extend at least 54 inches minimum beyond the rear wall and start a maximum of 12 inches from the rear wall. The front end must be 24 
inches minimum in front of the toilet. A 42 inch grab bar installed the maximum distance from the rear wall (12 inches) will leave the leading end 54 inches from the 
rear wall but may not be 24 inches in front of the toilet depending on how far the toilet is from the rear wall. Grab bars shall be installed in a horizontal position, 33 
inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface.

215 8 2 Park Future CIP
Public 

Services
270
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McBean Park Restrooms
Pool - Girl's 
Restroom 2

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

216 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Pool - Girl's 
Restroom 2

150

The self closing faucet controls do not stay open for a minimum of 10 seconds. 

Faucet controls and operating mechanisms shall be operable with one hand and shall not require tight grasping, pinching or twisting of the wrist. The force required 
to activate controls shall be no greater than 5 lb. Lever-operated, push-type and electronically controlled mechanisms are examples of acceptable designs. Self-
closing valves are allowed if the faucet remains open for at least 10 seconds.

217 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Pavilion 
Women's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

220 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Pavilion 
Women's 
Restroom

1500
The grab bar is not spaced from the wall correctly.

Grab bars shall be 1-1/2 inches from wall.
221 8 2 Park Future CIP

Public 
Services

270

McBean Park Restrooms
Pavilion 
Women's 
Restroom

1500

The side grab bar does not extend far enough from the rear wall.

The side grab bar must extend at least 54 inches minimum beyond the rear wall and start a maximum of 12 inches from the rear wall. The front end must be 24 
inches minimum in front of the toilet. A 42 inch grab bar installed the maximum distance from the rear wall (12 inches) will leave the leading end 54 inches from the 
rear wall and 24 inches in front of the toilet. Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor 
measured to the top of the gripping surface.

222 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Pavilion 
Women's 
Restroom

1500

The side grab bar does not extend far enough past the front of the toilet.

The side grab bar must extend at least 54 inches minimum beyond the rear wall and start a maximum of 12 inches from the rear wall. The front end must be 24 
inches minimum in front of the toilet. A 42 inch grab bar installed the maximum distance from the rear wall (12 inches) will leave the leading end 54 inches from the 
rear wall but may not be 24 inches in front of the toilet depending on how far the toilet is from the rear wall. Grab bars shall be installed in a horizontal position, 33 
inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface.

223 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Pavilion 
Women's 
Restroom

150

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect against contact. There shall be no sharp or abrasive 
surfaces under lavatories and sinks.

224 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Pavilion 
Women's 
Restroom

150
The baby changing table operating mechanism is outside reach range. 

The maximum high reach allowed is 48 inches
228 8 2 Park Future CIP

Public 
Services

270

McBean Park Restrooms
Pavilion 
Women's 
Restroom

150
The baby changing table is too high when folded down.

The tops of baby changing  surfaces shall be 28 inches minimum and 34 inches maximum above the finish floor or ground.
229 8 2 Park Future CIP

Public 
Services

270

McBean Park Restrooms
Pavilion 
Women's 
Restroom

4500 The apron at the sink projects too low to the floor. 230 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Pavilion 
Women's 
Restroom

15000

The floor drain is set too low in the floor which causes a steep slope over 2 percent.  

Changes in level up to 1/4 inch may be vertical and without edge treatment. Changes in level between 1/4 inch and 1/2 inch maximum shall be beveled with a slope 
no greater than one unit vertical in 2 units horizontal (50-percent slope).

231 8 2 Park Future CIP CIP 270

McBean Park Restrooms
Pavilion 
Women's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

235 8 2 Park Future CIP
Public 

Services
270
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McBean Park Restrooms
Pavilion 
Women's 
Restroom

200

Grab bars are not installed on both sides of the compartment.

The side grab bar must extend at least 54 inches minimum beyond the rear wall and start a maximum of 12 inches from the rear wall.

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface.

236 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Pavilion 
Women's 
Restroom

1500

The toilet seat cover dispenser is not on an accessible route. 

Toilet seat covers must be on an accessible route. An accessible route of travel is 36 inches wide minimum and provides a 30 inch by 48 inch clear floor space that 
allows a side or forward approach. Dispensers must have all operable parts a maximum of 40 inches above the floor.

237 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Pavilion Men's 
Restroom

1500
The ambulatory compartment is not wide enough.

Ambulatory accessible compartments shall have a depth of 60 inches minimum and a width of 35 inches minimum and 37 inches maximum.
243 8 2 Park Future CIP CIP 270

McBean Park Restrooms
Pavilion Men's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

246 8 2 Park Future CIP
Public 

Services
270

McBean Park Restrooms
Pavilion Men's 
Restroom

150
The coat hook is installed greater than 48 inches above the finished floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above the finished floor.
247 8 2 Park Future CIP

Public 
Services

270

McBean Park Restrooms
Pavilion 
Exterior

25000

* signage should be used to direct individuals to compliant restrooms.

The restrooms is not nearly compliant. 

- The restroom does not have the required minimum clear floor space or maneuvering clearances for the toilet. 
- The restroom does not have the required minimum clear floor space or maneuvering clearances for the lavatory.
- The entry door does not contain the required minimum 60 inches maneuvering space on the pull side 
- The entry door encroach into the required clear floor space for fixtures. 
- Door opening pressure was measured at greater than 5 pounds.
- Grab bars are incorrectly installed. 
- Accessories, such as toilet seat covers, paper towel holders, garbage cans, hand dryers and mirrors are either too high or without clear floor space or both.
- The restroom contain floor level changes greater than a 1/2 inch at the floor drains.

279 8 2 Park Future CIP
Public 

Services
270

Peter Singer Park Restrooms
Men's 
Restroom

1500
The paper towel dispenser's operation mechanism is too high off the floor. 

Dispensers in restrooms must have operable parts a maximum of 40 inches above the floor.
49 8 4 Park Future CIP

Public 
Services

270

Peter Singer Park Restrooms
Men's 
Restroom

1500
The soap dispenser is mounted too high. 

Dispensers must have all operable parts a maximum of 40 inches above the floor.
50 8 4 Park Future CIP

Public 
Services

270

Peter Singer Park Restrooms
Men's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

55 8 4 Park Future CIP
Public 

Services
270

Peter Singer Park Restrooms
Women's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

66 8 4 Park Future CIP
Public 

Services
270

Peter Singer Park Restrooms
Women's 
Restroom

1500
The paper towel dispenser's operation mechanism is too high off the floor. 

Dispensers in restrooms must have operable parts a maximum of 40 inches above the floor.
67 8 4 Park Future CIP

Public 
Services

270
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Peter Singer Park Restrooms
Women's 
Restroom

1500
The soap dispenser is mounted too high. 

Dispensers must have all operable parts a maximum of 40 inches above the floor.
68 8 4 Park Future CIP

Public 
Services

270

Police Activities 
League Building

Restrooms Garage 150

The unisex/all-gender door sign is missing.

Unisex sanitary facilities shall be identified by a circle, 1/4 inch thick and 12 inches in diameter with a 1/4 inch thick triangle superimposed on the circle and within 
the 12-inch diameter. The triangle symbol shall contrast with the circle symbol, either light on a dark background or dark on a light background. The circle symbol 
shall contrast with the door, either light on a dark background or dark on a light background. The symbol shall be mounted at 58 inches minimum and 60 inches 
maximum above the finish floor or ground surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch 
of the vertical centerline of the door.

16 8 11 Building Future CIP 540
Not 

Applicable

Police Activities 
League Building

Restrooms Garage ?

The restroom is not nearly compliant. 

The restroom does not have the required minimum clear floor space or maneuvering clearances for the toilet, The restroom does not have the required minimum 
clear floor space or maneuvering clearances for the lavatory, The entry door does not contain the required minimum maneuvering spaces on the pull/push sides, 
The entry door encroach into the required clear floor space for fixtures, Grab bars are missing and/or incorrectly installed, Accessories, such as toilet seat covers, 
paper towel holders, garbage cans, hand dryers, and mirrors are either too high or without clear floor space or both, The restroom contain floor level changes 
greater than a 1/2 inch of the floor drains and is slope (XX) - (XX), the shower is too small and missing numerous accessible elements.

24 8 11 Building Future CIP 540
Not 

Applicable

Police Activities 
League Building

Restrooms Garage 150

A compliant room identification sign is missing on the strike side of the door. Recommend "All-Gender" as the replacement.

As a result of the enactment of Assembly Bill 1732 (Chapter 818, Statutes of 2016) the following is required effective March 1, 2017: All single-user toilet facilities in 
any business establishment, place of public accommodation, or state or local government agency shall be identified as "all-gender" toilet facilities. â€œSingle-user 
toilet facilityâ€� means a toilet facility with no more than one water closet and one urinal with a locking mechanism controlled by the user. This shall become 

operative on March 1, 2017.

25 8 11 Building Future CIP 540
Not 

Applicable

Police Activities 
League Building

Restrooms
Unisex 
Restroom

1500
The paper towel dispenser and the soap dispenser are mounted too high. 

Dispensers must have all operable parts a maximum of 40 inches above the floor.
37 8 11 Building Future CIP ?? 540 Complete

Police Activities 
League Building

Restrooms
Unisex 
Restroom

150

A compliant room identification sign is missing on the strike side of the door. Recommend "All-Gender" as the replacement.

As a result of the enactment of Assembly Bill 1732 (Chapter 818, Statutes of 2016) the following is required effective March 1, 2017: All single-user toilet facilities in 
any business establishment, place of public accommodation, or state or local government agency shall be identified as "all-gender" toilet facilities. â€œSingle-user 
toilet facilityâ€� means a toilet facility with no more than one water closet and one urinal with a locking mechanism controlled by the user. This shall become 

operative on March 1, 2017.

41 8 11 Building Future CIP
Public 

Services
540 Complete

Police Activities 
League Building

Restrooms
Unisex 
Restroom

150

The unisex/all-gender door sign is incorrect.

Unisex sanitary facilities shall be identified by a circle, 1/4 inch thick and 12 inches in diameter with a 1/4 inch thick triangle superimposed on the circle and within 
the 12-inch diameter. The triangle symbol shall contrast with the circle symbol, either light on a dark background or dark on a light background. The circle symbol 
shall contrast with the door, either light on a dark background or dark on a light background. The symbol shall be mounted at 58 inches minimum and 60 inches 
maximum above the finish floor or ground surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch 
of the vertical centerline of the door.

43 8 11 Building Future CIP
Public 

Services
540

Police Activities 
League Building

Restrooms
Unisex 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

45 8 11 Building Future CIP ?? 540 Complete

Police Activities 
League Building

Restrooms
Unisex 
Restroom

1500

The toilet seat cover dispenser is not on an accessible route. 

Toilet seat covers must be on an accessible route. An accessible route of travel is 36 inches wide minimum and provides a 30 inch by 48 inch clear floor space that 
allows a side or forward approach. Dispensers must have all operable parts a maximum of 40 inches above the floor.

47 8 11 Building Future CIP ?? 540 Complete

Police Activities 
League Building

Restrooms
Unisex 
Restroom

1500

The mirror is mounted too high.

Mirrors must have the bottom edge of the reflecting surface a maximum of 40 inches above the floor if above a sink or counter. Mirrors not located above lavatories 
or countertops shall be installed with the bottom edge of the reflecting surface 35 inches maximum above the finish floor or ground.

52 8 11 Building Future CIP ?? 540 Complete
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Twelve Bridges 
Park

Restrooms
Women's 
Restroom

1500
The paper towel dispenser's operation mechanism is too high off the floor. 

Dispensers in restrooms must have operable parts a maximum of 40 inches above the floor.
20 8 7 Park Future CIP

Public 
Services

270

Twelve Bridges 
Park

Restrooms
Women's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

24 8 7 Park Future CIP
Public 

Services
270

Twelve Bridges 
Park

Restrooms
Women's 
Restroom

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

25 8 7 Park Future CIP
Public 

Services
270

Twelve Bridges 
Park

Restrooms
Women's 
Restroom

15000

The floor drain is set too low in the floor which causes a steep slope over 2 percent.  

Changes in level up to 1/4 inch may be vertical and without edge treatment. Changes in level between 1/4 inch and 1/2 inch maximum shall be beveled with a slope 
no greater than one unit vertical in 2 units horizontal (50-percent slope).

26 8 7 Park Future CIP CIP 270

Twelve Bridges 
Park

Restrooms
Men's 
Restroom

1500

The urinal is confined on three sides (alcove).

Urinals installed in alcoves or with wing walls or partitions that extend greater than 24 inches must provide a clear space in front of the urinal that is a minimum of 
36 inches wide.

31 8 7 Park Future CIP
Public 

Services
270

Twelve Bridges 
Park

Restrooms
Men's 
Restroom

4500
The rim of the urinal Is too high.

Wall-hung urinals must be provided with an elongated rim projecting a minimum of 13 1/2 inches from the wall and a maximum of 17 inches above the floor.
32 8 7 Park Future CIP

Public 
Services

270

Twelve Bridges 
Park

Restrooms
Men's 
Restroom

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

35 8 7 Park Future CIP
Public 

Services
270

Twelve Bridges 
Park

Restrooms
Men's 
Restroom

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

36 8 7 Park Future CIP
Public 

Services
270

Twelve Bridges 
Park

Restrooms
Men's 
Restroom

150
The coat hook is installed greater than 48 inches above the finished floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above the finished floor.
37 8 7 Park Future CIP

Public 
Services

270

Twelve Bridges 
Park

Restrooms
Men's 
Restroom

15000

The floor drain is set too low in the floor which causes a steep slope over 2 percent.  

Changes in level up to 1/4 inch may be vertical and without edge treatment. Changes in level between 1/4 inch and 1/2 inch maximum shall be beveled with a slope 
no greater than one unit vertical in 2 units horizontal (50-percent slope).

38 8 7 Park Future CIP CIP 270

Wilson Park Restrooms
Boy's Restroom 
Play Area

150

The wall sign is mounted too high.

Tactile Characters on signs shall be located 48 inches minimum above the finish floor or ground surface, measured from the baseline of the lowest Braille cells and 
60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting location shall be 
determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear floor space of 18 
inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 
degree open position.

16 8 3 Park Future CIP
Public 

Services
270
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Wilson Park Restrooms
Boy's Restroom 
Play Area

1500

The mirror is mounted too high.

Mirrors must have the bottom edge of the reflecting surface a maximum of 40 inches above the floor if above a sink or counter. Mirrors not located above lavatories 
or countertops shall be installed with the bottom edge of the reflecting surface 35 inches maximum above the finish floor or ground.

19 8 3 Park Future CIP
Public 

Services
270

Wilson Park Restrooms
Boy's Restroom 
Play Area

4500
The rim of the urinal Is too high.

Wall-hung urinals must be provided with an elongated rim projecting a minimum of 13 1/2 inches from the wall and a maximum of 17 inches above the floor.
20 8 3 Park Future CIP

Public 
Services

270

Wilson Park Restrooms
Boy's Restroom 
Play Area

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

27 8 3 Park Future CIP
Public 

Services
270

Wilson Park Restrooms
Boy's Restroom 
Play Area

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

28 8 3 Park Future CIP
Public 

Services
270

Wilson Park Restrooms
Girl's Restroom 
Play Area

150

The wall sign is mounted too high.

Tactile Characters on signs shall be located 48 inches minimum above the finish floor or ground surface, measured from the baseline of the lowest Braille cells and 
60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting location shall be 
determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear floor space of 18 
inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 
degree open position.

29 8 3 Park Future CIP
Public 

Services
270

Wilson Park Restrooms
Girl's Restroom 
Play Area

150

The self closing faucet controls do not stay open for a minimum of 10 seconds. 

Faucet controls and operating mechanisms shall be operable with one hand and shall not require tight grasping, pinching or twisting of the wrist. The force required 
to activate controls shall be no greater than 5 lb. Lever-operated, push-type and electronically controlled mechanisms are examples of acceptable designs. Self-
closing valves are allowed if the faucet remains open for at least 10 seconds.

32 8 3 Park Future CIP
Public 

Services
270

Wilson Park Restrooms
Girl's Restroom 
Play Area

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

37 8 3 Park Future CIP
Public 

Services
270

Wilson Park Restrooms
Boy's Restroom 
Baseball Field

1500
The paper towel dispenser's operation mechanism is too high off the floor. 

Dispensers in restrooms must have operable parts a maximum of 40 inches above the floor.
45 8 3 Park Future CIP

Public 
Services

270

Wilson Park Restrooms
Boy's Restroom 
Baseball Field

4500

The top rim of the lavatory is too high.

All lavatories that are designated to be accessible shall be a minimum 17 inches in horizontal depth and mounted with the rim or counter edge no higher than 34 
inches above the finished floor.

46 8 3 Park Future CIP
Public 

Services
270

Wilson Park Restrooms
Boy's Restroom 
Baseball Field

4500
The rim of the urinal Is too high.

Wall-hung urinals must be provided with an elongated rim projecting a minimum of 13 1/2 inches from the wall and a maximum of 17 inches above the floor.
47 8 3 Park Future CIP

Public 
Services

270

Wilson Park Restrooms
Boy's Restroom 
Baseball Field

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

54 8 3 Park Future CIP
Public 

Services
270
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Wilson Park Restrooms
Boy's Restroom 
Baseball Field

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

55 8 3 Park Future CIP
Public 

Services
270

Wilson Park Restrooms
Girl's Restroom 
Baseball Field

1500

The toilet paper dispenser is not correctly located in front of the toilet.

Toilet tissue dispensers shall be located on the wall or partition closest to the water closet, 7 inches minimum and 9 inches maximum in front of the water closet 
measured to the centerline of the dispenser, mounted below the grab bar, with the outlet of the dispenser 19 inches minimum above the finish floor. There shall be 
a clearance of 1 1/2 inches minimum below the grab bar. Dispensers shall not be of a type that controls delivery or that does not allow continuous paper flow.

66 8 3 Park Future CIP
Public 

Services
270

Wilson Park Restrooms
Girl's Restroom 
Baseball Field

1500

The rear grab bar does not extend adequately past the toilet on the wide side.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet 12 inches minimum on wall side and 24 inches minimum on the 
wide side. 

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum above the finish floor measured to the top of the gripping surface 
and the space between the grab bar and the top of the tank shall be 1-1/2 inches minimum.

67 8 3 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Plumbing 
Fixtures & 
Elements

Play Area 
Men's 
Restroom

500

Cabinets prevent knee and toe space from being provided.

The knee clearance, measured from the bottom of the apron or the outside bottom edge of the lavatory, must be 29 inches reducing to 27 inches at a point located 
8 inches back from the front edge and continuing to 11 inches minimum in depth at 9 inches above the floor. The top of the lavatory rim may be no higher than 34 
inches. Toe clearance space under an element is located between the finish floor or ground and 9 inches above the finish floor or ground.

4 9 1 Park Future CIP CIP 270

1911 Foskett 
Regional Park

Plumbing 
Fixtures & 
Elements

Baseball Field 
Men's 
Restroom 2

4500

The urinal is confined on three sides (alcove).

Urinals installed in alcoves or with wing walls or partitions that extend greater than 24 inches must provide a clear space in front of the urinal that is a minimum of 
36 inches wide.

28 9 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Plumbing 
Fixtures & 
Elements

Baseball Field 
Men's 
Restroom 2

6500

The door is not located on the wall or partition farthest from the water closet.

Doors shall be located in the front partition or in the side wall or partition farthest from the water closet. Where located in the front partition, the door opening 
shall be 4 inches maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 
inches maximum from the front partition. The door shall be self-closing.  

Toilet compartment doors shall not swing into the minimum required compartment area.

29 9 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Plumbing 
Fixtures & 
Elements

Baseball Field 
Men's 
Restroom 2

4500

The compartment door is located too far from the partition or wall.

The door shall be located in front of the clear space and diagonal to the water closet. Where located in the front partition, the door opening shall be 4 inches 
maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 inches maximum 
from the front partition.  Toilet compartment doors shall not swing into the minimum required compartment area.

30 9 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Plumbing 
Fixtures & 
Elements

Baseball Field 
Men's 
Restroom 2

1500
The compartment door is not self closing.

The water closet compartment shall be equipped with a door that has an automatic-closing device.
31 9 1 Park Future CIP

Public 
Services

270

1911 Foskett 
Regional Park

Plumbing 
Fixtures & 
Elements

Baseball Field 
Women's 
Restroom 2

6500

The door is not located on the wall or partition farthest from the water closet.

Doors shall be located in the front partition or in the side wall or partition farthest from the water closet. Where located in the front partition, the door opening 
shall be 4 inches maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 
inches maximum from the front partition. The door shall be self-closing.  

Toilet compartment doors shall not swing into the minimum required compartment area.

36 9 1 Park Future CIP
Public 

Services
270
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1911 Foskett 
Regional Park

Plumbing 
Fixtures & 
Elements

Play Area 
Women's 
Restroom

500

Cabinets prevent knee and toe space from being provided.

The knee clearance, measured from the bottom of the apron or the outside bottom edge of the lavatory, must be 29 inches reducing to 27 inches at a point located 
8 inches back from the front edge and continuing to 11 inches minimum in depth at 9 inches above the floor. The top of the lavatory rim may be no higher than 34 
inches. Toe clearance space under an element is located between the finish floor or ground and 9 inches above the finish floor or ground.

69 9 1 Park Future CIP CIP 270

Auburn Ravine 
Park

Plumbing 
Fixtures & 
Elements

Dog Park 6500
The there is no drinking fountain for standing persons.

Spout outlets of drinking fountains for standing persons shall be 38 inches minimum and 43 inches maximum above the finish floor or ground.
4 9 5 Park Future CIP

Public 
Services

270

Brown Park
Plumbing 
Fixtures & 
Elements

Path from 
Public Way

6500

There are not enough drinking fountains.

When drinking fountains are provided, a minimum of one must designed for wheelchair users and one must be designed for standing persons unless a single 
fountain meets the requirements for both.

3 9 13 Park Future CIP
Public 

Services
270

Brown Park
Plumbing 
Fixtures & 
Elements

Path from 
Public Way

4500

There is not enough knee clearance under the drinking fountain.

The drinking fountain must have a clear knee space between the bottom of the apron and the floor not less than 27 inches in height, 30 inches in width, and 8 
inches in depth.

4 9 13 Park Future CIP
Public 

Services
270

Brown Park
Plumbing 
Fixtures & 
Elements

Path from 
Public Way

6500
The water flow from the spout is too low..

The spout shall provide a flow of water 4 inches high minimum.
5 9 13 Park Future CIP

Public 
Services

270

Carnegie Library
Plumbing 
Fixtures & 
Elements

Restroom 150

The faucet controls require twisting of the wrist.

Faucet controls and operating mechanisms shall be operable with one hand and shall not require tight grasping, pinching or twisting of the wrist. The force required 
to activate controls shall be no greater than 5 lb. Lever-operated, push-type and electronically controlled mechanisms are examples of acceptable designs. Self-
closing valves are allowed if the faucet remains open for at least 10 seconds.

45 9 12 Building Future CIP CIP 244

Carnegie Library
Plumbing 
Fixtures & 
Elements

Restroom 4500

The apron at the sink projects too low to the floor.

The vertical clearance measured from the bottom of the apron or the outside bottom edge of the lavatory must be 29 inches reducing to 27 inches at a point located 
8 inches back from the front edge.

41 9 12 Building Future CIP
Public 

Services
244

Carnegie Library
Plumbing 
Fixtures & 
Elements

Restroom 4500

The lavatory is too close to the side wall.

There must be a minimum of 18 inches from the centerline of the lavatory to the nearest side wall or side partition to allow for an unobstructed 30 inches by 48 
inches clear floor space.

39 9 12 Building Future CIP
Public 

Services
244

Carnegie Library
Plumbing 
Fixtures & 
Elements

Restroom 4500
The toilet is not located within the range allowed from the side wall or partition. 

The centerline of the toilet must be 17 to 18 inches from the side wall.
48 9 12 Building Future CIP CIP 244

Carnegie Library
Plumbing 
Fixtures & 
Elements

Restroom 150

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect against contact. There shall be no sharp or abrasive 
surfaces under lavatories and sinks.

47 9 12 Building Future CIP
Public 

Services
244

Carnegie Library
Plumbing 
Fixtures & 
Elements

Restroom 4500

The bottom of the lavatory bowl is too low and does not provide compliant knee clearance.

The knee clearance, measured from the bottom of the apron or the outside bottom edge of the lavatory, must be 29 inches reducing to 27 inches at a point located 
8 inches back from the front edge and continuing to 11 inches minimum in depth at 9 inches above the floor. The top of the lavatory rim may be no higher than 34 
inches.

43 9 12 Building Future CIP
Public 

Services
244

Carnegie Library
Plumbing 
Fixtures & 
Elements

Restroom 9500

The maneuvering space in front of the toilet is not a minimum 48 inches deep. 

Clearance around a toilet shall be 60 inches minimum measured perpendicular from the side wall and 56 inches minimum measured perpendicular from the rear 
wall. A minimum 60 inches wide and 48 inches deep maneuvering space shall be provided in front of the toilet.

46 9 12 Building Future CIP
Public 

Services
244

City Hall
Plumbing 
Fixtures & 
Elements

First Floor 
Unisex 
Restroom 2

150

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect against contact. There shall be no sharp or abrasive 
surfaces under lavatories and sinks.

46 9 1 Building Future CIP
Public 

Services
540

City Hall
Plumbing 
Fixtures & 
Elements

First Floor 
Corridor

4500

There is not enough knee clearance under the drinking fountain.

The drinking fountain must have a clear knee space between the bottom of the apron and the floor not less than 27 inches in height, 30 inches in width, and 8 
inches in depth.

50 9 1 Building Future CIP
Public 

Services
540
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City Hall
Plumbing 
Fixtures & 
Elements

Community 
Meeting Room 
120

2500

Knee and toe clearance has not been provided at the sink.

The knee clearance shall be 11 inches deep minimum at 9 inches above the finish floor or ground, and 8 inches deep minimum at 27 inches above the finish floor or 
ground.

The toe clearance is the space under the sink between the finish floor or ground and 9 inches above the finish floor 30 inches wide minimum and 19 inches 
minimum under the sink.

60 9 1 Building Future CIP CIP 540

City Hall
Plumbing 
Fixtures & 
Elements

Second Floor 4500

There is not enough knee clearance under the drinking fountain.

The drinking fountain must have a clear knee space between the bottom of the apron and the floor not less than 27 inches in height, 30 inches in width, and 8 
inches in depth.

66 9 1 Building Future CIP
Public 

Services
540

City Hall
Plumbing 
Fixtures & 
Elements

Third Floor 
Corridor

4500

There is not enough knee clearance under the drinking fountain.

The drinking fountain must have a clear knee space between the bottom of the apron and the floor not less than 27 inches in height, 30 inches in width, and 8 
inches in depth.

98 9 1 Building Future CIP
Public 

Services
540

City Hall
Plumbing 
Fixtures & 
Elements

Council 
Chambers

2500

Knee and toe clearance has not been provided at the sink.

The knee clearance shall be 11 inches deep minimum at 9 inches above the finish floor or ground, and 8 inches deep minimum at 27 inches above the finish floor or 
ground.

The toe clearance is the space under the sink between the finish floor or ground and 9 inches above the finish floor 30 inches wide minimum and 19 inches 
minimum under the sink.

106 9 1 Building Future CIP CIP 540

City Hall
Plumbing 
Fixtures & 
Elements

Fourth Floor 
Corridor

4500

There is not enough knee clearance under the drinking fountain.

The drinking fountain must have a clear knee space between the bottom of the apron and the floor not less than 27 inches in height, 30 inches in width, and 8 
inches in depth.

110 9 1 Building Future CIP
Public 

Services
540

Civic Center
Plumbing 
Fixtures & 
Elements

Lobby 6500
The water flow from the spout is too low..

The spout shall provide a flow of water 4 inches high minimum.
37 9 5 Building Future CIP

Public 
Services

540

Civic Center
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

150

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect against contact. There shall be no sharp or abrasive 
surfaces under lavatories and sinks.

43 9 5 Building Future CIP
Public 

Services
540

Civic Center
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500

The compartment door is located too far from the partition or wall.

The door shall be located in front of the clear space and diagonal to the water closet. Where located in the front partition, the door opening shall be 4 inches 
maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 inches maximum 
from the front partition.  Toilet compartment doors shall not swing into the minimum required compartment area.

46 9 5 Building Future CIP
Public 

Services
540

Civic Center
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

150

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect against contact. There shall be no sharp or abrasive 
surfaces under lavatories and sinks.

52 9 5 Building Future CIP
Public 

Services
540

Civic Center
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

4500
The toilet is not located within the range allowed from the side wall or partition. 

The centerline of the toilet must be 17 to 18 inches from the side wall.
60 9 5 Building Future CIP CIP 540

Community 
Center

Plumbing 
Fixtures & 
Elements

Main Lobby 6500
The spout for the drinking fountain is too high.

Spout outlets shall be 36 inches maximum above the finish floor or ground.
33 9 2 Building Future CIP

Public 
Services

540

Community 
Center

Plumbing 
Fixtures & 
Elements

Men's 
Restroom

6500
The toilet compartment is not wide enough.

Toilet compartments must be a minimum of 60 inches in width.
47 9 2 Building Future CIP CIP 540
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Community 
Center

Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500

The compartment door is located too far from the partition or wall.

The door shall be located in front of the clear space and diagonal to the water closet. Where located in the front partition, the door opening shall be 4 inches 
maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 inches maximum 
from the front partition.  Toilet compartment doors shall not swing into the minimum required compartment area.

53 9 2 Building Future CIP CIP 540

Community 
Center

Plumbing 
Fixtures & 
Elements

Men's 
Restroom

150

The water closet compartment door is missing a loop handle.

Water closet compartments must be equipped with a door that has a loop or U-shaped handle on both sides of the door immediately below the latch. The latch 
must be flip-over style, sliding or other hardware not requiring the user to grasp or twist.

54 9 2 Building Future CIP CIP 540

Community 
Center

Plumbing 
Fixtures & 
Elements

Women's 
Restroom

4500

The bottom of the lavatory bowl is too low and does not provide compliant knee clearance.

The knee clearance, measured from the bottom of the apron or the outside bottom edge of the lavatory, must be 29 inches reducing to 27 inches at a point located 
8 inches back from the front edge and continuing to 11 inches minimum in depth at 9 inches above the floor. The top of the lavatory rim may be no higher than 34 
inches.

60 9 2 Building Future CIP CIP 540

Community 
Center

Plumbing 
Fixtures & 
Elements

Women's 
Restroom

1500
The compartment door is not self closing.

The water closet compartment shall be equipped with a door that has an automatic-closing device.
67 9 2 Building Future CIP CIP 540

Community 
Center

Plumbing 
Fixtures & 
Elements

Women's 
Restroom

4500

The compartment door is located too far from the partition or wall.

The door shall be located in front of the clear space and diagonal to the water closet. Where located in the front partition, the door opening shall be 4 inches 
maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 inches maximum 
from the front partition.  Toilet compartment doors shall not swing into the minimum required compartment area.

68 9 2 Building Future CIP CIP 540

Community 
Center

Plumbing 
Fixtures & 
Elements

Women's 
Restroom

150

The water closet compartment door is missing a loop handle.

Water closet compartments must be equipped with a door that has a loop or U-shaped handle on both sides of the door immediately below the latch. The latch 
must be flip-over style, sliding or other hardware not requiring the user to grasp or twist.

69 9 2 Building Future CIP CIP 540

Community 
Center

Plumbing 
Fixtures & 
Elements

Women's 
Restroom

6500
The toilet compartment is not wide enough.

Toilet compartments must be a minimum of 60 inches in width.
70 9 2 Building Future CIP CIP 540

Community 
Center

Plumbing 
Fixtures & 
Elements

Gymnasium 6500
The there is no drinking fountain for standing persons.

Spout outlets of drinking fountains for standing persons shall be 38 inches minimum and 43 inches maximum above the finish floor or ground.
109 9 2 Building Future CIP

Public 
Services

540

Community 
Center

Plumbing 
Fixtures & 
Elements

Gymnasium 6500

The drinking fountain is noncompliant.

The bubbler shall be activated by a manually operated system that is front mounted or side mounted and located within 5 inches of the front edge of the fountain 
or an electronically controlled device. Spout outlets shall be 36 inches maximum above the finish floor or ground and be located 15 inches minimum from the 
vertical support and 5 inches maximum from the front edge of the unit, including bumpers. The spout shall provide a flow of water at least 4 inches high minimum 
and shall be located 5 inches maximum from the front of the unit. The angle of the water stream shall be measured horizontally relative to the front face of the unit. 
Where spouts are located less than 3 inches of the front of the unit, the angle of the water stream shall be 30 degrees maximum. Where spouts are located between 
3 inches and 5 inches maximum from the front of the unit, the angle of the water stream shall be 15 degrees maximum. On an accessible drinking fountain with a 
round or oval bowl, the spout must be positioned so the flow of water is within 3 inches of the front edge of the fountain.

110 9 2 Building Future CIP
Public 

Services
540

Community 
Center

Plumbing 
Fixtures & 
Elements

Classroom 1 2500

Knee and toe clearance has not been provided at the sink.

The knee clearance shall be 11 inches deep minimum at 9 inches above the finish floor or ground, and 8 inches deep minimum at 27 inches above the finish floor or 
ground.

The toe clearance is the space under the sink between the finish floor or ground and 9 inches above the finish floor 30 inches wide minimum and 19 inches 
minimum under the sink.

140 9 2 Building Future CIP CIP 540

Community 
Center

Plumbing 
Fixtures & 
Elements

Classroom 1 1500

The top of the sink is too high.

Sinks that are required to be accessible shall be a minimum 17 inches in horizontal depth and mounted with the rim or counter edge no higher than 34 inches above 
the finished floor.

141 9 2 Building Future CIP
Public 

Services
540
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Community 
Center

Plumbing 
Fixtures & 
Elements

Classroom 1 2500

Knee and toe clearance has not been provided at the sink.

The knee clearance shall be 11 inches deep minimum at 9 inches above the finish floor or ground, and 8 inches deep minimum at 27 inches above the finish floor or 
ground.

The toe clearance is the space under the sink between the finish floor or ground and 9 inches above the finish floor 30 inches wide minimum and 19 inches 
minimum under the sink.

146 9 2 Building Future CIP CIP 540

Community 
Center

Plumbing 
Fixtures & 
Elements

Classroom 1 1500

The top of the sink is too high.

Sinks that are required to be accessible shall be a minimum 17 inches in horizontal depth and mounted with the rim or counter edge no higher than 34 inches above 
the finished floor.

147 9 2 Building Future CIP
Public 

Services
540

Fire Station 33
Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

4500

The clear floor space between the lavatory and the toilet is too narrow. 

The required clearance around the water closet shall be permitted to overlap the water closet, associated grab bars, dispensers, sanitary napkin disposal units, coat 
hooks, shelves, accessible routes, clear floor space and clearances required at other fixtures, and the turning space. No other fixtures or obstructions shall be 
located within the required water closet clearance.

Clear floor space around the water closet shall be 60 inches minimum measured perpendicular from the side wall and 56 inches minimum measured perpendicular 
from the rear wall.

31 9 9 Building Future CIP CIP 100

Fire Station 33
Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

150

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect against contact. There shall be no sharp or abrasive 
surfaces under lavatories and sinks.

32 9 9 Building Future CIP
Public 

Services
100

Fire Station 33
Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

100

The maneuvering space in front of the toilet is not a minimum 48 inches deep. 

Clearance around a toilet shall be 60 inches minimum measured perpendicular from the side wall and 56 inches minimum measured perpendicular from the rear 
wall. A minimum 60 inches wide and 48 inches deep maneuvering space shall be provided in front of the toilet.

37 9 9 Building Future CIP
Public 

Services
100

Fire Station 34
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500

The clear floor space between the lavatory and the toilet is too narrow. 

The required clearance around the water closet shall be permitted to overlap the water closet, associated grab bars, dispensers, sanitary napkin disposal units, coat 
hooks, shelves, accessible routes, clear floor space and clearances required at other fixtures, and the turning space. No other fixtures or obstructions shall be 
located within the required water closet clearance.

Clear floor space around the water closet shall be 60 inches minimum measured perpendicular from the side wall and 56 inches minimum measured perpendicular 
from the rear wall.

18 9 8 Building Future CIP CIP 100

Fire Station 34
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

4500

The clear floor space between the lavatory and the toilet is too narrow. 

The required clearance around the water closet shall be permitted to overlap the water closet, associated grab bars, dispensers, sanitary napkin disposal units, coat 
hooks, shelves, accessible routes, clear floor space and clearances required at other fixtures, and the turning space. No other fixtures or obstructions shall be 
located within the required water closet clearance.

Clear floor space around the water closet shall be 60 inches minimum measured perpendicular from the side wall and 56 inches minimum measured perpendicular 
from the rear wall.

21 9 8 Building Future CIP CIP 100

Fire Station 34
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

150

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect against contact. There shall be no sharp or abrasive 
surfaces under lavatories and sinks.

22 9 8 Building Future CIP
Public 

Services
100

Fire Station 35
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500
The rim of the urinal Is too high.

Wall-hung urinals must be provided with an elongated rim projecting a minimum of 13 1/2 inches from the wall and a maximum of 17 inches above the floor.
22 9 10 Building Future CIP

Public 
Services

100

Fire Station 35
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

150

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect against contact. There shall be no sharp or abrasive 
surfaces under lavatories and sinks.

23 9 10 Building Future CIP
Public 

Services
100
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Fire Station 35
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500
The toilet is not located within the range allowed from the side wall or partition. 

The centerline of the toilet must be 17 to 18 inches from the side wall.
30 9 10 Building Future CIP CIP 100

Fire Station 35
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

1500

The flush handle is located on the wrong side of the toilet.

Controls shall be operable with one hand and shall not require tight grasping, pinching or twisting. Controls for the flush valves shall be mounted on the wide side of 
toilet areas, no more than 44 inches above the floor.

31 9 10 Building Future CIP
Public 

Services
100

Fire Station 35
Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

150

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect against contact. There shall be no sharp or abrasive 
surfaces under lavatories and sinks.

43 9 10 Building Future CIP
Public 

Services
100

Fire Station 35
Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

4500
The toilet is not located within the range allowed from the side wall or partition. 

The centerline of the toilet must be 17 to 18 inches from the side wall.
47 9 10 Building Future CIP CIP 100

Fire Station 35
Plumbing 
Fixtures & 
Elements

Apparatus 
Room

6500
The there is no drinking fountain for standing persons.

Spout outlets of drinking fountains for standing persons shall be 38 inches minimum and 43 inches maximum above the finish floor or ground.
52 9 10 Building Future CIP

Public 
Services

100

Fire Station 35
Plumbing 
Fixtures & 
Elements

Apparatus 
Room

4500
The protected area for the drinking fountain is not wide enough.

The protected area within which a drinking fountain is located shall be 32 inches wide minimum and 18 inches deep minimum.
53 9 10 Building Future CIP CIP 100

Fire Station 35
Plumbing 
Fixtures & 
Elements

Apparatus 
Room

4500

There is not enough knee clearance under the drinking fountain.

The drinking fountain must have a clear knee space between the bottom of the apron and the floor not less than 27 inches in height, 30 inches in width, and 8 
inches in depth.

54 9 10 Building Future CIP
Public 

Services
100

Joiner Park
Plumbing 
Fixtures & 
Elements

Field 0

The drinking fountain is not accessible. 

Drinking fountains must be on an accessible route. An accessible route of travel is 36 inches wide minimum and provides a 30 inch by 48 inch clear floor space 
centered on  drinking fountain. At "hi-low" type fountains, the center line of the 30 inch by 48 inch clear floor space must be centered on the "low" fountain. All 
drinking fountains shall be located completely within alcoves, positioned completely between wing walls, or otherwise positioned so as not to encroach into 
pedestrian ways. An alcove must not be less than 32 inches in width and 18 inches in depth. Wing walls must project out from the supporting wall at least as far as 
the drinking fountain.

57 9 6 Park Future CIP
Public 

Services
270

Joiner Park
Plumbing 
Fixtures & 
Elements

Field 6500

The drinking fountain is not accessible. 

Drinking fountains must be on an accessible route. An accessible route of travel is 36 inches wide minimum and provides a 30 inch by 48 inch clear floor space 
centered on the unit that allows a forward approach to the drinking fountain.  

At "hi-low" type fountains, the center line of the 30 inch by 48 inch clear floor space must be centered on the "low" fountain. Spout outlets of drinking fountains for 
standing persons shall be 38 inches minimum and 43 inches maximum above the finish floor or ground. 

All drinking fountains shall be located completely within alcoves, positioned completely between wing walls, or otherwise positioned so as not to encroach into 
pedestrian ways. An alcove must not be less than 32 inches in width and 18 inches in depth. Wing walls must project out from the supporting wall at least as far as 
the drinking fountain.

58 9 6 Park Future CIP
Public 

Services
270

Joiner Park
Plumbing 
Fixtures & 
Elements

Field 6500
The there is no drinking fountain for standing persons.

Spout outlets of drinking fountains for standing persons shall be 38 inches minimum and 43 inches maximum above the finish floor or ground.
65 9 6 Park Future CIP

Public 
Services

270

Joiner Park
Plumbing 
Fixtures & 
Elements

Field 4500

There is not enough knee clearance under the drinking fountain.

The drinking fountain must have a clear knee space between the bottom of the apron and the floor not less than 27 inches in height, 30 inches in width, and 8 
inches in depth.

66 9 6 Park Future CIP
Public 

Services
270

Joiner Park
Plumbing 
Fixtures & 
Elements

Field 6500
The water flow from the spout is too low..

The spout shall provide a flow of water 4 inches high minimum.
67 9 6 Park Future CIP

Public 
Services

270

Joiner Park
Plumbing 
Fixtures & 
Elements

Field 6500
The there is no drinking fountain for standing persons.

Spout outlets of drinking fountains for standing persons shall be 38 inches minimum and 43 inches maximum above the finish floor or ground.
80 9 6 Park Future CIP

Public 
Services

270
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Joiner Park
Plumbing 
Fixtures & 
Elements

Field 4500

There is not enough knee clearance under the drinking fountain.

The drinking fountain must have a clear knee space between the bottom of the apron and the floor not less than 27 inches in height, 30 inches in width, and 8 
inches in depth.

81 9 6 Park Future CIP
Public 

Services
270

Joiner Park
Plumbing 
Fixtures & 
Elements

Field 6500
The water flow from the spout is too low..

The spout shall provide a flow of water 4 inches high minimum.
82 9 6 Park Future CIP

Public 
Services

270

Joiner Park
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

4500

The apron at the sink projects too low to the floor.

The vertical clearance measured from the bottom of the apron or the outside bottom edge of the lavatory must be 29 inches reducing to 27 inches at a point located 
8 inches back from the front edge.

96 9 6 Park Future CIP CIP 270

Joiner Park
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

4500

The bottom of the lavatory bowl is too low and does not provide compliant knee clearance.

The knee clearance, measured from the bottom of the apron or the outside bottom edge of the lavatory, must be 29 inches reducing to 27 inches at a point located 
8 inches back from the front edge and continuing to 11 inches minimum in depth at 9 inches above the floor. The top of the lavatory rim may be no higher than 34 
inches.

97 9 6 Park Future CIP CIP 270

Joiner Park
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

4500

The compartment door is located too far from the partition or wall.

The door shall be located in front of the clear space and diagonal to the water closet. Where located in the front partition, the door opening shall be 4 inches 
maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 inches maximum 
from the front partition.  Toilet compartment doors shall not swing into the minimum required compartment area.

100 9 6 Park Future CIP CIP 270

Joiner Park
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

1500
The compartment door is not self closing.

The water closet compartment shall be equipped with a door that has an automatic-closing device.
101 9 6 Park Future CIP CIP 270

Joiner Park
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

150

The water closet compartment door is missing a loop handle.

Water closet compartments must be equipped with a door that has a loop or U-shaped handle on both sides of the door immediately below the latch. The latch 
must be flip-over style, sliding or other hardware not requiring the user to grasp or twist.

102 9 6 Park Future CIP CIP 270

Joiner Park
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

150

The locking/latching hardware is not accessible.

Hand-activated door opening hardware, handles, pulls, latches, locks, and other operating devices on accessible doors shall have a shape that is easy to grasp with 
one hand and does not require tight grasping, tight pinching or twisting of the wrist to operate.

103 9 6 Park Future CIP CIP 270

Joiner Park
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

6500
The toilet compartment is not wide enough.

Toilet compartments must be a minimum of 60 inches in width.
104 9 6 Park Future CIP CIP 270

Joiner Park
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

1500

The flush handle is located on the wrong side of the toilet.

Controls shall be operable with one hand and shall not require tight grasping, pinching or twisting. Controls for the flush valves shall be mounted on the wide side of 
toilet areas, no more than 44 inches above the floor.

106 9 6 Park Future CIP CIP 270

Joiner Park
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

1500
The compartment door is not self closing.

The water closet compartment shall be equipped with a door that has an automatic-closing device.
111 9 6 Park Future CIP CIP 270

Joiner Park
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

150

The locking/latching hardware is not accessible.

Hand-activated door opening hardware, handles, pulls, latches, locks, and other operating devices on accessible doors shall have a shape that is easy to grasp with 
one hand and does not require tight grasping, tight pinching or twisting of the wrist to operate.

112 9 6 Park Future CIP CIP 270

Joiner Park
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

6500
The toilet compartment is not wide enough.

Toilet compartments must be a minimum of 60 inches in width.
113 9 6 Park Future CIP CIP 270

Joiner Park
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500
The toilet is not located within the range allowed from the side wall or partition. 

The centerline of the toilet must be 17 to 18 inches from the side wall.
114 9 6 Park Future CIP CIP 270

Joiner Park
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

1500

The flush handle is located on the wrong side of the toilet.

Controls shall be operable with one hand and shall not require tight grasping, pinching or twisting. Controls for the flush valves shall be mounted on the wide side of 
toilet areas, no more than 44 inches above the floor.

115 9 6 Park Future CIP CIP 270
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Joiner Park
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500

The lavatory is too close to the side wall.

There must be a minimum of 18 inches from the centerline of the lavatory to the nearest side wall or side partition to allow for an unobstructed 30 inches by 48 
inches clear floor space.

130 9 6 Park Future CIP CIP 270

Joiner Park
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500

The apron at the sink projects too low to the floor.

The vertical clearance measured from the bottom of the apron or the outside bottom edge of the lavatory must be 29 inches reducing to 27 inches at a point located 
8 inches back from the front edge.

131 9 6 Park Future CIP CIP 270

Joiner Park
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500

The bottom of the lavatory bowl is too low and does not provide compliant knee clearance.

The knee clearance, measured from the bottom of the apron or the outside bottom edge of the lavatory, must be 29 inches reducing to 27 inches at a point located 
8 inches back from the front edge and continuing to 11 inches minimum in depth at 9 inches above the floor. The top of the lavatory rim may be no higher than 34 
inches.

132 9 6 Park Future CIP CIP 270

Joiner Park
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500

The urinal is confined on three sides (alcove).

Urinals installed in alcoves or with wing walls or partitions that extend greater than 24 inches must provide a clear space in front of the urinal that is a minimum of 
36 inches wide.

136 9 6 Park Future CIP CIP 270

Joiner Park
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500
The rim of the urinal Is too high.

Wall-hung urinals must be provided with an elongated rim projecting a minimum of 13 1/2 inches from the wall and a maximum of 17 inches above the floor.
137 9 6 Park Future CIP CIP 270

Joiner Park
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500

The urinals flush handle is mounted too high.

Flush controls shall be operable with one hand and shall not require tight grasping, pinching or twisting of the wrist and shall be mounted no more than 44 inches 
above the floor. The force required to activate controls shall be no greater than 5 lb. Electronic automatic flushing controls are acceptable and preferable.

139 9 6 Park Future CIP CIP 270

Joiner Park
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500

The compartment door is located too far from the partition or wall.

The door shall be located in front of the clear space and diagonal to the water closet. Where located in the front partition, the door opening shall be 4 inches 
maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 inches maximum 
from the front partition.  Toilet compartment doors shall not swing into the minimum required compartment area.

140 9 6 Park Future CIP CIP 270

Lincoln Airport
Plumbing 
Fixtures & 
Elements

Pilots Lounge 
Restroom

9500

The maneuvering space in front of the toilet is not a minimum 48 inches deep. 

Clearance around a toilet shall be 60 inches minimum measured perpendicular from the side wall and 56 inches minimum measured perpendicular from the rear 
wall. A minimum 60 inches wide and 48 inches deep maneuvering space shall be provided in front of the toilet.

49 9 7 Building Future CIP
Public 

Services
750

Lincoln Museum
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

6500

The door is not located on the wall or partition farthest from the water closet.

Doors shall be located in the front partition or in the side wall or partition farthest from the water closet. Where located in the front partition, the door opening 
shall be 4 inches maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 
inches maximum from the front partition. The door shall be self-closing.  

Toilet compartment doors shall not swing into the minimum required compartment area.

40 9 6 Building Future CIP
Public 

Services
540

Lincoln Museum
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

4500

The bottom of the lavatory bowl is too low and does not provide compliant knee clearance.

The knee clearance, measured from the bottom of the apron or the outside bottom edge of the lavatory, must be 29 inches reducing to 27 inches at a point located 
8 inches back from the front edge and continuing to 11 inches minimum in depth at 9 inches above the floor. The top of the lavatory rim may be no higher than 34 
inches.

46 9 6 Building Future CIP
Public 

Services
540

Lincoln Museum
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500

The urinal is confined on three sides (alcove).

Urinals installed in alcoves or with wing walls or partitions that extend greater than 24 inches must provide a clear space in front of the urinal that is a minimum of 
36 inches wide.

54 9 6 Building Future CIP
Public 

Services
540

Lincoln Museum
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500

The bottom of the lavatory bowl is too low and does not provide compliant knee clearance.

The knee clearance, measured from the bottom of the apron or the outside bottom edge of the lavatory, must be 29 inches reducing to 27 inches at a point located 
8 inches back from the front edge and continuing to 11 inches minimum in depth at 9 inches above the floor. The top of the lavatory rim may be no higher than 34 
inches.

55 9 6 Building Future CIP
Public 

Services
540
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Lincoln Museum
Plumbing 
Fixtures & 
Elements

Second Floor 4500

There is not enough knee clearance under the drinking fountain.

The drinking fountain must have a clear knee space between the bottom of the apron and the floor not less than 27 inches in height, 30 inches in width, and 8 
inches in depth.

59 9 6 Building Future CIP
Public 

Services
540

Lincoln Museum
Plumbing 
Fixtures & 
Elements

Second Floor 0

Knee and toe clearance has not been provided at the sink.

The knee clearance shall be 11 inches deep minimum at 9 inches above the finish floor or ground, and 8 inches deep minimum at 27 inches above the finish floor or 
ground.

The toe clearance is the space under the sink between the finish floor or ground and 9 inches above the finish floor 30 inches wide minimum and 19 inches 
minimum under the sink.

63 9 6 Building Future CIP CIP 540

Lincoln Museum
Plumbing 
Fixtures & 
Elements

Second Floor 0

The sink is not accessible.

A clear floor space at least 30 inches by 48 shall be provided in front of a sink to allow forward approach. 
-The clear floor space shall be on an accessible route and shall extend a maximum of 19 inches underneath the sink. 
-Sinks shall be mounted with the counter or rim no higher than 34 inches above the finish floor. 
-Knee clearance at least 27 inches high, 30 inches wide and 19 inches deep shall be provided. 
-Hot water and drain pipes exposed under sinks shall be insulated or otherwise configured so as to protect against contact. There shall be no sharp or abrasive 
surfaces under sinks.
-Faucet controls not require tight grasping, pinching or twisting of the wrist. 
-The force required to activate controls shall be not greater than 5 lb. Lever-operated, push-type and electronically controlled mechanisms are examples of 
acceptable designs. 
-Self-closing valves are allowed if the faucet remains open for at least 10 seconds.

64 9 6 Building Future CIP CIP 540

Lincoln Museum
Plumbing 
Fixtures & 
Elements

Second Floor 
Men's 
Restroom

4500

The bottom of the lavatory bowl is too low and does not provide compliant knee clearance.

The knee clearance, measured from the bottom of the apron or the outside bottom edge of the lavatory, must be 29 inches reducing to 27 inches at a point located 
8 inches back from the front edge and continuing to 11 inches minimum in depth at 9 inches above the floor. The top of the lavatory rim may be no higher than 34 
inches.

72 9 6 Building Future CIP
Public 

Services
540

Lincoln Museum
Plumbing 
Fixtures & 
Elements

Second Floor 
Men's 
Restroom

150

The self closing faucet controls do not stay open for a minimum of 10 seconds. 

Faucet controls and operating mechanisms shall be operable with one hand and shall not require tight grasping, pinching or twisting of the wrist. The force required 
to activate controls shall be no greater than 5 lb. Lever-operated, push-type and electronically controlled mechanisms are examples of acceptable designs. Self-
closing valves are allowed if the faucet remains open for at least 10 seconds.

73 9 6 Building Future CIP
Public 

Services
540

Lincoln Museum
Plumbing 
Fixtures & 
Elements

Second Floor 
Men's 
Restroom

4500

The urinal is confined on three sides (alcove).

Urinals installed in alcoves or with wing walls or partitions that extend greater than 24 inches must provide a clear space in front of the urinal that is a minimum of 
36 inches wide.

74 9 6 Building Future CIP
Public 

Services
540

Lincoln Museum
Plumbing 
Fixtures & 
Elements

Second Floor 
Men's 
Restroom

6500
The toilet compartment is not wide enough.

Toilet compartments must be a minimum of 60 inches in width.
75 9 6 Building Future CIP CIP 540

Lincoln Museum
Plumbing 
Fixtures & 
Elements

Second Floor 
Men's 
Restroom

4500
The toilet is not located within the range allowed from the side wall or partition. 

The centerline of the toilet must be 17 to 18 inches from the side wall.
76 9 6 Building Future CIP CIP 540

Lincoln Museum
Plumbing 
Fixtures & 
Elements

Second Floor 
Women's 
Restroom

4500

The bottom of the lavatory bowl is too low and does not provide compliant knee clearance.

The knee clearance, measured from the bottom of the apron or the outside bottom edge of the lavatory, must be 29 inches reducing to 27 inches at a point located 
8 inches back from the front edge and continuing to 11 inches minimum in depth at 9 inches above the floor. The top of the lavatory rim may be no higher than 34 
inches.

83 9 6 Building Future CIP
Public 

Services
540

Lincoln Museum
Plumbing 
Fixtures & 
Elements

Second Floor 
Women's 
Restroom

6500
The toilet compartment is not wide enough.

Toilet compartments must be a minimum of 60 inches in width.
85 9 6 Building Future CIP CIP 540

Lincoln Museum
Plumbing 
Fixtures & 
Elements

Second Floor 
Women's 
Restroom

4500
The toilet is not located within the range allowed from the side wall or partition. 

The centerline of the toilet must be 17 to 18 inches from the side wall.
86 9 6 Building Future CIP CIP 540

Machado Park
Plumbing 
Fixtures & 
Elements

Play Area 6500
The there is no drinking fountain for standing persons.

Spout outlets of drinking fountains for standing persons shall be 38 inches minimum and 43 inches maximum above the finish floor or ground.
12 9 10 Park Future CIP

Public 
Services

270
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Markham Park
Plumbing 
Fixtures & 
Elements

Path from 
Public Way

6500
The there is no drinking fountain for standing persons.

Spout outlets of drinking fountains for standing persons shall be 38 inches minimum and 43 inches maximum above the finish floor or ground.
6 9 8 Park Future CIP

Public 
Services

270

Markham Park
Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

9500

The maneuvering space in front of the toilet is not a minimum 48 inches deep. 

Clearance around a toilet shall be 60 inches minimum measured perpendicular from the side wall and 56 inches minimum measured perpendicular from the rear 
wall. A minimum 60 inches wide and 48 inches deep maneuvering space shall be provided in front of the toilet.

45 9 8 Park Future CIP
Public 

Services
270

Markham Park
Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

150

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect against contact. There shall be no sharp or abrasive 
surfaces under lavatories and sinks.

47 9 8 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Basketball 
Court / Skate 
Park

6500

The drinking fountain is noncompliant.

The bubbler shall be activated by a manually operated system that is front mounted or side mounted and located within 5 inches of the front edge of the fountain 
or an electronically controlled device. Spout outlets shall be 36 inches maximum above the finish floor or ground and be located 15 inches minimum from the 
vertical support and 5 inches maximum from the front edge of the unit, including bumpers. The spout shall provide a flow of water at least 4 inches high minimum 
and shall be located 5 inches maximum from the front of the unit. The angle of the water stream shall be measured horizontally relative to the front face of the unit. 
Where spouts are located less than 3 inches of the front of the unit, the angle of the water stream shall be 30 degrees maximum. Where spouts are located between 
3 inches and 5 inches maximum from the front of the unit, the angle of the water stream shall be 15 degrees maximum. On an accessible drinking fountain with a 
round or oval bowl, the spout must be positioned so the flow of water is within 3 inches of the front edge of the fountain.

51 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Play Area 
Men's 
Restroom

6500
The toilet compartment is not wide enough.

Toilet compartments must be a minimum of 60 inches in width.
76 9 2 Park Future CIP CIP 270

McBean Park
Plumbing 
Fixtures & 
Elements

Play Area 
Men's 
Restroom

4500
The toilet is not located within the range allowed from the side wall or partition. 

The centerline of the toilet must be 17 to 18 inches from the side wall.
77 9 2 Park Future CIP CIP 270

McBean Park
Plumbing 
Fixtures & 
Elements

Play Area 
Men's 
Restroom

1500

The flush handle is located on the wrong side of the toilet.

Controls shall be operable with one hand and shall not require tight grasping, pinching or twisting. Controls for the flush valves shall be mounted on the wide side of 
toilet areas, no more than 44 inches above the floor.

79 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Play Area 
Women's 
Restroom

1500
The toilet seat is not located within the range allowed off the floor. 

The height of accessible water closets shall be a minimum of 17 inches and a maximum of 19 inches measured to the top of a maximum 2-inch high toilet seat.
87 9 2 Park Future CIP

Public 
Services

270

McBean Park
Plumbing 
Fixtures & 
Elements

Play Area 
Women's 
Restroom

1500

The flush handle is located on the wrong side of the toilet.

Controls shall be operable with one hand and shall not require tight grasping, pinching or twisting. Controls for the flush valves shall be mounted on the wide side of 
toilet areas, no more than 44 inches above the floor.

89 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Play Area 
Women's 
Restroom

4500

The compartment door is located too far from the partition or wall.

The door shall be located in front of the clear space and diagonal to the water closet. Where located in the front partition, the door opening shall be 4 inches 
maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 inches maximum 
from the front partition.  Toilet compartment doors shall not swing into the minimum required compartment area.

98 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Play Area 
Women's 
Restroom

1500
The compartment door is not self closing.

The water closet compartment shall be equipped with a door that has an automatic-closing device.
100 9 2 Park Future CIP

Public 
Services

270

McBean Park
Plumbing 
Fixtures & 
Elements

Play Area 
Women's 
Restroom

150

The water closet compartment door is missing a loop handle.

Water closet compartments must be equipped with a door that has a loop or U-shaped handle on both sides of the door immediately below the latch. The latch 
must be flip-over style, sliding or other hardware not requiring the user to grasp or twist.

101 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Play Area 
Women's 
Restroom

6500
The toilet compartment is not wide enough.

Toilet compartments must be a minimum of 60 inches in width.
102 9 2 Park Future CIP CIP 270
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McBean Park
Plumbing 
Fixtures & 
Elements

Little League 
Park

6500
The spout is not positioned correctly from the vertical support.

The spout shall be located 15 inches minimum from the vertical support and 5 inches maximum from the front edge of the unit, including bumpers.
128 9 2 Park Future CIP

Public 
Services

270

McBean Park
Plumbing 
Fixtures & 
Elements

Little League 
Park

4500

There is not enough knee clearance under the drinking fountain.

The drinking fountain must have a clear knee space between the bottom of the apron and the floor not less than 27 inches in height, 30 inches in width, and 8 
inches in depth.

129 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Little League 
Park

6500
The clear floor space required at accessible drinking fountains is not positioned for a forward approach.

Units shall have a clear floor or ground space positioned for a forward approach and centered on the unit.
130 9 2 Park Future CIP

Public 
Services

270

McBean Park
Plumbing 
Fixtures & 
Elements

Little League 
Park

6500
The there is no drinking fountain for standing persons.

Spout outlets of drinking fountains for standing persons shall be 38 inches minimum and 43 inches maximum above the finish floor or ground.
131 9 2 Park Future CIP

Public 
Services

270

McBean Park
Plumbing 
Fixtures & 
Elements

Pool Area 6500

The drinking fountain is noncompliant.

The bubbler shall be activated by a manually operated system that is front mounted or side mounted and located within 5 inches of the front edge of the fountain 
or an electronically controlled device. Spout outlets shall be 36 inches maximum above the finish floor or ground and be located 15 inches minimum from the 
vertical support and 5 inches maximum from the front edge of the unit, including bumpers. The spout shall provide a flow of water at least 4 inches high minimum 
and shall be located 5 inches maximum from the front of the unit. The angle of the water stream shall be measured horizontally relative to the front face of the unit. 
Where spouts are located less than 3 inches of the front of the unit, the angle of the water stream shall be 30 degrees maximum. Where spouts are located between 
3 inches and 5 inches maximum from the front of the unit, the angle of the water stream shall be 15 degrees maximum. On an accessible drinking fountain with a 
round or oval bowl, the spout must be positioned so the flow of water is within 3 inches of the front edge of the fountain.

164 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Pool - Boy's 
Restroom

4500

The compartment door is located too far from the partition or wall.

The door shall be located in front of the clear space and diagonal to the water closet. Where located in the front partition, the door opening shall be 4 inches 
maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 inches maximum 
from the front partition.  Toilet compartment doors shall not swing into the minimum required compartment area.

166 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Pool - Boy's 
Restroom

1500
The compartment door is not self closing.

The water closet compartment shall be equipped with a door that has an automatic-closing device.
167 9 2 Park Future CIP

Public 
Services

270

McBean Park
Plumbing 
Fixtures & 
Elements

Pool - Boy's 
Restroom

300

The grab bar opposite the seat does not extend far enough along the back wall.

Grab bars shall be provided on the back wall and the side wall opposite the seat. Grab bars shall not be provided above the seat. Grab bars shall be installed 6 inches 
maximum from adjacent walls.

176 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Pool - Boy's 
Restroom

4500

The operable parts of controls are not located correctly.

In standard roll-in type shower compartments, operable parts of controls and faucets shall be installed on the back wall of the compartment adjacent to the seat 
wall 19 inches minimum and 27 inches maximum from the seat wall; and shall be located above the grab bar, but no higher than 48 inches above the shower floor, 
with their centerline at 39 inches to 41 inches above the shower floor.

178 9 2 Park Future CIP CIP 270

McBean Park
Plumbing 
Fixtures & 
Elements

Pool - Boy's 
Restroom

4500

The hand held sprayer unit is not located on the wall correctly.

Operable parts of the shower spray unit, including the handle, shall be installed on the back wall adjacent to the seat wall 19 inches minimum and 27 inches 
maximum from the seat wall; and shall be located above the grab bar, but no higher than 48 inches above the shower floor.

181 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Pool - Boy's 
Restroom

150

The hand held sprayer unit is not equiped with a non-positive on/off control.

The sprayer unit must have a 59 inches hose and be mounted 48 inches maximum to the top of mounting bracket off the floor. The shower spray unit shall have an 
on/off control with a non-positive shutoff. If an adjustable-height shower head on a vertical bar is used, the bar shall be installed so as not to obstruct the use of 
grab bars.

183 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Pool - Girl's 
Restroom

9500

The shower stall is not wide enough.

Standard roll-in type shower compartments shall be 30 inches wide minimum by 60 inches deep minimum clear inside dimensions measured at center points of 
opposing sides with a full opening width on the long side.

188 9 2 Park Future CIP CIP 270
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McBean Park
Plumbing 
Fixtures & 
Elements

Pool - Girl's 
Restroom

0

The grab bar is missing opposite the seat.

Grab bars shall be provided on the back wall and the side wall opposite the seat. Grab bars shall not be provided above the seat. Grab bars shall be installed 6 inches 
maximum from adjacent walls. Grab bars shall not be installed above the seat.

190 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Pool - Girl's 
Restroom

1500

The shower seat is located too far from the opening to the shower.

A seat in a standard roll-in shower compartment shall be a folding type, shall be installed on the side wall adjacent to the controls, and shall extend from the back 
wall to a point within 3 inches of the compartment entry.

192 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Pool - Girl's 
Restroom

4500

The compartment door is located too far from the partition or wall.

The door shall be located in front of the clear space and diagonal to the water closet. Where located in the front partition, the door opening shall be 4 inches 
maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 inches maximum 
from the front partition.  Toilet compartment doors shall not swing into the minimum required compartment area.

193 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Pool - Girl's 
Restroom

4500

The operable parts of controls are not located correctly.

In standard roll-in type shower compartments, operable parts of controls and faucets shall be installed on the back wall of the compartment adjacent to the seat 
wall 19 inches minimum and 27 inches maximum from the seat wall; and shall be located above the grab bar, but no higher than 48 inches above the shower floor, 
with their centerline at 39 inches to 41 inches above the shower floor.

194 9 2 Park Future CIP CIP 270

McBean Park
Plumbing 
Fixtures & 
Elements

Pool - Girl's 
Restroom

1500
The compartment door is not self closing.

The water closet compartment shall be equipped with a door that has an automatic-closing device.
195 9 2 Park Future CIP

Public 
Services

270

McBean Park
Plumbing 
Fixtures & 
Elements

Pool - Girl's 
Restroom

4500

The hand held sprayer unit is not located on the wall correctly.

Operable parts of the shower spray unit, including the handle, shall be installed on the back wall adjacent to the seat wall 19 inches minimum and 27 inches 
maximum from the seat wall; and shall be located above the grab bar, but no higher than 48 inches above the shower floor.

196 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Pool - Girl's 
Restroom

4500
The toilet is not located within the range allowed from the side wall or partition. 

The centerline of the toilet must be 17 to 18 inches from the side wall.
197 9 2 Park Future CIP CIP 270

McBean Park
Plumbing 
Fixtures & 
Elements

Pool - Girl's 
Restroom

150

The hand held sprayer unit is not equiped with a non-positive on/off control.

The sprayer unit must have a 59 inches hose and be mounted 48 inches maximum to the top of mounting bracket off the floor. The shower spray unit shall have an 
on/off control with a non-positive shutoff. If an adjustable-height shower head on a vertical bar is used, the bar shall be installed so as not to obstruct the use of 
grab bars.

198 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Pool - Boy's 
Restroom 2

4500
The toilet is not located within the range allowed from the side wall or partition. 

The centerline of the toilet must be 17 to 18 inches from the side wall.
206 9 2 Park Future CIP CIP 270

McBean Park
Plumbing 
Fixtures & 
Elements

Pool - Girl's 
Restroom 2

4500
The toilet is not located within the range allowed from the side wall or partition. 

The centerline of the toilet must be 17 to 18 inches from the side wall.
213 9 2 Park Future CIP CIP 270

McBean Park
Plumbing 
Fixtures & 
Elements

Pavilion 
Women's 
Restroom

9500

The maneuvering space in front of the toilet is not a minimum 48 inches deep. 

Clearance around a toilet shall be 60 inches minimum measured perpendicular from the side wall and 56 inches minimum measured perpendicular from the rear 
wall. A minimum 60 inches wide and 48 inches deep maneuvering space shall be provided in front of the toilet.

218 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Pavilion 
Women's 
Restroom

4500
The toilet is not located within the range allowed from the side wall or partition. 

The centerline of the toilet must be 17 to 18 inches from the side wall.
219 9 2 Park Future CIP CIP 270

McBean Park
Plumbing 
Fixtures & 
Elements

Pavilion 
Women's 
Restroom

1500
The compartment door does not have an unobstructed clear opening width of 32 inches.

The water closet compartment shall be equipped with a door that has an automatic-closing device, and must have a clear, unobstructed opening width 32 inches.
233 9 2 Park Future CIP CIP 270

McBean Park
Plumbing 
Fixtures & 
Elements

Pavilion 
Women's 
Restroom

150

The water closet compartment door is missing a loop handle.

Water closet compartments must be equipped with a door that has a loop or U-shaped handle on both sides of the door immediately below the latch. The latch 
must be flip-over style, sliding or other hardware not requiring the user to grasp or twist.

234 9 2 Park Future CIP
Public 

Services
270
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McBean Park
Plumbing 
Fixtures & 
Elements

Pavilion 
Women's 
Restroom

6500

The door is not located on the wall or partition farthest from the water closet.

Doors shall be located in the front partition or in the side wall or partition farthest from the water closet. Where located in the front partition, the door opening 
shall be 4 inches maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 
inches maximum from the front partition. The door shall be self-closing.  

Toilet compartment doors shall not swing into the minimum required compartment area.

238 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Pavilion 
Women's 
Restroom

4500

The compartment door is located too far from the partition or wall.

The door shall be located in front of the clear space and diagonal to the water closet. Where located in the front partition, the door opening shall be 4 inches 
maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 inches maximum 
from the front partition.  Toilet compartment doors shall not swing into the minimum required compartment area.

239 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Pavilion 
Women's 
Restroom

1500
The compartment door is not self closing.

The water closet compartment shall be equipped with a door that has an automatic-closing device.
240 9 2 Park Future CIP

Public 
Services

270

McBean Park
Plumbing 
Fixtures & 
Elements

Pavilion 
Women's 
Restroom

150

The water closet compartment door is missing a loop handle.

Water closet compartments must be equipped with a door that has a loop or U-shaped handle on both sides of the door immediately below the latch. The latch 
must be flip-over style, sliding or other hardware not requiring the user to grasp or twist.

241 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Pavilion Men's 
Restroom

1500
The compartment door does not have an unobstructed clear opening width of 32 inches.

The water closet compartment shall be equipped with a door that has an automatic-closing device, and must have a clear, unobstructed opening width 32 inches.
245 9 2 Park Future CIP CIP 270

McBean Park
Plumbing 
Fixtures & 
Elements

Pavilion Men's 
Restroom

1500
The compartment door is not self closing.

The water closet compartment shall be equipped with a door that has an automatic-closing device.
248 9 2 Park Future CIP

Public 
Services

270

McBean Park
Plumbing 
Fixtures & 
Elements

Pavilion Men's 
Restroom

1500

The flush handle is located on the wrong side of the toilet.

Controls shall be operable with one hand and shall not require tight grasping, pinching or twisting. Controls for the flush valves shall be mounted on the wide side of 
toilet areas, no more than 44 inches above the floor.

249 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Pavilion Men's 
Restroom

1500
The compartment door is not self closing.

The water closet compartment shall be equipped with a door that has an automatic-closing device.
250 9 2 Park Future CIP

Public 
Services

270

McBean Park
Plumbing 
Fixtures & 
Elements

Pavilion Men's 
Restroom

1500

The flush handle is located on the wrong side of the toilet.

Controls shall be operable with one hand and shall not require tight grasping, pinching or twisting. Controls for the flush valves shall be mounted on the wide side of 
toilet areas, no more than 44 inches above the floor.

251 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Pavilion 4500

There is not enough knee clearance under the drinking fountain.

The drinking fountain must have a clear knee space between the bottom of the apron and the floor not less than 27 inches in height, 30 inches in width, and 8 
inches in depth.

257 9 2 Park Future CIP
Public 

Services
270

McBean Park
Plumbing 
Fixtures & 
Elements

Pavilion 
Exterior

0

Knee and toe clearance has not been provided at the sink.

The knee clearance shall be 11 inches deep minimum at 9 inches above the finish floor or ground, and 8 inches deep minimum at 27 inches above the finish floor or 
ground.

The toe clearance is the space under the sink between the finish floor or ground and 9 inches above the finish floor 30 inches wide minimum and 19 inches 
minimum under the sink.

278 9 2 Park Future CIP CIP 270

Peter Singer Park
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500

The lavatory is too close to the side wall.

There must be a minimum of 18 inches from the centerline of the lavatory to the nearest side wall or side partition to allow for an unobstructed 30 inches by 48 
inches clear floor space.

45 9 4 Park Future CIP
Public 

Services
270
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Peter Singer Park
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

150

The self closing faucet controls do not stay open for a minimum of 10 seconds. 

Faucet controls and operating mechanisms shall be operable with one hand and shall not require tight grasping, pinching or twisting of the wrist. The force required 
to activate controls shall be no greater than 5 lb. Lever-operated, push-type and electronically controlled mechanisms are examples of acceptable designs. Self-
closing valves are allowed if the faucet remains open for at least 10 seconds.

46 9 4 Park Future CIP
Public 

Services
270

Peter Singer Park
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500

The urinal is confined on three sides (alcove).

Urinals installed in alcoves or with wing walls or partitions that extend greater than 24 inches must provide a clear space in front of the urinal that is a minimum of 
36 inches wide.

47 9 4 Park Future CIP
Public 

Services
270

Peter Singer Park
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500

The compartment door is located too far from the partition or wall.

The door shall be located in front of the clear space and diagonal to the water closet. Where located in the front partition, the door opening shall be 4 inches 
maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 inches maximum 
from the front partition.  Toilet compartment doors shall not swing into the minimum required compartment area.

51 9 4 Park Future CIP
Public 

Services
270

Peter Singer Park
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

1500
The toilet seat is not located within the range allowed off the floor. 

The height of accessible water closets shall be a minimum of 17 inches and a maximum of 19 inches measured to the top of a maximum 2-inch high toilet seat.
52 9 4 Park Future CIP

Public 
Services

270

Peter Singer Park
Plumbing 
Fixtures & 
Elements

Men's 
Restroom

1500

The flush handle is located on the wrong side of the toilet.

Controls shall be operable with one hand and shall not require tight grasping, pinching or twisting. Controls for the flush valves shall be mounted on the wide side of 
toilet areas, no more than 44 inches above the floor.

54 9 4 Park Future CIP
Public 

Services
270

Peter Singer Park
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

4500

The lavatory is too close to the side wall.

There must be a minimum of 18 inches from the centerline of the lavatory to the nearest side wall or side partition to allow for an unobstructed 30 inches by 48 
inches clear floor space.

57 9 4 Park Future CIP
Public 

Services
270

Peter Singer Park
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

150

The self closing faucet controls do not stay open for a minimum of 10 seconds. 

Faucet controls and operating mechanisms shall be operable with one hand and shall not require tight grasping, pinching or twisting of the wrist. The force required 
to activate controls shall be no greater than 5 lb. Lever-operated, push-type and electronically controlled mechanisms are examples of acceptable designs. Self-
closing valves are allowed if the faucet remains open for at least 10 seconds.

59 9 4 Park Future CIP
Public 

Services
270

Peter Singer Park
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

4500

The compartment door is located too far from the partition or wall.

The door shall be located in front of the clear space and diagonal to the water closet. Where located in the front partition, the door opening shall be 4 inches 
maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 inches maximum 
from the front partition.  Toilet compartment doors shall not swing into the minimum required compartment area.

60 9 4 Park Future CIP
Public 

Services
270

Peter Singer Park
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

6500
The toilet compartment is not wide enough.

Toilet compartments must be a minimum of 60 inches in width.
61 9 4 Park Future CIP CIP 270

Peter Singer Park
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

4500
The toilet is not located within the range allowed from the side wall or partition. 

The centerline of the toilet must be 17 to 18 inches from the side wall.
62 9 4 Park Future CIP CIP 270

Peter Singer Park
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

1500
The toilet seat is not located within the range allowed off the floor. 

The height of accessible water closets shall be a minimum of 17 inches and a maximum of 19 inches measured to the top of a maximum 2-inch high toilet seat.
63 9 4 Park Future CIP

Public 
Services

270

Peter Singer Park
Plumbing 
Fixtures & 
Elements

Women's 
Restroom

1500

The flush handle is located on the wrong side of the toilet.

Controls shall be operable with one hand and shall not require tight grasping, pinching or twisting. Controls for the flush valves shall be mounted on the wide side of 
toilet areas, no more than 44 inches above the floor.

65 9 4 Park Future CIP
Public 

Services
270
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Peter Singer Park
Plumbing 
Fixtures & 
Elements

Baseball Field 6500

The drinking fountain is noncompliant.

The bubbler shall be activated by a manually operated system that is front mounted or side mounted and located within 5 inches of the front edge of the fountain 
or an electronically controlled device. Spout outlets shall be 36 inches maximum above the finish floor or ground and be located 15 inches minimum from the 
vertical support and 5 inches maximum from the front edge of the unit, including bumpers. The spout shall provide a flow of water at least 4 inches high minimum 
and shall be located 5 inches maximum from the front of the unit. The angle of the water stream shall be measured horizontally relative to the front face of the unit. 
Where spouts are located less than 3 inches of the front of the unit, the angle of the water stream shall be 30 degrees maximum. Where spouts are located between 
3 inches and 5 inches maximum from the front of the unit, the angle of the water stream shall be 15 degrees maximum. On an accessible drinking fountain with a 
round or oval bowl, the spout must be positioned so the flow of water is within 3 inches of the front edge of the fountain.

71 9 4 Park Future CIP
Public 

Services
270

Peter Singer Park
Plumbing 
Fixtures & 
Elements

Baseball Field 6500
The there is no drinking fountain for standing persons.

Spout outlets of drinking fountains for standing persons shall be 38 inches minimum and 43 inches maximum above the finish floor or ground.
72 9 4 Park Future CIP

Public 
Services

270

Peter Singer Park
Plumbing 
Fixtures & 
Elements

Baseball Field 6500

The drinking fountain is noncompliant.

The bubbler shall be activated by a manually operated system that is front mounted or side mounted and located within 5 inches of the front edge of the fountain 
or an electronically controlled device. Spout outlets shall be 36 inches maximum above the finish floor or ground and be located 15 inches minimum from the 
vertical support and 5 inches maximum from the front edge of the unit, including bumpers. The spout shall provide a flow of water at least 4 inches high minimum 
and shall be located 5 inches maximum from the front of the unit. The angle of the water stream shall be measured horizontally relative to the front face of the unit. 
Where spouts are located less than 3 inches of the front of the unit, the angle of the water stream shall be 30 degrees maximum. Where spouts are located between 
3 inches and 5 inches maximum from the front of the unit, the angle of the water stream shall be 15 degrees maximum. On an accessible drinking fountain with a 
round or oval bowl, the spout must be positioned so the flow of water is within 3 inches of the front edge of the fountain.

76 9 4 Park Future CIP
Public 

Services
270

Peter Singer Park
Plumbing 
Fixtures & 
Elements

Baseball Field 6500
The there is no drinking fountain for standing persons.

Spout outlets of drinking fountains for standing persons shall be 38 inches minimum and 43 inches maximum above the finish floor or ground.
78 9 4 Park Future CIP

Public 
Services

270

Police Activities 
League Building

Plumbing 
Fixtures & 
Elements

Garage 6500

The drinking fountain is not accessible. 

Drinking fountains must be on an accessible route. An accessible route of travel is 36 inches wide minimum and provides a 30 inch by 48 inch clear floor space 
centered on the unit that allows a forward approach to the drinking fountain.  

At "hi-low" type fountains, the center line of the 30 inch by 48 inch clear floor space must be centered on the "low" fountain. Spout outlets of drinking fountains for 
standing persons shall be 38 inches minimum and 43 inches maximum above the finish floor or ground. 

All drinking fountains shall be located completely within alcoves, positioned completely between wing walls, or otherwise positioned so as not to encroach into 
pedestrian ways. An alcove must not be less than 32 inches in width and 18 inches in depth. Wing walls must project out from the supporting wall at least as far as 
the drinking fountain.

23 9 11 Building Future CIP 540
Not 

Applicable

Police Activities 
League Building

Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

9500

The shower stall is not wide enough.

Standard roll-in type shower compartments shall be 30 inches wide minimum by 60 inches deep minimum clear inside dimensions measured at center points of 
opposing sides with a full opening width on the long side.

38 9 11 Building Future CIP CIP 540
Not 

Applicable

Police Activities 
League Building

Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

0
The clearance in front of the shower is not compliant.

A 36 inch wide minimum by 60 inch long minimum clearance shall be provided adjacent to the open face of the shower compartment.
39 9 11 Building Future CIP ?? 540

Not 
Applicable

Police Activities 
League Building

Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

0

The grab bar opposite the seat does not extend far enough along the back wall.

Grab bars shall be provided on the back wall and the side wall opposite the seat. Grab bars shall not be provided above the seat. Grab bars shall be installed 6 inches 
maximum from adjacent walls.

40 9 11 Building Future CIP
Public 

Services
540

Not 
Applicable

Police Activities 
League Building

Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

2500

The shower seat does not extend from the walls correctly.

The folding seat must be mounted 17-19 inches above the floor. The rear edge of an L-shaped seat shall be 2 1/2 inches maximum and the front edge 15 inches 
minimum and 16 inches maximum from the seat wall. The rear edge of the "L" portion of the seat shall be 1 1/2  inches maximum from the wall and the front edge 
shall be 14 inches minimum and 15 inches maximum from the wall. The end of the "L" shall be 22 inches minimum and 23 inches maximum from the main seat wall.

42 9 11 Building Future CIP
Public 

Services
540

Not 
Applicable
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Police Activities 
League Building

Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

4500

The operable parts of controls are not located correctly.

In standard roll-in type shower compartments, operable parts of controls and faucets shall be installed on the back wall of the compartment adjacent to the seat 
wall 19 inches minimum and 27 inches maximum from the seat wall; and shall be located above the grab bar, but no higher than 48 inches above the shower floor, 
with their centerline at 39 inches to 41 inches above the shower floor.

44 9 11 Building Future CIP CIP 540
Not 

Applicable

Police Activities 
League Building

Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

4500

The hand held sprayer unit is not located on the wall correctly.

Operable parts of the shower spray unit, including the handle, shall be installed on the back wall adjacent to the seat wall 19 inches minimum and 27 inches 
maximum from the seat wall; and shall be located above the grab bar, but no higher than 48 inches above the shower floor.

46 9 11 Building Future CIP
Public 

Services
540

Not 
Applicable

Police Activities 
League Building

Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

150

The hand held sprayer unit is not equiped with a non-positive on/off control.

The sprayer unit must have a 59 inches hose and be mounted 48 inches maximum to the top of mounting bracket off the floor. The shower spray unit shall have an 
on/off control with a non-positive shutoff. If an adjustable-height shower head on a vertical bar is used, the bar shall be installed so as not to obstruct the use of 
grab bars.

48 9 11 Building Future CIP
Public 

Services
540

Not 
Applicable

Police Activities 
League Building

Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

4500

The clear floor space between the lavatory and the toilet is too narrow. 

The required clearance around the water closet shall be permitted to overlap the water closet, associated grab bars, dispensers, sanitary napkin disposal units, coat 
hooks, shelves, accessible routes, clear floor space and clearances required at other fixtures, and the turning space. No other fixtures or obstructions shall be 
located within the required water closet clearance.

Clear floor space around the water closet shall be 60 inches minimum measured perpendicular from the side wall and 56 inches minimum measured perpendicular 
from the rear wall.

49 9 11 Building Future CIP CIP 540 Complete

Police Activities 
League Building

Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

9500

The shower floor is over sloped.

The maximum slope of the floor shall be one unit vertical in 48 units' horizontal (2-percent slope) in any direction. Where drains are provided, grate openings shall 
be a maximum of 1/4 inch and located flush with the floor surface.

50 9 11 Building Future CIP ?? 540
Not 

Applicable

Police Activities 
League Building

Plumbing 
Fixtures & 
Elements

Unisex 
Restroom

150

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect against contact. There shall be no sharp or abrasive 
surfaces under lavatories and sinks.

51 9 11 Building Future CIP
Public 

Services
540 Complete

Scheiber Park
Plumbing 
Fixtures & 
Elements

Path from 
Public Way

6500
The there is no drinking fountain for standing persons.

Spout outlets of drinking fountains for standing persons shall be 38 inches minimum and 43 inches maximum above the finish floor or ground.
5 9 11 Park Future CIP

Public 
Services

270

Sheffield Park
Plumbing 
Fixtures & 
Elements

Play Area 6500
The there is no drinking fountain for standing persons.

Spout outlets of drinking fountains for standing persons shall be 38 inches minimum and 43 inches maximum above the finish floor or ground.
22 9 9 Park Future CIP

Public 
Services

270

Sheffield Park
Plumbing 
Fixtures & 
Elements

Play Area 2 4500

The drinking fountain projects into the pedestrian way.

All drinking fountains shall either be located completely within alcoves, positioned completely between wing walls, or otherwise positioned so as not to encroach 
into pedestrian ways.

26 9 9 Park Future CIP CIP 270

Twelve Bridges 
Park

Plumbing 
Fixtures & 
Elements

Women's 
Restroom

4500

The compartment door is located too far from the partition or wall.

The door shall be located in front of the clear space and diagonal to the water closet. Where located in the front partition, the door opening shall be 4 inches 
maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 inches maximum 
from the front partition.  Toilet compartment doors shall not swing into the minimum required compartment area.

21 9 7 Park Future CIP
Public 

Services
270

Twelve Bridges 
Park

Plumbing 
Fixtures & 
Elements

Women's 
Restroom

150

The water closet compartment door is missing a loop handle.

Water closet compartments must be equipped with a door that has a loop or U-shaped handle on both sides of the door immediately below the latch. The latch 
must be flip-over style, sliding or other hardware not requiring the user to grasp or twist.

22 9 7 Park Future CIP
Public 

Services
270

Twelve Bridges 
Park

Plumbing 
Fixtures & 
Elements

Women's 
Restroom

4500
The toilet is not located within the range allowed from the side wall or partition. 

The centerline of the toilet must be 17 to 18 inches from the side wall.
23 9 7 Park Future CIP CIP 270

Twelve Bridges 
Park

Plumbing 
Fixtures & 
Elements

Men's 
Restroom

150

The water closet compartment door is missing a loop handle.

Water closet compartments must be equipped with a door that has a loop or U-shaped handle on both sides of the door immediately below the latch. The latch 
must be flip-over style, sliding or other hardware not requiring the user to grasp or twist.

33 9 7 Park Future CIP
Public 

Services
270
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Twelve Bridges 
Park

Plumbing 
Fixtures & 
Elements

Men's 
Restroom

4500
The toilet is not located within the range allowed from the side wall or partition. 

The centerline of the toilet must be 17 to 18 inches from the side wall.
34 9 7 Park Future CIP CIP 270

Twelve Bridges 
Park

Plumbing 
Fixtures & 
Elements

Concession 
Stand

4500

The drinking fountain projects into the pedestrian way.

All drinking fountains shall either be located completely within alcoves, positioned completely between wing walls, or otherwise positioned so as not to encroach 
into pedestrian ways.

41 9 7 Park Future CIP CIP 270

Twelve Bridges 
Park

Plumbing 
Fixtures & 
Elements

Baseball Field 6500
The there is no drinking fountain for standing persons.

Spout outlets of drinking fountains for standing persons shall be 38 inches minimum and 43 inches maximum above the finish floor or ground.
51 9 7 Park Future CIP

Public 
Services

270

Wilson Park
Plumbing 
Fixtures & 
Elements

Boy's Restroom 
Play Area

4500

The compartment door is located too far from the partition or wall.

The door shall be located in front of the clear space and diagonal to the water closet. Where located in the front partition, the door opening shall be 4 inches 
maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 inches maximum 
from the front partition.  Toilet compartment doors shall not swing into the minimum required compartment area.

22 9 3 Park Future CIP
Public 

Services
270

Wilson Park
Plumbing 
Fixtures & 
Elements

Boy's Restroom 
Play Area

1500
The compartment door is not self closing.

The water closet compartment shall be equipped with a door that has an automatic-closing device.
23 9 3 Park Future CIP

Public 
Services

270

Wilson Park
Plumbing 
Fixtures & 
Elements

Boy's Restroom 
Play Area

6500
The toilet compartment is not wide enough.

Toilet compartments must be a minimum of 60 inches in width.
24 9 3 Park Future CIP CIP 270

Wilson Park
Plumbing 
Fixtures & 
Elements

Boy's Restroom 
Play Area

1500

The flush handle is located on the wrong side of the toilet.

Controls shall be operable with one hand and shall not require tight grasping, pinching or twisting. Controls for the flush valves shall be mounted on the wide side of 
toilet areas, no more than 44 inches above the floor.

26 9 3 Park Future CIP
Public 

Services
270

Wilson Park
Plumbing 
Fixtures & 
Elements

Girl's Restroom 
Play Area

4500

The compartment door is located too far from the partition or wall.

The door shall be located in front of the clear space and diagonal to the water closet. Where located in the front partition, the door opening shall be 4 inches 
maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 inches maximum 
from the front partition.  Toilet compartment doors shall not swing into the minimum required compartment area.

33 9 3 Park Future CIP
Public 

Services
270

Wilson Park
Plumbing 
Fixtures & 
Elements

Girl's Restroom 
Play Area

6500
The toilet compartment is not wide enough.

Toilet compartments must be a minimum of 60 inches in width.
34 9 3 Park Future CIP CIP 270

Wilson Park
Plumbing 
Fixtures & 
Elements

Girl's Restroom 
Play Area

1500

The flush handle is located on the wrong side of the toilet.

Controls shall be operable with one hand and shall not require tight grasping, pinching or twisting. Controls for the flush valves shall be mounted on the wide side of 
toilet areas, no more than 44 inches above the floor.

36 9 3 Park Future CIP
Public 

Services
270

Wilson Park
Plumbing 
Fixtures & 
Elements

Play Area 6500
The there is no drinking fountain for standing persons.

Spout outlets of drinking fountains for standing persons shall be 38 inches minimum and 43 inches maximum above the finish floor or ground.
39 9 3 Park Future CIP

Public 
Services

270

Wilson Park
Plumbing 
Fixtures & 
Elements

Boy's Restroom 
Baseball Field

4500

The compartment door is located too far from the partition or wall.

The door shall be located in front of the clear space and diagonal to the water closet. Where located in the front partition, the door opening shall be 4 inches 
maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 inches maximum 
from the front partition.  Toilet compartment doors shall not swing into the minimum required compartment area.

49 9 3 Park Future CIP
Public 

Services
270

Wilson Park
Plumbing 
Fixtures & 
Elements

Boy's Restroom 
Baseball Field

6500
The toilet compartment is not wide enough.

Toilet compartments must be a minimum of 60 inches in width.
50 9 3 Park Future CIP CIP 270

Wilson Park
Plumbing 
Fixtures & 
Elements

Boy's Restroom 
Baseball Field

4500
The toilet is not located within the range allowed from the side wall or partition. 

The centerline of the toilet must be 17 to 18 inches from the side wall.
51 9 3 Park Future CIP CIP 270
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Wilson Park
Plumbing 
Fixtures & 
Elements

Boy's Restroom 
Baseball Field

1500

The flush handle is located on the wrong side of the toilet.

Controls shall be operable with one hand and shall not require tight grasping, pinching or twisting. Controls for the flush valves shall be mounted on the wide side of 
toilet areas, no more than 44 inches above the floor.

53 9 3 Park Future CIP
Public 

Services
270

Wilson Park
Plumbing 
Fixtures & 
Elements

Girl's Restroom 
Baseball Field

4500

The compartment door is located too far from the partition or wall.

The door shall be located in front of the clear space and diagonal to the water closet. Where located in the front partition, the door opening shall be 4 inches 
maximum from the side wall or partition farthest from the water closet. Where located in the side wall or partition, the door opening shall be 4 inches maximum 
from the front partition.  Toilet compartment doors shall not swing into the minimum required compartment area.

61 9 3 Park Future CIP
Public 

Services
270

Wilson Park
Plumbing 
Fixtures & 
Elements

Girl's Restroom 
Baseball Field

6500
The toilet compartment is not wide enough.

Toilet compartments must be a minimum of 60 inches in width.
62 9 3 Park Future CIP CIP 270

Wilson Park
Plumbing 
Fixtures & 
Elements

Girl's Restroom 
Baseball Field

4500
The toilet is not located within the range allowed from the side wall or partition. 

The centerline of the toilet must be 17 to 18 inches from the side wall.
63 9 3 Park Future CIP CIP 270

Wilson Park
Plumbing 
Fixtures & 
Elements

Girl's Restroom 
Baseball Field

1500

The flush handle is located on the wrong side of the toilet.

Controls shall be operable with one hand and shall not require tight grasping, pinching or twisting. Controls for the flush valves shall be mounted on the wide side of 
toilet areas, no more than 44 inches above the floor.

65 9 3 Park Future CIP
Public 

Services
270

Wilson Park
Plumbing 
Fixtures & 
Elements

Baseball Fields 6500
The spout for the drinking fountain is too high.

Spout outlets shall be 36 inches maximum above the finish floor or ground.
72 9 3 Park Future CIP

Public 
Services

270

Wilson Park
Plumbing 
Fixtures & 
Elements

Baseball Fields 6500
The there is no drinking fountain for standing persons.

Spout outlets of drinking fountains for standing persons shall be 38 inches minimum and 43 inches maximum above the finish floor or ground.
73 9 3 Park Future CIP

Public 
Services

270

Wilson Park
Plumbing 
Fixtures & 
Elements

Baseball Fields 6500
The there is no drinking fountain for standing persons.

Spout outlets of drinking fountains for standing persons shall be 38 inches minimum and 43 inches maximum above the finish floor or ground.
78 9 3 Park Future CIP

Public 
Services

270

Wilson Park
Plumbing 
Fixtures & 
Elements

Baseball Fields 6500
The there is no drinking fountain for standing persons.

Spout outlets of drinking fountains for standing persons shall be 38 inches minimum and 43 inches maximum above the finish floor or ground.
79 9 3 Park Future CIP

Public 
Services

270

Wilson Park
Plumbing 
Fixtures & 
Elements

Baseball Fields 6500
The spout for the drinking fountain is too high.

Spout outlets shall be 36 inches maximum above the finish floor or ground.
81 9 3 Park Future CIP

Public 
Services

270

City Hall Fire Alarms Main Lobby 100
The emergency fire alarm pull box is not accessible because there is not adequate clear floor space for either a forward or side approach.

The clear floor or ground space shall be 30 inches minimum by 48 inches minimum.
17 10 1 Building Future CIP

Public 
Services

540

Community 
Center

Fire Alarms Gymnasium 6500
The emergency fire alarm pull box is not accessible because there is not adequate clear floor space for either a forward or side approach.

The clear floor or ground space shall be 30 inches minimum by 48 inches minimum.
114 10 2 Building Future CIP

Public 
Services

540

Lincoln Museum Fire Alarms Main Entrance 6500
The emergency fire alarm pull box is not accessible because there is not adequate clear floor space for either a forward or side approach.

The clear floor or ground space shall be 30 inches minimum by 48 inches minimum.
9 10 6 Building Future CIP

Public 
Services

540

Carnegie Library
Fire 
Extinguishers

Downstairs 0
The fire extinguisher cabinet is not on an accessible route. 

An accessible route of travel is 36 inches wide minimum and provides a 30 inch by 48 inch clear floor space that allows a side or forward approach.
30 11 12 Building Future CIP

Public 
Services

244

Community 
Center

Fire 
Extinguishers

Gymnasium 200
The fire extinguisher cabinet is not on an accessible route. 

An accessible route of travel is 36 inches wide minimum and provides a 30 inch by 48 inch clear floor space that allows a side or forward approach.
98 11 2 Building Future CIP

Public 
Services

540

Lincoln Museum
Fire 
Extinguishers

West Wing 0
The fire extinguisher cabinet is not on an accessible route. 

An accessible route of travel is 36 inches wide minimum and provides a 30 inch by 48 inch clear floor space that allows a side or forward approach.
32 11 6 Building Future CIP

Public 
Services

540
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City Hall
Sales and 
Service 
Counters/Tables

City Manager, 
City Clerk, 
Human 
Resources

0

The sales and service counter is not a minimum 36 inches wide.

A portion of the counter surface that is 36 inches long minimum and 34 inches high maximum above the finish floor shall be provided. A 30 inch by 48 inch clear 
floor space on an accessible route must be provided for either a forward or parallel approach.

35 12 1 Building Future CIP
Public 

Services
540

City Hall
Sales and 
Service 
Counters/Tables

Community 
Development / 
Code 
Enforcement

0

The sales and service counter is not a minimum 36 inches wide.

A portion of the counter surface that is 36 inches long minimum and 34 inches high maximum above the finish floor shall be provided. A 30 inch by 48 inch clear 
floor space on an accessible route must be provided for either a forward or parallel approach.

63 12 1 Building Future CIP
Public 

Services
540

City Hall
Sales and 
Service 
Counters/Tables

Western Placer 
Unified School 
District

0

The sales and service counter is not a minimum 36 inches wide.

A portion of the counter surface that is 36 inches long minimum and 34 inches high maximum above the finish floor shall be provided. A 30 inch by 48 inch clear 
floor space on an accessible route must be provided for either a forward or parallel approach.

119 12 1 Building Future CIP
Public 

Services
540

City Hall
Sales and 
Service 
Counters/Tables

Personnel 
Services

6500

All service counters must be a maximum 34" A.F.F.

A portion of the counter surface that is 36 inches long minimum and 34 inches high maximum above the finish floor shall be provided. If a forward approach is 
desired knee and toe space must be provided. A 30 inch by 48 inch clear floor space on an accessible route must be provided for either a forward or parallel 
approach.

133 12 1 Building Future CIP
Public 

Services
540

Community 
Center

Sales and 
Service 
Counters/Tables

Main Lobby 6500

All service counters must be a maximum 34" A.F.F.

A portion of the counter surface that is 36 inches long minimum and 34 inches high maximum above the finish floor shall be provided. If a forward approach is 
desired knee and toe space must be provided. A 30 inch by 48 inch clear floor space on an accessible route must be provided for either a forward or parallel 
approach.

30 12 2 Building Future CIP
Public 

Services
540

Fire Station 34
Sales and 
Service 
Counters/Tables

Main Lobby 6500

All service counters must be a maximum 34" A.F.F.

A portion of the counter surface that is 36 inches long minimum and 34 inches high maximum above the finish floor shall be provided. If a forward approach is 
desired knee and toe space must be provided. A 30 inch by 48 inch clear floor space on an accessible route must be provided for either a forward or parallel 
approach.

12 12 8 Building Future CIP
Public 

Services
100

McBean Park
Sales and 
Service 
Counters/Tables

Little League 
Park

6500

All service counters must be a maximum 34" A.F.F.

A portion of the counter surface that is 36 inches long minimum and 34 inches high maximum above the finish floor shall be provided. If a forward approach is 
desired knee and toe space must be provided. A 30 inch by 48 inch clear floor space on an accessible route must be provided for either a forward or parallel 
approach.

133 12 2 Park Future CIP
Public 

Services
270

McBean Park
Sales and 
Service 
Counters/Tables

Pool Main 
Entrance / 
Main Lobby

4500

The sales and service counter is not a minimum 36 inches wide.

A portion of the counter surface that is 36 inches long minimum and 34 inches high maximum above the finish floor shall be provided. A 30 inch by 48 inch clear 
floor space on an accessible route must be provided for either a forward or parallel approach.

146 12 2 Park Future CIP
Public 

Services
270

McBean Park
Sales and 
Service 
Counters/Tables

Pool Snack Bar 4500

The sales and service counter is not a minimum 36 inches wide.

A portion of the counter surface that is 36 inches long minimum and 34 inches high maximum above the finish floor shall be provided. A 30 inch by 48 inch clear 
floor space on an accessible route must be provided for either a forward or parallel approach.

156 12 2 Park Future CIP
Public 

Services
270

McBean Park
Sales and 
Service 
Counters/Tables

Pavilion 6500

All service counters must be a maximum 34" A.F.F.

A portion of the counter surface that is 36 inches long minimum and 34 inches high maximum above the finish floor shall be provided. If a forward approach is 
desired knee and toe space must be provided. A 30 inch by 48 inch clear floor space on an accessible route must be provided for either a forward or parallel 
approach.

254 12 2 Park Future CIP
Public 

Services
270

McBean Park
Sales and 
Service 
Counters/Tables

Pavilion 6500

All service counters must be a maximum 34" A.F.F.

A portion of the counter surface that is 36 inches long minimum and 34 inches high maximum above the finish floor shall be provided. If a forward approach is 
desired knee and toe space must be provided. A 30 inch by 48 inch clear floor space on an accessible route must be provided for either a forward or parallel 
approach.

258 12 2 Park Future CIP
Public 

Services
270

McBean Park
Sales and 
Service 
Counters/Tables

Pavilion 6500

All service counters must be a maximum 34" A.F.F.

A portion of the counter surface that is 36 inches long minimum and 34 inches high maximum above the finish floor shall be provided. If a forward approach is 
desired knee and toe space must be provided. A 30 inch by 48 inch clear floor space on an accessible route must be provided for either a forward or parallel 
approach.

263 12 2 Park Future CIP
Public 

Services
270
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McBean Park
Sales and 
Service 
Counters/Tables

Pavilion 
Exterior

6500

All service counters must be a maximum 34" A.F.F.

A portion of the counter surface that is 36 inches long minimum and 34 inches high maximum above the finish floor shall be provided. If a forward approach is 
desired knee and toe space must be provided. A 30 inch by 48 inch clear floor space on an accessible route must be provided for either a forward or parallel 
approach.

275 12 2 Park Future CIP
Public 

Services
270

Peter Singer Park
Sales and 
Service 
Counters/Tables

Confession 
Stand

6500

All service counters must be a maximum 34" A.F.F.

A portion of the counter surface that is 36 inches long minimum and 34 inches high maximum above the finish floor shall be provided. If a forward approach is 
desired knee and toe space must be provided. A 30 inch by 48 inch clear floor space on an accessible route must be provided for either a forward or parallel 
approach.

70 12 4 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Reach Ranges Baseball Field 2 1500

The litter bag dispenser is not positioned correctly for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach and the side reach is unobstructed, the high side reach shall be 48 inches maximum above 
the finish floor or ground and the low side reach shall be 15 inches minimum above the finish floor or ground.

113 13 1 Park Future CIP
Public 

Services
270

Carnegie Library Reach Ranges Downstairs 6500

The receptacle/switch is not positioned correctly for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach to a switch or receptacle  and the side reach is unobstructed, the high side reach shall be 48 
inches maximum measured to the top of the box above the finish floor or ground and the low side reach shall be 15 inches minimum measured to the bottom of the 
box above the finish floor or ground.

33 13 12 Building Future CIP CIP 244

City Hall Reach Ranges
Path from 
Public Way

1500

The utility drop box is not positioned correctly for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach and the side reach is unobstructed, the high side reach shall be 48 inches maximum above 
the finish floor or ground and the low side reach shall be 15 inches minimum above the finish floor or ground.

15 13 1 Building Future CIP
Public 

Services
540

City Hall Reach Ranges Main Lobby 150

The payment envelopes are not positioned correctly for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach and the side reach is unobstructed, the high side reach shall be 48 inches maximum above 
the finish floor or ground and the low side reach shall be 15 inches minimum above the finish floor or ground.

19 13 1 Building Future CIP
Public 

Services
540

City Hall Reach Ranges

City Manager, 
City Clerk, 
Human 
Resources

150

The flyers are positioned too high for either a side or front approach.

Where a clear floor or ground space allows a parallel approach to an element and the side reach is unobstructed, the high side reach shall be 48 inches maximum 
and the low side reach shall be 15 inches minimum above the finish floor or ground.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum and the low forward reach shall be 15 inches minimum above the finish 
floor or ground.

34 13 1 Building Future CIP
Public 

Services
540

City Hall Reach Ranges
Finance Utility 
Billing Admin. 
Services

0

The flyers and applications are not positioned correctly for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach and the side reach is unobstructed, the high side reach shall be 48 inches maximum above 
the finish floor or ground and the low side reach shall be 15 inches minimum above the finish floor or ground.

36 13 1 Building Future CIP
Public 

Services
540

City Hall Reach Ranges
Community 
Meeting Room 
120

0

The light switch and outlets are out of reach range because the depth of the obstruction is greater than 25 inches.

Where a high forward reach is over an obstruction, the clear floor space shall extend beneath the element for a distance not less than the reach depth over the 
obstruction. Where the reach depth exceeds 20 inches, the high forward reach shall be 44 inches maximum and the reach depth shall be 25 inches maximum.

59 13 1 Building Future CIP CIP 540

City Hall Reach Ranges

Community 
Development / 
Code 
Enforcement

0

The flyers and forms are not positioned correctly for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach and the side reach is unobstructed, the high side reach shall be 48 inches maximum above 
the finish floor or ground and the low side reach shall be 15 inches minimum above the finish floor or ground.

62 13 1 Building Future CIP
Public 

Services
540

City Hall Reach Ranges
Engineering 
Economic 
Development

0

The business card holder is too high and is out of the maximum reach range for a side approach.

Where a clear floor or ground space allows a parallel approach to an element and the high side reach is over an obstruction, the height of the obstruction shall be 34 
inches maximum and the depth of the obstruction shall be 24 inches maximum. Where the reach depth exceeds 10 inches, the high side reach shall be 46 inches 
maximum.

77 13 1 Building Future CIP
Public 

Services
540

City Hall Reach Ranges
Council 
Chambers

0

The outlet and switch are out of reach range because the depth of the obstruction is greater than 25 inches.

Where a high forward reach is over an obstruction, the clear floor space shall extend beneath the element for a distance not less than the reach depth over the 
obstruction. Where the reach depth exceeds 20 inches, the high forward reach shall be 44 inches maximum and the reach depth shall be 25 inches maximum.

107 13 1 Building Future CIP CIP 540
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City Hall Reach Ranges
Personnel 
Services

1500

The application holder is not positioned correctly for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach and the side reach is unobstructed, the high side reach shall be 48 inches maximum above 
the finish floor or ground and the low side reach shall be 15 inches minimum above the finish floor or ground.

132 13 1 Building Future CIP
Public 

Services
540

Community 
Center

Reach Ranges Main Lobby 1500

The pamphlets and other informational material is not positioned correctly for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach and the side reach is unobstructed, the high side reach shall be 48 inches maximum above 
the finish floor or ground and the low side reach shall be 15 inches minimum above the finish floor or ground.

29 13 2 Building Future CIP
Public 

Services
540

Community 
Center

Reach Ranges
Conference 
Room

1500

The light switch is too high and is out of the maximum reach range for a side approach. 

Where a clear floor or ground space allows a parallel approach to an element and the side reach is unobstructed, the high side reach shall be 48 inches maximum to 
the finished floor.

129 13 2 Building Future CIP CIP 540

Community 
Center

Reach Ranges Classroom 1 1500
The soap dispenser and electrical outlet are not accessible because it is located over an obstruction greater than 10 inches deep and greater than 34 inches tall.

Where the reach depth exceeds 10 inches in depth, the height of the obstruction shall be 34 inches maximum.
142 13 2 Building Future CIP

Public 
Services

540

Community 
Center

Reach Ranges Classroom 1 1500

The paper towel dispenser, soap, and electrical outlets are not accessible because it is located over an obstruction greater than 10 inches deep and greater than 34 
inches tall.

Where the reach depth exceeds 10 inches in depth, the height of the obstruction shall be 34 inches maximum.

148 13 2 Building Future CIP
Public 

Services
540

Fire Station 33 Reach Ranges
Path from 
Parking

1500

The phone and doorbell are not positioned correctly for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach and the side reach is unobstructed, the high side reach shall be 48 inches maximum above 
the finish floor or ground and the low side reach shall be 15 inches minimum above the finish floor or ground.

10 13 9 Building Future CIP CIP 100

Fire Station 33 Reach Ranges Main Lobby 1500

The pamphlet and flyer holder is too high and is out of the maximum reach range for a side approach. 

Where a clear floor or ground space allows a parallel approach to an element and the side reach is unobstructed, the high side reach shall be 48 inches maximum to 
the finished floor.

12 13 9 Building Future CIP
Public 

Services
100

Fire Station 34 Reach Ranges
Path from 
Public Way

1500

The telephone is not positioned correctly for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach and the side reach is unobstructed, the high side reach shall be 48 inches maximum above 
the finish floor or ground and the low side reach shall be 15 inches minimum above the finish floor or ground.

8 13 8 Building Future CIP
Public 

Services
100

Fire Station 34 Reach Ranges Main Lobby 1500

The pamphlets and flyers are too high and is out of the maximum reach range for a side approach. 

Where a clear floor or ground space allows a parallel approach to an element and the side reach is unobstructed, the high side reach shall be 48 inches maximum to 
the finished floor.

13 13 8 Building Future CIP
Public 

Services
100

Joiner Park Reach Ranges Parking Lot 1500

The recycling bins are positioned correctly for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach and the side reach is unobstructed, the high side reach shall be 48 inches maximum above 
the finish floor or ground and the low side reach shall be 15 inches minimum above the finish floor or ground.

143 13 6 Park Future CIP
Public 

Services
270

Lincoln Airport Reach Ranges Pilots Lounge 1500

The clear floor space only allows for a forward approach and the telephone is out of reach range.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum and the low forward reach shall be 15 inches minimum above the finish 
floor or ground.

38 13 7 Building Future CIP
Public 

Services
750

Lincoln Airport Reach Ranges Pilots Lounge 1500

The flyer dispenser is not positioned correctly for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach and the side reach is unobstructed, the high side reach shall be 48 inches maximum above 
the finish floor or ground and the low side reach shall be 15 inches minimum above the finish floor or ground.

39 13 7 Building Future CIP
Public 

Services
750

Lincoln Area 
Chamber of 
Commerce 
Building

Reach Ranges Meeting Room 1500

The fire extinguisher is too high and is out of the maximum reach range for a side approach. 

Where a clear floor or ground space allows a parallel approach to an element and the side reach is unobstructed, the high side reach shall be 48 inches maximum to 
the finished floor.

28 13 1A Building Future CIP
Public 

Services
540
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Lincoln Museum Reach Ranges Second Floor 150

The paper towel dispenser is positioned too high for either a side or front approach.

Where a clear floor or ground space allows a parallel approach to an element and the side reach is unobstructed, the high side reach shall be 48 inches maximum 
and the low side reach shall be 15 inches minimum above the finish floor or ground.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum and the low forward reach shall be 15 inches minimum above the finish 
floor or ground.

65 13 6 Building Future CIP
Public 

Services
540

Lincoln Museum Reach Ranges Second Floor 1500
The outlet and switches are not accessible because it is located over an obstruction greater than 10 inches deep and greater than 34 inches tall.

Where the reach depth exceeds 10 inches in depth, the height of the obstruction shall be 34 inches maximum.
66 13 6 Building Future CIP CIP 540

Lincoln Museum Reach Ranges Second Floor 1500

The thermostat is not positioned correctly for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach and the side reach is unobstructed, the high side reach shall be 48 inches maximum above 
the finish floor or ground and the low side reach shall be 15 inches minimum above the finish floor or ground.

67 13 6 Building Future CIP
Public 

Services
540

McBean Park Reach Ranges Pavilion 6500

The receptacle/switch is not positioned correctly for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach to a switch or receptacle  and the side reach is unobstructed, the high side reach shall be 48 
inches maximum measured to the top of the box above the finish floor or ground and the low side reach shall be 15 inches minimum measured to the bottom of the 
box above the finish floor or ground.

262 13 2 Park Future CIP CIP 270

McBean Park Reach Ranges Pavilion 1500

The fire extinguisher is not positioned correctly for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach and the side reach is unobstructed, the high side reach shall be 48 inches maximum above 
the finish floor or ground and the low side reach shall be 15 inches minimum above the finish floor or ground.

264 13 2 Park Future CIP
Public 

Services
270

Police Activities 
League Building

Reach Ranges Garage 6500

The receptacle/switch is not positioned correctly for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach to a switch or receptacle  and the side reach is unobstructed, the high side reach shall be 48 
inches maximum measured to the top of the box above the finish floor or ground and the low side reach shall be 15 inches minimum measured to the bottom of the 
box above the finish floor or ground.

21 13 11 Building Future CIP 540
Not 

Applicable

Police Activities 
League Building

Reach Ranges Garage 1500

The shelves are not positioned correctly for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach and the side reach is unobstructed, the high side reach shall be 48 inches maximum above 
the finish floor or ground and the low side reach shall be 15 inches minimum above the finish floor or ground.

22 13 11 Building Future CIP 540
Not 

Applicable

Police Activities 
League Building

Reach Ranges Kitchen 1500
The outlets and paper towel dispenser are not accessible because they are located over an obstruction greater than 10 inches deep and greater than 34 inches tall.

Where the reach depth exceeds 10 inches in depth, the height of the obstruction shall be 34 inches maximum.
36 13 11 Building Future CIP CIP 540

Not 
Applicable

Police Activities 
League Building

Reach Ranges Side Entrance 1500

The alarm panel is not positioned correctly for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach and the side reach is unobstructed, the high side reach shall be 48 inches maximum above 
the finish floor or ground and the low side reach shall be 15 inches minimum above the finish floor or ground.

54 13 11 Building Future CIP CIP 540 Complete

McBean Park Pool/Spa Pool Area 0

The clear deck space adjacent to the lift is not flat (2% max. in any direction).

On the side of the seat opposite the water, a clear deck space shall be provided parallel with the seat. The space shall be 36 inches wide minimum and shall extend 
forward 48 inches minimum from a line located 12 inches behind the rear edge of the seat. The clear deck space shall have a slope not steeper than 1:48.

160 14 2 Park Future CIP CIP 270
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McBean Park Pool/Spa Pool Area 0

The swimming pool/spa lift is noncompliant.
 The lift shall meet the following criteria:
1.  The lift must be on an accessible route
2.  The seat shall be rigid;
3.  The seat shall be not less than 17 inches and not more than 19 inches above the pool deck;
4.  The seat shall have two armrests. The armrest on the side of the seat by which access is gained shall be  either removable or fold clear of the seat;
5.  The seat shall have a back support that is at least 12 inches tall;
6.  The seat shall have an occupant restraint and the restraint shall meet the standards for operable controls.
7.  The lift shall be capable of unassisted operation from both the deck and water levels.
8.  The lift shall be stable and not permit unintended movement when a person is getting into or out of the seat.
9.  The lift shall be designed to have a live-load capacity of not less than 300 pounds.
10. The lift shall be positioned so that it will place the operator into water that is at least 3 feet deep.
11. The lift shall lower the operator at least 18 inches below the surface of the water.

161 14 2 Park Future CIP CIP 270

1911 Foskett 
Regional Park

Clear Floor 
Space

Play Area 
Men's 
Restroom

1500
The (XX) is not accessible because there is not adequate clear floor space for an approach.

The clear floor or ground space shall be 30 inches minimum by 48 inches minimum.
6 15 1 Park Future CIP CIP 270

1911 Foskett 
Regional Park

Clear Floor 
Space

Baseball Field 
Women's 
Restroom 1

1500
The (XX) is not accessible because there is not adequate clear floor space for an approach.

The clear floor or ground space shall be 30 inches minimum by 48 inches minimum.
11 15 1 Park Future CIP CIP 270

1911 Foskett 
Regional Park

Clear Floor 
Space

Baseball Field 
Family 
Restroom 1

1500
The (XX) is not accessible because there is not adequate clear floor space for an approach.

The clear floor or ground space shall be 30 inches minimum by 48 inches minimum.
16 15 1 Park Future CIP CIP 270

1911 Foskett 
Regional Park

Clear Floor 
Space

Baseball Field 
Family 
Restroom 2

1500
The (XX) is not accessible because there is not adequate clear floor space for an approach.

The clear floor or ground space shall be 30 inches minimum by 48 inches minimum.
22 15 1 Park Future CIP CIP 270

1911 Foskett 
Regional Park

Clear Floor 
Space

Play Area 
Women's 
Restroom

1500
The (XX) is not accessible because there is not adequate clear floor space for an approach.

The clear floor or ground space shall be 30 inches minimum by 48 inches minimum.
71 15 1 Park Future CIP CIP 270

City Hall
Clear Floor 
Space

Path from 
Public Way

9500
The clear floor space required at the utility drop box is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
14 15 1 Building Future CIP CIP 540

Fire Station 35
Clear Floor 
Space

Men's 
Restroom

9500
The clear floor space required at the urinal is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
20 15 10 Building Future CIP CIP 100

Joiner Park
Clear Floor 
Space

Court 9500
The clear floor space required at the trash can is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
27 15 6 Park Future CIP CIP 270

Joiner Park
Clear Floor 
Space

Play Area 2 9500
The clear floor space required at the trash can is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
40 15 6 Park Future CIP CIP 270

Joiner Park
Clear Floor 
Space

Field 1500
The pet waste receptical is not accessible because there is not adequate clear floor space for an approach.

The clear floor or ground space shall be 30 inches minimum by 48 inches minimum.
51 15 6 Park Future CIP CIP 270

Joiner Park
Clear Floor 
Space

Field 9500
The clear floor space required at the drinking fountain is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
64 15 6 Park Future CIP CIP 270

Joiner Park
Clear Floor 
Space

Field 9500
The clear floor space required at the trash can is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
71 15 6 Park Future CIP CIP 270
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Joiner Park
Clear Floor 
Space

Field 9500
The clear floor space required at the drinking fountain is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
79 15 6 Park Future CIP CIP 270

Joiner Park
Clear Floor 
Space

Path from 
Public Way - 
Schellbach 
Drive

9500
The clear floor space required at the pet wast receptical is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
157 15 6 Park Future CIP CIP 270

Lincoln Airport
Clear Floor 
Space

Pilots Lounge 0
The telephone is not accessible because there is not adequate clear floor space for an approach.

The clear floor or ground space shall be 30 inches minimum by 48 inches minimum.
37 15 7 Building Future CIP CIP 750

Lincoln Airport
Clear Floor 
Space

Pilots Lounge 1500
The (XX) is not accessible because there is not adequate clear floor space for an approach.

The clear floor or ground space shall be 30 inches minimum by 48 inches minimum.
41 15 7 Building Future CIP CIP 750

Lincoln Museum
Clear Floor 
Space

Women's 
Restroom

1500
The coat hook is not accessible because there is not adequate clear floor space for an approach.

The clear floor or ground space shall be 30 inches minimum by 48 inches minimum.
42 15 6 Building Future CIP CIP 540

Markham Park
Clear Floor 
Space

Path from 
Public Way

9500
The clear floor space required at the litter bag dispenser and trash can is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
4 15 8 Park Future CIP CIP 270

Markham Park
Clear Floor 
Space

Path from 
Public Way

9500
The clear floor space required at the litter bag dispenser and trash can is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
9 15 8 Park Future CIP CIP 270

McBean Park
Clear Floor 
Space

Play Area 9500
The 30 inches minimum by 48 inches minimum clear floor space required at the (XX) is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
61 15 2 Park Future CIP CIP 270

Pete Demas Park
Clear Floor 
Space

Path from 
Public Way

9500
The clear floor space required at the litter bag dispenser is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
14 15 14 Park Future CIP CIP 270

Peter Singer Park
Clear Floor 
Space

Women's 
Restroom

9500
The clear floor space required at the (XX) is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
58 15 4 Park Future CIP CIP 270

Scheiber Park
Clear Floor 
Space

Path from 
Public Way

9500
The clear floor space required at the (XX) is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
2 15 11 Park Future CIP CIP 270

Scheiber Park
Clear Floor 
Space

Path from 
Public Way

9500
The clear floor space required at the (XX) is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
14 15 11 Park Future CIP CIP 270

Scheiber Park
Clear Floor 
Space

Path from 
Public Way

9500
The clear floor space required at the (XX) is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
17 15 11 Park Future CIP CIP 270

Scheiber Park
Clear Floor 
Space

Path from 
Public Way

9500
The clear floor space required at the (XX) is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
20 15 11 Park Future CIP CIP 270

Sheffield Park
Clear Floor 
Space

Path from 
Public Way

9500
The clear floor space required at the pet waste receptical is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
13 15 9 Park Future CIP CIP 270

Sheffield Park
Clear Floor 
Space

Play Area 9500
The clear floor space required at the drinking fountain is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
20 15 9 Park Future CIP CIP 270

Wilson Park
Clear Floor 
Space

Path from 
Public Way

9500
The clear floor space required at the pet waste receptical is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
3 15 3 Park Future CIP CIP 270

Wilson Park
Clear Floor 
Space

Path from 
Parking

9500
The clear floor space required at the trash can is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
10 15 3 Park Future CIP CIP 270
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Wilson Park
Clear Floor 
Space

Baseball Fields 9500
The clear floor space required at the (XX) is not flat (2% or 1:48 maximum slope) in all directions.

Changes in level are not permitted at required clear floor or ground space except that slopes not steeper than 1:48 shall be permitted.
76 15 3 Park Future CIP CIP 270

Police Activities 
League Building

Kitchens and 
Kitchenettes 
and Wet Bars

Kitchen 4500
The kitchen counter top is too high.

The kitchen work surface shall be 34 inches maximum above the finish floor or ground.
35 16 11 Building Future CIP CIP 540

1911 Foskett 
Regional Park

Dining/Bar and 
Work Surfaces

Play Area 1500

There are no accessible tables.

At least 5% of each type in each functional area of dining surfaces must be accessible and must be dispersed throughout the space or facility containing dining 
surfaces. An accessible table must be on an accessible route (36 inches minimum) and have knee and toe spaces at least 27 inches high, 30 inches wide and 19 
inches deep. The tops of tables and counters shall be 28 inches to 34 inches from the floor or ground.

88 17 1 Park Future CIP
Public 

Services
270

Brown Park
Dining/Bar and 
Work Surfaces

Path from 
Public Way

1500

There are no accessible tables.

At least 5% of each type in each functional area of dining surfaces must be accessible and must be dispersed throughout the space or facility containing dining 
surfaces. An accessible table must be on an accessible route (36 inches minimum) and have knee and toe spaces at least 27 inches high, 30 inches wide and 19 
inches deep. The tops of tables and counters shall be 28 inches to 34 inches from the floor or ground.

2 17 13 Park Future CIP
Public 

Services
270

Carnegie Library
Dining/Bar and 
Work Surfaces

Upstairs 1500

There are no accessible tables.

At least 5% of each type in each functional area of dining surfaces must be accessible and must be dispersed throughout the space or facility containing dining 
surfaces. An accessible table must be on an accessible route (36 inches minimum) and have knee and toe spaces at least 27 inches high, 30 inches wide and 19 
inches deep. The tops of tables and counters shall be 28 inches to 34 inches from the floor or ground.

25 17 12 Building Future CIP
Public 

Services
244

City Hall
Dining/Bar and 
Work Surfaces

Community 
Meeting Room 
120

500
The work surface is too high.

The tops of work surfaces provided for public use or common use shall be 28 inches minimum and 34 inches maximum above the finish floor or ground.
55 17 1 Building Future CIP

Public 
Services

540

City Hall
Dining/Bar and 
Work Surfaces

Engineering 
Economic 
Development

1500

Compliant knee and toe clearance is not provided at the accessible table. 

When seating for persons in wheelchairs is provided at fixed tables or counters, knee spaces at least 27 inches high, 30 inches wide and 19 inches deep shall be 
provided.

76 17 1 Building Future CIP
Public 

Services
540

Community 
Center

Dining/Bar and 
Work Surfaces

Conference 
Room

1500

There are no accessible tables.

At least 5% of each type in each functional area of dining surfaces must be accessible and must be dispersed throughout the space or facility containing dining 
surfaces. An accessible table must be on an accessible route (36 inches minimum) and have knee and toe spaces at least 27 inches high, 30 inches wide and 19 
inches deep. The tops of tables and counters shall be 28 inches to 34 inches from the floor or ground.

128 17 2 Building Future CIP
Public 

Services
540

Community 
Center

Dining/Bar and 
Work Surfaces

Classroom 1 1500

There are no accessible tables.

At least 5% of each type in each functional area of dining surfaces must be accessible and must be dispersed throughout the space or facility containing dining 
surfaces. An accessible table must be on an accessible route (36 inches minimum) and have knee and toe spaces at least 27 inches high, 30 inches wide and 19 
inches deep. The tops of tables and counters shall be 28 inches to 34 inches from the floor or ground.

151 17 2 Building Future CIP
Public 

Services
540

Coyote Pond Park
Dining/Bar and 
Work Surfaces

Play Area 1500

There are no accessible tables.

At least 5% of each type in each functional area of dining surfaces must be accessible and must be dispersed throughout the space or facility containing dining 
surfaces. An accessible table must be on an accessible route (36 inches minimum) and have knee and toe spaces at least 27 inches high, 30 inches wide and 19 
inches deep. The tops of tables and counters shall be 28 inches to 34 inches from the floor or ground.

13 17 12 Park Future CIP
Public 

Services
270

Joiner Park
Dining/Bar and 
Work Surfaces

Field 1500

There are no accessible tables.

At least 5% of each type in each functional area of dining surfaces must be accessible and must be dispersed throughout the space or facility containing dining 
surfaces. An accessible table must be on an accessible route (36 inches minimum) and have knee and toe spaces at least 27 inches high, 30 inches wide and 19 
inches deep. The tops of tables and counters shall be 28 inches to 34 inches from the floor or ground.

73 17 6 Park Future CIP
Public 

Services
270

Lincoln Airport
Dining/Bar and 
Work Surfaces

Path from 
Parking

4500

Compliant knee and/or toe clearance is not provided. 

When seating for persons in wheelchairs is provided at fixed tables or counters, knee spaces at least 27 inches high, 30 inches wide and 19 inches deep shall be 
provided.

15 17 7 Building Future CIP
Public 

Services
750
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Lincoln Airport
Dining/Bar and 
Work Surfaces

Pilots Lounge 1500

Compliant knee and toe clearance is not provided at the accessible table. 

When seating for persons in wheelchairs is provided at fixed tables or counters, knee spaces at least 27 inches high, 30 inches wide and 19 inches deep shall be 
provided.

40 17 7 Building Future CIP
Public 

Services
750

Lincoln Airport
Dining/Bar and 
Work Surfaces

Furl and Airport 
Services

1500

There are no accessible tables.

At least 5% of each type in each functional area of dining surfaces must be accessible and must be dispersed throughout the space or facility containing dining 
surfaces. An accessible table must be on an accessible route (36 inches minimum) and have knee and toe spaces at least 27 inches high, 30 inches wide and 19 
inches deep. The tops of tables and counters shall be 28 inches to 34 inches from the floor or ground.

51 17 7 Building Future CIP
Public 

Services
750

Markham Park
Dining/Bar and 
Work Surfaces

Play Area 1500

There are no accessible tables.

At least 5% of each type in each functional area of dining surfaces must be accessible and must be dispersed throughout the space or facility containing dining 
surfaces. An accessible table must be on an accessible route (36 inches minimum) and have knee and toe spaces at least 27 inches high, 30 inches wide and 19 
inches deep. The tops of tables and counters shall be 28 inches to 34 inches from the floor or ground.

40 17 8 Park Future CIP
Public 

Services
270

McBean Park
Dining/Bar and 
Work Surfaces

Pool Snack Bar 1500

Compliant knee and toe clearance is not provided at the accessible table. 

When seating for persons in wheelchairs is provided at fixed tables or counters, knee spaces at least 27 inches high, 30 inches wide and 19 inches deep shall be 
provided.

155 17 2 Park Future CIP
Public 

Services
270

McBean Park
Dining/Bar and 
Work Surfaces

Pool Area 1500

There are no accessible tables.

At least 5% of each type in each functional area of dining surfaces must be accessible and must be dispersed throughout the space or facility containing dining 
surfaces. An accessible table must be on an accessible route (36 inches minimum) and have knee and toe spaces at least 27 inches high, 30 inches wide and 19 
inches deep. The tops of tables and counters shall be 28 inches to 34 inches from the floor or ground.

162 17 2 Park Future CIP
Public 

Services
270

McBean Park
Dining/Bar and 
Work Surfaces

Pavilion 
Exterior

1500

There are no accessible tables.

At least 5% of each type in each functional area of dining surfaces must be accessible and must be dispersed throughout the space or facility containing dining 
surfaces. An accessible table must be on an accessible route (36 inches minimum) and have knee and toe spaces at least 27 inches high, 30 inches wide and 19 
inches deep. The tops of tables and counters shall be 28 inches to 34 inches from the floor or ground.

277 17 2 Park Future CIP
Public 

Services
270

Pete Demas Park
Dining/Bar and 
Work Surfaces

Path from 
Public Way

4500

Compliant knee and/or toe clearance is not provided. 

When seating for persons in wheelchairs is provided at fixed tables or counters, knee spaces at least 27 inches high, 30 inches wide and 19 inches deep shall be 
provided.

5 17 14 Park Future CIP
Public 

Services
270

Pete Demas Park
Dining/Bar and 
Work Surfaces

Path from 
Public Way

4500

Compliant knee and/or toe clearance is not provided. 

When seating for persons in wheelchairs is provided at fixed tables or counters, knee spaces at least 27 inches high, 30 inches wide and 19 inches deep shall be 
provided.

11 17 14 Park Future CIP
Public 

Services
270

Civic Center Assembly Areas Auditorium 1500
Based on the number of seats provided in this area 138, there should be a minimum of 4 wheelchair seating spaces.

Wheelchair spaces shall be provided in assembly areas with fixed seating.
66 18 5 Building Future CIP

Public 
Services

540

Community 
Center

Assembly Areas Classroom 1 1500
Based on the number of seats provided in this area 13, there should be a minimum of 1 wheelchair seating space.

Wheelchair spaces shall be provided in assembly areas with fixed seating.
135 18 2 Building Future CIP

Public 
Services

540

Carnegie Library Stairways
Path from 
Public Way

1500
The handrails as well as the handrail extensions are not at the correct height.

The tops of handrails and their extensions must be between 34 inches and 38 inches above the stair nosing or ground.
15 19 12 Building Future CIP CIP 244

Carnegie Library Stairways
Path from 
Public Way

9500
The stairway tread contains a change in elevation.

Changes of elevation are not permitted on stair treads.
9 19 12 Building Future CIP CIP 244

Carnegie Library Stairways
Path from 
Public Way

3500

The handrail projects less than 12 inches beyond the landing at the bottom of the stairs parallel to the floor or ground.

At the bottom of a stair flight, handrails shall extend horizontally above the landing for 12 inches minimum beginning directly above the first riser nosing. Extensions 
shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent stair flight.

5 19 12 Building Future CIP CIP 244
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Carnegie Library Stairways
Path from 
Public Way

4500

The stair treads are missing a contrasting stripe on their nosings.

Exterior stairs shall have the upper approach and all treads marked by a stripe providing clear visual contrast.

The stripe shall be a minimum of 2 inches wide to a maximum of 4 inches wide placed parallel to, and not more than 1 inch from, the nose of the step or upper 
approach. The stripe shall extend the full width of the step or upper approach and shall be of material that is at least as slip resistant as the other treads of the stair. 
A painted stripe shall be acceptable. Grooves shall not be used to satisfy this requirement.

14 19 12 Building Future CIP
Public 

Services
244

Carnegie Library Stairways
Path from 
Public Way

4500

The stair treads are missing a contrasting stripe on their nosings.

Exterior stairs shall have the upper approach and all treads marked by a stripe providing clear visual contrast.

The stripe shall be a minimum of 2 inches wide to a maximum of 4 inches wide placed parallel to, and not more than 1 inch from, the nose of the step or upper 
approach. The stripe shall extend the full width of the step or upper approach and shall be of material that is at least as slip resistant as the other treads of the stair. 
A painted stripe shall be acceptable. Grooves shall not be used to satisfy this requirement.

7 19 12 Building Future CIP
Public 

Services
244

Carnegie Library Stairways
Path from 
Public Way

4500

The handrail does not extend in the direction of the stair run.

At the bottom of a stair flight, handrails shall extend at the slope of the stair flight for a horizontal distance equal to one tread depth beyond the last riser nosing. 
Such extension shall continue with a horizontal extension or shall be continuous to the handrail of an adjacent stair flight or shall return to a wall, guard, or the 
walking surface. At the bottom of a stair flight, a horizontal extension of a handrail shall be 12 (not including the curved portion of round handrails) inches long 
minimum and a height equal to that of the sloping portion of the handrail as measured above the stair nosings.

13 19 12 Building Future CIP CIP 244

Carnegie Library Stairways
Path from 
Public Way

4500

The stairway only has a handrail on one side.

Stairways must have handrails on both sides.

- Handrails and their extensions must be between 34 inches and 38 inches above the stair nosing or ground.
- Top handrails shall extend 12 inches minimum beyond the top nosing and be parallel with the floor or ground. - Bottom landing handrail must extend a min. of 12 
inches plus the tread width, beyond the bottom nosing. 
- One handrail shall be in the direction of the run of the stair and perpendicular to the stair nosing.
- Handrails projecting from walls shall have a space of 1-1/2 inches  minimum between the wall and the handrail.

1 19 12 Building Future CIP CIP 244

City Hall Stairways Main Lobby 4500

The handrail does not have a compliant extension at the bottom of the stair flight.

At the bottom of a stair flight, handrails shall extend at the slope of the stair flight for a horizontal distance equal to one tread depth beyond the last riser nosing. 
Such extension shall continue with a horizontal extension or shall be continuous to the handrail of an adjacent stair flight or shall return to a wall, guard, or the 
walking surface. At the bottom of a stair flight, a horizontal extension of a handrail shall be 12 (not including the curved portion of round handrails) inches long 
minimum and a height equal to that of the sloping portion of the handrail as measured above the stair nosings. Extension shall return to a wall, guard, or the landing 
surface, or shall be continuous to the handrail of an adjacent stair flight.

22 19 1 Building Future CIP CIP 540

City Hall Stairways Main Lobby 4500

The stripe on the stair tread is not contrast adequately with the stair tread.

Interior stairs shall have the upper approach and lower tread marked by a stripe providing clear visual contrast. 

The stripe shall be a minimum of 2 inches wide to a maximum of 4 inches wide placed parallel to, and not more than 1 inch from, the nose of the step or upper 
approach. The stripe shall extend the full width of the step or upper approach and shall be of material that is at least as slip resistant as the other treads of the stair. 
A painted stripe shall be acceptable. Grooves shall not be used to satisfy this requirement.

23 19 1 Building Future CIP
Public 

Services
540

City Hall Stairways Main Lobby 4500

The handrail does not extend in the direction of the stair run.

At the bottom of a stair flight, handrails shall extend at the slope of the stair flight for a horizontal distance equal to one tread depth beyond the last riser nosing. 
Such extension shall continue with a horizontal extension or shall be continuous to the handrail of an adjacent stair flight or shall return to a wall, guard, or the 
walking surface. At the bottom of a stair flight, a horizontal extension of a handrail shall be 12 (not including the curved portion of round handrails) inches long 
minimum and a height equal to that of the sloping portion of the handrail as measured above the stair nosings.

24 19 1 Building Future CIP CIP 540

City Hall Stairways Main Lobby 4500

The handrail projects less than 12 inches beyond the landing at the top of the stairs parallel to the floor or ground.

At the top of a stair flight, handrails shall extend horizontally above the landing for 12 inches minimum beginning directly above the first riser nosing. Extensions 
shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent stair flight.

25 19 1 Building Future CIP CIP 540
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City Hall Stairways Stairway 9500 The stairway treads are sloped greater than 2% in any direction. 136 19 1 Building Future CIP CIP 540

City Hall Stairways Stairway 9500 The stairway treads are sloped greater than 2% in any direction. 139 19 1 Building Future CIP CIP 540

City Hall Stairways Stairway 4500

The handrail projects less than 12 inches beyond the landing at the top of the stairs parallel to the floor or ground.

At the top of a stair flight, handrails shall extend horizontally above the landing for 12 inches minimum beginning directly above the first riser nosing. Extensions 
shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent stair flight.

141 19 1 Building Future CIP CIP 540

City Hall Stairways Stairway 4500

The handrail does not have a compliant extension at the bottom of the stair flight.

At the bottom of a stair flight, handrails shall extend at the slope of the stair flight for a horizontal distance equal to one tread depth beyond the last riser nosing. 
Such extension shall continue with a horizontal extension or shall be continuous to the handrail of an adjacent stair flight or shall return to a wall, guard, or the 
walking surface. At the bottom of a stair flight, a horizontal extension of a handrail shall be 12 (not including the curved portion of round handrails) inches long 
minimum and a height equal to that of the sloping portion of the handrail as measured above the stair nosings. Extension shall return to a wall, guard, or the landing 
surface, or shall be continuous to the handrail of an adjacent stair flight.

142 19 1 Building Future CIP CIP 540

City Hall Stairways Stairway 9500 The stairway treads are sloped greater than 2% in any direction. 143 19 1 Building Future CIP CIP 540

City Hall Stairways Stairway 9500 The stairway treads are sloped greater than 2% in any direction. 144 19 1 Building Future CIP CIP 540

Civic Center Stairways
Path from 
Parking

4500

The stair treads are missing a contrasting stripe on their nosings.

Exterior stairs shall have the upper approach and all treads marked by a stripe providing clear visual contrast.

The stripe shall be a minimum of 2 inches wide to a maximum of 4 inches wide placed parallel to, and not more than 1 inch from, the nose of the step or upper 
approach. The stripe shall extend the full width of the step or upper approach and shall be of material that is at least as slip resistant as the other treads of the stair. 
A painted stripe shall be acceptable. Grooves shall not be used to satisfy this requirement.

17 19 5 Building Future CIP
Public 

Services
540

Civic Center Stairways
Path from 
Parking

4500

The handrail does not have a compliant extension at the bottom of the stair flight.

At the bottom of a stair flight, handrails shall extend at the slope of the stair flight for a horizontal distance equal to one tread depth beyond the last riser nosing. 
Such extension shall continue with a horizontal extension or shall be continuous to the handrail of an adjacent stair flight or shall return to a wall, guard, or the 
walking surface. At the bottom of a stair flight, a horizontal extension of a handrail shall be 12 (not including the curved portion of round handrails) inches long 
minimum and a height equal to that of the sloping portion of the handrail as measured above the stair nosings. Extension shall return to a wall, guard, or the landing 
surface, or shall be continuous to the handrail of an adjacent stair flight.

20 19 5 Building Future CIP CIP 540

Civic Center Stairways
Path from 
Parking

4500

The handrail projects less than 12 inches beyond the landing at the top of the stairs parallel to the floor or ground.

At the top of a stair flight, handrails shall extend horizontally above the landing for 12 inches minimum beginning directly above the first riser nosing. Extensions 
shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent stair flight.

26 19 5 Building Future CIP CIP 540

Civic Center Stairways Main Entrance 4500

The stair treads are missing a contrasting stripe on their nosings.

Exterior stairs shall have the upper approach and all treads marked by a stripe providing clear visual contrast.

The stripe shall be a minimum of 2 inches wide to a maximum of 4 inches wide placed parallel to, and not more than 1 inch from, the nose of the step or upper 
approach. The stripe shall extend the full width of the step or upper approach and shall be of material that is at least as slip resistant as the other treads of the stair. 
A painted stripe shall be acceptable. Grooves shall not be used to satisfy this requirement.

30 19 5 Building Future CIP
Public 

Services
540

Civic Center Stairways Main Entrance 9500

The stair risers are not uniform in height.

Stair treads shall be no less than 11 inches deep, measured from riser to riser. Stair riser heights shall be 7 inches maximum and 4 inches minimum. On any given 
flight of stairs, all steps shall have uniform riser height and uniform tread widths.

31 19 5 Building Future CIP CIP 540

Community 
Center

Stairways Gymnasium 4500

The stair treads are missing a contrasting stripe on their nosings.

Interior stairs shall have the upper approach and lower tread marked by a stripe providing clear visual contrast. 

The stripe shall be a minimum of 2 inches wide to a maximum of 4 inches wide placed parallel to, and not more than 1 inch from, the nose of the step or upper 
approach. The stripe shall extend the full width of the step or upper approach and shall be of material that is at least as slip resistant as the other treads of the stair. 
A painted stripe shall be acceptable. Grooves shall not be used to satisfy this requirement.

87 19 2 Building Future CIP
Public 

Services
540
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Community 
Center

Stairways Gymnasium 4500

The handrail does not have a compliant extension at the bottom of the stair flight.

At the bottom of a stair flight, handrails shall extend at the slope of the stair flight for a horizontal distance equal to one tread depth beyond the last riser nosing. 
Such extension shall continue with a horizontal extension or shall be continuous to the handrail of an adjacent stair flight or shall return to a wall, guard, or the 
walking surface. At the bottom of a stair flight, a horizontal extension of a handrail shall be 12 (not including the curved portion of round handrails) inches long 
minimum and a height equal to that of the sloping portion of the handrail as measured above the stair nosings. Extension shall return to a wall, guard, or the landing 
surface, or shall be continuous to the handrail of an adjacent stair flight.

89 19 2 Building Future CIP CIP 540

Community 
Center

Stairways Gymnasium 1500
The handrails as well as the handrail extensions are not at the correct height.

The tops of handrails and their extensions must be between 34 inches and 38 inches above the stair nosing or ground.
90 19 2 Building Future CIP CIP 540

Community 
Center

Stairways Gymnasium 4500

The handrail projects less than 12 inches beyond the landing at the top of the stairs parallel to the floor or ground.

At the top of a stair flight, handrails shall extend horizontally above the landing for 12 inches minimum beginning directly above the first riser nosing. Extensions 
shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent stair flight.

91 19 2 Building Future CIP CIP 540

Community 
Center

Stairways Gymnasium 4500

The handrail projects less than 12 inches beyond the landing at the top of the stairs parallel to the floor or ground.

At the top of a stair flight, handrails shall extend horizontally above the landing for 12 inches minimum beginning directly above the first riser nosing. Extensions 
shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent stair flight.

93 19 2 Building Future CIP CIP 540

Community 
Center

Stairways Gymnasium 1500
The handrails as well as the handrail extensions are not at the correct height.

The tops of handrails and their extensions must be between 34 inches and 38 inches above the stair nosing or ground.
94 19 2 Building Future CIP CIP 540

Community 
Center

Stairways Gymnasium 4500

The handrail does not have a compliant extension at the bottom of the stair flight.

At the bottom of a stair flight, handrails shall extend at the slope of the stair flight for a horizontal distance equal to one tread depth beyond the last riser nosing. 
Such extension shall continue with a horizontal extension or shall be continuous to the handrail of an adjacent stair flight or shall return to a wall, guard, or the 
walking surface. At the bottom of a stair flight, a horizontal extension of a handrail shall be 12 (not including the curved portion of round handrails) inches long 
minimum and a height equal to that of the sloping portion of the handrail as measured above the stair nosings. Extension shall return to a wall, guard, or the landing 
surface, or shall be continuous to the handrail of an adjacent stair flight.

95 19 2 Building Future CIP CIP 540

Community 
Center

Stairways Gymnasium 4500

The handrail does not have a compliant extension at the bottom of the stair flight.

At the bottom of a stair flight, handrails shall extend at the slope of the stair flight for a horizontal distance equal to one tread depth beyond the last riser nosing. 
Such extension shall continue with a horizontal extension or shall be continuous to the handrail of an adjacent stair flight or shall return to a wall, guard, or the 
walking surface. At the bottom of a stair flight, a horizontal extension of a handrail shall be 12 (not including the curved portion of round handrails) inches long 
minimum and a height equal to that of the sloping portion of the handrail as measured above the stair nosings. Extension shall return to a wall, guard, or the landing 
surface, or shall be continuous to the handrail of an adjacent stair flight.

120 19 2 Building Future CIP CIP 540

Community 
Center

Stairways Gymnasium 4500

The handrail projects less than 12 inches beyond the landing at the top of the stairs parallel to the floor or ground.

At the top of a stair flight, handrails shall extend horizontally above the landing for 12 inches minimum beginning directly above the first riser nosing. Extensions 
shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent stair flight.

121 19 2 Building Future CIP CIP 540

Lincoln Airport Stairways Main Entrance 4500

The stair treads are missing a contrasting stripe on their nosings.

Exterior stairs shall have the upper approach and all treads marked by a stripe providing clear visual contrast.

The stripe shall be a minimum of 2 inches wide to a maximum of 4 inches wide placed parallel to, and not more than 1 inch from, the nose of the step or upper 
approach. The stripe shall extend the full width of the step or upper approach and shall be of material that is at least as slip resistant as the other treads of the stair. 
A painted stripe shall be acceptable. Grooves shall not be used to satisfy this requirement.

17 19 7 Building Future CIP
Public 

Services
750

Lincoln Airport Stairways
Pilots Lounge 
Entrance

4500

The stair treads are missing a contrasting stripe on their nosings.

Exterior stairs shall have the upper approach and all treads marked by a stripe providing clear visual contrast.

The stripe shall be a minimum of 2 inches wide to a maximum of 4 inches wide placed parallel to, and not more than 1 inch from, the nose of the step or upper 
approach. The stripe shall extend the full width of the step or upper approach and shall be of material that is at least as slip resistant as the other treads of the stair. 
A painted stripe shall be acceptable. Grooves shall not be used to satisfy this requirement.

32 19 7 Building Future CIP
Public 

Services
750



Barrier Removal Schedule by Fiscal Year

Barrier Removal Schedule by Fiscal Year 162 of 212

Evaluation 
Title/CIP#

Group
AreaDescriptio

n

Budget 
High/ 

Project 
Budget

Finding/Project Description
Finding 
Number

Barrier 
Priority

Facility 
Priority

Facility Type
FY 

Implementati
on

CIP / Public 
Services

Fund Completed

Lincoln Airport Stairways
Pilots Lounge 
Entrance

9500

The stair risers are not uniform in height.

Stair treads shall be no less than 11 inches deep, measured from riser to riser. Stair riser heights shall be 7 inches maximum and 4 inches minimum. On any given 
flight of stairs, all steps shall have uniform riser height and uniform tread widths.

33 19 7 Building Future CIP CIP 750

Lincoln Airport Stairways
Pilots Lounge 
Entrance

3500

The handrail does not have a compliant extension at the bottom of the stair flight.

At the bottom of a stair flight, handrails shall extend at the slope of the stair flight for a horizontal distance at least equal to one tread depth beyond the last riser 
nosing. Extension shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent stair flight.

34 19 7 Building Future CIP CIP 750

Lincoln Airport Stairways
Fuel and 
Airport Services

4500

The handrail does not extend in the direction of the stair run.

At the bottom of a stair flight, handrails shall extend at the slope of the stair flight for a horizontal distance equal to one tread depth beyond the last riser nosing. 
Such extension shall continue with a horizontal extension or shall be continuous to the handrail of an adjacent stair flight or shall return to a wall, guard, or the 
walking surface. At the bottom of a stair flight, a horizontal extension of a handrail shall be 12 (not including the curved portion of round handrails) inches long 
minimum and a height equal to that of the sloping portion of the handrail as measured above the stair nosings.

55 19 7 Building Future CIP CIP 750

Lincoln Airport Stairways
Fuel and 
Airport Services

1500
The handrails as well as the handrail extensions are not at the correct height.

The tops of handrails and their extensions must be between 34 inches and 38 inches above the stair nosing or ground.
57 19 7 Building Future CIP CIP 750

Lincoln Airport Stairways
Fuel and 
Airport Services

4500

The stair treads are missing a contrasting stripe on their nosings.

Exterior stairs shall have the upper approach and all treads marked by a stripe providing clear visual contrast.

The stripe shall be a minimum of 2 inches wide to a maximum of 4 inches wide placed parallel to, and not more than 1 inch from, the nose of the step or upper 
approach. The stripe shall extend the full width of the step or upper approach and shall be of material that is at least as slip resistant as the other treads of the stair. 
A painted stripe shall be acceptable. Grooves shall not be used to satisfy this requirement.

63 19 7 Building Future CIP
Public 

Services
750

Lincoln Airport Stairways
Fuel and 
Airport Services

3500

The handrail does not have a compliant extension at the bottom of the stair flight.

At the bottom of a stair flight, handrails shall extend at the slope of the stair flight for a horizontal distance at least equal to one tread depth beyond the last riser 
nosing. Extension shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent stair flight.

65 19 7 Building Future CIP CIP 750

Lincoln Airport Stairways
Fuel and 
Airport Services

4500

The stair treads are missing a contrasting stripe on their nosings.

Exterior stairs shall have the upper approach and all treads marked by a stripe providing clear visual contrast.

The stripe shall be a minimum of 2 inches wide to a maximum of 4 inches wide placed parallel to, and not more than 1 inch from, the nose of the step or upper 
approach. The stripe shall extend the full width of the step or upper approach and shall be of material that is at least as slip resistant as the other treads of the stair. 
A painted stripe shall be acceptable. Grooves shall not be used to satisfy this requirement.

66 19 7 Building Future CIP
Public 

Services
750

Lincoln Area 
Chamber of 
Commerce 
Building

Stairways
Path from 
Public Way

4500

The stair treads are missing a contrasting stripe on their nosings.

Exterior stairs shall have the upper approach and all treads marked by a stripe providing clear visual contrast.

The stripe shall be a minimum of 2 inches wide to a maximum of 4 inches wide placed parallel to, and not more than 1 inch from, the nose of the step or upper 
approach. The stripe shall extend the full width of the step or upper approach and shall be of material that is at least as slip resistant as the other treads of the stair. 
A painted stripe shall be acceptable. Grooves shall not be used to satisfy this requirement.

2 19 1A Building Future CIP
Public 

Services
540

Lincoln Area 
Chamber of 
Commerce 
Building

Stairways
Path from 
Public Way

4500

The stairway does not have handrails.

Stairways must have handrails on both sides.

- Handrails and their extensions must be between 34 inches and 38 inches above the stair nosing or ground.
- Top handrails shall extend 12 inches minimum beyond the top nosing and be parallel with the floor or ground. - Bottom landing handrail must extend a min. of 12 
inches plus the tread width, beyond the bottom nosing. 
- One handrail shall be in the direction of the run of the stair and perpendicular to the stair nosing.
- Handrails projecting from walls shall have a space of 1-1/2 inches  minimum between the wall and the handrail.

3 19 1A Building Future CIP CIP 540
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Lincoln Area 
Chamber of 
Commerce 
Building

Stairways
Path from 
Public Way

9500 The stairway treads are sloped greater than 2% in any direction. 5 19 1A Building Future CIP CIP 540

Lincoln Area 
Chamber of 
Commerce 
Building

Stairways
Path from 
Public Way

9500

The stair risers are not uniform in height.

Stair treads shall be no less than 11 inches deep, measured from riser to riser. Stair riser heights shall be 7 inches maximum and 4 inches minimum. On any given 
flight of stairs, all steps shall have uniform riser height and uniform tread widths.

7 19 1A Building Future CIP CIP 540

Lincoln Area 
Chamber of 
Commerce 
Building

Stairways Rear Entrance 4500

The handrail does not have a compliant extension at the bottom of the stair flight.

At the bottom of a stair flight, handrails shall extend at the slope of the stair flight for a horizontal distance equal to one tread depth beyond the last riser nosing. 
Such extension shall continue with a horizontal extension or shall be continuous to the handrail of an adjacent stair flight or shall return to a wall, guard, or the 
walking surface. At the bottom of a stair flight, a horizontal extension of a handrail shall be 12 (not including the curved portion of round handrails) inches long 
minimum and a height equal to that of the sloping portion of the handrail as measured above the stair nosings. Extension shall return to a wall, guard, or the landing 
surface, or shall be continuous to the handrail of an adjacent stair flight.

12 19 1A Building Future CIP CIP 540

Lincoln Area 
Chamber of 
Commerce 
Building

Stairways Rear Entrance 4500

The stair treads are missing a contrasting stripe on their nosings.

Exterior stairs shall have the upper approach and all treads marked by a stripe providing clear visual contrast.

The stripe shall be a minimum of 2 inches wide to a maximum of 4 inches wide placed parallel to, and not more than 1 inch from, the nose of the step or upper 
approach. The stripe shall extend the full width of the step or upper approach and shall be of material that is at least as slip resistant as the other treads of the stair. 
A painted stripe shall be acceptable. Grooves shall not be used to satisfy this requirement.

13 19 1A Building Future CIP
Public 

Services
540

Lincoln Area 
Chamber of 
Commerce 
Building

Stairways Rear Entrance 9500 The stairway treads are sloped greater than 2% in any direction. 14 19 1A Building Future CIP CIP 540

Lincoln Area 
Chamber of 
Commerce 
Building

Stairways Rear Entrance 4500

The handrail projects less than 12 inches beyond the landing at the top of the stairs parallel to the floor or ground.

At the top of a stair flight, handrails shall extend horizontally above the landing for 12 inches minimum beginning directly above the first riser nosing. Extensions 
shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent stair flight.

15 19 1A Building Future CIP CIP 540

Lincoln Area 
Chamber of 
Commerce 
Building

Stairways Rear Entrance 4500

The stair treads are missing a contrasting stripe on their nosings.

Exterior stairs shall have the upper approach and all treads marked by a stripe providing clear visual contrast.

The stripe shall be a minimum of 2 inches wide to a maximum of 4 inches wide placed parallel to, and not more than 1 inch from, the nose of the step or upper 
approach. The stripe shall extend the full width of the step or upper approach and shall be of material that is at least as slip resistant as the other treads of the stair. 
A painted stripe shall be acceptable. Grooves shall not be used to satisfy this requirement.

19 19 1A Building Future CIP
Public 

Services
540

Lincoln Area 
Chamber of 
Commerce 
Building

Stairways Rear Entrance 3500

The handrail projects less than 12 inches beyond the landing at the bottom of the stairs parallel to the floor or ground.

At the bottom of a stair flight, handrails shall extend horizontally above the landing for 12 inches minimum beginning directly above the first riser nosing. Extensions 
shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent stair flight.

20 19 1A Building Future CIP CIP 540
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Lincoln Area 
Chamber of 
Commerce 
Building

Stairways Rear Entrance 4500

The handrail does not extend in the direction of the stair run.

At the bottom of a stair flight, handrails shall extend at the slope of the stair flight for a horizontal distance equal to one tread depth beyond the last riser nosing. 
Such extension shall continue with a horizontal extension or shall be continuous to the handrail of an adjacent stair flight or shall return to a wall, guard, or the 
walking surface. At the bottom of a stair flight, a horizontal extension of a handrail shall be 12 (not including the curved portion of round handrails) inches long 
minimum and a height equal to that of the sloping portion of the handrail as measured above the stair nosings.

21 19 1A Building Future CIP CIP 540

Lincoln Area 
Chamber of 
Commerce 
Building

Stairways Rear Entrance 4500

The handrail projects less than 12 inches beyond the landing at the top of the stairs parallel to the floor or ground.

At the top of a stair flight, handrails shall extend horizontally above the landing for 12 inches minimum beginning directly above the first riser nosing. Extensions 
shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent stair flight.

22 19 1A Building Future CIP CIP 540

Lincoln Museum Stairways
Path from 
Public Way

4500

The handrail does not have a compliant extension at the bottom of the stair flight.

At the bottom of a stair flight, handrails shall extend at the slope of the stair flight for a horizontal distance equal to one tread depth beyond the last riser nosing. 
Such extension shall continue with a horizontal extension or shall be continuous to the handrail of an adjacent stair flight or shall return to a wall, guard, or the 
walking surface. At the bottom of a stair flight, a horizontal extension of a handrail shall be 12 (not including the curved portion of round handrails) inches long 
minimum and a height equal to that of the sloping portion of the handrail as measured above the stair nosings. Extension shall return to a wall, guard, or the landing 
surface, or shall be continuous to the handrail of an adjacent stair flight.

2 19 6 Building Future CIP CIP 540

Lincoln Museum Stairways
Path from 
Public Way

9500 The stairway treads are sloped greater than 2% in any direction. 3 19 6 Building Future CIP CIP 540

Lincoln Museum Stairways Stairwell 1500
The handrails as well as the handrail extensions are not at the correct height.

The tops of handrails and their extensions must be between 34 inches and 38 inches above the stair nosing or ground.
92 19 6 Building Future CIP CIP 540

Lincoln Museum Stairways Stairwell 4500

The handrail projects less than 12 inches beyond the landing at the top of the stairs parallel to the floor or ground.

At the top of a stair flight, handrails shall extend horizontally above the landing for 12 inches minimum beginning directly above the first riser nosing. Extensions 
shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent stair flight.

99 19 6 Building Future CIP CIP 540

Lincoln Museum Stairways Stairwell 150

The enclosed stairway is missing the required tactile floor identification signs.

Floor identification signs with raised characters and Braille shall be located at the landing of each floor level, placed adjacent to the door on the latch side, in all 
enclosed stairways in buildings two or more stories in height to identify the floor level. At the exit discharge level, the sign shall include a raised five pointed star 
located to the left of the identifying floor level. The outside diameter of the star shall be the same as the height of the raised characters.

100 19 6 Building Future CIP
Public 

Services
540

Lincoln Museum Stairways Stairwell 1500
The handrails as well as the handrail extensions are not at the correct height.

The tops of handrails and their extensions must be between 34 inches and 38 inches above the stair nosing or ground.
102 19 6 Building Future CIP CIP 540

Lincoln Museum Stairways Stairwell 4500

The handrail does not extend in the direction of the stair run.

At the bottom of a stair flight, handrails shall extend at the slope of the stair flight for a horizontal distance equal to one tread depth beyond the last riser nosing. 
Such extension shall continue with a horizontal extension or shall be continuous to the handrail of an adjacent stair flight or shall return to a wall, guard, or the 
walking surface. At the bottom of a stair flight, a horizontal extension of a handrail shall be 12 (not including the curved portion of round handrails) inches long 
minimum and a height equal to that of the sloping portion of the handrail as measured above the stair nosings.

103 19 6 Building Future CIP CIP 540

McBean Park Stairways Gazebo 4500

The stair treads are missing a contrasting stripe on their nosings.

Exterior stairs shall have the upper approach and all treads marked by a stripe providing clear visual contrast.

The stripe shall be a minimum of 2 inches wide to a maximum of 4 inches wide placed parallel to, and not more than 1 inch from, the nose of the step or upper 
approach. The stripe shall extend the full width of the step or upper approach and shall be of material that is at least as slip resistant as the other treads of the stair. 
A painted stripe shall be acceptable. Grooves shall not be used to satisfy this requirement.

103 19 2 Park Future CIP
Public 

Services
270

McBean Park Stairways Gazebo 4500

The handrail projects less than 12 inches beyond the landing at the top of the stairs parallel to the floor or ground.

At the top of a stair flight, handrails shall extend horizontally above the landing for 12 inches minimum beginning directly above the first riser nosing. Extensions 
shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent stair flight.

104 19 2 Park Future CIP CIP 270
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McBean Park Stairways Gazebo 4500

The handrail does not extend in the direction of the stair run.

At the bottom of a stair flight, handrails shall extend at the slope of the stair flight for a horizontal distance equal to one tread depth beyond the last riser nosing. 
Such extension shall continue with a horizontal extension or shall be continuous to the handrail of an adjacent stair flight or shall return to a wall, guard, or the 
walking surface. At the bottom of a stair flight, a horizontal extension of a handrail shall be 12 (not including the curved portion of round handrails) inches long 
minimum and a height equal to that of the sloping portion of the handrail as measured above the stair nosings.

105 19 2 Park Future CIP CIP 270

McBean Park Stairways Gazebo 9500
The stairway tread contains a change in elevation.

Changes of elevation are not permitted on stair treads.
107 19 2 Park Future CIP CIP 270

McBean Park Stairways Gazebo 9500

The stair nosing is not one of the compliant configurations.

The radius of curvature at the leading edge of the tread shall be 1/2 inch maximum. Nosings that project beyond risers shall have the underside of the leading edge 
curved or beveled. Risers shall be permitted to slope under the tread at an angle of 30 degrees maximum from vertical. The permitted projection of the nosing shall 
extend 11/4 inches maximum over the tread below.

108 19 2 Park Future CIP CIP 270

McBean Park Stairways
Pool Main 
Entrance / 
Main Lobby

4500

The stair treads are missing a contrasting stripe on their nosings.

Exterior stairs shall have the upper approach and all treads marked by a stripe providing clear visual contrast.

The stripe shall be a minimum of 2 inches wide to a maximum of 4 inches wide placed parallel to, and not more than 1 inch from, the nose of the step or upper 
approach. The stripe shall extend the full width of the step or upper approach and shall be of material that is at least as slip resistant as the other treads of the stair. 
A painted stripe shall be acceptable. Grooves shall not be used to satisfy this requirement.

143 19 2 Park Future CIP
Public 

Services
270

McBean Park Stairways
Pool Main 
Entrance / 
Main Lobby

9500 The stairway treads are sloped greater than 2% in any direction. 150 19 2 Park Future CIP CIP 270

McBean Park Stairways
Pool Main 
Entrance / 
Main Lobby

4500

The handrail projects less than 12 inches beyond the landing at the top of the stairs parallel to the floor or ground.

At the top of a stair flight, handrails shall extend horizontally above the landing for 12 inches minimum beginning directly above the first riser nosing. Extensions 
shall return to a wall, guard, or the landing surface, or shall be continuous to the handrail of an adjacent stair flight.

151 19 2 Park Future CIP CIP 270

McBean Park Stairways
Pavilion 
Exterior

4500

The stair treads are missing a contrasting stripe on their nosings.

Exterior stairs shall have the upper approach and all treads marked by a stripe providing clear visual contrast.

The stripe shall be a minimum of 2 inches wide to a maximum of 4 inches wide placed parallel to, and not more than 1 inch from, the nose of the step or upper 
approach. The stripe shall extend the full width of the step or upper approach and shall be of material that is at least as slip resistant as the other treads of the stair. 
A painted stripe shall be acceptable. Grooves shall not be used to satisfy this requirement.

289 19 2 Park Future CIP
Public 

Services
270

McBean Park Stairways
Pavilion 
Exterior

4500

The handrail does not have a compliant extension at the bottom of the stair flight.

At the bottom of a stair flight, handrails shall extend at the slope of the stair flight for a horizontal distance equal to one tread depth beyond the last riser nosing. 
Such extension shall continue with a horizontal extension or shall be continuous to the handrail of an adjacent stair flight or shall return to a wall, guard, or the 
walking surface. At the bottom of a stair flight, a horizontal extension of a handrail shall be 12 (not including the curved portion of round handrails) inches long 
minimum and a height equal to that of the sloping portion of the handrail as measured above the stair nosings. Extension shall return to a wall, guard, or the landing 
surface, or shall be continuous to the handrail of an adjacent stair flight.

290 19 2 Park Future CIP CIP 270

Wilson Park Stairways
Path from 
Parking

4500

The handrail does not extend in the direction of the stair run.

At the bottom of a stair flight, handrails shall extend at the slope of the stair flight for a horizontal distance equal to one tread depth beyond the last riser nosing. 
Such extension shall continue with a horizontal extension or shall be continuous to the handrail of an adjacent stair flight or shall return to a wall, guard, or the 
walking surface. At the bottom of a stair flight, a horizontal extension of a handrail shall be 12 (not including the curved portion of round handrails) inches long 
minimum and a height equal to that of the sloping portion of the handrail as measured above the stair nosings.

12 19 3 Park Future CIP CIP 270

Auburn Ravine 
Park

Operable Parts Dog Park 150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
5 21 5 Park Future CIP CIP 270

Brown Park Operable Parts
Path from 
Public Way

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
6 21 13 Park Future CIP CIP 270
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Carnegie Library Operable Parts Restroom 1500 The light switch is not accessible because it requires tight grasping, pinching or twisting of the wrist. 53 21 12 Building Future CIP
Public 

Services
244

City Hall Operable Parts
Second Floor 
Women's 
Restroom

500

The sanitary napkin dispenser controls requires tight grasping, tight pinching or twisting of the wrist to operate.

Controls and operating mechanisms shall be operable with one hand and shall not require tight grasping, pinching or twisting of the wrist. The force required to 
activate controls shall be no greater than 5 pounds of force.

69 21 1 Building Future CIP
Public 

Services
540

City Hall Operable Parts
Third Floor 
Women's 
Restroom

1500 The sanitary napkin dispenser is not accessible because it requires tight grasping, pinching or twisting of the wrist. 89 21 1 Building Future CIP
Public 

Services
540

City Hall Operable Parts
Fourth Floor 
Women's 
Restroom

1500 The sanitary napkin dispenser is not accessible because it requires tight grasping, pinching or twisting of the wrist. 128 21 1 Building Future CIP
Public 

Services
540

Civic Center Operable Parts
Men's 
Restroom

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
49 21 5 Building Future CIP CIP 540

Community 
Center

Operable Parts
Women's 
Restroom

1500 The sanitary napkin dispenser is not accessible because it requires tight grasping, pinching or twisting of the wrist. 65 21 2 Building Future CIP CIP 540

Coyote Pond Park Operable Parts Play Area 150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
14 21 12 Park Future CIP CIP 270

Fire Station 33 Operable Parts
Unisex 
Restroom

1500 The paper towel dispenser is not accessible because it requires tight grasping, pinching or twisting of the wrist. 34 21 9 Building Future CIP
Public 

Services
100

Fire Station 34 Operable Parts
Path from 
Public Way

1500 The telephone is not accessible because it requires tight grasping, pinching or twisting of the wrist. 9 21 8 Building Future CIP
Public 

Services
100

Fire Station 34 Operable Parts
Men's 
Restroom

1500 The paper towel dispenser is not accessible because it requires tight grasping, pinching or twisting of the wrist. 20 21 8 Building Future CIP
Public 

Services
100

Fire Station 34 Operable Parts
Women's 
Restroom

1500 The paper towel dispenser is not accessible because it requires tight grasping, pinching or twisting of the wrist. 24 21 8 Building Future CIP
Public 

Services
100

Fire Station 35 Operable Parts
Path from 
Parking

1500 The telephone is not accessible because it requires tight grasping, pinching or twisting of the wrist. 4 21 10 Building Future CIP
Public 

Services
100

Fire Station 35 Operable Parts
Men's 
Restroom

1500 The paper towel dispenser is not accessible because it requires tight grasping, pinching or twisting of the wrist. 29 21 10 Building Future CIP
Public 

Services
100

Fire Station 35 Operable Parts
Unisex 
Restroom

1500 The sanitary napkin dispenser is not accessible because it requires tight grasping, pinching or twisting of the wrist. 40 21 10 Building Future CIP
Public 

Services
100



Barrier Removal Schedule by Fiscal Year

Barrier Removal Schedule by Fiscal Year 167 of 212

Evaluation 
Title/CIP#

Group
AreaDescriptio

n

Budget 
High/ 

Project 
Budget

Finding/Project Description
Finding 
Number

Barrier 
Priority

Facility 
Priority

Facility Type
FY 

Implementati
on

CIP / Public 
Services

Fund Completed

Fire Station 35 Operable Parts
Unisex 
Restroom

1500 The paper towel dispenser is not accessible because it requires tight grasping, pinching or twisting of the wrist. 42 21 10 Building Future CIP
Public 

Services
100

Joiner Park Operable Parts Field 150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
68 21 6 Park Future CIP CIP 270

Joiner Park Operable Parts Field 150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
83 21 6 Park Future CIP CIP 270

Lincoln Museum Operable Parts
Women's 
Restroom

1500 The sanitary napkin dispenser is not accessible because it requires tight grasping, pinching or twisting of the wrist. 44 21 6 Building Future CIP
Public 

Services
540

Lincoln Museum Operable Parts
Second Floor 
Women's 
Restroom

1500 The sanitary napkin dispenser is not accessible because it requires tight grasping, pinching or twisting of the wrist. 84 21 6 Building Future CIP
Public 

Services
540

Markham Park Operable Parts
Path from 
Public Way

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
10 21 8 Park Future CIP CIP 270

Markham Park Operable Parts
Unisex 
Restroom

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
46 21 8 Park Future CIP CIP 270

McBean Park Operable Parts Play Area 150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
63 21 2 Park Future CIP CIP 270

McBean Park Operable Parts
Play Area 
Women's 
Restroom

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
88 21 2 Park Future CIP CIP 270

McBean Park Operable Parts Baseball Field 1500 The wash stations are not accessible because it requires tight grasping, pinching or twisting of the wrist. 119 21 2 Park Future CIP
Public 

Services
270

McBean Park Operable Parts
Little League 
Park

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
132 21 2 Park Future CIP CIP 270

McBean Park Operable Parts
Little League 
Park

1500 The wash station is not accessible because it requires tight grasping, pinching or twisting of the wrist. 137 21 2 Park Future CIP
Public 

Services
270

McBean Park Operable Parts Pool Area 150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
163 21 2 Park Future CIP CIP 270

McBean Park Operable Parts
Pool - Boy's 
Restroom

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
180 21 2 Park Future CIP CIP 270

Peter Singer Park Operable Parts
Men's 
Restroom

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
48 21 4 Park Future CIP CIP 270

Peter Singer Park Operable Parts
Men's 
Restroom

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
53 21 4 Park Future CIP CIP 270

Peter Singer Park Operable Parts
Women's 
Restroom

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
64 21 4 Park Future CIP CIP 270
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Peter Singer Park Operable Parts Baseball Field 150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
73 21 4 Park Future CIP CIP 270

Scheiber Park Operable Parts
Path from 
Public Way

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
4 21 11 Park Future CIP CIP 270

Sheffield Park Operable Parts Play Area 150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
21 21 9 Park Future CIP CIP 270

Sheffield Park Operable Parts Play Area 2 150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
27 21 9 Park Future CIP CIP 270

Twelve Bridges 
Park

Operable Parts
Concession 
Stand

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
42 21 7 Park Future CIP CIP 270

Twelve Bridges 
Park

Operable Parts Baseball Field 150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
52 21 7 Park Future CIP CIP 270

Wilson Park Operable Parts
Boy's Restroom 
Play Area

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
21 21 3 Park Future CIP CIP 270

Wilson Park Operable Parts
Boy's Restroom 
Play Area

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
25 21 3 Park Future CIP CIP 270

Wilson Park Operable Parts
Girl's Restroom 
Play Area

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
35 21 3 Park Future CIP CIP 270

Wilson Park Operable Parts
Boy's Restroom 
Baseball Field

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
48 21 3 Park Future CIP CIP 270

Wilson Park Operable Parts
Boy's Restroom 
Baseball Field

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
52 21 3 Park Future CIP CIP 270

Wilson Park Operable Parts
Girl's Restroom 
Baseball Field

150
The force required to operate the element exceeds the maximum.

The force required to activate operable parts is 5 pounds maximum.
64 21 3 Park Future CIP CIP 270

1911 Foskett 
Regional Park

Signs Dog Park 150

The walk is missing directional signage that identifies the location/direction of the accessible route of travel to the accessible building entrance.

Signs that identify, direct to or give information about accessible elements and features of a building or site shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I"shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

44 22 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Signs
Path from 
Public Way

150

The walk is missing directional signage that identifies the location/direction of the accessible route of travel to the accessible building entrance.

Signs that identify, direct to or give information about accessible elements and features of a building or site shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I"shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

78 22 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Signs
Path from 
Public Way

150

The walk is missing directional signage that identifies the location/direction of the accessible route of travel to the accessible building entrance.

Signs that identify, direct to or give information about accessible elements and features of a building or site shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I"shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

79 22 1 Park Future CIP
Public 

Services
270
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1911 Foskett 
Regional Park

Signs
Path from 
Public Way

150

The walk is missing directional signage that identifies the location/direction of the accessible route of travel to the accessible building entrance.

Signs that identify, direct to or give information about accessible elements and features of a building or site shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I"shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

82 22 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Signs
Path from 
Public Way

150

The walk is missing directional signage that identifies the location/direction of the accessible route of travel to the accessible building entrance.

Signs that identify, direct to or give information about accessible elements and features of a building or site shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I"shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

85 22 1 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Signs Parking Lot 6 150

The walk is missing directional signage that identifies the location/direction of the accessible route of travel to the accessible building entrance.

Signs that identify, direct to or give information about accessible elements and features of a building or site shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I"shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

135 22 1 Park Future CIP
Public 

Services
270

Auburn Ravine 
Park

Signs Parking Lot 150

The tow-away sign is missing. 

There must be a tow-away sign posted in a conspicuous place at each entrance, or immediately adjacent to each space. The sign shall not be less than 17 inches by 
22 inches in size with 1 inch high minimum lettering which clearly and conspicuously states the following: 

"Unauthorized vehicles parked in designated accessible spaces not displaying distinguishing placards or special license plates issued for persons with disabilities will 
be towed away at owner's expense.
Towed vehicles may be reclaimed at___________________________________        or by telephoning________________________."

Blank spaces are to be filled in with appropriate information as a permanent part of the sign.

2 22 5 Park Future CIP
Public 

Services
270

Carnegie Library Signs
Path from 
Public Way

150

There is no International Symbol of Accessibility at this entrance. 

In existing buildings and facilities where not all entrances are accessible doors that are accessible shall be identified by the International Symbol of Accessibility. 
Directional signs that indicate the location of the nearest accessible entrance shall be provided at entrances that that are not accessible. Directional signs including 
the International Symbol of Accessibility indicating the accessible route to the nearest accessible entrance shall be provided at junctions when the accessible route 
diverges from the regular circulation path.

3 22 12 Building Future CIP
Public 

Services
244

Carnegie Library Signs
Path from 
Public Way

150

There is no International Symbol of Accessibility at this entrance. 

In existing buildings and facilities where not all entrances are accessible doors that are accessible shall be identified by the International Symbol of Accessibility. 
Directional signs that indicate the location of the nearest accessible entrance shall be provided at entrances that that are not accessible. Directional signs including 
the International Symbol of Accessibility indicating the accessible route to the nearest accessible entrance shall be provided at junctions when the accessible route 
diverges from the regular circulation path.

2 22 12 Building Future CIP
Public 

Services
244

Carnegie Library Signs Downstairs 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

32 22 12 Building Future CIP
Public 

Services
244
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Carnegie Library Signs Upstairs 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

21 22 12 Building Future CIP
Public 

Services
244

Carnegie Library Signs Upstairs 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

17 22 12 Building Future CIP
Public 

Services
244

Carnegie Library Signs Restroom 150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

36 22 12 Building Future CIP
Public 

Services
244

City Hall Signs
Path from 
Public Way

150

The walk is missing directional signage that identifies the location/direction of the accessible route of travel to the accessible building entrance.

Signs that identify, direct to or give information about accessible elements and features of a building or site shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I"shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

6 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
Path from 
Public Way

150

There is no International Symbol of Accessibility at this entrance. 

In existing buildings and facilities where not all entrances are accessible doors that are accessible shall be identified by the International Symbol of Accessibility. 
Directional signs that indicate the location of the nearest accessible entrance shall be provided at entrances that that are not accessible. Directional signs including 
the International Symbol of Accessibility indicating the accessible route to the nearest accessible entrance shall be provided at junctions when the accessible route 
diverges from the regular circulation path.

10 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
Path from 
Public Way

150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

11 22 1 Building Future CIP
Public 

Services
540
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City Hall Signs
Path from 
Public Way

150

The walk is missing directional signage that identifies the location/direction of the accessible route of travel to the accessible building entrance.

Signs that identify, direct to or give information about accessible elements and features of a building or site shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I"shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

13 22 1 Building Future CIP
Public 

Services
540

City Hall Signs Main Lobby 150

The sign providing directional and information is noncompliant.

Signs that identify, direct to or give information about accessible elements and features of a building or site, shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I" shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance. Characters shall be uppercase or lowercase or a combination of both, conventional in form and shall not be italic, oblique, script, highly 
decorative, or of other unusual forms.

18 22 1 Building Future CIP
Public 

Services
540

City Hall Signs Main Lobby 150

The sign is mounted too low.

Signs with raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest 
line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting 
location shall be determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear 
floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed 
position and 45 degree open position.

20 22 1 Building Future CIP
Public 

Services
540

City Hall Signs Main Lobby 150

The sign is mounted too high.

Signs with raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest 
line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting 
location shall be determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear 
floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed 
position and 45 degree open position.

32 22 1 Building Future CIP
Public 

Services
540

City Hall Signs

City Manager, 
City Clerk, 
Human 
Resources

150

The tactile EXIT sign is obstructed by trash can and table at the door. 

Signs containing tactile Characters shall be located so that a clear floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is 
provided beyond the arc of any door swing between the closed position and 45 degree open position. 

Where a tactile sign is provided at a door, the sign shall be located alongside the door at the latch side. Where a tactile sign is provided at double doors with one 
active leaf, the sign shall be located on the inactive leaf. Where a tactile sign is provided at double doors with two active leafs, the sign shall be located to the right 
of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

33 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
First Floor 
Corridor

150

The sign is mounted too high.

Signs with raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest 
line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting 
location shall be determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear 
floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed 
position and 45 degree open position.

47 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
First Floor 
Corridor

150

The sign is mounted too high.

Signs with raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest 
line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting 
location shall be determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear 
floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed 
position and 45 degree open position.

48 22 1 Building Future CIP
Public 

Services
540
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City Hall Signs
First Floor 
Corridor

150

The sign is mounted too high.

Signs with raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest 
line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting 
location shall be determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear 
floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed 
position and 45 degree open position.

49 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
Community 
Meeting Room 
120

150

The sign is mounted too high.

Signs with raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest 
line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting 
location shall be determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear 
floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed 
position and 45 degree open position.

56 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
Community 
Meeting Room 
120

150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

57 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
Community 
Meeting Room 
120

150

The sign is mounted too high.

Signs with raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest 
line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting 
location shall be determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear 
floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed 
position and 45 degree open position.

58 22 1 Building Future CIP
Public 

Services
540

City Hall Signs

Community 
Development / 
Code 
Enforcement

150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Dots shall be 1/10 inch on center in each cell with 2/10-
inch space between cells, measured from the second column of dots in the first cell to the first column of dots in the second cell. Dots shall be raised a minimum of 
1/40 inch above the background. Braille dots shall be domed or rounded. Signs with raised characters or Braille shall be located a minimum of 48 inches above the 
finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured 
from the baseline of the highest line of raised characters.

61 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
Engineering 
Economic 
Development

150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Dots shall be 1/10 inch on center in each cell with 2/10-
inch space between cells, measured from the second column of dots in the first cell to the first column of dots in the second cell. Dots shall be raised a minimum of 
1/40 inch above the background. Braille dots shall be domed or rounded. Signs with raised characters or Braille shall be located a minimum of 48 inches above the 
finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured 
from the baseline of the highest line of raised characters.

75 22 1 Building Future CIP
Public 

Services
540



Barrier Removal Schedule by Fiscal Year

Barrier Removal Schedule by Fiscal Year 173 of 212

Evaluation 
Title/CIP#

Group
AreaDescriptio

n

Budget 
High/ 

Project 
Budget

Finding/Project Description
Finding 
Number

Barrier 
Priority

Facility 
Priority

Facility Type
FY 

Implementati
on

CIP / Public 
Services

Fund Completed

City Hall Signs

Community 
Development 
Lobby 
Conference 
Room

150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

78 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
Third Floor 
Corridor

150

The sign is mounted too high.

Signs with raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest 
line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting 
location shall be determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear 
floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed 
position and 45 degree open position.

94 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
Third Floor 
Corridor

150

The sign is mounted too high.

Signs with raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest 
line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting 
location shall be determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear 
floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed 
position and 45 degree open position.

95 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
Third Floor 
Corridor

100

The tactile EXIT sign is obstructed by a table at the door. 

Signs containing tactile Characters shall be located so that a clear floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is 
provided beyond the arc of any door swing between the closed position and 45 degree open position. 

Where a tactile sign is provided at a door, the sign shall be located alongside the door at the latch side. Where a tactile sign is provided at double doors with one 
active leaf, the sign shall be located on the inactive leaf. Where a tactile sign is provided at double doors with two active leafs, the sign shall be located to the right 
of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

97 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
Council 
Chambers

150

The sign providing directional and information is noncompliant.

Signs that identify, direct to or give information about accessible elements and features of a building or site, shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I" shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance. Characters shall be uppercase or lowercase or a combination of both, conventional in form and shall not be italic, oblique, script, highly 
decorative, or of other unusual forms.

101 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
Council 
Chambers

150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Dots shall be 1/10 inch on center in each cell with 2/10-
inch space between cells, measured from the second column of dots in the first cell to the first column of dots in the second cell. Dots shall be raised a minimum of 
1/40 inch above the background. Braille dots shall be domed or rounded. Signs with raised characters or Braille shall be located a minimum of 48 inches above the 
finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured 
from the baseline of the highest line of raised characters.

103 22 1 Building Future CIP
Public 

Services
540



Barrier Removal Schedule by Fiscal Year

Barrier Removal Schedule by Fiscal Year 174 of 212
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n

Budget 
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Barrier 
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FY 
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on

CIP / Public 
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Fund Completed

City Hall Signs
Council 
Chambers

150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Dots shall be 1/10 inch on center in each cell with 2/10-
inch space between cells, measured from the second column of dots in the first cell to the first column of dots in the second cell. Dots shall be raised a minimum of 
1/40 inch above the background. Braille dots shall be domed or rounded. Signs with raised characters or Braille shall be located a minimum of 48 inches above the 
finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured 
from the baseline of the highest line of raised characters.

104 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
Council 
Chambers

100

The tactile EXIT sign is obstructed by chairs at the door. 

Signs containing tactile Characters shall be located so that a clear floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is 
provided beyond the arc of any door swing between the closed position and 45 degree open position. 

Where a tactile sign is provided at a door, the sign shall be located alongside the door at the latch side. Where a tactile sign is provided at double doors with one 
active leaf, the sign shall be located on the inactive leaf. Where a tactile sign is provided at double doors with two active leafs, the sign shall be located to the right 
of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

109 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
Fourth Floor 
Corridor

100

The tactile EXIT sign is obstructed by a flag at the door. 

Signs containing tactile Characters shall be located so that a clear floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is 
provided beyond the arc of any door swing between the closed position and 45 degree open position. 

Where a tactile sign is provided at a door, the sign shall be located alongside the door at the latch side. Where a tactile sign is provided at double doors with one 
active leaf, the sign shall be located on the inactive leaf. Where a tactile sign is provided at double doors with two active leafs, the sign shall be located to the right 
of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

111 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
Fourth Floor 
Corridor

150

The sign is mounted too high.

Signs with raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest 
line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting 
location shall be determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear 
floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed 
position and 45 degree open position.

112 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
Fourth Floor 
Corridor

150

The sign is mounted too high.

Signs with raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest 
line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting 
location shall be determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear 
floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed 
position and 45 degree open position.

113 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
Fourth Floor 
Corridor

150

The sign is mounted too high.

Signs with raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest 
line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting 
location shall be determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear 
floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed 
position and 45 degree open position.

114 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
Fourth Floor 
Corridor

150

The sign is mounted too high.

Signs with raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest 
line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting 
location shall be determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear 
floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed 
position and 45 degree open position.

116 22 1 Building Future CIP
Public 

Services
540



Barrier Removal Schedule by Fiscal Year

Barrier Removal Schedule by Fiscal Year 175 of 212
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Title/CIP#

Group
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n
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Priority
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FY 

Implementati
on

CIP / Public 
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Fund Completed

City Hall Signs
Fourth Floor 
Corridor

150

The sign is mounted too high.

Signs with raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest 
line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting 
location shall be determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear 
floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed 
position and 45 degree open position.

118 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
Fourth Floor 
Men's 
Restroom

150

The sign is mounted too high.

Signs with raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest 
line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting 
location shall be determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear 
floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed 
position and 45 degree open position.

124 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
Personnel 
Services

150

The sign is mounted too high.

Signs with raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest 
line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting 
location shall be determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear 
floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed 
position and 45 degree open position.

131 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
Personnel 
Services

150

The sign is mounted too high.

Signs with raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest 
line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting 
location shall be determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear 
floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed 
position and 45 degree open position.

134 22 1 Building Future CIP
Public 

Services
540

City Hall Signs
Personnel 
Services

150

The sign is mounted too high.

Signs with raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest 
line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting 
location shall be determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear 
floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed 
position and 45 degree open position.

135 22 1 Building Future CIP
Public 

Services
540

City Hall Signs Stairway 150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

138 22 1 Building Future CIP
Public 

Services
540

Civic Center Signs
Path from 
Parking

150

The walk is missing directional signage that identifies the location/direction of the accessible route of travel to the accessible building entrance.

Signs that identify, direct to or give information about accessible elements and features of a building or site shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I"shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

7 22 5 Building Future CIP
Public 

Services
540



Barrier Removal Schedule by Fiscal Year

Barrier Removal Schedule by Fiscal Year 176 of 212
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Title/CIP#
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AreaDescriptio

n
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High/ 

Project 
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FY 
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on

CIP / Public 
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Fund Completed

Community 
Center

Signs Main Lobby 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

28 22 2 Building Future CIP
Public 

Services
540

Community 
Center

Signs Main Lobby 150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Dots shall be 1/10 inch on center in each cell with 2/10-
inch space between cells, measured from the second column of dots in the first cell to the first column of dots in the second cell. Dots shall be raised a minimum of 
1/40 inch above the background. Braille dots shall be domed or rounded. Signs with raised characters or Braille shall be located a minimum of 48 inches above the 
finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured 
from the baseline of the highest line of raised characters.

31 22 2 Building Future CIP
Public 

Services
540

Community 
Center

Signs Main Lobby 1500

The sign providing directional and information is noncompliant.

Signs that identify, direct to or give information about accessible elements and features of a building or site, shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I" shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance. Characters shall be uppercase or lowercase or a combination of both, conventional in form and shall not be italic, oblique, script, highly 
decorative, or of other unusual forms.

32 22 2 Building Future CIP
Public 

Services
540

Community 
Center

Signs Main Lobby 150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Dots shall be 1/10 inch on center in each cell with 2/10-
inch space between cells, measured from the second column of dots in the first cell to the first column of dots in the second cell. Dots shall be raised a minimum of 
1/40 inch above the background. Braille dots shall be domed or rounded. Signs with raised characters or Braille shall be located a minimum of 48 inches above the 
finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured 
from the baseline of the highest line of raised characters.

34 22 2 Building Future CIP
Public 

Services
540

Community 
Center

Signs Main Lobby 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

35 22 2 Building Future CIP
Public 

Services
540

Community 
Center

Signs Main Lobby 150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Dots shall be 1/10 inch on center in each cell with 2/10-
inch space between cells, measured from the second column of dots in the first cell to the first column of dots in the second cell. Dots shall be raised a minimum of 
1/40 inch above the background. Braille dots shall be domed or rounded. Signs with raised characters or Braille shall be located a minimum of 48 inches above the 
finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured 
from the baseline of the highest line of raised characters.

38 22 2 Building Future CIP
Public 

Services
540



Barrier Removal Schedule by Fiscal Year

Barrier Removal Schedule by Fiscal Year 177 of 212
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Community 
Center

Signs Gymnasium 150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Dots shall be 1/10 inch on center in each cell with 2/10-
inch space between cells, measured from the second column of dots in the first cell to the first column of dots in the second cell. Dots shall be raised a minimum of 
1/40 inch above the background. Braille dots shall be domed or rounded. Signs with raised characters or Braille shall be located a minimum of 48 inches above the 
finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured 
from the baseline of the highest line of raised characters.

77 22 2 Building Future CIP
Public 

Services
540

Community 
Center

Signs Gymnasium 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

78 22 2 Building Future CIP
Public 

Services
540

Community 
Center

Signs Gymnasium 150

As per discussion at the site visit, it was indicated that this room was for employees only. 

If this area is desired to be restricted to employees only, it is recommended that the door be locked, the signs be removed and replaced with a new sign that that 
sates "employees only" or "restricted area". Any future improvements may be required under Title I of the ADA for work place reasonable accommodations.

80 22 2 Building Future CIP
Public 

Services
540

Community 
Center

Signs Gymnasium 150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Dots shall be 1/10 inch on center in each cell with 2/10-
inch space between cells, measured from the second column of dots in the first cell to the first column of dots in the second cell. Dots shall be raised a minimum of 
1/40 inch above the background. Braille dots shall be domed or rounded. Signs with raised characters or Braille shall be located a minimum of 48 inches above the 
finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured 
from the baseline of the highest line of raised characters.

82 22 2 Building Future CIP
Public 

Services
540

Community 
Center

Signs Gymnasium 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

103 22 2 Building Future CIP
Public 

Services
540

Community 
Center

Signs Gymnasium 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

112 22 2 Building Future CIP
Public 

Services
540
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Community 
Center

Signs
Conference 
Room

150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Dots shall be 1/10 inch on center in each cell with 2/10-
inch space between cells, measured from the second column of dots in the first cell to the first column of dots in the second cell. Dots shall be raised a minimum of 
1/40 inch above the background. Braille dots shall be domed or rounded. Signs with raised characters or Braille shall be located a minimum of 48 inches above the 
finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured 
from the baseline of the highest line of raised characters.

126 22 2 Building Future CIP
Public 

Services
540

Community 
Center

Signs Kitchen 150

As per discussion at the site visit, it was indicated that this kitchen was for employees only. 

If this area is desired to be restricted to employees only, it is recommended that the door be locked, the signs be removed and replaced with a new sign that that 
sates "employees only" or "restricted area". Any future improvements may be required under Title I of the ADA for work place reasonable accommodations.

131 22 2 Building Future CIP
Public 

Services
540

Community 
Center

Signs Classroom 1 150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Dots shall be 1/10 inch on center in each cell with 2/10-
inch space between cells, measured from the second column of dots in the first cell to the first column of dots in the second cell. Dots shall be raised a minimum of 
1/40 inch above the background. Braille dots shall be domed or rounded. Signs with raised characters or Braille shall be located a minimum of 48 inches above the 
finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured 
from the baseline of the highest line of raised characters.

132 22 2 Building Future CIP
Public 

Services
540

Community 
Center

Signs Classroom 1 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

134 22 2 Building Future CIP
Public 

Services
540

Community 
Center

Signs Classroom 1 150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Dots shall be 1/10 inch on center in each cell with 2/10-
inch space between cells, measured from the second column of dots in the first cell to the first column of dots in the second cell. Dots shall be raised a minimum of 
1/40 inch above the background. Braille dots shall be domed or rounded. Signs with raised characters or Braille shall be located a minimum of 48 inches above the 
finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured 
from the baseline of the highest line of raised characters.

137 22 2 Building Future CIP
Public 

Services
540

Community 
Center

Signs Classroom 1 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

143 22 2 Building Future CIP
Public 

Services
540
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Community 
Center

Signs Classroom 1 150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Dots shall be 1/10 inch on center in each cell with 2/10-
inch space between cells, measured from the second column of dots in the first cell to the first column of dots in the second cell. Dots shall be raised a minimum of 
1/40 inch above the background. Braille dots shall be domed or rounded. Signs with raised characters or Braille shall be located a minimum of 48 inches above the 
finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured 
from the baseline of the highest line of raised characters.

150 22 2 Building Future CIP
Public 

Services
540

Community 
Center

Signs Classroom 1 1500

The sign providing directional and information is noncompliant.

Signs that identify, direct to or give information about accessible elements and features of a building or site, shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I" shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance. Characters shall be uppercase or lowercase or a combination of both, conventional in form and shall not be italic, oblique, script, highly 
decorative, or of other unusual forms.

152 22 2 Building Future CIP
Public 

Services
540

Coyote Pond Park Signs Trail 150

The walk is missing directional signage that identifies the location/direction of the accessible route of travel to the accessible building entrance.

Signs that identify, direct to or give information about accessible elements and features of a building or site shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I"shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

15 22 12 Park Future CIP
Public 

Services
270

Coyote Pond Park Signs Trail 150

The walk is missing directional signage that identifies the location/direction of the accessible route of travel to the accessible building entrance.

Signs that identify, direct to or give information about accessible elements and features of a building or site shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I"shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

16 22 12 Park Future CIP
Public 

Services
270

Fire Station 33 Signs Main Lobby 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

15 22 9 Building Future CIP
Public 

Services
100

Fire Station 33 Signs
Conference 
Room

150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

21 22 9 Building Future CIP
Public 

Services
100
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Fire Station 33 Signs
Conference 
Room

150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

26 22 9 Building Future CIP
Public 

Services
100

Fire Station 33 Signs
Unisex 
Restroom

150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

36 22 9 Building Future CIP
Public 

Services
100

Fire Station 33 Signs
Apparatus 
Room

150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

40 22 9 Building Future CIP
Public 

Services
100

Fire Station 33 Signs
Apparatus 
Room

100

The tactile EXIT sign is obstructed by a table at the door. 

Signs containing tactile Characters shall be located so that a clear floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is 
provided beyond the arc of any door swing between the closed position and 45 degree open position. 

Where a tactile sign is provided at a door, the sign shall be located alongside the door at the latch side. Where a tactile sign is provided at double doors with one 
active leaf, the sign shall be located on the inactive leaf. Where a tactile sign is provided at double doors with two active leafs, the sign shall be located to the right 
of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

52 22 9 Building Future CIP
Public 

Services
100

Fire Station 33 Signs
Apparatus 
Room

150

As per discussion at the site visit, it was indicated that this area was for employees only. 

If this area is desired to be restricted to employees only, it is recommended that the door be locked, the signs be removed and replaced with a new sign that that 
sates "employees only" or "restricted area". Any future improvements may be required under Title I of the ADA for work place reasonable accommodations.

53 22 9 Building Future CIP
Public 

Services
100

Fire Station 34 Signs Main Lobby 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

11 22 8 Building Future CIP
Public 

Services
100
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Fire Station 34 Signs
Community 
Room

150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

27 22 8 Building Future CIP
Public 

Services
100

Fire Station 34 Signs
Community 
Room

150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

30 22 8 Building Future CIP
Public 

Services
100

Fire Station 34 Signs
Community 
Room

100

The tactile EXIT sign is obstructed by white board at the door. 

Signs containing tactile Characters shall be located so that a clear floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is 
provided beyond the arc of any door swing between the closed position and 45 degree open position. 

Where a tactile sign is provided at a door, the sign shall be located alongside the door at the latch side. Where a tactile sign is provided at double doors with one 
active leaf, the sign shall be located on the inactive leaf. Where a tactile sign is provided at double doors with two active leafs, the sign shall be located to the right 
of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

33 22 8 Building Future CIP
Public 

Services
100

Fire Station 34 Signs
Community 
Room

100

The tactile EXIT sign is obstructed by tabke at the door. 

Signs containing tactile Characters shall be located so that a clear floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is 
provided beyond the arc of any door swing between the closed position and 45 degree open position. 

Where a tactile sign is provided at a door, the sign shall be located alongside the door at the latch side. Where a tactile sign is provided at double doors with one 
active leaf, the sign shall be located on the inactive leaf. Where a tactile sign is provided at double doors with two active leafs, the sign shall be located to the right 
of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

34 22 8 Building Future CIP
Public 

Services
100

Fire Station 34 Signs
Apparatus 
Room

150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

40 22 8 Building Future CIP
Public 

Services
100
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Fire Station 34 Signs
Apparatus 
Room

150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

48 22 8 Building Future CIP
Public 

Services
100

Fire Station 34 Signs
Apparatus 
Room

150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

50 22 8 Building Future CIP
Public 

Services
100

Fire Station 34 Signs Living Area 150

As per discussion at the site visit, it was indicated that these bathrooms are for employees only. 

If this area is desired to be restricted to employees only, it is recommended that the door be locked, the signs be removed and replaced with a new sign that that 
sates "employees only" or "restricted area". Any future improvements may be required under Title I of the ADA for work place reasonable accommodations.

58 22 8 Building Future CIP
Public 

Services
100

Fire Station 34 Signs Living Area 150

A compliant room identification sign is missing on the strike side of the door. 

Wall signs identifying permanent rooms and spaces of a building shall have  be horizontal format and the characters raised 1/32 inch minimum and shall be sans 
serif uppercase characters a minimum of 5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and shall be placed a 
minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile characters; flush left or centered. Dots shall be 1/10 inch on center in each cell with 2/10-
inch space between cells, measured from the second column of dots in the first cell to the first column of dots in the second cell. Dots shall be raised a minimum of 
1/40 inch above the background. Braille dots shall be domed or rounded. Signs with raised characters or Braille shall be located a minimum of 48 inches above the 
finish floor or ground surface, measured from the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured 
from the baseline of the highest line of raised characters.

59 22 8 Building Future CIP
Public 

Services
100

Fire Station 34 Signs Living Area 150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

63 22 8 Building Future CIP
Public 

Services
100
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Fire Station 34 Signs Living Area 150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

65 22 8 Building Future CIP
Public 

Services
100

Fire Station 35 Signs Main Lobby 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

5 22 10 Building Future CIP
Public 

Services
100

Fire Station 35 Signs Main Lobby 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

8 22 10 Building Future CIP
Public 

Services
100

Fire Station 35 Signs Main Lobby 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

11 22 10 Building Future CIP
Public 

Services
100

Fire Station 35 Signs
Men's 
Restroom

150

As per discussion at the site visit, it was indicated that this locker and shower area was for employees only. 

If this area is desired to be restricted to employees only, it is recommended that the door be locked, the signs be removed and replaced with a new sign that that 
sates "employees only" or "restricted area". Any future improvements may be required under Title I of the ADA for work place reasonable accommodations.

18 22 10 Building Future CIP
Public 

Services
100

Fire Station 35 Signs
Unisex 
Restroom

150

As per discussion at the site visit, it was indicated that this locker and shower area was for employees only. 

If this area is desired to be restricted to employees only, it is recommended that the door be locked, the signs be removed and replaced with a new sign that that 
sates "employees only" or "restricted area". Any future improvements may be required under Title I of the ADA for work place reasonable accommodations.

45 22 10 Building Future CIP
Public 

Services
100
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Fire Station 35 Signs
Apparatus 
Room

150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

55 22 10 Building Future CIP
Public 

Services
100

Fire Station 35 Signs
Apparatus 
Room

150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

61 22 10 Building Future CIP
Public 

Services
100

Joiner Park Signs Field 150

The walk is missing directional signage that identifies the location/direction of the accessible route of travel to the accessible building entrance.

Signs that identify, direct to or give information about accessible elements and features of a building or site shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I"shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

55 22 6 Park Future CIP
Public 

Services
270

Joiner Park Signs Field 150

The walk is missing directional signage that identifies the location/direction of the accessible route of travel to the accessible building entrance.

Signs that identify, direct to or give information about accessible elements and features of a building or site shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I"shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

59 22 6 Park Future CIP
Public 

Services
270

Lincoln Airport Signs Main Entrance 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

23 22 7 Building Future CIP
Public 

Services
750

Lincoln Airport Signs
Pilots Lounge 
Entrance

150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

26 22 7 Building Future CIP
Public 

Services
750
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Lincoln Airport Signs
Pilots Lounge 
Restroom

150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

47 22 7 Building Future CIP
Public 

Services
750

Lincoln Airport Signs
Fuel and 
Airport Services

150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

56 22 7 Building Future CIP
Public 

Services
750

Lincoln Airport Signs
Fuel and 
Airport Services

150

As per discussion at the site visit, it was indicated that this restroom was for employees only. 

If this area is desired to be restricted to employees only, it is recommended that the door be locked, the signs be removed and replaced with a new sign that that 
sates "employees only" or "restricted area". Any future improvements may be required under Title I of the ADA for work place reasonable accommodations.

59 22 7 Building Future CIP
Public 

Services
750

Lincoln Airport Signs
Fuel and 
Airport Services

150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

60 22 7 Building Future CIP
Public 

Services
750

Lincoln Airport Signs
Fuel and 
Airport Services

150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

61 22 7 Building Future CIP
Public 

Services
750

Lincoln Area 
Chamber of 
Commerce 
Building

Signs Main Entrance 150

There is no International Symbol of Accessibility at this entrance. 

In existing buildings and facilities where not all entrances are accessible doors that are accessible shall be identified by the International Symbol of Accessibility. 
Directional signs that indicate the location of the nearest accessible entrance shall be provided at entrances that that are not accessible. Directional signs including 
the International Symbol of Accessibility indicating the accessible route to the nearest accessible entrance shall be provided at junctions when the accessible route 
diverges from the regular circulation path.

8 22 1A Building Future CIP
Public 

Services
540
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Lincoln Area 
Chamber of 
Commerce 
Building

Signs Rear Entrance 150

There is no International Symbol of Accessibility at this entrance. 

In existing buildings and facilities where not all entrances are accessible doors that are accessible shall be identified by the International Symbol of Accessibility. 
Directional signs that indicate the location of the nearest accessible entrance shall be provided at entrances that that are not accessible. Directional signs including 
the International Symbol of Accessibility indicating the accessible route to the nearest accessible entrance shall be provided at junctions when the accessible route 
diverges from the regular circulation path.

17 22 1A Building Future CIP
Public 

Services
540

Lincoln Area 
Chamber of 
Commerce 
Building

Signs
Employee 
Restroom

150

As per discussion at the site visit, it was indicated that this restroom was for employees only. 

If this area is desired to be restricted to employees only, it is recommended that the door be locked, the signs be removed and replaced with a new sign that that 
sates "employees only" or "restricted area". Any future improvements may be required under Title I of the ADA for work place reasonable accommodations.

23 22 1A Building Future CIP
Public 

Services
540

Lincoln Area 
Chamber of 
Commerce 
Building

Signs Meeting Room 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

25 22 1A Building Future CIP
Public 

Services
540

Lincoln Area 
Chamber of 
Commerce 
Building

Signs Meeting Room 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

26 22 1A Building Future CIP
Public 

Services
540

Lincoln Museum Signs
Path from 
Public Way

150

The walk is missing directional signage that identifies the location/direction of the accessible route of travel to the accessible building entrance.

Signs that identify, direct to or give information about accessible elements and features of a building or site shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I"shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

1 22 6 Building Future CIP
Public 

Services
540

Lincoln Museum Signs Main Entrance 100

The tactile EXIT sign is obstructed by brochure rack at the door. 

Signs containing tactile Characters shall be located so that a clear floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is 
provided beyond the arc of any door swing between the closed position and 45 degree open position. 

Where a tactile sign is provided at a door, the sign shall be located alongside the door at the latch side. Where a tactile sign is provided at double doors with one 
active leaf, the sign shall be located on the inactive leaf. Where a tactile sign is provided at double doors with two active leafs, the sign shall be located to the right 
of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

8 22 6 Building Future CIP
Public 

Services
540
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Lincoln Museum Signs East Wing 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

23 22 6 Building Future CIP
Public 

Services
540

Lincoln Museum Signs East Wing 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

24 22 6 Building Future CIP
Public 

Services
540

Lincoln Museum Signs East Wing 150

There is no International Symbol of Accessibility at this entrance. 

In existing buildings and facilities where not all entrances are accessible doors that are accessible shall be identified by the International Symbol of Accessibility. 
Directional signs that indicate the location of the nearest accessible entrance shall be provided at entrances that that are not accessible. Directional signs including 
the International Symbol of Accessibility indicating the accessible route to the nearest accessible entrance shall be provided at junctions when the accessible route 
diverges from the regular circulation path.

28 22 6 Building Future CIP
Public 

Services
540

Lincoln Museum Signs West Wing 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

31 22 6 Building Future CIP
Public 

Services
540

Lincoln Museum Signs West Wing 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

36 22 6 Building Future CIP
Public 

Services
540

Lincoln Museum Signs Second Floor 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

60 22 6 Building Future CIP
Public 

Services
540
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Lincoln Museum Signs Second Floor 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

62 22 6 Building Future CIP
Public 

Services
540

Lincoln Museum Signs Stairwell 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

93 22 6 Building Future CIP
Public 

Services
540

Lincoln Museum Signs Stairwell 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

104 22 6 Building Future CIP
Public 

Services
540

Markham Park Signs
Path from 
Public Way

150

The walk is missing directional signage that identifies the location/direction of the accessible route of travel to the accessible building entrance.

Signs that identify, direct to or give information about accessible elements and features of a building or site shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I"shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

8 22 8 Park Future CIP
Public 

Services
270

Markham Park Signs
Unisex 
Restroom

150

The unisex door sign is not contrasting. 

Unisex sanitary facilities shall be identified by a circle, 1/4 inch thick and 12 inches in diameter with a 1/4  inch thick triangle superimposed on the circle and within 
the 12-inch diameter. The triangle symbol shall contrast with the circle symbol, either light on a dark background or dark on a light background. The circle symbol 
shall contrast with the door, either light on a dark background or dark on a light background. The symbol shall be mounted at 58 inches minimum and 60 inches 
maximum above the finish floor or ground surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch 
of the vertical centerline of the door.

48 22 8 Park Future CIP
Public 

Services
270

Markham Park Signs
Unisex 
Restroom

150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

49 22 8 Park Future CIP
Public 

Services
270
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McBean Park Signs
Path from 
Public Way

150

The walk is missing directional signage that identifies the location/direction of the accessible route of travel to the accessible building entrance.

Signs that identify, direct to or give information about accessible elements and features of a building or site shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I"shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

20 22 2 Park Future CIP
Public 

Services
270

McBean Park Signs
Pool Main 
Entrance / 
Main Lobby

150

As per discussion at the site visit, it was indicated that this room was for employees only. 

If this area is desired to be restricted to employees only, it is recommended that the door be locked, the signs be removed and replaced with a new sign that that 
sates "employees only" or "restricted area". Any future improvements may be required under Title I of the ADA for work place reasonable accommodations.

145 22 2 Park Future CIP
Public 

Services
270

McBean Park Signs
Pool Main 
Entrance / 
Main Lobby

150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

149 22 2 Park Future CIP
Public 

Services
270

McBean Park Signs Pool Snack Bar 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

159 22 2 Park Future CIP
Public 

Services
270

McBean Park Signs
Pool - Boy's 
Restroom

150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

179 22 2 Park Future CIP
Public 

Services
270

McBean Park Signs
Pool - Girl's 
Restroom

150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

191 22 2 Park Future CIP
Public 

Services
270
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McBean Park Signs Pavilion 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

255 22 2 Park Future CIP
Public 

Services
270

McBean Park Signs Pavilion 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

259 22 2 Park Future CIP
Public 

Services
270

McBean Park Signs Pavilion 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

265 22 2 Park Future CIP
Public 

Services
270

McBean Park Signs Pavilion 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

268 22 2 Park Future CIP
Public 

Services
270

McBean Park Signs Pavilion 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

271 22 2 Park Future CIP
Public 

Services
270
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McBean Park Signs
Pavilion 
Exterior

150

*Signage is needed to identify areas where the public are not allowed.

The walk is missing directional signage that identifies the location/direction of the accessible route of travel to the accessible building entrance.

Signs that identify, direct to or give information about accessible elements and features of a building or site shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I"shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

280 22 2 Park Future CIP
Public 

Services
270

McBean Park Signs
Pavilion 
Exterior

150

The walk is missing directional signage that identifies the location/direction of the accessible route of travel to the accessible building entrance.

Signs that identify, direct to or give information about accessible elements and features of a building or site shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I"shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

282 22 2 Park Future CIP
Public 

Services
270

McBean Park Signs
Pavilion 
Exterior

150

The walk is missing directional signage that identifies the location/direction of the accessible route of travel to the accessible building entrance.

Signs that identify, direct to or give information about accessible elements and features of a building or site shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I"shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

292 22 2 Park Future CIP
Public 

Services
270

Peter Singer Park Signs
Men's 
Restroom

0

The door to the men's room is missing the required door sign.

Men's restrooms must be identified by an equilateral triangle 1/4 inch thick with edges 12 inches long. Edges of signs shall be rounded, chamfered or eased. Corners 
of signs shall have a minimum radius of 1/8 inch. The symbol shall be mounted at 58 inches minimum and 60 inches maximum above the finish floor or ground 
surface measured from the centerline of the symbol. Where a door is provided the symbol shall be mounted within 1 inch of the vertical centerline of the door.

42 22 4 Park Future CIP
Public 

Services
270

Peter Singer Park Signs
Confession 
Stand

150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

69 22 4 Park Future CIP
Public 

Services
270

Police Activities 
League Building

Signs Main Entrance 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

26 22 11 Building Future CIP
Public 

Services
540
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Police Activities 
League Building

Signs Side Entrance 150

A tactile EXIT sign is missing at the door. 

Wall signs identifying exits shall have characters raised 1/32 inch minimum and shall be uppercase characters a minimum of 5/8 inch and a maximum of 2 inches 
high. Braille shall be placed directly below the tactile characters; flush left or centered. Signs shall be located a minimum of 48 inches above floor, measured from 
the baseline of the lowest line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised 
characters. 

Where a tactile sign is provided at a door, the sign shall be located at the latch side. Where a tactile sign is provided at double door the sign shall be located to the 
right of the right hand door. Where there is no wall space at the latch side of a single door or at the right side of double doors, signs shall be located on the nearest 
adjacent wall.

55 22 11 Building Future CIP
Public 

Services
540

Not 
Applicable

Sheffield Park Signs
Path from 
Public Way

150

Recommend an informational/directional "No Access" or "No Public Side Walk Access" sign at the top of the ramp/drive through aisle to inform persons with 
disabilities that the site contains no access.  This will help prevent someone from inadvertently traveling to the bottom of the ramp with nowhere to go. 

Signs that identify, direct to or give information about accessible elements and features of a building or site, shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I" shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

12 22 9 Park Future CIP
Public 

Services
270

Twelve Bridges 
Park

Signs Parking Lot 150

The tow-away sign is incorrectly worded.  Look for the words "Special" and "Will".

There must be a tow-away sign posted in a conspicuous place at each entrance, or immediately adjacent to each space. The sign shall not be less than 17 inches by 
22 inches in size with 1 inch high minimum lettering which clearly and conspicuously states the following: 

"Unauthorized vehicles parked in designated accessible spaces not displaying distinguishing placards or special license plates issued for persons with disabilities will 
be towed away at owner's expense.
Towed vehicles may be reclaimed at__________________________or by telephoning________________________."

Blank spaces are to be filled in with appropriate information as a permanent part of the sign.

1 22 7 Park Future CIP
Public 

Services
270

Twelve Bridges 
Park

Signs
Concession 
Stand

150

The sign is mounted too high.

Signs with raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest 
line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting 
location shall be determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear 
floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed 
position and 45 degree open position.

43 22 7 Park Future CIP
Public 

Services
270

Twelve Bridges 
Park

Signs
Concession 
Stand

150

The sign is mounted too high.

Signs with raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest 
line of Braille and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters. Mounting 
location shall be determined so that a person may approach within 3 inches of signage without encountering protruding objects and shall be located so that a clear 
floor space of 18 inches minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed 
position and 45 degree open position.

44 22 7 Park Future CIP
Public 

Services
270

Twelve Bridges 
Park

Signs Baseball Field 150

The walk is missing directional signage that identifies the location/direction of the accessible route of travel to the accessible building entrance.

Signs that identify, direct to or give information about accessible elements and features of a building or site shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I"shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

54 22 7 Park Future CIP
Public 

Services
270

Wilson Park Signs
Path from 
Parking

150

The walk is missing directional signage that identifies the location/direction of the accessible route of travel to the accessible building entrance.

Signs that identify, direct to or give information about accessible elements and features of a building or site shall have a non-glare finish, contrast with their 
background, be selected from fonts where the width of the uppercase letter "O" is 60 percent minimum and 110 percent maximum of the height of the uppercase 
letter "I" Stroke thickness of the uppercase letter "I"shall be 10 percent minimum and 20 percent maximum of the height of the character and be sized according to 
the viewing distance.

11 22 3 Park Future CIP
Public 

Services
270
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Wilson Park Signs
Boy's Restroom 
Baseball Field

150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

41 22 3 Park Future CIP
Public 

Services
270

Wilson Park Signs
Girl's Restroom 
Baseball Field

150

The wall sign is incorrectly located.

Where permanent identification signs are provided for rooms and spaces, signs shall be installed on the wall adjacent to the latch side of the door. Where there is 
no wall space on the latch side, including at double leaf doors, signs shall be placed on the nearest adjacent wall, preferably on the right.

Mounting location shall be located so that a person may approach within 3 inches of the sign and that a clear floor space of 18 inches minimum by 18 inches 
minimum, centered on the tactile Characters, is provided beyond the arc of any door swing between the closed position and 45 degree open position. Signs with 
raised characters or Braille shall be located a minimum of 48 inches above the finish floor or ground surface, measured from the baseline of the lowest line of Braille 
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the highest line of raised characters.

56 22 3 Park Future CIP
Public 

Services
270

1911 Foskett 
Regional Park

Accessible 
Routes

Baseball Field 1 4500

The accessible route between the building entrance and the accessible parking on the site contains running slopes greater than 5% and has not been constructed as 
a ramp (i.e. handrails, wheel guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

73 2A 1 Park Future CIP CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Baseball Field 1 4500

The accessible route between the building entrance and the accessible parking on the site contains running slopes greater than 5% and has not been constructed as 
a ramp (i.e. handrails, wheel guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

74 2A 1 Park Future CIP CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Play Area 6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

92 2A 1 Park Future CIP CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Play Area 6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

96 2A 1 Park Future CIP CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Play Area 6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

102 2A 1 Park Future CIP CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Path from 
Parking Lot 1

4500

The accessible route between the building entrance and the accessible parking on the site contains running slopes greater than 5% and has not been constructed as 
a ramp (i.e. handrails, wheel guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

105 2A 1 Park Future CIP CIP 270
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Auburn Ravine 
Park

Accessible 
Routes

Path from 
Parking

6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

3 2A 5 Park Future CIP CIP 270

Auburn Ravine 
Park

Accessible 
Routes

Dog Park 6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

6 2A 5 Park Future CIP CIP 270

Auburn Ravine 
Park

Accessible 
Routes

Dog Park 6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

7 2A 5 Park Future CIP CIP 270

Auburn Ravine 
Park

Accessible 
Routes

Path from 
Mossdale Court

6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

9 2A 5 Park Future CIP CIP 270

Auburn Ravine 
Park

Accessible 
Routes

Path from 
Ferrari Ranch 
Road

6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

10 2A 5 Park Future CIP CIP 270

Auburn Ravine 
Park

Accessible 
Routes

Path from 
Ferrari Ranch 
Road

6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

11 2A 5 Park Future CIP CIP 270
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Auburn Ravine 
Park

Accessible 
Routes

Path from 
Ferrari Ranch 
Road

6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

12 2A 5 Park Future CIP CIP 270

Auburn Ravine 
Park

Accessible 
Routes

Path from 
Ferrari Ranch 
Road

6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

13 2A 5 Park Future CIP CIP 270

Auburn Ravine 
Park

Accessible 
Routes

Path from 
Ferrari Ranch 
Road

6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

16 2A 5 Park Future CIP CIP 270

Auburn Ravine 
Park

Accessible 
Routes

Path from 
Green Ravine 
Drive

6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

17 2A 5 Park Future CIP CIP 270

Auburn Ravine 
Park

Accessible 
Routes

Path from 
Green Ravine 
Drive

6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

18 2A 5 Park Future CIP CIP 270

Fire Station 33
Accessible 
Routes

Path from 
Public Way

6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

2 2A 9 Building Future CIP CIP 100

Joiner Park
Accessible 
Routes

Path from 
Public Way

6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

8 2A 6 Park Future CIP CIP 270
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Joiner Park
Accessible 
Routes

Path from 
Public Way

6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

9 2A 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Path from 
Public Way

6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

14 2A 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Court 6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

28 2A 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Play Area 2 6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

41 2A 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Play Area 2 6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

46 2A 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Field 6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

53 2A 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Field 6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

61 2A 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Field 6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

63 2A 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Field 6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

70 2A 6 Park Future CIP CIP 270
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Joiner Park
Accessible 
Routes

Field 6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

74 2A 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Field 6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

76 2A 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Field 6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

78 2A 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Play Area 6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

87 2A 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Path from 
Public Way - 
Schellbach 
Drive

6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

154 2A 6 Park Future CIP CIP 270

Machado Park
Accessible 
Routes

Path from 
Public Way

6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

3 2A 10 Park Future CIP CIP 270

Machado Park
Accessible 
Routes

Path from 
Public Way

6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

6 2A 10 Park Future CIP CIP 270
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Machado Park
Accessible 
Routes

Path from 
Public Way

6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

7 2A 10 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Path from 
Public Way

6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

13 2A 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Path from 
Public Way

6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

16 2A 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Path from 
Public Way

6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

14 2A 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Play Area 6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

37 2A 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Play Area 6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

29 2A 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Path from 
Public Way

6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

12 2A 8 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Basketball 
Court / Skate 
Park

6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

45 2A 2 Park Future CIP CIP 270
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McBean Park
Accessible 
Routes

Play Area 4500

The accessible route between the building entrance and the accessible parking on the site contains running slopes greater than 5% and has not been constructed as 
a ramp (i.e. handrails, wheel guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

52 2A 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Play Area 4500

The accessible route between the building entrance and the accessible parking on the site contains running slopes greater than 5% and has not been constructed as 
a ramp (i.e. handrails, wheel guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

60 2A 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Baseball Field 6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

120 2A 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Baseball Field 6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

122 2A 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Pool Main 
Entrance / 
Main Lobby

6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

152 2A 2 Park Future CIP CIP 270

Pete Demas Park
Accessible 
Routes

Path from 
Public Way

6500

The accessible route between the buildings contains running slopes greater than 5% and has not been constructed as a ramp (i.e. handrails, wheel guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

13 2A 14 Park Future CIP CIP 270

Peter Singer Park
Accessible 
Routes

Path from 
Public Way

6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

25 2A 4 Park Future CIP CIP 270

Peter Singer Park
Accessible 
Routes

Path from 
Public Way

6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

29 2A 4 Park Future CIP CIP 270
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Peter Singer Park
Accessible 
Routes

Path from 
Public Way

6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

32 2A 4 Park Future CIP CIP 270

Scheiber Park
Accessible 
Routes

Play Area 6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

24 2A 11 Park Future CIP CIP 270

Scheiber Park
Accessible 
Routes

Play Area 6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

26 2A 11 Park Future CIP CIP 270

Scheiber Park
Accessible 
Routes

Play Area 6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

27 2A 11 Park Future CIP CIP 270

Scheiber Park
Accessible 
Routes

Play Area 6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

29 2A 11 Park Future CIP CIP 270

Scheiber Park
Accessible 
Routes

Path from 
Public Way

6500

The accessible route contains running slopes greater than 5 percent and cross slopes greater than 2 percent across the width of the walk and has not been 
constructed as a ramp (i.e. handrails, wheel guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

11 2A 11 Park Future CIP CIP 270

Scheiber Park
Accessible 
Routes

Path from 
Public Way

6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

13 2A 11 Park Future CIP CIP 270

Scheiber Park
Accessible 
Routes

Path from 
Public Way

6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

21 2A 11 Park Future CIP CIP 270

Twelve Bridges 
Park

Accessible 
Routes

Path from 
Parking

6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

16 2A 7 Park Future CIP CIP 270
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Twelve Bridges 
Park

Accessible 
Routes

Baseball Field 6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

47 2A 7 Park Future CIP CIP 270

Wilson Park
Accessible 
Routes

Path from 
Parking

4500

The accessible route between the building entrance and the accessible parking on the site contains running slopes greater than 5% and has not been constructed as 
a ramp (i.e. handrails, wheel guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

14 2A 3 Park Future CIP CIP 270

Wilson Park
Accessible 
Routes

Path from 
Parking

4500

The accessible route between the building entrance and the accessible parking on the site contains running slopes greater than 5% and has not been constructed as 
a ramp (i.e. handrails, wheel guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

15 2A 3 Park Future CIP CIP 270

Wilson Park
Accessible 
Routes

Baseball Fields 6500

There is an abrupt change in level greater than 4 inches.

Abrupt changes in level exceeding 4 inches in a vertical dimension between walks, sidewalks or other pedestrian ways and adjacent surfaces or features shall be 
identified by warning curbs at least 6 inches in height above the walk or sidewalk surface.

 A warning curb is not required between a walk or sidewalk and an adjacent street or driveway.

 A warning curb is not required when a guard or handrail is provided with a guide rail centered 2 inches minimum and 4 inches maximum above the surface of the 
walk or sidewalk.

69 2A 3 Park Future CIP CIP 270

Wilson Park
Accessible 
Routes

Baseball Fields 6500

The accessible route contains running slopes greater than 5 percent across the width of the walk and has not been constructed as a ramp (i.e. handrails, wheel 
guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp. Surface cross 
slopes must not exceed one unit vertical in 48 units. Horizontal (2-percent slope).

70 2A 3 Park Future CIP CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

81 2B 1 Park Future CIP CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

83 2B 1 Park Future CIP CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

84 2B 1 Park Future CIP CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Play Area 4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

93 2B 1 Park Future CIP CIP 270
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1911 Foskett 
Regional Park

Accessible 
Routes

Baseball Field 2 4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

114 2B 1 Park Future CIP CIP 270

1911 Foskett 
Regional Park

Accessible 
Routes

Baseball Field 2 9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

116 2B 1 Park Future CIP CIP 270

Auburn Ravine 
Park

Accessible 
Routes

Dog Park 4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

8 2B 5 Park Future CIP CIP 270

Auburn Ravine 
Park

Accessible 
Routes

Path from 
Ferrari Ranch 
Road

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

14 2B 5 Park Future CIP CIP 270

Brown Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

9 2B 13 Park Future CIP CIP 270

Brown Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

10 2B 13 Park Future CIP CIP 270

Brown Park
Accessible 
Routes

Play Area 4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

14 2B 13 Park Future CIP CIP 270

Carnegie Library
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

6 2B 12 Building Future CIP CIP 244

Fire Station 33
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

3 2B 9 Building Future CIP CIP 100

Fire Station 33
Accessible 
Routes

Path from 
Public Way

9500

The accessible path of travel between buildings contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

5 2B 9 Building Future CIP CIP 100

Fire Station 33
Accessible 
Routes

Apparatus 
Room

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

41 2B 9 Building Future CIP CIP 100

Fire Station 34
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

6 2B 8 Building Future CIP CIP 100

Fire Station 34
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

7 2B 8 Building Future CIP CIP 100
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Joiner Park
Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

1 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

16 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

17 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

18 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

19 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

20 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

21 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

22 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

23 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Court 9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

24 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Court 9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

25 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Court 9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

26 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Court 4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

29 2B 6 Park Future CIP CIP 270



Barrier Removal Schedule by Fiscal Year

Barrier Removal Schedule by Fiscal Year 204 of 212

Evaluation 
Title/CIP#

Group
AreaDescriptio

n

Budget 
High/ 

Project 
Budget

Finding/Project Description
Finding 
Number

Barrier 
Priority

Facility 
Priority

Facility Type
FY 

Implementati
on

CIP / Public 
Services

Fund Completed

Joiner Park
Accessible 
Routes

Baseball Field 9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

33 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Baseball Field 9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

34 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Play Area 2 9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

35 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Play Area 2 9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

37 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Play Area 2 9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

38 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Play Area 2 9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

44 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Field 9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

49 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Field 4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

50 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Field 9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

56 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Field 9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

60 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Field 4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

62 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Field 9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

69 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Field 4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

72 2B 6 Park Future CIP CIP 270
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Joiner Park
Accessible 
Routes

Field 9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

75 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Field 4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

77 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Field 4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

84 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Field 9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

85 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Play Area 9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

86 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Path from 
Parking

9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

90 2B 6 Park Future CIP CIP 270

Joiner Park
Accessible 
Routes

Men's 
Restroom

6500

The accessible path of travel contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

122 2B 6 Park Future CIP CIP 270

Lincoln Airport
Accessible 
Routes

Path from 
Parking

9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

11 2B 7 Building Future CIP CIP 750

Lincoln Airport
Accessible 
Routes

Path from 
Parking

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

14 2B 7 Building Future CIP CIP 750

Lincoln Airport
Accessible 
Routes

Pilots Lounge 
Entrance

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

29 2B 7 Building Future CIP CIP 750

Lincoln Airport
Accessible 
Routes

Pilots Lounge 
Entrance

9500
The accessible route of travel on the sidewalk contains cross slopes greater than 2%.

Sidewalk cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
31 2B 7 Building Future CIP CIP 750

Lincoln Museum
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

4 2B 6 Building Future CIP CIP 540

Machado Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

9 2B 10 Park Future CIP CIP 270
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Machado Park
Accessible 
Routes

Play Area 9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

15 2B 10 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

7 2B 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

11 2B 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Play Area 9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

33 2B 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Play Area 9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

39 2B 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Play Area 9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

26 2B 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

5 2B 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

17 2B 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

1 2B 8 Park Future CIP CIP 270

Markham Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

21 2B 8 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

17 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

18 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

21 2B 2 Park Future CIP CIP 270
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McBean Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

22 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

23 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Path from 
Public Way

9500
The accessible route of travel on the sidewalk contains cross slopes greater than 2%.

Sidewalk cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
24 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Path from 
Public Way

9500
The accessible route of travel on the sidewalk contains cross slopes greater than 2%.

Sidewalk cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
25 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Path from 
Public Way

9500
The accessible route of travel on the sidewalk contains cross slopes greater than 2%.

Sidewalk cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
26 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Path from 
Public Way

9500
The accessible route of travel on the sidewalk contains cross slopes greater than 2%.

Sidewalk cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
31 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Path from 
Public Way

9500
The accessible route of travel on the sidewalk contains cross slopes greater than 2%.

Sidewalk cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
32 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

34 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Path from 
Public Way

9500
The accessible route of travel on the sidewalk contains cross slopes greater than 2%.

Sidewalk cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
35 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

36 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Path from 
Public Way

9500
The accessible route of travel on the sidewalk contains cross slopes greater than 2%.

Sidewalk cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
39 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Basketball 
Court

9500
The accessible route of travel on the sidewalk contains cross slopes greater than 2%.

Sidewalk cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
42 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Basketball 
Court

9500
The accessible route of travel on the sidewalk contains cross slopes greater than 2%.

Sidewalk cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
43 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Basketball 
Court / Skate 
Park

9500
The accessible route of travel on the sidewalk contains cross slopes greater than 2%.

Sidewalk cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
46 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Basketball 
Court / Skate 
Park

9500
The accessible route of travel on the sidewalk contains cross slopes greater than 2%.

Sidewalk cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
47 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Play Area 4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

54 2B 2 Park Future CIP CIP 270



Barrier Removal Schedule by Fiscal Year

Barrier Removal Schedule by Fiscal Year 208 of 212

Evaluation 
Title/CIP#

Group
AreaDescriptio

n

Budget 
High/ 

Project 
Budget

Finding/Project Description
Finding 
Number

Barrier 
Priority

Facility 
Priority

Facility Type
FY 

Implementati
on

CIP / Public 
Services

Fund Completed

McBean Park
Accessible 
Routes

Play Area 9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

56 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Play Area 4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

58 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Play Area 4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

62 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Play Area 9500
The accessible route of travel on the sidewalk contains cross slopes greater than 2%.

Sidewalk cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
65 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Play Area 4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

70 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Gazebo 9500
The accessible route of travel on the sidewalk contains cross slopes greater than 2%.

Sidewalk cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
109 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Baseball Field 4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

116 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Baseball Field 9500
The accessible route of travel on the sidewalk contains cross slopes greater than 2%.

Sidewalk cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
126 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Little League 
Park

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

138 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Little League 
Park

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

139 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Pavilion Path 
From Parking

9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

253 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Pavilion 
Exterior

9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

276 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Pavilion 
Exterior

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

281 2B 2 Park Future CIP CIP 270
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McBean Park
Accessible 
Routes

Pavilion 
Exterior

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

291 2B 2 Park Future CIP CIP 270

McBean Park
Accessible 
Routes

Pavilion 
Exterior

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

293 2B 2 Park Future CIP CIP 270

Pete Demas Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible path of travel between buildings contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

6 2B 14 Park Future CIP CIP 270

Pete Demas Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible path of travel between buildings contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

7 2B 14 Park Future CIP CIP 270

Pete Demas Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible path of travel between buildings contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

8 2B 14 Park Future CIP CIP 270

Pete Demas Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible path of travel between buildings contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

9 2B 14 Park Future CIP CIP 270

Pete Demas Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible path of travel between buildings contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

19 2B 14 Park Future CIP CIP 270

Pete Demas Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible path of travel between buildings contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

20 2B 14 Park Future CIP CIP 270

Pete Demas Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible path of travel between buildings contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

21 2B 14 Park Future CIP CIP 270

Peter Singer Park
Accessible 
Routes

Path from 
Parking

9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

35 2B 4 Park Future CIP CIP 270

Peter Singer Park
Accessible 
Routes

Path from 
Parking

9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

38 2B 4 Park Future CIP CIP 270

Police Activities 
League Building

Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

7 2B 11 Building Future CIP CIP 540

Police Activities 
League Building

Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

9 2B 11 Building Future CIP CIP 540
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Police Activities 
League Building

Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

10 2B 11 Building Future CIP CIP 540

Police Activities 
League Building

Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

11 2B 11 Building Future CIP CIP 540

Police Activities 
League Building

Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

14 2B 11 Building Future CIP 540
Not 

Applicable

Police Activities 
League Building

Accessible 
Routes

Garage 4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

17 2B 11 Building Future CIP 540
Not 

Applicable

Scheiber Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

1 2B 11 Park Future CIP CIP 270

Scheiber Park
Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

6 2B 11 Park Future CIP CIP 270

Scheiber Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

8 2B 11 Park Future CIP CIP 270

Scheiber Park
Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

9 2B 11 Park Future CIP CIP 270

Scheiber Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

10 2B 11 Park Future CIP CIP 270

Scheiber Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

12 2B 11 Park Future CIP CIP 270
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Scheiber Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

16 2B 11 Park Future CIP CIP 270

Scheiber Park
Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

18 2B 11 Park Future CIP CIP 270

Scheiber Park
Accessible 
Routes

Play Area 9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

31 2B 11 Park Future CIP CIP 270

Scheiber Park
Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

19 2B 11 Park Future CIP CIP 270

Scheiber Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

22 2B 11 Park Future CIP CIP 270

Scheiber Park
Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

23 2B 11 Park Future CIP CIP 270

Sheffield Park
Accessible 
Routes

Path from 
Public Way

4500

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be beveled at 1:2 or less. 

Changes in level greater than 1/2 inch must be by way of a ramp.

10 2B 9 Park Future CIP CIP 270

Sheffield Park
Accessible 
Routes

Path from 
Public Way

9500

The accessible route of travel between the building and the public way on the site contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

11 2B 9 Park Future CIP CIP 270

Twelve Bridges 
Park

Accessible 
Routes

Path from 
Parking

9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.
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Twelve Bridges 
Park

Accessible 
Routes

Path from 
Parking

9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.
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Twelve Bridges 
Park

Accessible 
Routes

Play Area 9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.
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Twelve Bridges 
Park

Accessible 
Routes

Baseball Field 9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.
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Twelve Bridges 
Park

Accessible 
Routes

Baseball Field 9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.
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Evaluation 
Title/CIP#

Group
AreaDescriptio

n

Budget 
High/ 

Project 
Budget

Finding/Project Description
Finding 
Number

Barrier 
Priority

Facility 
Priority

Facility Type
FY 

Implementati
on

CIP / Public 
Services

Fund Completed

Twelve Bridges 
Park

Accessible 
Routes

Baseball Field 9500

The accessible path of travel between the building entrance and the accessible parking contains cross slopes greater than 2%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).  When the slope in the direction of travel of any walk exceeds 1 unit 
vertical in 20 units horizontal (5-percent slope), it must be constructed as ramp.

48 2B 7 Park Future CIP CIP 270
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